EXISTING UTILITIES SHOWN ON THE PLAN, ARE PLOTTED FROM UTILITY RECORDS.
THE CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY MEASURES TO LOCATE
AND PROTECT ALL UTILITIES WHETHER OR NOT SHOWN ON THIS PLAN.

D)
!
&2

PRIME CONTRACTORS BIDDING THIS WORK SHALL HAVE A CLASS 'A%, 'C-34", OR A
"C—42" LICENSE.

ALL ELEVATIONS SHOWN ON THE PLANS SHALL BE STAKED IN THE FIELD.

CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF
RIVERSIDE DEPARTMENT OF PUBLIC WORKS STANDARD DRAWINGS AND
THE "STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION”,
2009 EDITION.

CONTRACTOR SHALL POTHOLE AND VERIFY ALL LOCATIONS AND
ELEVATIONS OF UTILITIES PRIOR TO START OF CONSTRUCTION TO
ELIMINATE INTERFERENCE WITH THE REPAIR WORK.

CONTRACTOR SHALL PERFORM A PRE AND POST CONSTRUCTION VIDEO
OF THE EXISTNG SEWER MAIN LINE.

LINER MATERAIAL SHALL BE CURED—IN—-PLACE PIPE LINER PER
500—1.4. LINER WALL THICKNESS WITHIN 8" VCP PIPE SHALL BE A
MINIMUM 0.177 INCHES. CONTRACTOR SHALL SUBMIT CALCULATIONS
FOR LINER WALL THICKNESS WITHIN 4" PIPE.

MANHOLE SHAFT TO BE REHABILITATED PER 500-2.7 USING
"POLYURETHANE AND EPOXY PROTECTIVE LINING SYSTEM”.
CONTRACTOR SHALL MEET THE REQUIRED MATERIAL MANUFACTURERS
TESTING SPECIFICATION. '

CIFIC CONSTRUCTION NOTES:

NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN REFER TO THE RESPECTIVE STANDARD DRAWING
AND SHALL BE CONSTRUCTED ACCORDINGLY. UNLESS MODIFICATIONS ARE NOTED ON THE PLAN.
ANY NUMBER SHOWN BELOW THE STANDARD DRAWING NUMBER INDICATES THE SPECIFIC ALTERNATE
70 BE CONSTRUCTED. , '

CONTRACTOR SHALL FURNISH AND INSTALL NEW FRAME AND COVER. CONTRACTOR SHALL SCORE
4.5” AROUND MANHOLE LID WITH A MINIMUM DEPTH OF 17 MAKING SURE TO NOT CUT THROUGH
THE REINFORCING STEEL OF THE STRUCTURES DECK. THE CONTRACTOR SHALL CHISEL OUT THE
CONCRETE AROUND THE FRAME AND COVER MAKING SURE TO PROTECT THE STRUCTURAL
INTEGRITY OF THE STRUCTURES DECK INCLUDING THE SHELF OF WHICH THE MANHOLE FRAME
SITS ON. THE NEW MANHOLE FRAME AND COVER SHALL BE SET IN A BED OF MORTAR AND
FILLED IN WITH NON—SHRINK GROUT FINISHED FLUSH TO MATCH THE EXISTING SURFACE.
CONTRACTOR SHALL REMOVE EXISTING LINER FROM THE MANHOLE SHAFT (MAXIMUM 2° DEEP)
TAKING CARE NOT TO DAMAGE THE UNDERLYING CONCRETE, IF DAMAGED, CONTRACTOR SHALL
REPAIR THE CONCRETE AND COAT MANHOLE SHAFT WITH POLYURETHANE AND EPOXY PROTECTIVE
LINING SYSTEM. THE BOTTOM OF THE MANHOLE LID SHALL ALSO BE COATED WITH
POLYURETHANE AND EPOXY PROTECTIVE LINING SYSTEM. |
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P.K NAIL AND CITY ENGINEER TAG IN THE NORTHEASTERLY
CORNER OF A CATCH BASIN ALONG THE NORTHERLY CURB
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RETURN OF GOLDEN AVE AND GRAMERCY PL.
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DESCRIPTION
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CONTRACTOR SHALL LINE 40 LF OF EXISTING 8"
PIPE WITH CURED—IN-PLACE PIPE (CIPP) LINER o
0 SEWER LATERALS WITHIN PIPE SEGMENT ' | : , t o ,
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MODIFICATIONS ARE NOTED ON THE PLAN. ANY NUMBER SHOWN BELOW THE
STANDARD DRAWING NUMBER INDICATES THE SPECIFIC ALTERNATE TO BE
’ CONSTRUCTED.
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CONTRACTOR SHALL FURNISH AND INSTALL NEW FRAME AND COVER. CONTRACTOR
SHALL SCORE 4.5” AROUND MANHOLE LID WITH A MINIMUM DEPTH OF 17 MAKINC
if i SURE TO NOT CUT THROUGH THE REINFORCING STEEL OF THE STRUCTURES DECK.
R THE CONTRACTOR SHALL CHISEL OUT THE CONCRETE AROUND THE FRAME AND
COVER MAKING SURE TO PROTECT THE STRUCTURAL INTEGRITY OF THE STRUCTURES
DECK INCLUDING THE SHELF OF WHICH THE MANHOLE FRAME SITS ON. THE NEW
7)) MANHOLE FRAME AND COVER SHALL BE SET IN A BED OF MORTAR AND F?;!.LE@{/M
WITH NON—SHRINK GROUT FINISHED FLUSH TO MATCH THE EXISTING SURFACE.
m CONTRACTOR SHALL REMOVE EXISTING LINER FROM THE MANHOLE SHAFT (MAXIMUM
m 2’ DEEP) TAKING CARE NOT TO DAMAGE THE UNDERLYING CONCRETE, IF DAMAGED,
g CONTRACTOR SHALL REPAIR THE CONCRETE AND COAT MANHOLE SHAFT WITH
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_,.-EP}PE WITH CURED—IN-PLACE PiPE (CIPP) LINER |
10 SEWER LATERALS WITHIN PIPE SEGMENT |

C@NTRACTOR SHALL LINE 302 LF OF EXISTING t” |
PIPE WITH CURED—IN-PLACE PIPE (CIPP) LINER '

12 SEWER lATERALS W&TH!N PIPE SEGMENT

CONTRACTOR SHALL LINE 1307 LF OF EX!ST&NG 8"
PIPE WITH CURED—IN—PLACE PIPE (dzpp) LINER

9 SEWER L?ATERALS Wi THiN PIPE SEGMENT

CONTRACTOR SHALL LINE 264 LF OF EXISTING 8"
PIPE WITH CURED—IN-PLACE PIPE (CIPP) LINER | co
8 SEWER LATERALS WITHIN PIPE SEGMENT < >

F&C

LA WIR

[ A T A
O

S POLYURETHANE AND EPOXY PROTECTIVE LINING SYSTEM. THE BOTTOM OF THE g
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LINING SYSTEM.
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NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN REFER TO THE RESPECTIVE
STANDARD DRAWING AND SHALL BE CONSTRUCTED ACCORDINGLY. UNLESS

O MODIFICATIONS ARE NOTED ON THE PLAN. ANY NUMBER SHOWN BELOW THE
STANDARD DRAWING NUMBER INDICATES THE SPECIFIC ALTERNATE TO BE
CONSTRUCTED.

CONTRACTOR SHALL FURNISH AND INSTALL NEW FRAME AND COVER. CONTRACTOR SHALL Sz:‘@f?{
4.57 AROUND MANHOLE LID WITH A MINIMUM DEPTH OF 17 MAKING SURE TO NOT CUT THROUGH
THE REINFORCING STEEL OF THE STRUCTURES DECK. THE CONTRACTOR SHALL CHISEL OUT THE
CONCRETE AROUND THE FRAME AND COVER MAKING SURE TO PROTECT THE STRUCTURAL |
INTEGRITY OF THE STRUCTURES DECK INCLUDING THE SHELF OF WHICH THE MANHOLE FRAME
‘ SITS ON. THE NEW MANHOLE FRAME AND COVER SHALL BE SET IN A BED OF MORTAR AND
FILLED IN WITH NON—SHRINK GROUT FINISHED FLUSH TO MATCH THE EXISTING SURFACE.
CONTRACTOR SHALL REMOVE EXISTING LINER FROM THE MANHOLE SHAFT (MAXIMUM 2° DEEP)
_— B TAKING CARE NOT TO DAMAGE THE UNDERLYING CONCRETE, IF DAMAGED, CONTRACTOR SHALL
SRAN T REFPAIR THE CONCRETE AND COAT MANHOLE SHAFT WITH POLYURETHANE AND EPOXY Pﬁfi‘ﬁ’m{é’
| LINING SYSTEM. THE BOTTOM OF THE MANHOLE LID SHALL ALSO BE COATED WITH |
POLYURETHANE AND EPOXY PROTECTIVE LINING SYSTEM.

CONTRACTOR SHALL LNE 675 LF OF EXISTING
8" PIPE WITH CURED—IN—PLACE PIPE PE_LINER

17 SEWER LATERALS WITHIN PIPE SEGMENT
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PR POINT REPAIR (INSTALL 18 FEET OF 8 INCH VCP TO REPAIR LARGE PIPE OFFSETS. J/

FURNISH AND INSTALL SEWER CLEANOUT IN PARKWAY PER DETAIL SHEET 3. SEWER

LATERAL TO BE LINED WITH CIPP LINER OR REPLACED WITH 4" VCP AS DIRECTED BY THE
ENGINEER.

ONO

CONTRACTOR SHALL ’LNE 286 LF OF EXISTING
8" PIPE WITH CURED-IN—PLACE PIPE LINER
3 SEWER LATERALS WITHIN PIPE SEGMENT

o SipEWALK OR D/W PER STD. DWG. 325 OR 302
~ OR AS DIRECTED BY THE ENGINEER

MATERIALS

'BROOKS NO. 9-T VALVE BOX OR EQUAL. (MARKED SEWER)

MECHAN(CAL STOPPER ST-SERIES BY MISSION RUBBER COMPANY OR CITY APPROVED EQUAL.
MINIMUM 3" SEWER PIPE OR MATCH EXISTING.

,WYE PER UNIFORM BUILDING CODE.

 EXIST. VCP SEWER LATERAL.

JOINT TO CONNECT EXIST. VCP TO PROP. VCP SHALL BE TYPE "Z” JOINTS. JOINTS

,TO COMNECT PROP. VCP TO PROP., VCP SHALL BE TYPE "G”

-

12"
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, B S — SACK SLURRY AT CONTRACTORS EXPENSE,

| , F F N : o k - —2% UNLESS OTHERWiSE

LT § Aﬂ- ?3 LF O i bR 758 ; = , DIRECTED BY THE g 3. GRADE PARKWAY AT 2% TOWARDS CURB OR BACK OF SIDEWALK OR
"'P‘ﬁ *8025‘;3?&5%&{1? L N L e | ENGINEER, G AS DIRECTED BY THE ENGINEER.

| . | EEENY = T R D () | 4. PCC SIDEWALK OR PCC D/W REMOVAL SHALL BE TO THE NEAREST
A - 11 oo e | |  SCORELINE. HOWEVER, NO LESS THAN 25 SQUARE FEET OF SIDEWALK

752‘? ) f’ | HW ‘ SCALE 7..503 | | T '; 759 - - CLEA NOUT DETAIL - ' . oo gﬁ;vov;g% JHE SMALLEST DIMENSION A MINIMUM OF 4 FEET, SHALL

| | VERT. SCALE: 1"=6 I | | | 5. INSTALL SEWER CLEAN OUT IN THE RIGHT OF WAY LOCATION AND
0 1 9 3 o | NO SCALE AS DIRECTED BY THE ENGINEER. WHERE C.0. IS TO BE PLACED IN A DIRT

AREA, A 4—INCH THICK, 24°X24" PCC APRON SHALL BE CONSTRUCTED
AROUND IT.

763.23 FL

762.97 FL

o
&
q:lﬁ-.)

758 |

P.K NAIL AND CITY ENGINEER TAG IN THE NORTHEASTERL g T -Im ot
CORNER OF A CATCH BASIN ALONG THE NORTHERLY CUR /%R B\ 1 ; s , /
OF GRAMERCY PLACE AT THE NORTHWESTERLY CURB . e%gocuendAlert: limEam |  ENGINEERIN
RETURN OF GOLDEN AVE AND GRAMERCY PL. o souner corome |AEES Sl | RESPONSIBLE CHARGE

Call: TOLL FREE | FN&NEE;W; MANAGER ey
1-800 HE—"0 s/ \ A /s o ] PRINFAL ENGINEER A &Tv ENG NEE%%

297-2600  WEersioel ’ N AY/A | = : [ her| oaw [ CONSTRUCTION ADMIN] f {4 W g’;gfgggg

: i it X ,, -he NO. y : o i it DI \ 5 B : o - g - cron: ' - & A7 1

TWO WORKING DAYS BEFORE YOU DI | lem —— Yy [ SURVEY DATE L4/

| CITY OF RIVERSIDE, CALIFORNIA | SEWER MAIN LINER RERAD
. DEPARTMENT OF PUBLIC WORKS | 4 ,
i * APPROVED BY BY DATE APPR ,Ep/sy P'PE LINEH HEPA[HS AT

DATUM: 1929

gf " 5 ~ VARIOUS LOCATIONS FY 11/12

| CANTERBURY RD, GOLDEN AVE | s 2
HORIZ. SCALE: 1"=60’ VERT. SCALE: N/A 1 FILE NAME: $-2093-03 |

ELEVATION 771.853

oesiveo By LA prawn ey LA cueckep gy LY




	S2093-1.TIF
	S2093-2.TIF
	S2093-3.TIF

