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CONSTRUCTION NOTES AND QUANTITY ESTIMATES:

EXTEND EXISTING 15" CSP WITH 5t 15 CSP (12 GA) TG JOIN TO
PROP. CLEANQUT PER C/R STD 425 CLEANOUT. CONSTRUCT 1 EA
CLEANOUT OVER PROP. 24" HDPP.

INSTALL 24" HDPP_ STORM DRAIN PIPE AND BEDDING CASE |

12+00 - - 13+00
GENERAL NOTES

10.

11,

12,

13.

NO PERSON SHALL PERFORM ANY CONSTRUCTION ACTIVITY OR INSTALL
ANY OBJECTS WITHIN THE PUBLIC RIGHT-OF~WAY OR EASEMENTS OF THE
CITY OF RIVERSIDE WITHOUT A VALID CONSTRUCTION PERMIT OR, A
STREET OPENING PERMIT, OR AN ENCROACHMENT PERMIT ISSUED BY THE
CIY'S PUBLIC WORKS DEPARTMENT.

T SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO CLEAR THE
RIGHT OF WAY IN: ACCORDANCE WITH THE PROVISIONS OF LAW AS IT
AFFECTS EACH UTILITY INCLUDING IRRIGATION LINES AND APPURTENANCES
AND AT NO. COST TO THE CITY.

CONSTRUCTION SHALL BE IN ACCORDANCE WTH THE CITY OF RIVERSIDE
DEPARTMENT OF PUBLIC WORKS, STANDARD DRAWINGS, ITS SUPPLEMENTAL
NOTES AND: THE STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION, CURRENT EDITION.

THE PRIVATE ENGINEER SIGNING THESE PLANS IS RESPONSIBLE FOR ASSURING
THE ACCURACY AND ACCEPTABILITY OF THE WORK HEREON. IN THE EVENT
OF DISCREPANCIES ARISING DURING: CONSTRUCTION, THE PRIVATE ENGINEER
SHALL BE RESPONSIBLE FOR: DETERMINING AN ACCEPTABLE SOLUTION AND
REVISING THE PLANS FOR APPROVAL BY THE CITY.

QUANTITIES SHOWN ARE FOR INFORMATION ONLY AND. THE CITY OF RIVERSIDE
IS NOT RESPONSIBLE FOR THEIR ACCURACY.

THE DEVELOPER SHALL BE RESPONSIBLE FOR PRESERVING OR
RE-ESTABLISHING AND REFERENCING SURVEY MONUMENTS DESTROYED,
DISTURBED, OR BURED AS A RESULT OF CONSTRUCTION SHOWN. HEREON.

ALL FLAGGED ELEVATIONS SHALL BE STAKED IN THE FIELD BY THE PRIVATE
ENGINEER.

THE CONTRACTOR SHALL CALL IN A LOCATION REQUEST TO UNDERGRQUND: SERVICE
ALERT (USA), PHONE § 1-800-227-2600, TWO WORKING DAYS BEFORE DIGGING.
NO CONSTRUCTION PERMIT WILL BE ISSUED BY THE :PUBLIC WORKS: DEPARTMENT
INVOLVING EXCAVATION. FOR UNDERGROUND FACILMTIES UNLESS THE APPLICANT

HAS BEEN PROVIDED AN INQUIRY IDENTIFICATION: NUMBER BY USA.

CONTRACTOR IS TO VERIFY EXISTING SEWER LATERAL ELEVATION PRIOR TO CONSTRUCTION.

LOCATION OF LATERALS TO BE DETERMINED IN THE FIELD AT THE DIRECTION OF THE
OWNER. AVOID A CONFLICT WITH PROPOSED AND/OR EXISTING FACILITIES.

NO FINISHED FLOOR ELEVATIONS SHALL BE LESS THAN 6° ABOVE THE THE UPPER
MANHOLE RIM OF THE SEWER LINE SEGMENT BEING CONNECTED TO, WITHOUT HAVING
A PROPER BACKWATER VALVE INSTALLED IN: THE LATERAL

PIPE BEDDING SHALL BE CASE I PER CITY STD DWG. NO. 452 UNLESS OTHERWISE SHOWN
ON THE PLANS. IF GROUND WATER IS ENCOUNTERED, BEDDING SHALL BE CASE Wi IN
ACCORDANCE WITH NOTE 2, CITY STD. DWG. NO. 452,

ANY TRAFFIC CONTROL STRIPING QBLITERATED AND/OR BADLY WORN DURING
CONSTRUCTION SHALL BE RESTORED BY THE CONTRACTOR WITHIN FIVE DAYS
AFTER NOTIFICATION FROM THE CWY INSPECTORS.

P/K. NAIL AND CITY ENGINEER TAG IN THE BASE OF A S— S —— @ PER CITY OF RIVERSIDE STD. DRAWING #4-52 165 LF.
TRAFFIC SIGNAL AT THE NORTHWEST CURB RETURN OF — : @ CONSTRUCT CONCRETE LINED CHANNEL PER SECTION A—A HEREON.
JURUPA AVENUE AND FREMONT STREET. (THE RETURN é PCC TO BE 4" THICK WITH 10x10x10 WWM REINFORCING 72 LF.
BETWEEN FREMONT ST. AND COLUMBUS ST.) l @ 8%>IVSVIT;§GUC#T $1SZP INLET PER CITY' OF RIVERSIDE STANDARD -
ELEV. - 780277 , L= i (5) CONSTRUCT CONCRETE HEAD WALL PER DETAIL ABOVE. 1 EA
: T 7% | L Y BUSHESS. 74X GERT NGL 110958, 5P DATE- 4/12/06 (6) JOIN PROP 15" CSP TO EXIST 15" CSP WITH CONC. COLLAR PER C/R STD 424 1 EA.
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