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SHEET 1-3 & L-6

TRACT 21834

GENERAL NOTES

A1l related work shall conform to the City of Riverside Park and Recreation

.Department Standards and City of Riverside policies.

2. Hhen caliing for inspections, contact the Park. Projects Inspector a minimum
of 48 hours in advance at (714) 782-5223 to schedule an inspection. A Field
Notice will-be issued as written approval for each stage of inspection. A
verbal approval will not be acceptable. Inspections are required at the
following times during the course of the project:

a. Prior to commencement of any work, for the purpose of a
pre-construction. meeting;

b. Prior to the installation of irrigation lines or components;

c. Prior to pouring concrete for inspection of hardscape formwork;

d. During hydrostatic pressure test of irrigation mainline prior to
backfill of main Yine trench;

e. Inspection of lateral lines and heads prior to backfill of trenches;

f. Upon completion of fine grading, but prior to commencement of soil
preparation, for acceptance of fine grading work;

g. Inspection of completed finish grading work after sofl amendment work;

h. Upon completion of the irrigation system for a coverage test and
demonstration of the system as fully operational.

{.  When plant locations have been spotted in the field but prior to
digging plant pits;

J.  Hhile digging plant pits and planting/relocating trees;

k. During application of pre-emergent chemical. Pre-emergent chemical
treatment shall be applied at the following times during the contract:
a) before planting, . .
b) at the beginning of plant establistment period,
¢) periodically as necessary during the plant establishment period, and
d) at end of plant establishment period;

k. After planting and all other indicated or specified work has been
completed, for start of maintenance;

1. At formal quarterly inspections;

m. After completion of the maintenance period.

]
[ ]
Underground Service Rlert

TWO WORKING DAYS BEFORE YOU DIG PROFESSIONAL.

PRIVATE ENGINEERING NOTE

4 CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CON-

Call: TOW FREE TRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE RESPONSI-
BILITY FORJOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION
’ OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY;
] - 800 THAT THIS REQUIREMENT SHALL BE MADE TO APPLY CONTINUOUSLY AND
NOT BE LIMITED TO NORMAL WORKING HOURS, AND CONSTRUCTION CON-
422_4" 33 TRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY AND HOLD DESIGN
PROFESSIONAL HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED,

IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT,
EXCEPTING LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF DESIGN

" 3. Upon receipt of written acknowledgement of the City's final acceptance, the

developer will be released from ‘maintenance. (Until receipt of written g
notification from the City that the Park and Recreation Department is n.r
assuming maintenance  responsibilities, the developer shall remain

responsible for the project.)

4. The Developer shall be responsible to have ,all plantings acceptably
maintained for a minimum period of (one (1) year/two (2) years).

NOTE: * ALL WIRES UNDER PAVEMENT SHALL BE INSTALLED IN A SEPARATE SLEEVE

FROM PIPING PER CITY OF RIVERSIDE - PARK AND RECREATION DEPARTMENT
STANDARDS.

DIGGER

ALL PIPING UNDER PAVEMENT SHALL BE INDIVIDUALLY SLEEVED- PER CITY OF
RIVERSIDE - PARK AND RECREATION DEPARTMENT STANDARDS.

[RRIGATION SYSTEMS SHALL BE SPLIT AND VALVED IN A MANNER TO AVOID
NON-PRESSURIZED LATERAL LINES UNDER STREETS. ONLY PRESSURE LINES ARE
PERMITTED UNDER STREETS.

* ANGLED FITTINGS ARE NOT ALLOWED IN PIPE OR WIRE SLEEVING. ‘ ¢ M

61|60|59|58,57| 56|55 54[53 52

5150\ 49

VAN BUREN BLVD

GENERAL NOTE:

-QUANTIY

—_PLANTING SYMBOL

TYPICAL PLANTING AREA -SEE ENLARGEMENT PLAN ON SHEET L-

TYPICAL CQNSTRUCTION AREA -SEE ENLARGEMENT ON SHEET L-10.

SEE IRRIGATION LEGEND ON SHEET L-2.

SEE PLANTING LEGEND ON SHEET L-5
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ORANGE TERRACE PARKWAY
RIVERSIDE, CALIFORNIA

SHEET INDEX

COVER SHEET
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IRRIGATION PLAN

IRRIGATION PLAN

PLANT LEGEND & CONCRETE/PLANTING NOTES

CONSTRUCTION/PLANTING PLAN
'CONSTRUCTION/PLANTING PLAN:
IRRIGATION DETAILS

PLANTING DETALS
'CONSTRUCTION DETAILS
IRRIGATION SPECIFICATIONS
PLANTING SPECIFICATIONS
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IRRIGATION LEGEND

CITY PRESSURE CALCULATIONS

SYMBOL MAKE MODEL NO. - DESCRIPTION PSI GPM RADIUS PATTERN DETAIL
WATER METER # ' A SIZE 1" @ @ @ RAIN BIRD 1812-10' Q,T,H-LA 20 .33,.43,65 8 ADJ. 90°,120°,180° AL-8
12" P.U. TOP OF SLOPE
ELEVATION 1748.1 _ ' o N o -
__ %6 37 &) RAINBIRD  1812-12'QTH 20 53,.70,1.05 10° ADJ. -
STATIC PRESSURE HIGH Low ®) Y @ 1B1212QTH
SOURCE OF INFORMATION W. M. W. D. (Lisa) 09O 1 -
780-4170 RAIN BIRD 1812-15' Q,T,H 20 .75.,1.0,1.50 12' ADJ "
PHONE NUMBER N @ 12" P.U. TOP OF SLOPE
DATE OF INFORMATION July 11, 1990 o o
v v Vv RANBIRD 1812-SAM-10’ Q,T,H-LA 20 .33,.43,.65 8 ADJ
12" P.U. TOE OF SLOPE
H.G.L. MEAN ELEVATION 1881 (REQUIRED IF STATIC PRESSURE UNKNOWN) o .
' ¥ Vv Y RAINBIRD 1812-SAM-12' QT ,H 20 53,.70,1.05 10’ ADJ -
12" P.U. TOE OF SLOPE
WATER METER : ADJ . .
. 1748.1 Vv Vv VvV RAINBIRD 1812-SAM-15' Q,TH 20 .75,1.0,1.5 12
ELEVATION “ Tiaa 12" P.U. TOE OF SLOPE .
' = oo o | X END/SIDE STRIP J
D-1 Ln ® O RAIN BIRD 1812-SAM-15' EST, SST 20 .50,1.00 4X14/28
REMOTE CONTROL VALVE : SIZE 1% _ A S ook
MAXIMUM DEMAND 21.4 G.P.M. : . . 01000 o
’ ' > @ RAIN BIRD 1812-SAM-22 Q,H-SS 20 67,133 , .
ELEVATION OF 12" P.U. TOE OF SLOPE
HIGHEST HEAD 1769.2 . . 909,180° "
| v v < RAIN BIRD 1812-22Q,H-SS 20 .67,1.33 14" ADJ )
PRESSURE @ R.C.V. 27.87 P.S.. _ ’ 1812220158 o . -
QTy. SIZE ITEM P.SJ. LOSS ° PAINBIRD 1812~ Kot 20 Lo S _ —
1" WATER METER 2.8 ") RAIN BIRD EFB SERIES BRASS REMOTE CONTROL VALVE (PLAN SIZED) B/L~-8
15" R.P. BACKFLOW DEVICE 8 »< NIBCO T-113 LINE SIZED GATE VALVE WITH BRONZE TURNING HANDLE ‘ClL-8
: . GATE VALVES @ FEBCO (OREQUAL) 1 1/2° REDUCED PRESS. BACKFLOW DEVICE BY W.M.W.D 1° WATER METER BY W.M.W.D. @P.O.C. E/L-8
_0__ MASTERVALVE 1= . v
0 PRESS. REG. (FALL OFF) - » RAIN BIRD 44 LRC QUICK COUPLER WITH LOCKING RUBBER COVER F/L-8
965 LF _3" MAIN LINE -58 Y RAIN BIRD ISC-32 CONTROLLER. WALL MNT. WITHIN A LA MEUR 'V’ ENCLOSURE WITH OPTIONS 'A’ & 'B". oit-s
-~ INSTALLATION AND FINAL LOCATION PER APPROVAL OF CITY PARK PROJECTSINSPECTOR, INCLUDING )/L-8
Q. MAINLIE . CITY PULL BOXES. . . G/L-8
14" REMOTE CONTROL VALVE ASSEMBLY 2.7 - :
LS LATERAL LINE LOSS 5 (——) APPROVED  CL.200 PVC LATERALS (STARTING WITH 3/4" DIA.) - 12" MIN. COVER
= LATERAL LINE LOSS S (=—=) APPD SCH. 315 PVC MAIN LINE (2° DIA & LARGER) - 18" MIN. COVER (SCH. 40 PVC: 1-1/2° DIA. AND SMALLER)
LATERAL LINE LOSS (==—==) APPD SCH. 40 PVC SLEEVE. EXTEND ENDS OF SLEEVES 12" BEYOND HARDSCAPE ABOVE - 18" MIN. COVER(PLAN SIZED)
FITTINGS LOSS (10%) 1.0 ‘ _ . _
ELEVATION CHANGE (4) © . _9.14 (===) APPD. SCH. 40 PVC ELECT. WIRE SLEEVES (2" DIA. TYP.) FOR LOW VOLTAGE UF SYSTEM
O @ RAINBIRD  1806-1402 P.U. BUBBLER 20 5 - TRICKLE A/L-8
TOTAL SYSTEM LOSSES: 29.72

PRESSURE TO OPERATE HEAD: ) 20.0 /——:)(/— CONTROLLER STATION NO.

_ — DESIGN DEMAND
TOTAL PRESSURE REQUIRED: 49.72 \Ak_
LOWEST STATIC PRESSURE AVAILABLE: 57,6 : VALVE SIZE

PRE-SET REGULATED PRESSURE (IF REQUIRED):
RESIDUAL WATER PRESSURE:

#

IRRIGATION NOTES

1. THIS SYSTEM IS DIAGRAMMATIC. ALL PIPE, VALVES, ETC. SHOWN
WITHIN PAVED AREAS ARE FOR DESIGN CLARIFICATION ONLY AND
SHALL BE INSTALLED IN PLANTING AREAS WHEREVER POSSIBLE.

2. DO NOT WILLFULLY INSTALL THE SPRINKLER SYSTEM AS INDICATED
ON THE DRAWINGS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN
OBSTRUCTIONS OR GRADE DIFFERENCES EXIST AND SHOULD BE
BROUGHT TO THE ATTENTION OF THE OWNER'S AUTHORIZED
REPRESENTATIVE. 1IN THE EVENT THAT THIS NOTIFICATION IS NOT
PERFORMED, THE CONTRACTOR MUST ASSUME FULL RESPONSIBILITY
FOR REVISIONS NECESSARY.

3. SYSTEM DESIGN IS BASED ON MINIMUM OPERATING PRESSURE SHOWN
AT EACH POINT OF CONNECTION WITH MAXIMUM GPM DEMAND
SPECIFIED. IRRIGATION CONTRACTOR SHALL VERIFY ALL PRESSURES
ON SITE PRIOR TO CONSTRUCTION TO OWNER'S CONSTRUCTION
REPRESENTATIVE.

4, IT IS THE RESPONSIBILITY OF THE IRRIGATION CONTRACTOR TO
FAMILIARIZE HIMSELF WITH ALL GRADE DIFFERENCES, LOCATION OF
WALLS, RETAINING WALLS, CURBS, ETC. HE SHALL COORDINATE ALL
HIS WORK WITH THE GENERAL CONTRACTOR AND OTHER SUB-
CONTRACTORS FOR LOCATION OF PIPE SLEEVES THROUGH WALLS,
UNDER ROADS, PAVING AND STRUCTURES.

5.  MAINLINE FEEDER BETWEEN POINT OF CONNECTION, METER.~AND
BACKFLOW PREVENTER TO BE OF MATERIAL AS REQUIRED BY CURRENT
WATER DISTRICT.

P 6. FINAL LOCATION OF THE AUTOMATIC CONTROLLER ENCLOSURE AND THE
' BACKFLOW PREVENTION DEVICE SHALL BE APPROVED BY THE CITY'S
AND OWNER'S REPRESENTATIVE _

7. IN ADDITION TO THE SLEEVES SHOWN ON THE PLAN, THE IRRIGATION
CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION OF
ADDITIONAL SLEEVES OF SUFFICIENT SIZE UNDER ALL PAVED AREAS
PRIOR TO PAVING UPON APPROVAL OF THE OWNER'S REPRESENTATIVE,

. IF REQUIRED TO OPERATE SYSTEMS.

8.  IRRIGATION CONTRACTOR SHALL FLUSH ALL LINES AND ADJUST ALL
HEADS FOR MAXIMUM PERFORMANCE AND TO PREVENT OVERSPRAY ONTO
"WALKS, STREETS, AND BUILDINGS AS MUCH AS POSSIBLE. THIS
SHALL INCLUDE SELECTING THE BEST NOZZLE RADIUS TQ FIT
- UNUSUAL SITE CONDITIONS FOR APPROVAL PURPOSES AT NO EXTRA
. CHARGE. - : ‘

P LAN CROSS REF ERENCES N | | 9.  QUALITY CONTROL OBSERVM;ION SEQUENCES ARE FOUND IN THE

FOR NOTES AND LEGEND, SEE SHEET L- Z - TS, f .
» FOR DETA".S, SEE SHEET L'& . . | 10. CLEAN-UP ON A DAILY BASIS PER OWNER'S REPRESENTATIVE

. APPROVAL.
FOR SPECIFICATIONS , SEE SHEET L- || »
FOR CORRESPONDING CMNZPUTION  SEESHEETL- (€7
FOR CORRESPONDING FEaNTINZy ~ SEESHEETL- €7

PC2186-R
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« ELECTRICAL POINT OF C,,‘QNNE'CTI\ON-
'FOR IRRIGATION CONTROLLER

« STREET LIGHTING PULL BOX
- BY PUBLIC UTILITIES CONTRACTOR -
120/240 VOLTS'_AVA'ILABLE '

3747

C57LTOROW.

43" TO CURB

VARIABLE WIDTH

WALL & LANDSCAPE’

EASEMENT

2" CONDUCT BY DEV. T-21834-5,

%
-
-
-
-
<:::> 1. Electric Service Box (Pull Box), by others per Public Utilities plans.
2. Insulating bushing-by others per Public Utilitles specs.
3. 2" DB conduit  per Public Utilities plans.

Service cables pro?ided by Utilities Dept. Public Utilities Dept. will

4.
make service connections in Metered Pedestal A and Pull Box, contractor
shall not make connection.

5. 1" IIDG conduit to be installed by contractor.

6. Customer load section.

7. Contractor to make connection in customer load section and provide 2 - IU ]
and 1 - 112 cu. THW wires to pump. Provide 2’ of wire beyond end of \“
conduit and I.D. neutral.

8. Contractor to make connection in customer load section and provide 2 - 112
cu. THW wires to controller. Provide 2’ of wire beyond end of conduit and
I.D. neutral.

9. Metered Pedestal to be installed by contractor per E.U.S.E.R.C. drawing

$308 Fig. 2B.

CITY METER PEDESTAL

CONTROLLER A : RAIN BIRD ISC32 WALL
MOUNTED WITHIN A LE MEUR ¥ ° WITH OPTION
'A' AND 'B' INCLUDED PEDESTAL MOUNTED

ENCLOSURE. FINISH: 2 COATS

SEMI-GLOSS ENAMEL. PER SPECS.

ELECTRICAL: CONTRACTOR TO INSTALL PULL BOX. : ‘
1* . DOMESTIC WATER METER

EXACT LOCATION OF PULL BOX TO BE PROVIDED
BY CITY PUBLIC UTILITIES DEPARTMENT.

REFER TO DETAIL D & G OF SHEET L- 7£8.

W.MW.D. SHALL INSTALL SERVICE LINE, METER
AND 1-1/2° FEBCO 825Y REDUCED PRESSURE'
'‘BACKFLOW PREVENTER.

@ (TYP)

6°X6" CONCRETE MOW STRIP

ORANGE  TERRACE

1% (03

— =

AVAILABLE PRESSURE :/57.6 P.Sd,
MAX. DEMAND =21.4 a 27.87 P.S|.

‘RESIDUAL PRESSURE =79~ VALVE D-T1
FG. AT BF-4810
F.G. AT HIGHEST HEAD- 69.20°
>1 | NORTH
SC: 17-20'-0"

5 HP SINGLE PHASE PUMP BY SO. CAL. PUMP WITH 80" LONG ALUM., CENTER
SPLIT PUMP ENCLOSURE BY STRONG BOX. REFER TO SPECS & DETAILS ON
SHT. L-8. DEVELOPER TO PROVIDE POWER TO LOCATION PER |

SPECIFICATIONS ON SHT. L-8.

/DIN\ /7

\PLaE72 =T T

NOTE:. ((SHT'S L-4.& 1%4) -

D

'AS LATERAL LINES .; ALL LINES SHALL BE TRENG

'CONTRACTOR TO PROVIDE 2 EXTRA PILOT WIRES TO END OF MAIN LINE.
PIGTAIL & BUNDLE INSIDE A CONCRETE R.C.V BQX & STORE FOR FUTURE USE..

.SIZING OF LATERALS START WITH 3/4° - NO 1/2°

CLASS 200 P.V.C. USED
, : -9 - LE HED.. T
NO ABOVE GROUND IRRIGATION'LINES ALLOWED.

RIGHT & BOTTOM 70! |

VARIABLE WIDTH
WALL & LANDSCAPE
EASEMENT

.................... = - ELECTRIC VAULT .::
. i} (TYP) ' :

PLAN CROSS REFERENCES -

FOR NOTES AND LEGEND, SEE SHEET L- 2

FOR DETAILS, SEE SHEETL- & o |

— 6°X6" CONCRETE MOW STRIP

} FOR SPECIFICATIONS , SEE SHEETL-[| =~ At
. N . - . e . . —~ / - |
| FORCORRESPONDING  Zamsga (3~ See SUEET L. & ¢
’ e . P Py { -
bt FOR CORRESPONDING A _ ¢ °  SEESHEETL- ¢ &7 NoRTH
- o . _ N . P SC: 17=20'-0° -
5 | PHASE 5
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Zz”ae

- VARIABLE w 6'X6" CONCRETE MOW STRIP
DTH |
WALL ¢ | a (TYP)
EASEMENT o CAPE -

NORTH
SC: 1'=20'-0°

D 1I\20

P

VAULT (TYP.)

|- ELECTRICAL

e .\/ARIABLE W’D

TH
WALL & LANDSCApE
EASEMENT

ELECTRIC VAULT (TYPJ,

NOTE:, ‘
ELANS READ LEFT TO FIGHT. & BOTTOM TO | S PLAN CROSS REFERENCES
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PLANTING LEGEND

L
STAMPED CONCRETE (DRY S ] SYMBOL ITEM NO. BOTANICAL NAME COMMON NAME SIZE COMMENTS DETAUI
Trees T-1 Lagerstroemia indica Crape Myrtle 'Purple’ 15 Gal. Plant at 30' OC Min. ABG
SECTION 03355 - STAMPED CONCRETE (DRY SHAKE) T.2 Magnolia grandifiora Southern Magnolia 15 Gal. Plant at 45" OC Min. ABG
"Majastic Beauty'
PART 1 - GENERAL
1.01 RELATED DOCUMENTS:
The General and Special Provisions of the Specification as well as the Shrubs
“Standard Specifications for Public HWorks Construction", current addition, SRR S-1 Abelia grandiflora N.C.N. 5 Gal. Plant at 48" OC c
shall apply except as modified herein. ) ’Edwarg Goucher'
1.02 SCOPE OF WORK: S-2 Raphiolepis indica White India Hawthorne 5 Gal. Plant at 36" OC F
Exterior slabs as shown on drawings ‘Clara’
Formin . "
Cement? finish S-3 Raphiolepis indica Pink Lady Hawthorne 5 Gal. Plant at 36" OC c
Curing 'Pink Lady’
Placing of sleeves and drain lines under slabs “
g S-4 Xylosma congestum N.C.N. 5 Gal. Plant at 48" OC C
1.03 QUALITY ASSURANCE: 'Compacta’
The work shall be performed by qualified personnel trained to obtain the Vine
textured finish specified herein. The contractor shall provide written - V-1 Mactadyena unguis-catii Cat's Claw 5 Gal. Attach to walls per plan F
evidence to the Park Department that the finstaller for this work has '
satisfactorily completed at least three installations. ’ Groundcovers . .
—_— ' | G-2 Trachelospermum Star Jasmine Flats At 12" OC Triangulate E
1.04 SAMPLE PQUR: . jasminoides
The contractor shall provide a sample pour on site of sufficient size, i : i i 2" thick all planters D
minimum 10 S.F., to demonstrate the required stamped concrete work, G3 gﬁiﬂgf&"ﬂch Source: Blue Ribbon '
including dust-on color, wax curing and finishing compounds. A minimum Landscape
period of 28 days will be required for adequate curing of the sample pour Orange, California
prior to inspection. Stamped concrete work shall not be performed prior (714)63'3-3666
to the inspection and written approval of the sample by the Park Projects
Inspector. If not approved, additional sample panels- will be required : " i isi
until approval fs achieved. A1l other portions of the stamped cogcrete (NOTE: Contractor shall remove 3" soil and replace with 2" of shredded mulch). F.G. shall be 3" below fin. surface, wherever mulch is installed.
work shall match the color and finish of the approved sample pour. ‘
1.05 DEFECTIVE WORK:
Defective sections shall be removed and replaced'. Inconsistencies 1in
color will be considered as defective work. No extension of time will be
allowed for correcting defective work. .
1.06 INSPECTIONS:
Inspections are required. Contractor shall call for inspection a minimum
of 48 hours (two working days) prior to need. )
The contractor shall call for inspection at specific steps in the
construction process including those points in time when:
1) A1l sleeve and drainline installation is complete, but prior to
backfill of trenches.
2) A1l form work is placed and all subgrade work is complete, but
prior to pour
Contractor shall notify the Park Projects Inspector, (714) 782-5223, a
" minimum of 48 hours prior to pouring any concrete.
Any work covered prior to 1inspection shall be opened to view by the
Contractor at his expense if so directed by the inspector.
PART 2 - MATERIALS
:2.01 A1l materials shall conform to Section 201 of ‘the Standard Specifications,
- except as modified in the following subsections.
2.02 CONCRETE:
Concrete shall conform to Concrete Class Use Table, Section 201-1, of the
Standard Specifications and shall be-a S5-sack mix, with a maximum 4-inch
slump, 2,000 pounds per square inch ultimate compressive strength at 28
: days. No admixtures will be allowed. 4” THICK SLAB O GRADE. ‘
2.03 DRY SHAKE COLOR: : .
: The required color shall pE: A-S0~-P SLATE -~ GRAY ‘ dTINGE N 1
' by L. M. Scofield, or City approved equal. PLAF\JTPNG NOTES
PART 3 - EXECUTION 1. CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT OF SITE
' ) CONDITIONS WHICH PREVENT INSTALLATION PER PLANS AND
3.01 GENERAL: SPECIFICATIONS. J
211 ;(?;'k ts1ha11 conform to the requirements of Section 303 of the Standard 2 CONTRACTOR SHALL BE LIABLE FOR REMOVING AND RE-INSTALLING
ecifications. i .
P IRRIGATION EQUIPMENT, AND REPLANTING AREAS WHICH ARE NOT
§nst?11 concrete and cement finish work true to lines, dimensions and INSTALLED PER PLAN AND SPECIFICATIONS.
evels.
Color conditioning dust-on shall be added to the concrete using the dry - 3. REFER TO PLANTING SPECIFICATIONS FOR INSPECTION/CERTIFICATION
shake Method 'A' per Std. Spec's Section 303-6.3.1. SCHEDULE. ‘ : :
3.02 PLACING CONCRETE: |
L 4, IRRIGATION SYSTEM SHALL BE INSTALLED PRIOR TO PLANT MATERIALS.
Transport, place an.d spread in a manner to prevent segregation of ‘ . !
aggregate. Reinforcing shall be supported by metal or plastic chairs; !5, TREES AND SHRUBS SHALL BE PLANTED AFTER CONCRETE PLACEMENT,
concrete supports shall not be used. Reference Section 303-1.7.1, 303-6.2. j BUT NOT BEFORE IRRIGATION COVERAGE TEST NO. 1 HAS BEEN APPROVED.
3.03 CONCRETE FINISH: _ i (SEE SPECIFICATIONS) ~
Hhile the concrete is still in the plastic stage of set, the forming tools | f :
shall be applied to make the patterned surface. The pattern used shall i . 6. PLACE TREES BETWEEN IRRIGATION HEADS WHEREVER POSSIBLE.
.be ASHLAR SLATE BomMacson ’ i ' y
A1l per Standard Spec's Section 303-6.4. , 7. LANDSCAPE CONTRACTOR SHALL TAKE FOUR (4) SOIL SAMPLES FROM THE
' ! SITE AT LOCATIONS APPROVED BY THE PARK PROJECTS INSP. . THE
f fi . i . B
.‘ Arter Finishing, apply color hardaner ! SAMPLES SHALL BE TAKEN AT A DEPTH OF 12" AFTER ROUGH GRADING AND
i A pigmented, heavy duty wax curing and finishing compound shall be FOR
: \ applied. The wax compound in the matching color shall be applied : SUBMITTED TO AN ARPROVED SOIL AND PLANT LABORATORY
t ~— uniformly in accordance with manufacturer's printed instructions. y AGRICULTURAL SUITABILITY TESTING. THE COST OF TESTING SHALL BE
. . '
,Ii- The sealed surface shall be polished using a fine brush which removes o INCLUDED IN THE CONTRACTOR'S B‘D-‘
i res1d{al dust from the surface. o g .
| . i 8. THE RECOMMENDAT!ONS OF THE SOIL REPORT SHALL SUPERSEDE THE
| Pt Al e onerate TTom Jraffit . eeontractor shall be | SOIL PREPARATION AND BACKFILL MIX SPECIFICATIONS (SEE
| e oepable Providing concrete vatchmen. A graffitied fin | | SPECIFICATIONS). THE CONTRACTOR SHALL SUBMIT A COPY OF ALL SOILS
‘ . \ | REPORTS TO THE PARK PROJECTS sk PRIOR TO MODIFICATION OF
Z Remove and replace defective concrete with new materials. Permission to ‘ ; THESE SPECIFICATIONS. .
) patch any defective area shall not be a walver of the Park and Recreiﬂ?g | :
i Department's right to require complete removal of defective wor : : .
i pagchmg does not restore quality and appearance of work. 9. SHREDDED MULCH INSTALLATION: INSTALL SHREDDED MULCH l?;SALL
‘ ' SHRUB AND GROUNDCQVER AREAS PER SPECIFICATIONS, UNLE
No advertising impression, stamp, or mark of any description other than OTHERWISE INDICATED ON PLANS
; the specified pattern will be permitted in the cement finish. O.
| 3.04 CURING: . : *10. CONTRACTOR IS RESPONSIBL\E FOR ALL REPAIRS AND/OR REPLACEMENT
, e s ™
i END OF SECTION _ | SUB-CONTRACTOR. REPLACEMENT ITEMS SHALL BE EXACT DUPLICATE OF
| MH/04470/¢ ' : » ORIGINAL WORK OR PLANTS, UNLESS OTHERWISE APPROVED BY THE
07/06/90 : ) s 5 ) '
FOR NOTES AND LEGEND, SEE SHEET L- 7 , 12, CLEAN-UP SHALL TAKE PLACE ON A DAILY BASIS UNLESS OTHERWISE
FOR DETA"..S SEE SHEET L_ q APPROVED BY THE PARK PROJECTS INSP...
4 et | . . ..
FOR SPECIFICATIONS , SEE SHEET L- |2
FOR CORRESPONDING  |2R|4eTiON  SEESHEETL- %§4
FOR CORRESFONDING - coM@TPUCTION  SEESHEETL 10 'STAMPED CONCRETE SPECIFICATIONS
' . ~ 3 o ) N 2N PROJECT NO.
PREPARED UNDER THE DIRECTION OF: 4 CITY OF RIVERSIDE. CALIFORNIA PUANTJ[NG N@TES AND 'LIEGENL 8811029 ©
underground Service Alert PRIVATE ENGINEERING NOTE Y R T — . . ’ : —
- eae = = <J.F.Davidson Associates, Inc. DEPARTMENT OF PUBL'C WORKS TRACT 2 1 834_5 : al
CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH REGISTERED CIVIL ENGINEER NO e BB Sy  ENGINEERING PLANNING SURVEYING ARCHITECTURE LANDSCAPE ARCHITECTURE . - O
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CON- . ’ . . o
. OLE AND COMPLETE RESPONSI- . 3880 Lemon Street, Suite 300 11200 S. Mt. Vernon Ave,, Suite "D" 73-080 El Paseo, Suite 106 R — 2 9 2 4 L
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EXCEPTING LIABILITY ARISING FAOM THE SOLE NEGLIGENGE OF DESIGN : CHIEF PW.ENGR. _|fg  |1z/u (% s [12/90
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: , . X X X LE MBUR AT ENCLOSUAE HOopEL
IRRIGATION PUMP SPECIFICATIONS - | ¥ FAoRY PANTED BIGE W
N (ONVERIEHCE OUTLET ¢ HNGED
4 ' Ror.
H— WEATHEA PROCF ELECTINIC
IRRIGATION PUMP = He AR iogrilitorfiaue il
| . ' HAROSCAP ING HATALL AN MOUNTED 0 LE MEUR
(1) Booster pump system shall be a CONSTANTFLO model 805P45P4-§.0-(C) EF H factory prepiped fand . INSULATING, By "E.
prewired unit, mounted on a galvanized steel skid base, with a capacity of 80 GPM at 45 TDH, exclusive ELELT, BUSHING N PP, COLPEIE
of pressure drop through the prefabricated system. S— — i — © CORTFOLLER |~ 4T oM. O LIRENUT CONMECTIONS . W Al Pt
X o8 T N 0 TO AVOID ¥XC 64 (eoTeHLOKX & PENTITE HOT ALEFTED) .Wltlhblt!w
i in-li i i i i ! P e ' = WEAR ON _
(2) Pumps shall be end suction close gougled orin line typs, bronze fitted construction, with broqze lmzeller 24 = g’v’v’v‘v.v’v.v‘v‘m" =E m / N s pr N b CET Pl P
and wear rings, mechanical seal with ni-resist seat, bronze shaft sleeve, integral flanged suction an = IIHI”0.0”””""EWI =|| SHNALE BAEASER Bt MODEL QOL- - P W ok, -
discharge connections, and keyed motor shaft-back pull-out type. : 2:1 \ =l $ ¢ 0000 0e '—L VEXP. Loo? YLIOS OR EQUALS 1Zo v " @ WF ‘ Py P
. [0 1 BOMANITE 250’0.0.0.. .0.<IIII_IIi= | - OF WIRE NEATLY ] fORER ¢ QROUND CONNECTION @ CR6C ——
(3)  Motor shall be 1.750 RPM, 5.0 HP, 208/230/460 VOLTS, / PHASE open drip proof, and shall be non- . ;“||||)’Q’Q.0.Q‘0’Q.0 = TED W ZIP-LaN \ BREARER BOX. MAUNT IN ENGOSURE. -
overloading on the full range of the impeller curve without use of the service factor. Motors lgstalled \ § ;..’..”"”0.. il 5. | N -2 otnamps %12 Wirg N 1” gaLv,
vertically for outdoor use shall be TEFC. Contractor to confirm voltage and phase prior to ordering = Aa— CLEAN BACKFILL - SEE SPECS. FOR COMDUIT & THER SouRch. BOND
;e‘ﬁ:c?rgnftc?no 0 4 FINISH TOE PP //7/ = z "“":.:’:’:’:0:02030 MATERIAL, 90% COMPACTION REQUIRED SHAVICE CONDUIT D BREAKER BOx . - 4
GRADE [ = . | 4—= (OO XY — ¥2° FLEX (ONDUIT W/#6 COPPER MRS g b P AP%H 160
Gauges shall be 2 1/2" diameter, glycerine filled, 0-100 PSI at suction and 0-200 PSI at discharge, with o~ = i ]WE_ e R m SAND ¢ | sprumely ANCHOR ENCAOSUPE TP A PpAoC ¥ )
brass 1/4" needle valve shut-off cocks. - _ e COLPETE PaD, : ¥ S
E ©<—— LATERAL LINE/ e T L s xcx A
o= ICE DIAM F NON- URE
(4)  Piping, fittings and valves shall be flanged units, not threaded. All nuts and bolts to be cad plated. Shut- - Q. SLEEVE Il —- : UTERAL LINE 0 , LA Q o 1 -
off valves to be butterfly type, wafer style, lug type, drilled and tapped, and cap?able of remaining installed = CONTROL WIRE SLEEVE - SIZE PER PLAN N I HTE - 2° In . T == i T
in the piping. System to include a bypass line with butterfly shut-off valve. Skid base to have boit holes © INSTALL ADJACENT TO PRESSURE SUPPLY 2 R =~ FOMDEOER. L 3 | /1]
at each corner for attachment to the concrete with cad plated anchors. @@é——- MAINLINE/SLEEVE ='ﬂm 1.INE . Y e w" Ave HLEEVE Fom L < — JU“LE I ==
(5)  Control panel shall be a UL listed combination starter, NEMA 3R enclosure, door-in-door type, key 12" i J- CROVNPING ROP )
5 ntrol panel shall be a UL listed combination s , ) -in- ) ) f — PRESSURE SUPPLY LINE SLEEVE - SIZE S i : -
lockable and padlockable, with circuit breaker disconnect, through the door ON/OFF handle, magnetic MIN CONCRETE CURB — TWICE DIAMETER OF PRESSURE SUPPLY 4 L cotemer® BaSE - EXTEND IN FRONT )
: " A .. . LINE p OF CABINET SUPFLAENT TWIANCE ¢ . WEVW
starter with overloads and heaters on all legs, HOA selector switch, 115 volt control circuit transforrper = 1 ALON UHOBSTIETED ARYA , UE 528
with circuit breaker disconnect, control terminal strip, a time delay relay 'OFF’ to prevent pump cycling as LY. DIRECT BURIAL WIRES TO foR b SliNG FREE OF . LHE. ! I‘V" MAE m
valve stations open and closs, and a PUMP START RELAY (plug-in module type). A separate PSTR : . o1 : CONTROL VALVES Mﬂm \ M
shall be furnished for each clock. =k 40” SIEEP ELL CINafaLl |°MIN o e’| m"lvm o _—
i i i - ADOVE LOK. BAKE) HIZE 43 Low, Lotatm MomE BAosOnE. HO SOME
(6)  The electrical contractor shall provide all labor and material for main power to pump panel, and for 115 AL SLEEVC® 12* BEYOND EDGE OF HARDSCAPING AT BOTH ENOS NECEASARY 1OR NO. oF WiRey : roO PRICR 1D
volt power between pump panel and sprinkler panel (NOT for powering spnnllder pglxlnzall). Whgn tlTe time . B < . : SATIONS oM dach, NW‘YEWMNA‘ B sore
clock in the sprinkler panel is energized, the dry contacts in the pump start relay wi close and allow : | o 2 .
power from the pump panel to feed through the dry contacts and back to the magnetic starter coil, M A l N L l N E / L A T E R A L L I N E LO C AT I O N S TYP'CAL SLEEVING ' HO i€ : C GATE VALVE
thereby energizing the pump. —— LLER DETAIL NO. 402
) AT TOE OF SLOPE N.T.S. J.F. DAVIDSON ASSOCIATES, INC. D CONTRO o
(7)  Entire unit to be factory finished with two coats of green RUSTOLEUM factory enamel finish. ! : "DETAIL NO. 4070
J.F.DAVIDSON ASSOCIATES, INC. ' v .
CONC. VALYE BOX & CONC.COVER
P!ARKED “IRRXGATION":BQD LID
NCES: ) INSTALL BACKFLON DEVILE 4QUARE WITH HARDSCAPE CHRISTY" B9 BOX &
ELEMENT A5 APPROVED BY THE PARK PROJECTS INSPELTOM :
IRRIGATION PUMP OPTIONAL EQUIPMENT IN THE FIELD. B 10 SPRINKLER - ANGLE PIPE To
. rockto-a-PUMPED-oity-main inctoad-ol-a-reserveitaniand-ray 7) MODIFY HANDWHEELS A% DIRECTEP OR REMOVE 4 TURN OVER f SPECIFIED DEPTH WITH 45° ELLS
A Ea-ayyid a-Panaeale o OO e OB LB B —a-ERbIRGHOR-Br O SE HEO-toduciRa-anrd-Ron-Blam-ehook TO PARK PROJECTS INSPECTOR AT FINAL  INSPECTION . — SCH 40 PVC MALE ADAPTOR
vatveshat-be-inciuted-in-the-CONSTANT1G-system. UNE SIZED GALV. PISER (TYP) WRAP ALL GALV. PIPE W/ pUCT } )
‘ 'TAPE WHERE BEXPOSED 10 THE 4OIL-. - SCH 80 PYC UNION
( a -. S8\ a 4 S-HRe-ae1a erey-fetnted Oa-8Ra-iRe _ FINISH GRADE qu 6[150 V. UHW (-TYP) BRASS NIPPLE
' ' PELL RmEDUCE AL NEL, @ EACH 4IDE OF BacKFLOW DEVICE *SCOTCH-LOCK® CONNECTORS
. ' o =T VALVE BACKFLOW DEVILE ' 1" IN LAWN AREAS
B——APUMP START-RELAY-ef-the-plug-in-module-type-ehall-be-meunted-and-wired-in-the-pump-panelbythe I | FEVUCED PRESSURE OR POUBLE CHESHK _ _ ELECTRIC CONTROL VALYE
panel-eupplier. ’ A5 SHOWN ON JLANS, : 3" IN PLANT BEDS » "
-] BRONZE BODIED ‘Y STRAINER W/ loo MESH FINISH GRADE
OFTIONAL FEATURES g| = CLEAN BACKFILL - SEE SPECS. FOR ;o;sp SCREEN AND LOOYE KEY HOSE . B ]
; in i i x % N | =
C. If the CONSTANTFLO system is connected to a PUMPED city main instead of a reservoir tank, = o MATERIAL, 90% COMPACTIO € " CEMTRIE. ELBOM E , — 2~ N LG TAIL EXPANSION _
and may experience a wide range of suction pressures, a combination pressure reducing and x| = _ A 2 € z QF LOOP (MIN. 24" LONG
non-slam check valve shall be included in the CONSTANTFLO system. ® o e Al o tmse ¥ o * E, Ti—
- T 1 1 f il z = — BRASS ANGLE GLOBE
o , . o T NON-PRESSURE LATERAL LINE . _Ql".'"d;b"@"l. N b = M N f 1 T VALVE W/UNION
E. McDonnell-Miller FS8W flow switch with T20 time delay relay, mounted wired, and including a 7 SNAKE PIPE IN TRENCH _ = S 3 = p
special auxiliary relay in the pump panel, to operate as a NO-FLOW safety shut down. 2 g = <——FLOW BRASS NIPPLE
ired INISH GrapE * S gE X
" d in the pum LEGEND . F : - _ Eli COMMOM RED ERICK
F. A PUMP START RELAYpf the plug-in module type shall be mounted and wired in the pump  DISCHARGE. FLANGED TEE 7 CONTROL WIRES - BUNOLE AND TAPE A =
panel by the panel supplier. 2. CHAMPION FLANGE N AT 10' 0.C. AND INSTALL ADJACENT N
. . 3. PRESSURE GUAGE |]|| TO PRESSURE SUPPLY LINE il-; m = m
on-fused main disconnect switch, mounted on exterior of pymp panel, and wired to 4. PRESSURE GUAGE 2.8 ==l ; = SCH 80 PYC NIPPLE
H. Nema 3R n 5. BYPASS - 7 DIA. MIN =] N ””E
panel crodtbresker. 5 FLOW SWITCH To BE INSTALLED IN SECTION HEADER WIRED TO PUMP PANEL ; = — PROVIDE 2 OF CLEAN BACKFILL M |5 - — AN " CONTROL & CONRON HIRES
* H . == 3 2 © *
IRRIGATION PUMP INSTALLATION NOTES: 8. COMPANION FLANGE ] —PRESSURE SUPPLY LINE TN = Vo
; i iforni %0. BUTTERALY VALVE t— SNAKE PIPE IN TRENCH i MIN. 127 10 MAX. 30" ABOVE FINISH GRADE ¢ 5 ) PRESSURE SUPPLY LINE
(1)  The CONSTANTFLO irrigation pump skid unit shall be factory built and supplied by Southern California 11, FLANGED 90 COMBINATION PRESSURE REGULATING AND NON—SLAM CHECK VALVE . o e N ONE 20, 1 She SCH 40 PVC SxSxT TEE—o | u
Pump Company (714-966-1095). The pump unit shall be installed by contractor as shown on Plans and 12. BALEY § 400 ACP OR CLA-VAL § 91A NOTE: . oo , .
Details. The pump unit shall be installed per local codes including certification as required. 13. FLANGED CONCENTRIC REDUCER ALY GALV. ELBOW FITNING (TYP) NOTE:
o 1e CONTROLLER ('3 PHASE, 230 VOLT ) 1. PIGTAIL AND LOOP CONTROL WIRE AT ALL 90° CKANGES IN DIRECTION. PVC MALE ADAPTER (1rF) 1. INSTALL CONTROL VALVES A MINIMUM OF 12" FROM STRUCTURES 02 HARDSCAPING.
(2)  The services of a factory trained representative shall be made available on the job-site to check 6. CONTROLLER SUPPORT . MAMLING - SIZE A5 SHOLIM ON 2. INSTALL VALVES IN PLANT BEDS WHEREVER POSSIBLE NEXT TO SIDENALKS.
installation and perform the start-up, and instruct operating perj."""el' Ad’e"°”a,°':‘§f§;,‘,’gda‘a' 18, SuProRT LE8 B e (TYP) 3. PLACE VALVE BOX AT RIGHT ANGLES TO STRUCTURES OR HARDSCAPING.
including voltage and amperage readings, pressure gauge readings, and general op BN NP B HEET—MEPA—ENGEOSURE—FOR DT ERIOR—R Pt NETABATION. ,_ SIDE . (2-1/2 X 3-1/2 X 5-1/2) .
characteristics shall be submitted to the Landscape Architect for record purposes. Three sets of 20, GALVINIZED STEEL SKID, WITH 4 9/16 HOLES . o WATER METER A5 SHOWN ON PLANS 4. PLACE (2) COMMOM RED BRICK AT EACH (2-1 -
operating and maintenance manuals and control panel wiring diagrams shall be provided to the Dl RRE— AT GONCRETE—PAD— Bt 5. }V\HCEHN [}42’2 ; STY;QVQB:ER (]) EEﬂ é EIC ATION TAG WITH APPROPRIATE CONTROLLE
et ATI TYPICAL TRENCHING . ” ‘ = WITH
K }—SRIGATION PUMP H o e = \REDUCED PRESSURE/DOUBLE CHECK VALVE. | 5)REMOTE CONTROL VALVE WIT
NOTE: INTAKE AND DISCHARGE LINES BETWEEN PUMP AND PVC MAINLINE o BACKFLOW DEVICE DETAIL NO. 4011 _ SHUT-OFF VALVE & UNION
SHALL BE GALVANIZED PIPE. GALVANIZED NIPPLE AND UNION , ' e BY W.M.W.D. J.E. DAVIDSON ASSOCIATES, INC
SHALL BE USED FOR CONNECTI!ION. ' \
L L HTROLLEFR ’ LEVATE™,
S | WgﬁHmEAp | va;?)mm P @ A PHISH GRADE PLANTER AREA
4/4/90 PACIFIC STRONG BOX | | g
, o, HEADEN, WAlK, ETS.
PV PHRIEH gL € PLANTER ARAS
Type Project: Pump Enclosure : , 2-% (v THH HIRES, ONTRALTOR l2* Hig - pop
Frame f°26‘3“"‘p assy. AOVIDE A Ol OF HIME AFPILIBNT . FINIH SUNFACE OF cARB, WALK, HEADER, R, g HEAD
. . 1 .,
For: J.F. Davidson Asso.c:lates, Inc. ) . l"E - Concgete LENATH "D r%:’u ™E lUTlLIfl:Tﬁ N?:::;L D TIECE BRASS BODIED QUK | [
Project Reference Number: 101 T 1 | Pa HEAD SECANDARY LINE. 10ENT) : courLER VALVE LY/ LoehiNgG
P 1 t plit/end pivot 6" LATON O RiZER WN"UW(:;L‘ W7 1 gﬁ | VINTL car T
Description: Pump enclosure, center s . . , _ Ut . <KL : % .
P 80"plong (2 40" sections), 40" high, 34" wide. Y y X ) a /—WFIKP Py UTILITIES DEPY. Lchis . . SECURELY STARE W/84 x MiN. 14" Loviy
' ’|\ Coresfor Intake nre sTaps (>MiN) 4 PEDAR STAXE § 2 4TAINLESS 4TEEL
and Discharge / ‘ ' P, ToP OF STAKE 10 BE MM, 2"
I” KNP STERL (HPG) copviT BELOW FINISH GRADE. '
terial: 5052-H32 marine grade aluminum 1/8", stainless hardware. —— FLECTIRG SERVE BOX, SILE A% 4PECIFIED . AW 40 FVe ELL
M(,a %na — Plvot Rod Pivot Rod d==/ ON PUBLIC LNUTIES BLECTRIC PLANS %z J- OH 8O FVL. NYEM o 40 PV SREET Elt (P
Finish: Natural. | ' Cast 1n Concrete Cast 1n Concrete / VRE 4 COMTROLLEP (PEAIL ® H0T0) “Q:‘S _ /qo" HCH. Yu f_'w,. BLL TxT _ \. | i
Weight: 160 lbs. (80 lb. per side) 4 J— . ' 4902 CU THL WIRES, TROVIEE . [ // A0° PVC STREET. ELL- 7
1go” P 2 OF WRE BETOND END OF . ) {@ - i . T ] :
| L NIPPLE - &" MIN. LENQTH
: . I . LONDUIT AND IVENTIFY W L__< ; A g0 - &H 80 tve NIPPLE MIN &° LENGTH
' - side View S u HEUTRAL. h p: | 4 e HTREET ELL
Delivery: 4 Weeks NOTE.. . 3 t r_T-‘l pve LATERAL UINE
AVAILABLE: TSI (714) 784-7437 STRONG BOX WORK-=-0UT THEIR" . WSUATING  BUSHING - " - MAIN UINE
. SPEC’S W/THE PUMP MANUFACTURE TERMINATE COHpUIT FEA TUBLIC :: i LME M VIEW
I 34" PRIER TO DETAIL BEING WORKED-OUT| _ UNUTIES 4EC UGS -3 : | W AN VIEW
~——— 40" | E———40" = Frame for i & E 1 HH. 40 Pve. TEE
Pump Assy. —= _
- . e | — rve LarEraL LHE
| . N l ~ Y ~ 1
Lock Pocket ™| ] ] concrete Pad | W0 Ve SREET EU- -
40" o (1 each side) 6"¢ ! 12" Mi, < | z "RU% COUPLER. VALVE 1 aH 4o A0° PVC HTREET ELb
¢ y I b4 o} REBAA STARE - 2° MIN. PELOW FINISH GRaDE,
- 1 1 Icgrisf:fd | L :.|§ SCH. 80 PV NIPPLE - 6" MIN. LENSITH —— APAINKLER HEAD
: ntake an 4
i PUBLL UNUTIES perT. WILL HARE — — ” ’
L j piecharse L HERVIE COMNELTIONS IN SAVICE BOX. 1 ‘ € LURD, ALK, HEADER, ETC | 2HIN- 2 T L4 80 PVC HIFPLE. MIN. & LEN4TH
: - pi i Pivot Rods COMTPALTOR SHALL HOT MAKE THE ' T vy rown. e ror ranreD on - - T S LURB, HEADER, LALM, ECT
Pivot Rod Adjustable Fegt Pivot Rod Pivot Rods Cast in Concrete CONNECTION. 0 e . | i No SLALE
Side View End View 16" : ‘ ' S e—
~ . UTILITY SERVICE | “£ )} QUICK COUPLER | A\ SPRAY HEAD/BUBBLER
- PUMP ENCLOSURE PMP ENCLOSURE - G b DETAIL NO. 4050 DETAIL NO. 4040
(M DETAIL. NO. 4060 - AL
===—= | y IRRIGATION DETAILS: [ srosscrno- 8811029
PREPARED UNDER THE DIRECTION OF: —4—— 2 3 ‘ CI OF RlVERSIDE’ CALIFORNIA LA o
° ——— — . - . ) '
Underground Service fAlert PRIVATE ENGINEERING NOTE == == = J.F.Davidson Associates, Inc. DEPARTMENT OF PUBLIC WORKS RA T 2 1 834 _5
v > MBS mEmmmmm»  ENGINEERING PLANNING SURVEYING ARCHITECTURE LANDSCAPE ARCHITECTURE ‘ )
CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH EGISTERED CIVIL ENGINEER NO —
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CON- R ’ - 3880 Lemon Street, Suite 300 11200 S. Mt. Vernon Ave. Suite"D"  73-080 El Paseo, Suite 106 : : REVERSE FRONTAGE R - 2 92 4 I_
Coll: TOLLFREE | roncror e e o oL courL e reeron, EXPIRATIONDATE: ______ ONTE.______ 2> ot FomEaser o 50 eerowEnay | & | ONE | APPRORED BY |
ITi . 5 )
g’,f’f,f?%%??gﬁvc&%we SAFETY OF ALL PERSONS ;ANZ ;ESOLPYEQI\% ?:3,@32'.5:432502 (714) 825-1082 gsxealt;f_s;%?&szg PRINCIPAL ENGINEER |4A/lde] IZ@/’B L A NDSC APE _ )
- CONTIN : : 7= _q <10,
1-800 'TV%ATTBTEHL[;SM?fgg%wggxm%ﬁ%ﬁ%JgsemgcoNSTRUCT/ONE@%% et ey PAX 7146865954 PARKDEPARTMENT | Mk fofi§fgo|  DIRECTOR OVUBLIC WORKS > ORANGE TERRACE PKWY sheeT__ L8, °  oF 12
R AGREES TO DEFEND. INDEMNIFY AND HOLD D . k-
422'4] 33 Ta’é@%ﬁ%ﬁfﬁiaﬁgss FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, SCALE:  NT.S BENCH MARK: MARK REVISIONS APPR.| DATE TRAFFIC DIVISION —_— ‘
EXCEPTNG LIABILITY ARISING FROM THE & OLFE VX/ggilggNTCFg%?%%ésgL — A}@T_ CHIEF P.W.ENGR. _ |fa,¢ (174 L4 DATE /L /2/ ?d ) . ‘ ' FILE NO.:
EXCEPTING LIABILITY ARISING FROM THE SO ATE. . AWN BY CHECKED BY 3. y A
TWO WORKING DAYS BEFORE YOU DIG | PROFESSIONAL. P 09/02/88 DESIGNEDBY_AT. DR T L ' |PLANNING DEPT, helol2 2o
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NOTE: o
DETAIL IS DIAGRAMATIC. CONTRACTOR SHALL BE RESPONSIBLE FOR 1. UNTANGLE MATTED ROOTS BY LOOSENING ALL ROOTS AT EDGE OF ROOT BAL'. WITH WATER
: PROVIDING A SIMILAR PLANTING RATIO OF SHRUB MATERIAL TO FROM HOSE. DO NOT CRACK ROOT BALL. -
NOTE: ‘ GROUNDCOVER PLANTINGS. 2. PORCE "GROW-PQUER" TABS IN PLANT CONTAINER PRIOR TO PLANTING FOR OBSERVATION
1. STAKE TREE PERPENDICULAR TQ PREVAIL ING PR <
WIND.
2. P “GROW- " : .
'c'(%:gimgsqgnr;ggE?b ;tg:'r}:cplfng L SEE PLAN FOR DIMENSION - L . ORIGINAL GRADE

0BSERVATION PURPOSES.
HARDSCAP IRG/ coNe. mow). ST P,

] [——————— ASHLAR SLATE PATTERN STAMPED 1
. CONCRETE (TYP.) SEE NOTES THIS SHEET

Il

=

SHREDDED MULCH =
a TOP OF STAKES IHHE
::“: HAIN TRUNK - CONCRETE SIDEWALK BY OTHERS | FINISH GRADE gll-]—]_l—-“;“}é CONTAINER PLANT ROOT BALL
& . = CKFILL MIX PER
— ) : SPECIFICA
CINCH TIE' TREE TIES s . _ IE ECIFICATIONS
o s : AS MANUFAGZURED BY V.I.T. I . . =l 3" BERM TIGHTLY COMPACTED IN
127 MARIMW T - 12" APART MINIMUM . -II";"""{;I—I””—: =] PLACE TO FORM WATERING BASIN
_ == == i = '
ORIGINAL GRADE APPROVEDAREE STAKES = | li=
(2) PER/SPECIFICATIONS EHHIENI
= 15 ' NoTE: ' =[E
h% DIA. PVC PERFORATED PIPE - FILL WITH
. l 1 ASHED CRUSHED AGGREGATE BASE FULL - 1. MACH UNDER ALL TREES AND SHRUBS, AND BLEND INTO GROUNG COYER AREAS.
o LENGTH OF PIPE (LOCATE 18" FROM TRUNK)
i ' !
I i X" CONTAINER ROOT BALL _E,Tﬂﬂsl 4 I "GROW-POWER" PLANT -TABS PER
= HIf 1 = '
| l BACKFILL MIX PER SPECIFICATIONS 5% HIEIIE: (PACTURER'S RECONENOATIONS
{ -
S 3" BERM =il ] PLANJ PIT TO bC (2) TIMES THE
: R LN T Kot sas 12
| A : _ BELOW BOTTOM OF THE ROOT
| g BALL
T :
= . PERIMETER WALL NATIVE SOIL
' =
¢ “GROW-POWER" PLANY, TABS PER
. J " MANUFACTURER'S RECONGNDATIONS f ~
- . . .
~ ' s PLANT 21T TO BE (2) TIR®S THE - L12)
| . I WIDTH OF THE ROOT BALL 4 W" ' @
= BELOW THE BOTTOM OF THE R0O '

BALL
= NATIVE SOIL

DOUBLE STAKED TREE ON SLOPE
JF. DAVIDSON ASSOCIATES, INC. NTS

STEPPED PLANTER NTS - 5"} SHREDDED MULCH IN PLANT BED | (O).CONTAINER PLANTING ON SLOPE-
ENLARGEMENT PLAN J.F. DAVIDSON ASSOCIATES, INC. ~ _/ J.F. DAVIDSON ASSOCIATES, INC.

PLANTING AREA -SEE PLANTING PLAN

: 4" MINIMM 3 ———=m,
\/ \./ \/ 1/3 ROOTBALL ozmj "."-'jfl'_-uﬁ
\/ \/

SIDEWALK (TYP.)

CONC. SIDEWALK BY OTHERS / ' ﬂq\ ;
&2/ \ | - s
A RN R R A AN AA /\, /\1 ¢
1 x S \\\\ N 4' ! X \ '( R \% . -
* N, g FN(+ N + +-

N

/\ : LEGEND
CONTAINER PLANT

SET ROOTBALL FROM 2" MAX TO 1/2" MIN. HIGHER THAN ADJACENT FINISH GRADE.
WATERING BASIN

F_NISH GRADE -

UNDISTURBED SOIL (TYP.)

FERTILIZER TABLETS (PER SPECS)

BACKFILL (PER SPECS)

NV LN
e e e 4 e . W

1/2

AN :
+ + \\ + + + r + '\\ + + . + \ ‘, . . . .. R N ,
¢ ) KON , HARDSCAPE L GENERAL PLANTING NOTES
) . ' . : .. 1. CONTACT THE PARK PROJECT (NSPECTOR AT782-522348 HOURS PRIOR TO IKSTALLING
N, \ / — /A : ANY PLANT MATERIAL.
o e 0 ) .. ° o . RS P AN T D I T AR P S SR = B M I PR N B D=~ M EN T SR DS
. WATERING BASINS MAY BE REMOVED AFTER THE MAINTENANCE PERIOL.
FOR STAKING INFORMATION AS APPLICABLE, REFER TO STANDARD STAKING DETAIL.
FOR GUYING INFORMATION AS APPLICABLE, REFER TO STANDARD GUYING DETAIL.
m FOR SPECIFICATION INFORMATION, REFER TO CITY OF RIVERSIDE PARK AND
Q@ RECREATION DEPARTMENT STANDARD SPECIFICATIONS SECTIONS 02480/02401.

JJ @ ERIMETER WALL 2P\ , . PROVIDE FERTILIZER TABLETS AS FOLLOWS:
aeeeCCCed \o4/ - 1 GAL PLANT 1 TABLETS

LIMIT OF WORK S | S CAL PLANT - 3 THBLETS
/ . 15 GAL PLANT ABL
=1/ - ROTE: 24" BOX PLANT 8 TABLETS

1. ALL SHRUBS/GROUMD COVER TO BE PLANTED AT EQUAL SPACING (TRIANGULAR) WNLESS
OTHENWISE INDICATED OW PLANS: SEE LEGEND FOR SPACING REQUIREMENTS.

CORNER PLANTING | )2 X 5 PLANTER NTS | =} SHRUB & GROUNDCOVER SPACING @PLANTING DETAIL
ENLARGEMENT PLAN NTS ENLARGEMENT PLAN J.F. DAVIDSON ASSOCIATES, INC. ! ~ DETAIL r?lo. 1001

NOTE: ! ‘ ,
1. UNTANGLE MATTED ROOTS BY LOOSENING ALL ROOTS AT EDGE OF ROOT BALL WITH WATER PREVAILING WIND
FROM HOSE. DO NOT CRACK ROOT BALL. : <—

PERIMETER WALL

o
<

e W
© e e e

~4

T TTI. Z ’Z L2 L

6"X6" CONCRETE MOWSTRIP

K

FROPOSED TREE LUCATIOM ~BUILDING/STRUCTURE

PLACE "GROW-POWER" TABS IN PLANT CONTAINER PRIQR TO PLANTING FOR OBSERVATION

RPOSES.
CHE-C-2 » 3 — W r
NOTE: . : “ CONCRETE SIDEWALK .
— PROVIDE SCORE JOINTS AT 10'~0" 0.C. AND 3/8" BITUMINOUS ) ’ e
FELT EXPANSION JOINTS AT 20°'-0" 0.C. . : : PLANTING AREA. SEE DETAIL _l- . //
: -9
& STAMPED CONCRETE (TYP.) / 2" THICK
_T___T ® : ; CHIPPER. MULCH
; !
o / Y ! 3" BERM TO FORM DEPRESSED :
S . v [ / _/_WATERING BASIN Z |
TR v \ B SRR 4 T =
s IRFEIENN | saalaaa \ AWNING/BUILDING OVERHANG E
v o ® \ ; :
: \ / HARDSCAP ING £ .
" R CISTETETE RIS . N il = P = “GROW-PONER" PLANT TABS PER gt
YPICAL FOR MOW CURBS OVER 20 IN LENGTH S _ = > M7 MANUFACTURER'S RECOMENDATIONS PuAN VIZW
, ¢ BACKFILL MIX PER SPECIFICATIONS
: END
= g CONTAINER PLANT ROOT BALL _u?. TIRE STRIP TIE
! ' - “ LODGEPOLE PINE STAKE .
_ HioT or BE {2) TIMES THE 3" JLASTIC TRUNK GUARD SUCH -S ARBOR-GARD AS MANJFACTURED BY DEEP R0OT CORP.
BELOW THE BOTTOM OF #he&aégr A. UNDISTURBED SOIL :
LEGEND , L S. LODGEPOLE PINE STAKE
CONCRETE MOW CURB — RADIUS EXPOSED EDGES. MED.ROOM FINISH OR PER PLAN . 6 TREE TRUNK
1 (ﬁg'ru GRADE LEVEL AT SWALE CROSSING) PERIMETER WALL ‘ : . NOTE : , N — A7) SOIL 7. GALV. NAIL
§‘ ;‘g‘%—m CONTINUOUS (UNLESS OTHERWISE INSTRUCTED) ) TOP OF SLOPE . ’ ) . . NoTE .
' ' ' 1. MINIMM CLEARANCE:I%.:S.. ;82 2eﬁAkngL;RggR gg§ %EE? : 1.  STAKES SHALL NOT PIERCE ROOTBALL AND SHALL EXTEND INTO UNDISTURBED SOIL.
. _ : 2.  SEE STANDARD PLANTING DETAJL(E) FOR PLANTING INFORMATION.
2. IN ALL CASES WHERE TREES ARE 6'-0" OR LESS FROM ANY STRUCTURE, AWNING, OR
HARDSCAPING, INSTALL TREE WITH "DEEP ROOT" BARRIER SYSTEM PER MANUFACTURER'S
SPECIFICATIONS.
CONCRETE MOWSTRIP VINE POCKETS G TREE SPACING REQUIREMENTS s £) CONTAINER PLANTING A }DOUBLE STAKING DETAIL
(M ' ' J ENLARGEMENT PLAN J.F. DA\'/'IDS'ON ASSOCIATES, INC. ' WITH 2 _TH|CK CHIPPER MULCH ) . .- DETALL NO. 1002
. S | J.F. DAVIDSON ASSOCIATES, INC. J.F. DAVIDSON ASSOCIATES, INC
- R o : — R —————— T — L

‘.__,,

]

e Bieon Ao tan 1 CITY OF RIVERSIDE, CALIFORNIA PLANTING DETAILS | rroucero 8811029
» DEPARTMENT OF PUBLIC WORKS TRACT 21834-5

PREPARED UNDER THE DIRECTION OF:

Underground Service Alert PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH ENGINEERING  PLANNING SURVEYING ARCHITECTURE LANDSCAPE ARCHITECTURE

GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CON-

REGISTERED CIVIL ENGINEER NO.

- . . 3880 Lemon Street, Suite 300 11200 S. Mt. Vernon Ave., Suite "D~ 73-080 El Paseo, Suite 106 -~ . . ) ) |
EXPIRATION DATE: DATE: P.O. Box 493 , Colton, CA 92324 Palm Desert, CA 92260 APPROVED BY BY | DATE | App EDBY R E V E R S E F R O N TAGE R - 292 4 l_

\

I -

CO” . TOLL FREG TRACTOR WILL BE REQUIRED TOASSUME SOLE AND COMPLETE RESPONSI-
vJ % BILITY FORJOB SITECONDITIONS DURING THECOURSE OF CONSTRUCTION aim Desert C
OF THE PROJECT. INCLUDING SAFETY OF ALL PERSONS AND PROPERTY: Riverside, CA 92502 (714) 825-1082 ( ) - \
] - 800 THAT THIS REQUIREMENT SHALL BE MADE TO APPLY CONTINUOUSLY AND APPROVED BY: (714) 686-0844 FAX 619.340-0529 PRINGIPAL ENGINEER ” Lyf/éo L A N D S C A P E |
NOT BE LIMITED TO NORMAL WORKING HOURS, AND CONSTRUCTION CON- FAX 714-686-5954 - —— u— : \ . | N ) h
422_41 33 TRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY AND HOLD DESIGN PARK DEPA = L’O/'#qy ﬁECTOR PUéLlc WORIKS ORANGE TERRACE PKWY et L 9 o 12
4 PROFESSIONAL HARMLESS FROMANY AND ALL LIABILITY, REAL ORALLEGED, SCALE: : N T S BENCH MARK: . AR : EVISIONS pr Y. Sy Au1 sy Q
IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT, 4 A0, AT LS " / /L /2 ql)
EXCEPTING LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF DESIGN R o : . - — . ot Iqll " ate | o
WO WORKING DAYS BEFORE YOUDIG | PROFESSIONAL DATE: 09/02/88 . pESIGNED BY AT DRAWN BY __11. crecken By A% 1 | erANNNG BERFT &@1e /0-12-D0 — ’ . ' - I
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\INcexED 12-21-9D LFH

PC2186-R




SEE PLAN FOR DIMENSION

——————— ASHLAR SLATE PATTERN {
STAMPED CONC. (TYP.)
SEE NOTES THTS SHEET

CONC. SIDEWALK BY OTHERS

CURB FACE

51

G

VINE POCKETS

]

" 2. STAMPED CONCRETE AREAS: 4" THICK-SLAB ON GRADE, -

\_____,E..V' C

‘——— TOE OF SLOPE

\r TOP OF SLOPE
/N

PERIMETER WALL

STAMPED CONCRETE WITH VINE POCKETS BLOW-UP

JEXTURED PAVING NOTES

4,000 P.S.]. DESIGN MIX STAMP-ASHLAR SLATE BOMACRON
PATTERN BY BOMANITE, OR APPROVED EQUAL. REFER TO -
SPecS . COLORNO-G-HFRENGH-GREY-GHROMX.
CLEAR-SEALER--2-COATS-OF-CEMETONE-GLEAR-SEALER

INGTRUGCHON-NOATOS—TEXTURE—ASHLAR StATE
BOMASREN. '

‘BOMACRON-ASHEAR-SEATEPATTERN-SHALEBEACOLD
JOINT—BETWEEN-DONAMITE-BAND-AND-BACI-OFCURB
SHAL-BE-A-GOLBJOINT: ‘

4.  INSTALLATION PROCESS: BOMANITE TEXTURED PAVING,
OR APPROVED EQUAL. REFER TO BULLETIN 308.

FINY{SH GRADE

©

TO STREET

6'-0" N -
MIN. b
N

N

s

) N

_.r_.\

\
N

20" LAP

|

77T
L—a’—-—

"/\l AR

b

N

(o]

=

=z

(9]

=]

. I

. P ==
* J
L"—‘E CLEAR 7/ s,§
' 2'-3" '

ECTION A-A

C

NCRETE BLOCK WALL

- 2:1 SLOPE

i
L

J

C.L.
. SEE PLAN
12" MAX.
, i \
E L I” ] 8" STEP TYP.
‘ T}
AN il
LFIN}SH GRADE i %{ [
[ ' ~J\ |
U

ya
/
=
£
/=
ff Semp——
/|I<

/
//
/

S

[

2:1 SLOPE

NN |

WALL ELEVATION AT s@\ﬂz Uy

ﬂ'\\‘d

il |

N.T\S. WALL CONSTRUCTION LEGEND
SEE WALL i 1. 8" x 8" x 16" GRAY ORCO (MEDIUM WEIGHT)
SECTION | TO STREET VERTICAL SCORED SPLIT FACE BLOCK.
C.L. .L.
| ] 2. 8" x 8"x 16" SPLIT FACE BLOCK GRAY ORCO
U2 0F LOT WIDTH OR AS Nofen ON PLAN MEDIUM WEIGHT WITH SCORED MORTAR JOINTS.
SEE PLAN FOR DIMENSION |
TEXTURED PAVING NOTES ] 6-1 2 ] 3 - . 3. 2'x 8"x 16" PRECISION CAP.
. =t . .
ASHLAR SLATE PATTERN STAMPED ——ACCENT-BAND 4= THICK-CONCRETE-BAND 4:006-P-8:1 - Ny | | 8. "B 4. 4" 8"x 16" PRECISION BLOCK.
CONCRETE (TYP.) SEE NOTES THIS SHEET DESIGN-MIX—STAMP—LOW-PROFEEA-OW-WAFFHE NN ] 0 '
| BOMANFFE-+814 0 Fii-E PATTERN-OR APPROVED-EQUAL. A i ®) - 5. PILASTER SECTION, SEE DETAIL E .
CONCRETE SIDEALK BY OTHERS ' oS : =D . 'E: - / — Y 1 =S /——@ 6. PERIMETER WALL SECTION, SEE DETAIL D .
FEXTORE—INE-DROSMFINISH VERTICAL TO-STRERT- ‘N 9 w — ] 7 =i e N 2" 7. 1/8" WIDE VERTICAL JOINT TYPICAL AT
4 6'-6' SEPRNY o —— etk - | PILASTER AT P.L.
2. STAMPED CONCRETE AREAS: 4" THICK SLAB ON GRADE, SEENNE 12 % | e !
V I 4,000 P.S.1. DESIGN MIX STAMP-ASHLAR SLATE BOMACRON ':; @ . R K ! 8. 8"x- 4" x 16" GRAY ORCO (MEDIUM WEIGHT).
L5 5 PATTERN BY BOMANITE, OR APPROVED EQUAL. REFER TC g ] A : il ‘ I ) VERTICAL SCORED SPLIT FACE BLOCK.
. : : SOLORNO-—S-14,FRENSH-GREY-GHROMDE E ‘ cilth e |
| A%%RWW 5 nl PLAN VIEW Nl : 9. 2" SQ. TUBULAR STEEL POST - 11 GA.
- ; S : Py : - A | N Sl '
. V e 21 -g" CLEAR-SEALER—2-COATE-OF-GEMETONEOLEAR-SEALER "ﬁ”r—' S i I ,I/VW s ' B 10. 1/2" x 2" SQ. TUBULAR RAIL, TOP AND BOTTOM -
- BY-M-SCORHELD—ARREY-PER-MANUFAOTURER'S N W \E S 9 / — s A — e H 11 GA. -
- P.A . 2'-6" INSTRUCTON-NO-A-763—TEXFURE~ASHEAR-SEATE NN TR — - 21 R R T . ' PE— O § S S N
' " . , BOMACRON- ~ BHfA-H R | R TR s | T T [ 3/4" SQ. TUBULAR STEEL TUBE - 11 GA.
‘ Lo z'-6" @\\- NNEREN LAl ! :
————t— —p——L 2 : T S GONTROLJOINTO~BEFWE SHIBISSENEN A | 12, D" x 2" STEEL PLATE. ATTACH TO BLOCK WITH
- ! ! r | | BOMAORONASHLARSLATE PATTERN-SHALL BEACOLD SR Rl kengn T i I : 3-3R X 6" GALV. EXPANSION BOLTS (TYP.).
- I TOE OF SLOPE SEINSE / / s i
: ! . JOINT—BETWEEN-BONAMITE-BAND-AND-BACK OF CHRE FINISH SHEN e r , 13. TYPICALNJUBULAR STEEL PARCEL INSTALLATION BETWEEN PLASTERS -
L | TOP OF  SLOPE -SHALL-BEA-OOLBJOINT . ooy N . / / S / -  FINISH GRADE e Z 3 FT. HIGNBY 8 FT. PANEL AND ONE 3 FT. HIGH BY 7.5 FT.
_ ' N , ST X 4 IH ‘[ Il | | [ — . | | PANEL. CONRIRM ON-SITE DIMENSIONS WITH LANDSCAPE ARCHITECT
. . . i N YR > 2:1 SLOPE ‘ Sl AND/OR OWNER™S, REPRESENTATIVE PRIOR TO FABRICATION.
R 4)_\_ _____ LN I 4 g‘,?}‘,‘,';,ﬁg{,%"o‘;‘g?,i’fsieﬁgg‘ﬁg'gﬁffg“““" PAVING, N :5' i l = ' ] i / FABRICATION OF RANELS WITHOUT MEASUREMENT CONFIRMATION WILL
. T . TIN 308. N BN LN \ ¥ /o I ] SUBJECT CONTRACTOR TO REFABRICATION OF PANELS TO FIT SITE
- » R AR A 4 CONDITIONS WITHOUTNXTRA COST TO DEVELOPER.
- 12" , . e 7L\ WALL ELEVATION FROM STREET (B
PERIMETER WALL ° 7§—"_ e F - — NOTE: WROUGHT TRON TO RECEIVENQNE SHOP COAT YELLOW OXIDE PRIMER,
, 3" CLEAR" ONE FIELD COAT RED OXIDE PRIMER) AND ONE COAT EXTERIOR ENAMEL -
" 8 BLACK. . L '
35 / ) .
y .
SECTION B/B CONTRACTOR TO SWBMIT ALTERNATE BIDS FOR
1. .GALVANIZED FENCE W/ 2 COATS OF ENAMEL PAINT. |
@STAMPED CONCRETE BLOW-UP E CONCHETE BLOCK PILASTER: 16" SQ. B WALL ELEVATION 2. STEEL FENCE W/ POLYESTER POWDER COATINGS
N.T.S. N.T.S,/ \ N.T.S.
c.i ) c.1 TEXTURED PAVING NOTES
- '
L 30' 0.C. (TYP.) 1. ACCENT BAND: 4" THICK CONCRETE BAND, 4,000
2 j P.S.I. DESIGN MIX. STAMP - LOW P ILE/LOW ’
. 12" X 12" TILE PATTERN WAFFLE BOMANITE 12"X 12" TILE ERN OR
| ¢ STAMPED CONC. ‘BAND ' APPROVED EQUAL. REFER TO ETIN 309
SEE NOTES THIS SHEET COLOR NO. C=-22
_ ADMIXTURE BY L.M. EFIELD LEGEND: c.L c.L
CONCRETE SIDEWALK BY OTHERS gi:gg? - FIN OOM FINISH, VERTICAL -TO x 8" x 8 GRAY ORCO ( MEDIUM WEIGHT ) SIDEWALK
) ERTICLE SCORED SPLIT FACE BLRCK. ANDSCAPE AREA *AIGH
2, ED CONCRETE AREAS: 4" THICK SLAB ON x 8” x 16°SPLIT FACE BLOCK GRA ORCO
f RADE, 4,000 P.S.I. DESIGN MIX STAMP-ASHLAR { MEDIUM WEIGHT ) WITH SCORED MOJTAR JOINTS.
SLATE BOMACRON PATTERN BY BOMANITE, OR LY
APPROVED EQUAL. REFER TO BULLETIN 405, Suygylen , 2" 56. TUBHR ML POST. (1Y)
. : COLOR NO. C-14, FRENCH GREY CHROMIX. XB"X16" CONC. BRECISION CAP.(GRAY)
T R ADMIXTURE BY L.M. SCOEFIELD. 4"X8"X1lo" CONC. PRECISION CAP.(GRAY)
] a C u CLEAR SEALER - 2 COATS OF CEMENTONE CLEAR : : ,
' . _‘K—lz" TYP. i || SEALER BY L.M. SCOEFIELD. APPLY PER .
7 — e m - MANUFACTURER'S INSTRUCTION NO. A-703. NO. 4 HORIZONTAL REBAR AT 32" o.C.
N i n TEXTURE - ASHLAR SLATE BOMACRON. '
T BEE NO. 4 VERTICAL REBAR AT 24" 0.C.

Gs’xs’ PLANTER BLOW-UP

N.T.S.

Underground Service Alert

Call: TOW FREE

1-800
422-4133

TWO WORKING DAYS BEFORE YOU DIG

PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CON-
TRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE RESPONSI-
BILITY FORJOBSITE CONDITIONS DURING THE COURSE OF CONSTRUCTION
OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY:
THAT THIS REOUIREMENT SHALL BE MADE TO APPLY CONTINUOUSLY AND
NOT BE LIMITED TO NORMAL WORKING HOURS, AND CONSTRUCTION CON-
TRACTOR FURTHER AGREES TO DEFEND. INDEMNIFY AND HOLD DESIGN
PROFESSIONAL HARMLESS FROM ANY AND ALL LIABILITY, REAL ORALLEGED.
IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT,
EXCEPTING LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF DESIGN
PROFESSIONAL.

TOE OF SLOPE

TOP OF SLOPE

PERIMETER

PREPARED UNDER THE DIRECTION OF:

3. _CONTROL JOINTS: BETWEEN BOMANITE BAND AND
BOMACRON ASHLAR SLATE PATTERN SHALL BE A COLD
JOINT.- BETWEEN BONAMITE BAND AND BACK OF CURB
SHALL BE A COLD JOINT.

4. INSTALLATI()'Nl.-PRbCESS: BOMANITE TEXTURED
PAVING, OR APPROVED EQUAL. REFER TO BULLETIN
308.

EXPIRATION

- — A 4
REGISTERED CIVIL ENGINEER NO.
DATE: DATE:

APPROVED BY:

@WALLLEGEND

NO. 4 'L' BAR AT 24" 0.C. ALTERNATE BEND ERCH
BAR.
(3) NO. 4 REBAR CONT.

NO. 2 HORIZONTAL TIES AT 24" O.C.
(4) NO. 4 VERTICAL BAR AT PILASTER.

.) 2000 P,S.I. CONC. FOOTING.35" SQ

SOLID GROUT ALL CELLS.

J.F. Davidson Associat';es, Inc.

ENGINEERING

3880 Lemon Streel, Suite 300

P.O. Box 493
Riverside, CA 92502
(714) 686-0844

FAX 714-686-5954

PLANNING

SURVEYING ARCHITECTURE tANDSCAPE ARCHITECTURE
11200 S. Mt. Vernon Ave.. Suite “D"
Colton. CA 92324

(714) 825-1082

73-080 El Paseo. Suite 106
Pali:. Desert, CA 32260
1:19) 346-5691

FAX 619-340-0529

RESIDENTIAL
LOT

WALL LAYOUT

©

N.T.S.

CITY OF RIVERSIDE, CALIFORNIA

DEPARTMENT OF PUBLIC WORKS

SCALE:

N.T.S.

DATE: 09/02/88 -

BENCH MARK:

C}CURVED WALL AT CORNER
N.T.S. ‘

CONSTRUCTION DETAILS

PILASTER
SEE DETAIL

PROJECTNO. 8811029

TRACT 21834-5
REVERSE FRONTAGE
LANDSCAPE
ORANGE TERRACE PKWY

PC2186-R

R-2924 L |

steer_L=10 __ or 12 |

APPROVED BY BY DATE APPR D BY
PRINCIPAL ENGINEER A/w/y%.: Zi
Park DEPARTMENT | (M 1044970 DIRECTOR OEAUBLIC WORKS>
MARK REVISIONS APPR.| DATE TRAFFIC DIVISION _—
' CHIEF PW.ENGR.  #ng | fofurg DATE JA /2] G4
DESIGNEDBY_AT, ~ prawnsy__T. CHECKED BY ART S LANNING DEPT e /

‘ 0-12-9¢

FILE NO.:

Noexmn 12-24-40 (FH

||



1.05 TURNOYER ITEMS:

PART 2 - MATERIALS

PART 3 - EXECUTION

GENERAL:

(8) Do not install weultiple assemblies (°manifold®) on plastic
lines. Provide each equipment assesbly (e.9. R(Y, quick
coupler, gate valve, head, backflow device) with {ts own

PC2186-R

SECTION 02441 - IRRIGATION
PART 1 - GENERAL A. Controller Charts: 2.01 GENERAL: 3.01
1.01 RELATED DOCUMENTS: “,) Eiggzﬁed?rints mst be approved by City before charts are A1l materfals shalk conform with Section 212 of the Standard Specification A1l work shall conform with Section 308 of the Standard Specifications connection to its service line.
™ istons of th standard S ‘ except as modified herein. \ except as modified herein. No work of this sec‘tion other than sleeving 5
e provision e “*Standar pecifications for Public Works (2) Provide one controller chart (of the maximm sf ‘ under pavement shall comsence prior to the completion and acceptance of . Plastic Pipe:  Md the following to Standard Specifications Section
Construction®, current edition, shall apply except as modified herein. door will allow) for each au]t,omatic controller. “Chcaornt"gg}ﬁ 2.02 PIPE AND FITTINGS: all grading work specified in Section 02210. 308-5.2.3: °
how the area covered by controller,
1.02 SCOPE: s A.  Pipe - General: Ad the following to Standard Specifications Section 308-5.1: (1) Exercise care in handlin
SC0PE Jde 9, loading, wunloading and storing
o lastic pipe and fittd .
A. General: {3) The chart is to be a reduced copy of the actual "record® print. (1) Pressure supply 1ines 2 1Inches in diazeter and up to 8 {nches {n A, NMater Supply: gover uf:f1 arn“dy t_ttongs';“::c;;f pz‘::::;o.?:pepy.::u?tuqngs under
In the event the controller sequence {is not 1 . fdle when the diameter shall be efther Class 315 solvent weld PYC or Class vehicle with a bed long enough 'to allow pipe to lay 'php: :: ’:

The work of this section shall include the furnishing of all labor, print is reduced, ft shall be enlarged to a readable size. 200" rubber gasket type PVC. Solvent weld and ring type pipe Connections to or the installation of the water supply sMll be at undue bending and any concentrated external load, » 3

materials, equipment and services necessary to provide complete | \ ; 1 . : \ shall not dbe used together on the size pressure supply line, the locations shown on the drawings. Minor changes caused by actual . {

operating frrigation systems, including 120 volt electrical service (4) Chart shall be marked with a different color to show the ares of ) ' site conditions shall be made at no additional cost to the City, (2) 360° applicators shall be used to apply primer and solvent on

to the controller, all as shown on the drawings and as specified. coverage for each station. ‘ (2) :reS?m;e suppgyd 1]1ne4so IP-VIC/Z nches in diameter and smaller shall | \ : ‘pipe sizes 2-1/2 inches and largér.

e afnimum schedule ) B. Electrical Service:
B. Related Work Specified Elsewhere: (5) When completed and approved, the chart shall be hersetically 3.04 BACKFLOW INSTALLATION:
. cealed between two pieces of plastic, each piece being sinimunm (3) Non-pressure lines shall be ainimum Class 200 PYC, Contractor shall provide electrical service as necessary and make BY WM\D.

Site Clear and Gryd 02110 20 mils 1in thickness. Chart shall be installed in the : 120V connection to thé Irrigatfon controllers, g to Standard Specifications Secti

Site Grading 02210 controller enclosure using velcro fasteners. 8. Steel Pipe: Reou X : backflow assemblies n the field by the Park

Selected Site Demolition 02111 C. Code Requirements:

Planti 02480 (6) Controller charts shall be completed prior to final inspection, i R-2.1.2: : . oF and athelghts require : '

Electrice! 16530 Anend Standard Specifications Section 22-2.'.2 1o read: “AI] steel Prior to a1l work of this sectfon, carefully fnspect the fnstalled 3.05 VALVE AND VALVE BOX INSTALLATION:

ectrice . i h - . e i rio g : '
B. Operation and Maintenance Manuals: ' Z:g:]s::;: ::‘?ftbg15‘5’36‘,3:,1;':::::'9”";,1::?, :g?;e,:}: ::::jng:h;:; work of all other trades and verlfy. that all such work {s complete to 308-5.1 & Val 1"
1,03 SUBMITTALS: _ pattern. Pipe sizes iIndicated on the drawings are nominal inside the point where this fnstallation may properly commence. Verify that Amend Standard Speciffcations Section 308-5.3 to read: Valves shall be
Within 10 calendar days prior to acceptance of constrvct:on, prepare diameter. unless otherwise noted.® frrigation systes may be fnstalled in strict accordance with all the same size as the pipeline in which they”ue Ins‘u’lled ufnless ot;ernise
A Materfals List: and deliver to the City all required descriptive materials, properly ! ) ertinent codes and regulations, the original design, the referenced specified on plans. Valves shall be installed a minimum of three feet in
Contractor shall subait a Tet fals 1 pr:pt"d 1n tuo] 'ndtiyrid“”yl b:u?? dcc;?:;, otfhe t.’.':t,ff:{‘,‘,ff{‘.,?fg €. Plastic Pipe: ztandards. and the manufacturer s recomendations. ho;iz??tal distance apart, each ‘with its own connection to the pressure
n complete materfals list for approval by the ma intenance manual. e manual sha escr main line. . .

City prior to performing any work. Catalog data and full descriptive and shall be in sufficient detail to permit operating personnel to . . . In the event any equipment or methods indicated on the dravings or in

literature must be subaitted whenever the gse of items differentpthan fdentify, operate, and mintain all equipoent. Spare parts lists and Acligsttihce frlelo:r::‘g] tboeasrtatﬁ"f%ISI%:C\':14??atrm?\sqs%ec:x:fﬁfui‘el"3. o specifications is in conflict with local codes, fmediately notify Mend Standard Specifications Section 308-5.3 to read: [lnstall quick

those specified {is: requested. Notarized certificate must be related maufacturer's Information shall be included for —each P oainal pp,ppe size. schedule or class, type of material evsure the inspector prior to finstalling. If this notification {s not couplers and valve boxes per Parks and Recreation Department standard

SUb‘l“t:d by ghstic pipe and fitting manufacturer indicating that :guign??t 1nel' 1fnstnt1'ed. Each coaplete, bound manual shall {include rating in PSI, KSF ‘seal of approval and date of extrusfon. pressure provided, the Contractor shall assume full responsibility for the details.

materfal complies with specifications, wnless materfal has been e following informtion: ' ! ) cost of all revisions necessary to comply with code. )

previously approved: ‘ (1) Index sheet stating Contractor's address and telephone number Anend fs‘“’;d"d SPC‘C‘"LC““:" ?C:W\ 12L21.2.ll:13dt1° re‘sd: A1l plastic D.  Grades: :?\gnthbee :ﬁs]t,:‘l’::g itno s:::gd:-ia?p::e':;::r“g;sfbel?.ion 308:5.3: Valves

Materfal Tist shall be submitted using the following formet: fncluding names and addresses and telephone numbers of loca pipe fittings sha e standard weight schedule and shall bde '

mnufacturer's representatives. ;?2:::;021:?:::: ,°h',,1“,,,'3‘,"?,',§ﬂcf,vfn f.‘ot]?&q tiorm\;nd NoAllttK::f:g Before starting work of this section, the contractor shall cbtain the
Jtes Description Manufacturer Model No. (2) Cosplete operating and maintenance fnstructions on Al mafor will be accepted on PYC pipe and fittings. A1l tees and ells shall written acceptance of t:e fc'tthyi Ofectt?:r; :Lnerogcrea:des' C:::i"::;:tt'm 3.06 SPRINKLER HEAD INSTALLATION:
I Pressure Supply Line L ge 4 9 be manufactured in injection molds that are side gated. All threaded author fzation for the work o $ s P § 5 1 .
| y asco sch. 40 equipment. nipples shall be standard weight schedule 80 with wolded threads to keep within the specified material depths with respect to finish Anend Standard Specifications Section 308-5.4.1 to read: Sprinkler heads
2 Lawn Head Rafnbird 2400 . PP o : grade. Faflure to obtain such written acceptance may sudbject the shall be installed as designated on the drawings and per Parks and
etc.  etc. ete, ete, C... Materials to be furnished: Mend flrst sentence of Standard Specification Section 212-2.1.4 to contractor to adjusting Ehi grades o]f] dept;\‘ of :dings t'hn %F’dﬂ‘ :; Recreation standard detafls.
- ;e o hieve acceptable depths of cover, all as directed by the City a
B. R * Prints: 1 s t of this contract the following ftess: read: A1l rubber gasket PVC pipe, cowplings, and fittings shall ¥ .
gcord Prints . (1) Supply as part o s contr ny Confors to ASTH D 2241 Type 1, Grade"l. 2000-PS] design stress®; and at no additional cost to the City. 3,07 CONTROLLER INSTALLATION:

(1) Record accurately on one set of blue-1ine prints all changes fn a. 43 additfonal sprinkler heads of each type and spray ;?gut:es f:;:;;;igz:: :her:veecdtign: theci‘?ynﬁgu,’;‘cﬁt}g‘s?,“' and E. Coordination with work of other trades: Ad- the following to Standard Specifications Sectfon 308-5.3: The'
the work constituting departures from the original contract pattern shown. rubbergqasket couplings psphall peryn!t a2 five (5) degree d.eflec??;:n: controller location, as shown on the plans, fis diagrammatic. The final
drawings, 1ncluding changes 1n pressure and non-pressure line di the. pipe at each coupll (2-1/2 degrees each side) ithoot Make a1l necessary seasurements in the field to ensure precise fit of Tocation of the controller shall be as approved by the Park Projects
locations. b. Two (2) wrenches for 1s1use¢ly and adjustment of each "f'nfnuon or tn!ntnuonnqcrackinq or breaking.® Y v ftems in accordance the original design. Contractor shall coordinate Inspector before {installation, The Contractor shall coordinate the

type sprinkler head installed. ' ' the installation of all fdrrigation smaterials with all other work, electrical service with this loca‘tion.' Thet contr]'oller shal‘l be w:l;
: Specfal attention shall be given to coqrdination of piping locations mounted within a Lle Meur vandal resistent enclosure, unless nole

(2) The changes and dimensions shall be recorded in a legidle and c. Two keys for each autometic controller. D'_ Asbestos Cement Pipe: ‘ vzisus tree and shrud locations and s!gve locations versus pavement otherwise on the plan. Controller enclosure shall be located in shrud
workeanlike manner to the satisfactfon of the City. Prior to , ' fnstallation to-avoid conflicts : areas and/or adjacent to other hardscape ftess. Enclosure shall be
final tinspection of work, . subamit record prints to City for d. Two couplers with a 3/4" bronze hose bib, bent nose type :?d the '°”°"’"§ to S“;’d"‘{ S“c]mat]'f": section 212-2.1.6: : ) painted with two coats of paint, color as approved; subamit samples. A &°
approval. with hand wheel and two coupler keys. ttings for A.C.P. connection laterals sh ¢ cast dron tees and F.  Contractor shall maintain record drawing blueprint on site at all thick concrete siab for maintenance access shall be provided, size

. bossed couplings except as follows: 1] 1 f i 1y 15 ft line, grade and dimensions as directed by the
(3) Dimension from two permaneant points of reference (bufldi e One valve box cover key. times. Upon completion of worlk, transfer all as-built in ornation on approximately $q. o v 9 rd by
monument idewalks, curb Uehaa ot ) (1) Double strap service clazps with rubber seals and flat bronze changes and dimensions to reproducible septa prints, The chinges and Park Projects Inspector.
u dn s.i 3 ew; ”, bu s, p;vewent. etc. Data to be showm on ¢ “As-built® record drawings straps way be used for connections of 50 percent or less than dimensions shall be recorded in a legidble and workmanlike manner, to
;:g:; inpsrnr;t]seds 3 e recorded day-to-day as the project is . gs-. the dlaneter of pipe. . the satisfaction of the Park Projects Inspector, Follovingd etsublism:entd 1 o | d:hef‘::;?‘::ons:’:ft“th shallJe::
. e perfods o sl v e pro
. Remove and turn over backflow device valve handles. . . _ programmed to operate curing o7
(4) Show locations and depths of the following 1tems: ! (2) Tapped A.C.P. couplings /"""‘] ?"‘55 ‘;5:”5 my be used for 3.02° TRENCHING AND BACKFILLING: area (1.e., 11:00 p.a. through 6:00 a.8.).
h. Documentation of Water Department's {nspection and connectfons of 3/4, 1, 1-1/4, 1-1/2 and 2 Inches. A, Trenching: 3.08 WIRING:
a.  Point of connection. . : nehing: B
ofnt of connection scceptance of backflow device . 2.03 VALVES AND VALVE BOXES: ’ . Standard Specificati cection 308-5.5: Al) splf
b Routing of sprinkler pre 11 (d1 i (1) Add the folloving to Standard Specificatfons Sectfon 308-2.2: Ad the following to Standard Specifications section .5 splice
. cet 4] ‘ ) pressure Tes cension maxime 100 D. The above ftems shall be turned over to the City at the conclusion of A.  Manual Control Yalves: Dig trenches and support pipe continuously on bottom of ditch. connectfons shall occur in a valve box. All wire runs between the valve
feet along routing). the project - final inspection. Where lines occur under paved areas, depth dimensions shall be and the controller shall be a continuous run with no splices unless noted
c. Gate valves. Add the following to Standard Speciffcatfons Section 212-2.2.3: considered below subgrade. othervise on the plan.
06 AT Mt:-“phon'tyw valves Sh"]:,d be 411 bzonze with swivel-type (2) Mvend Standard Specifications Section 308-2.2.2) to read: Water A1l low voltage wiring splices shall be made-up as soldered connections
! an approve acuve A : ’
d. Sprinkler control valves. A.  General: - ';:fe;f:?bpfrts?,t1';9”::{?.&" 8 PP vacuva breaker as an lines continuously pressurized - minfaum 18 {inches, maxinum 24 wrapped with 3 ainimum of two (2) layers of electrical tape and sealed
ik 1 1 . B Remote Control Valves: inches. (These measurements are to be from subgrade clevation with Scotch-coat. Scotch-lok, Unf-pack, Penn-tite, or other similar type
e. cowiing valves, The entire sprinkler system, fincluding c]l]l :o;k done under this ’ ) for plping under pavement.) connectors are not acceptadble.
tract, shall be gquaranteed against 2 efects and fault of : y iffeatd Section 308-2.2 . : ‘
£. Routing of control wires. coniract, Add the following to Standard Specifications Section 212-2.2.4: (3) Aeend Standard Specifications Section .2, paragraph 3} to ) f H e:
9 :ﬁf;“lf'::e':g:"‘::s:;pcof‘;’;ut12:”"11?'.:::,.‘2]‘)5 ‘z:::, :::H“C:gr;h: Yalves .shall be spring-loaded, self-cleaning, packless diiphram ‘read:  Lateral sprinkler lines - ainimun 12 {nches and maximum 3.09 FINISHING AND TESTING
g. Related equipment (as my be directed). eanufacturer's guarantee of one (1) year. ;:“::z:d;e °fm:j ;’::‘1‘::'.’5 ctL°e"adut;£:"c cv:r:::osl ‘::‘” be of the same 16 inches. Add the following to Standard Specifications Sectfon 308-5.6.2:
i , nutacturer . ’ r : . Centerload all plastic pipe prior to pressure testing. Amend Standard
(8) Maintain record prints onsite at all times. Should any problem with the frrigation system be discovered within . . (4) Ad the following to Standard S“c".ic'“:": sectfon 308-2.2: Specifications Section 308-5,6.2 to read: Pressure test the mains -
v Valve solenoid shall be corrosion-proof and constructed of stainless Where it {s necessary to excavate adjacent to existing trees, L .
1.04 : the quarantee. period, it shall be corrected by the Contractor at no : ; minimum 2 hours at 150 PSI. Add the following to Standard Specifications
. INSPECTIONS: ; stee] molded in epoxy to form one {integral unit, and shall be 24 voit the contractor shall avoid injury to trees and tree roots. .
_— sdditional expense to the City within ten (10) calendar days of : 41 t Section 308/5.6.2: The entire system shall be operating properly before
it of written notice from the City. When the nature of the A.C., 2.0 watt maximum (2° and smaller valves). Excavation in areas where 2-inch and larger roots occur shall be xny planting operations commence
A.  Inspections will be required for: '"eifs us deterained by the City constitute an eaergency (e.g done by hand. All roots 2 inches and larger in diaaster shall '
[epalrs 48 GeLeriivel the City may proceed to sake repiirs at ine Valve shall close against flow without chatter and with ainimum be tunneled under and shall bde heavily wrapped with wet burlap 3.0 COMPLETION CLEANING:
(1). Pressure test of irrigation gain Vine. Contractor's expense. Any and all dasages to existing faprovesent closing surge pressure (minimum 5 seconds closing time per valve). t;; preventt scar;mq1 or drivmg. nhrherthatregch‘ir::gh :ac'hit:’e. fs run
oo nshi close to trees having roots smaller n nches 1n diameter, i ifications Section 308: U

(2) Coverage test. resulting either from faulty materials o; l\w‘or ::ns p.'or froa the Valve shall be comletely serviceable fn the field without remving the. wall of the trench adjacent to the tree shall be hand Add the following to Standar?lSpecl ications pon completion

necessary repairs to correct same, sha repaired to the trimmed \ing 8 clean cut through the roots. Roots 1 inch and of the work, Contractor sha smooth all ground surfaces, resove excess

(3) Final fns satisfactfon of the City by the Contractor, all at no additional cost valve body froa line. rimmed, M3k ing ' an materials, rubbish, debris, etc., sweep adjacent streets, curbs, gutters

pection/start of maintenance. larger in diameter shall be painted with two coats of tree seal 1k d trafl 4 ¢ tructi 1 tf he or *

(4) Final to the City. C. Quick-Coupling Yalves: or approved equal. Trenches adjacent to trees shall be closed walkways and trafls, and remove construction equipment froa the premises.
inal acceptance. . within 24 hours.

. B. Foraof Guirantes: Md the following to Standard Specifications Section 212-2.2.6: END OF SECTION
+ Inspection Requests: Guarantee shall be submitted on Contractors own letterhéad as Quick coupling valves shall have locking vinyl cover and shall be 1° (s) ls’ern:?:nt | Resufsf:ct‘;\g: 30?? | the A]{onsm”fflgcc t? Standa;d
. in size. ‘ : pecifications ction -5.1: ur aprovesents
Contractor shall notify the Park Projects Inspector in advance for - follovs: dam%ed or removed as a result of the contractor's operations
requesting all inspections as follows: GUARANTEE FOR SPRINKLER {RRIGATION SYSTEM D. Gate Yalves: :::lptbero:e;‘:r;se:‘:\?etdh12:";::1:5 co.nr;n:it&r tt:e t?f-:‘:;p:':?:r"::?;
. »
Press:;e s:ppt;« Tine installation and testing - 36 hours (1-1/2 We hereby guarantee that the sprinkler frrigation system we have furnished and All gate valves shall be capable of withstanding a ainfms working used in the original u:rk. 'Tre?ch resurfaginqcshcll be 1 inch
S ‘;82. ?9 a{s 36 h (1-1 - installed {s free fros defects in materfals and workmanship, and the work has pressure of not less than 150 psi. greater in thickness than existing p"':"‘i oncre.te pavement
sz s ours (1:172 working days) been completed in accordance with the drawings and specifications, ordinary wear shall be reaoved and replaced fin U pnels® with mo
erage tests - 36 hours (1-1/2 working days) E.  VYalve Boxes: horfzontal dimenston less than five (5) feet. Contractor shll
Final ? fon - 4 and tear and unusual abuse, or neglect excepted, and that the work, materials, _
nal Inspection - 48 hours {two working days) and equipnent as Installed will fulfill the requirements of the quarantee . revien the planned limits and lines of concrete resoval ind
¥hen fnspections have been conducted by other than the Park Projects fncluded in the specifications. We agree to repair or replace any or all of our Add the following to Standard Specifications Sectfon 212-2.2.7: All replaceaent with the Park Projects Inspector prior to sawcutting
Inspector, the Contractor shall show evidence of when and by whoe work, together with any other adjacent work which say be displaced by so doing, resote control valve boxes shall be rectangular concrete boxes with for reaoval work.
these fnspections were made. that may prove.to be defective in its workmanship or materfals within a period ":"’h!?g:d"°?'“9‘ ‘é;’;;‘;‘"‘)zf?v"" IY”" statfon ';”"" shall ?' 8.  Backfill:
of one (1) year froa date of acceptance of the above named project by the (ity stenciled in two-inCh-hlg numerals on Cover- using epoxy resin . 3 :
No fnspection will commence without °record® prints. [In the of Riverside, California, at no additional cost to the City. We shall make such base paint of a contrasting color. Gate valve boxes shall be round . .
the Contractor calls for an inspection without up to date .N:::Sf repairs or replacements within 10 calendar days following written notification concrete boxes with non-hinged locking cast iron covers sarked either <« Avend Standard Specifications Section 308-2d.2 tod read: Backfill
prints, without completing previously noted corrections, or withoyt by the City. When the fmmediate repair or replacesment of the work {s necessary *Gate Yalve® or °G. YV." with letters cast or tooled in the cover. shall be uniformly tu'spei in 4-lr;1ch ’:day:;s &;n 'elr !'en ua‘rou'ndt:h! pipe
preparing the system for {nspection, the inspection will be cancelled to ensure the public safety and welfare, which would be endangered by continued the full width of the tr]em: ? ¢ u’t thnrg h° e pipe.
and the Contractor back charged for the direct costs of all (it usage of the facility, such circumstance will be deemed an operational 2.04 BACKFLOW PREVENTER: Katerfals shall be sufficiently damp to perm orough compactfon,
i y ! free of voids. Backfill shall be compacted to dry density equal to
personnel time and consultant time lost. emergency. In the event of such an emergency after the City contacts our firm 11 and shall fors to adjacent grad
and after authorizing 24 hours to inftfate r?pairs. if we fail to Initfate and cdgmthe foHO::ne t7! Sth:r;d‘lr:e .Sper:;fgcgtmsmsrictti;pne 212-2.3; kme adjacent undisturbed sofl and shall con grades.

. : 1 1 in imely manner, th ackflow prevention unit s uce vacuum breaker

€. Closing in uninspected work g:tygefrltrlc{sc?;p pe::w::c’;ucr;p;:::t10",,,‘.: he ’.‘y";'l“ nic:sf::;ct:'c::{.::'::: of the size, manufacture, and model number as findicated on the drawings. Flooding fn lleu of tamping fs not allowed without specific prior
Do not allow or cause any of the work of this section to be covered work and famediately place the facility back in operatfonal condition. If such If not indicated, the device shall be the sime size as the water service written approval of the Sofls Engineer and the Park Profects
up or enclosed until 1t has been inspected, tested and approved by procedure is f{mplemented, we shall bear all expenses incurred by the (ity. In and the manufacturer and model nusber shall be as approved by the City. Inspector,

h . . s .
the City :r“] ocpae:':i.io:;ﬁ je\;de?.eg:z; °:“tshtes Dirlenctc:.;esh:vlelntbeoffH:)lul 1:.;’,':;";:'"&::';“:; 2.05 ELECTRICAL MATERIALS Under no circumstances shall the wheels of any vehicle not designed
N v
D.  Coverage test: repairs or replacements within the time specified after receipt of written A Condult: for the purpose of sofls compaction be used to compact backfill,
. notice from the City (other than an operational emergency), we authorize th : ) .
¥hen the Sprtininerh systes is ce;vhtecdi. antrdacttor shall perfora a City to proceed to have said repairs or replacements made at our expense and .,: Amend Standard Specifications Sectfon 212-3.2.1 to read: Conduit ) 03 B ISTRLAION:
53::::3: ft:rs punn:t{neg Brese is 20.‘:;.:“ .t,'.'d t‘odeqe“etr:inerhiiz :M vater will pay the costs and charges therefore upon demand. below paving shall be schedule 40 PYC of sufficient size to carry all A.  General: Add the following to Standard Specificatfons Section
be accepted by the City before planting can comence. est mst PROJECT: proposed wiring, Wiring shall be 1n a separate sleeve, 308-5.2.1:
LOCATION: B. Wire: (1) Piping under existing pavement my be installed dy Jjacking,
€. Hydrostatic test: STGNED: . boring, or hydraulic driving. However, no hydraulic driving is
ADDRESS: Add the following to Standard Specifications Sectt - : rmitted under asphaltic concrete pavement.
(1) Prior to the {nstallation of any valves, 811 pressure ]ines ? e on 212:3.2.2: per
shall be tested under a hydrostatic pressure of 150 psi for a PHONE : A1l common wire shall be white with a colored stripe. Stripe color (2) Cutting or breaking of exi_ang pivement s not permitted except
period of not less than two hours, with all ends of 1{nes C]gped . shall be different’ for each controller {nstalled. A1l contro) wire as approved by Park Projects Inspector. When approved, all
::d !‘lh:d }:g: t;‘ueﬂlymglurged with wvater after all afr has been C. After the system has been completed, the Contractor shall instruct shall be of one color other than white or green. A different color necessary repairs and replacesents will be made at no sdditional
pe . trfte :harks Defartnerr: Rehpr]e]senfuti:eh in the o;{e:atlontand saintenance control wire shall be used for each controller fnstalled. cost to the City.
0 e system 3 sha urnish a complete set of operatin _
(2) A1l hydrostatic tests shall be mde in the presence of the fastruct fons " ¢ Electrical § : i nd fittings before installati
. . ervice: (3) Carefully inspect all pipe 3 9 nstallation,
City. Mo pressure line shall be backfilled until ft Mas been removing all di le and burrs-and reaming; install pi
i . g a irt, scale and b . 9: fInstall pipe
1n:pecteld. tested, approved fin t-r‘r’ltmg.u:end .the nin.line and D. Any settling of trenches which may occur durit:g the one-year perfod Materfals for electrical service shall comply with the standard with a1l markings up for visual inspection and verification,
;a v: ocations have been noted on 3s-bufit® record following acceptance shall be repaired to City's satisfaction by the specifications, governing utility agency standards, and requirements .
rivings. Contractor without any additional expense to the City. Repairs shal) of all applicable codes, (4) Contractor. shall ({nstall concrete thrust blocking per the
(3) G hall f . {nclude. the complete restoration of all dasage to planting, pavieg or . manufacturer's recommendations at all changes of direction and
qu:;;:::f shall furnish necessary force pump and al] other test other {iprovements of any kind as 3 result of the work, 2,06 CONTROLLER UNIT: terminal points of pressure pipe. .
4 A&d the following to Standard Specificatfons Section 212-3,3: (5) Parallel lines shall not be installed directly over one
ng pe a 3 another. Provide a minimua of 12° horizontal separation for all
Controllers shall be wall mounted type, as indicated on the drawings, with parallel lines.
3 heavy duty watertight case and locking hinged cover.
‘ (6) For plastic-to-metal connections, work the wmetal connectfons
2.07 IRRIGATION HEADS: . first. Use a non-hardening pipe dope on a1l thresded
' R : plastic-to-setal connectlons, except where noted otherwise,
All frrigatfon heads shall be as shown on the plans and shall conforam with
Secti <2.4 of c . A1l piping under pavement shall be sleeved using schedule 40 PYC
tlon 212:2.4 of the SNM‘-N Specifications ) slecse:. qtad\ line shall be separately sleeved..
l .
Underground Service Rlert PRIVATE ENGINEERING NOTE PREPARED UNDER THE DIRECTION OF S E— TY IRRIGATION SPECIFIC '
[ 4 4 a4 ' .
. — 44—k — 33— - . PROJECT NO.
CONSTRUCTION CONTRACTOR AGREES THAT IN' ACCORDANCE WITH - == = = 4F.Davidson Associates, Inc. CI OF RIVERSIDE, CALIFORNIA . ATIONS 8811029
N GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTIO - sy ey ey ~ ENGINEERING PLANNING  SURVEYI
Call: TOW FReE TRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETERESﬁgISé\;- REGISTERED CIVIL ENGINEER NO. N0 ATCHITEGTURE LANDSCARE ARCHITECTURE DEPARTMENT OF PUBLIC WORKS TRACT 2 1 834_5
\ . g/FL/TT/:g%;;‘é(?lgCS.;_TIIEI\?&%%;{I%N?A%%?{/NOGFTZELCgg}ﬁésoENO;CONSTRUCT/ON PIRATION DATE: DATE: iCiE(!)BOBLemon Street, Suite 300 11200 S. Mt. Vemon Ave,, Suite "D" 73-080 El Paseo, Suite 106 ‘ i .
, AND PROPERTY; 0. Box 493 Colton, CA 92324 . A 4 : - o
1-800 | v secuincnoy suaisee oc roserty conmmuousty e APPROVED B s a2 o ey oo | e Toe | emegony ) 4 REVERSE FRONTAGE R-2924 L
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3.02 KEED CONTROL MEASURES:

3.00

TREE STAKING:

SECTION 02480 - PLANTING 2.03
PART 1 - GENERAL - 8. Iron Chlorosls:
Add the fol to Standard Specifications Section 2]2:] Add the following to Standard Specifications Section 308-2.4: Amend the Standard Specifications Section 308-4.6.1 and 308.4.6.2 to :
1.01 RELATED DOCUMENTS: Ttion AU et! T o X s read: Stake trees per Park and Recreation Department standard detall. After planting and during the plant cstalbllshunt period, in the
. pon completion of a ne grading work per Section 02210 Grading, ’ event that any plantings exhibit firon chlorosls symptoms, apply FE
The provisions of the “Standard Specifications for Public Morks Turf Seed Mix ) by welght “.;. ht P‘"'."t’ Germination and prior to soll preparation, perfors weed control measures as 3.08 138 Gelgy or equivalent at manufacturer's recosmended rates.
Construction™ shall apply except as modifted hereln. :gr;m:;ﬂsgy:sgo‘fku:;;fj Fine', ) 281 331. &‘l follows:
C. Replacement Plantings:
1.02 SCOPE: Un-Hulled Bermuda (Cert & 981 85t 1. Irrigate all areas designated to be planted for a minimum of 10 2 g
' (Note: For Bermuda.) minutes per sotting, two settings per day for seven days to Mixiny of hydroseed slurry: Mixing shall be performed in a tank, wit During the plant establishment perlod, should the appearance of any
The work required is indicated ?r]r the drnir;qs andﬂlniclr::des. t:,u‘t is :(-eot e: fo . germinate all weed seed possible. built- continuous aglitation and roc!rcuhti‘on sysftn of suffi planting installed by the Contractor tndicate weakness, that plant
necessarily limited to: 50 preparation: ns grading a5 . 1 - operat! capacity to produce a homogeneous slurry of fiber, M-Blider, shall be replaced immedlately with a new, healthy plant. At the end
e fro-.ﬂn]e %u;adlnthpebr S:;;Ionrﬁ:‘;cogv;erg1ar;‘t:jf;gs::?‘;; g:zlgg " rate: 218 pounds per acre (3 pounds per 1,000 square reet 2. Apply a contact weed killer and allow sufficient time to obtatn seed, fert!lizer and water in the designated unit proportions. of the plant establishment period, all plant materials shall be ina
:2?1 s::;:?gn t;;::;olp' l‘:M:stlensanc‘:e's plantgestabHshm'ent;y guaranteges; and 2.04 ROSEEDING MATER complete ki1l of all weeds germinated. Eiber 1 000 1bs.facre healthy, growing condition and spaced as indicated on the plans.
replacenents. ' 3.  Repeat step one above. Fertili2 0. Fertilization:
.03 solLs TSI : * The Contractor shall apply commercial fertilizer to
fy the Park P ts Inspect completion of City 'pressu:ateu:a!l:\“d g::llcsgefs‘tabg:om;ntslc s:acttelgn“ ?8.;"‘ r:rgoa.rdm; 4. Repeat step two at}ove. :7( ] rosohat g;g }gs}lacre all groundcover areas
n r . ) ) ;
I'.‘:,°3"r§2‘1i§°'.n%“‘3r\é‘r° tt'oycomet " n:fmntmgf“s;n pfp:;aroati‘gonwor?p The City ;;r;gg;::y constPugtion meter and charges for water drah from City fire 3.03 SOIL PREPARATION: ngle yperphosphate acre ;t :ppr'ait:a?‘fosspo::ds‘ p;r‘nliﬁg? sgg:;: f‘enedt.b:ytonag m 1:rt'egr‘y:.l]s.s;c‘>]r
L OBSER) onom i fter complet! . . . _
:fL;‘M Q:fd“g"; lﬂ;cp:?c:l]st:.:::rtfogf.:;‘r‘;::D:?l:‘r;s';F:-. T:gse't"?? s Turf seed ol Add the following to Standard Specifications Section 308-2.3: Seed as specified in Sectigh 2.03 preparation application.
d: Turf seed mix as . . .
be performed by an approved agronomic solls testing laboratory and will ee M-Blnder 100 1bs./acre on sidpes exceeding §:1 £ Planting Establlshoent:
1nc|pude ' fcrt{lity and sultability analysis with written recompendations Mulch:  Fiber shall be pr Tlose such as wood pulp or A. A”s”ense sgar‘afigg C;r;g1:?eudnd;rn\g;orp:g sietcl“p(:nep?\?azt‘?onmd weed control anting
: measur .
'ortm‘l‘n‘t’r'f;>ll'rt‘|':l'1<>zﬂa'tI%}'\mtr‘Mra!:‘cmflit:el s::!xl's ‘ruegp.()rrth?":com‘:\:!ra.tro::"sh:?g stailar organic material and f such character that it will Kater 3,000 gal./acre A1l planting areas thatldo r;ot :horO—ld proTpE ost‘abllshtnlo‘ntt:: p}an:
'txa’:e %r‘ecode:ﬂ over thep :?Ml\;l amendment and fertilizer application disperse Into 3 Uﬂ‘th"l hS’Wl'.Y ;h' ed v‘l‘thdn'tctr. The ﬂtt’m' s:‘all be 8. This work shall not commence until th: agro:ottnic sofls ltetsit ha?r be:r]\ Agricultural Grade Gypdy 500 1b. /acre ::::::; ls:ul.ln‘b;”sr;:dante" : ‘!atcn;f";r;vt:n 11 the pb::n
f such character that when use ¢ applied mixture, an absorptive or completed. Should 30 calendar days elapse between comple on of soO \ . .
rates specified herein only when they exceed the specified minimums. o ple el e 30 days ofmf\rst ot ydroserding. the
Contractor shall allow a minimum two week period for the solls testing g‘:;:‘::n-:tﬁh:’cuht ;':r‘t‘b‘"'egﬁ:"' 1 or 'thmsht.';: :‘;‘;fu' :r'“t:‘;tﬂ"':uzgé grggzratlon and commencement of planting, all areas shall be prepared Kith aghtation system operatidy at part speed, yiter shall be added to the demonstrated MM In 30 s ol Lt e appraprate
:orthco;me:c;nqj up:)n llccept'aor:’cc of the fine grading work per Sectlion 02210 mixture gatn. ::nt.cgo?dm;:::rrcuazlot;esh:l‘ oty S1Ahded i:antt%ritahles :1hatll"be| adg;d horticultural 1‘:"3““ nocess:ry t'c; o::ta&n gocf,d ‘g‘rovth. Th:
y the Park Projects Inspector. ' ) . u 2 y or xtu n the Contractor sha taln agronomic solls testing of a areas no
_ Planting areas with slopes 3:1 and steeper shall not be soll .
GUARANTEE : Binding Agent: Ory pe@der organic concentrate, logy Controls M-8inder ¢ pr:gareg. In lleu of sopn preparation, such slopes will require following sequence: showing good growth and shall pr?V'd! CONO; of"tht tiest results t:
1.04 : or equal, as availgife from Robinson Fertilizer Compahy 714/538-3575. - fertilizer tablets for all plantings per Sectlc;nl:!.os. ‘c. be1ofv. }t]n When tank 1s 1/3 filled with witer: ;::foeu% to”v:;;:{mt\l;e' :g'p'ro:;e:;:\:ts: ‘3' n:'d“uu;t:gagc:um.
h all planting areas with gradients less than 3:1, a layer of so : ) i
. ::1‘ atr:;':llln;;;r]hgn::f;t:at:h;rc?:;:::;r s.:tlel”t:e]sq::;/agrte::rk:g;lg:; Fertilizers: amendments shall be spread and rototilled into the soll to a ainimus Add binding agent - 1/2 acre)fequiresent 251 :ng:ng tthhe ac%%lttcattian‘;art’; ‘sé::‘ctlifg:‘dl. c;';?t;.:r?g.é?:s shall be
f 1! 3 perlod of o'ne (1) year following final acceptance depth of 4 inches, or as recommended by the solls report, so that the Add 3 - 50 nd bales of fAb provided by the racto y.
orap y ] . A, 16-3A2 (+lron) resin coated prills, Agriform, or Ci approved soil shall be loose, friable, and free from rocks, sticks, and other Add seed - m acre requtrfen ; 6rading and Dralnage:
8. Durling the guarantee period, any materfal found to be dead, missing, ual. objects undesirable to planting. _ Add fertiiitzer - 1/2 acr pent . :
or in poor condition shall be replaced by The OO ot r 1,000 square f Ouring th lant establishment riod all flow lines shall be
. ' eet to ] e pla H pe
(00 days of MItten 00t El Aot iTtion of the material. Stnate super phosphate 0189 P I?: ;?‘.Lm?fﬁ‘:s 'ﬁ::“f?f§1f:§:'1f§s'ﬁ:i %.l (agro‘oozic soll test Agitate mixture at full/speed when\the tank ts half-filled with palntained to allow for free flov of surface water. Displaced
shall be the sole judge as to the condition of the material. 2.05 PLANTS: recommendations shall take precedence where these ainisua amounts are water. ::te;::lc:eh;ch :.g:"fs;gtss '::2 g;c‘knelt? :::” b;' ngﬁ?e% ar;g p;:::rd‘ ‘
C. Replacement shall be made In accordance ¥ith CIty standards. A.  Add the following to Standard Specifications Section 212-1.4.1: exceeded): Add remainder fifer requirement, 7 \pales before tank 1s 3/4 properly. Jute netting shall be Instailed at flow lines and other
0.  Matertal d labor involved in replacing plant materlal shall be (1) 6 cublc yards organic amendeent. full. Add resfinder fertillzers, ed and gypsum. Slurry locations where erosion 1is evident, when directed by the Park
o e;dlt‘l bmth il<>nrtr ntvor v:t no add!ptiomlg cgst to the City A1l plants shall be true to name, and one of each bundle or lot shall . . distribution should begin tmmedlately. Projects Inspector.
provided By the ¢ acto : ) be tagged with the name and size of plants in accordance with the (2) 15 pounds commerclal fertilizer. _ ’
1.05 INSPECTIONS: ’ standards of practice recommended by the American Assoclation of Area to be hydrogbeded shall be moistened to X\ depth of six inches (1) Damage to planting areas shall be repaired lamedlately and
) ' Nurserymen, The root condition of plants furnished fn containers (3) 100 pounds gypsua. just prior to apflication. throughout the plan‘t estabii:hn:ntt pefn;l‘od. h(:elpr;ssigf‘\:‘cdwseg
Inspections will be required. The Contractor shall contact the Park shall be determined by removal of earth from the roots of not less I‘)y :e%\cleks.,b!tcydcm:s,do‘rr“?o raffic sha ¢ ¢d an
Projects Inspector at least 48 hours (2 working days) in advance of an than two plants nor more than 21 of the total number of plants of (4) Sofl sulfur per soils report. Application: /Hydroseed slurry sh..ill be”applied derthlgh pressure eveled. Replant damage .
anticipated inspection. An 1inspection wil) be required at each of the each specles or variety except when container-grown plants are from evenly and rfsult fn a uniform coat on all areas to \be treated. Care
steps 1isted below: . several different sources; in which case, the roots of not less than 3.04 FINISH GRADING: N shall be eAercised tof assure t]r;attgihntssiln pIac; hebnoﬁ sugeegt:d ) A}l p“,dd‘.‘,-n; sh“lt‘be washed and maintatned in a neat and
' i to the difect force of the application. urry sha e immediately clean condition at a nes.
two plants of each specles or varlety from each source shall be sh % |
2 . fon The Contractor shall finish grade all planting areas filling as needed or removed Arom walks, structures, plants, etc., that are\ina vertently
A.  Upon completion of fine grading and prior to commencement of soll checked by the Park Projects Inspector at his option. The select
he Park Projects Inspector. removing surplus dirt, raking to remove all rocks and debris over 1 inch spraye (3) A1l subsurface drains and Inlets shall be perfodically cleared
gggp?zatlon. for acceptance of fine grading work and taking of soils of plants to be checked will be made by the J p " e diageter.p re s Fleating ?o O T Munifora grade. Al areis shall AL sebsurface dralns n Il e o e
ples. All plants rendered unsuitable for planting shall be considered as slope to draln. Flow 1ines shall be established to existing roads, curbs, ANl fare spots shall be reseeded by the Contractor withih 10 days. avold bulld up of silt and debris.
B Inspection of completed finish grading work following soll amendment samples, and replacements shall be provided at no additional cost. swales, and/or a sidevalks as shown on the plans and as directed. Al The/ Contractor shall be responsible for all reseeded u"e for as
- work In case the sample plants are found to be defective, the entire lot £111 material placed within the top 12" from finish grade elevations in g after seeding as necessary until acceptable germinafyon and (&) Debris and trash shall be removed from the site weekly at a
. or lots of plants represented by the defective samples will be all planting areas shall be. topsoll. ktablishment s reallzed and approved by the City. mintmum.
C. When contalner plants and/or bare root stock are spotted for rejected. AL 1 ' : \ | ‘
andscape areas shall be finish graded, (as distinguished from fine slurry shall not be sprayed on undeslignated areas. Any slurry spi\led G. Disease and Pest Control:
planting, but before planting holes are excavated B8 Amend the Standard Specifications Sectlon 212-1.4.2 and 212.1.4.3: grading specified in Sectlon 02210) to “dress out;. .:imtm' ing:or sprayed into areas other than those dctslgtn:'ted tEofrotc‘ohu fsptrhtyc:t; !
: . hall be of th 1fied re-establish finish grades and flow lines as approved prior to amending cleaned up at the Contractor's expente to satisfaction of the City) Add the following to Standard Specifications Section 308-6:
D. Hhen‘ pt“dn“nq and all other 1indicated or specified work has been Al1n;r:gsh:indhtshar’&bs‘“sa::;;leire(:ett’yb;or;;:ac"ﬁrﬂs“&n St:n:ardt :o:p::rsery the soil. Contractor shall call for inspection upon completion of finish Throughout the plant establishment period, all plants shall be
conpretec. ;tgcka The ghe19ht of the trees shall be measured from the root crown grading work. Contractor shall r;ot %roceed 'Lthb D‘::Uﬂg :Of: g"t:' 3.09 WATERING: maintained 1n a disease and pest free condition. A licensed pest
- . . tnal leader and the dlameter shall be finish grades have been 1Inspected and accepted by the Park Frojects : ) control operator shall be retained by the Contractor to reccmmend and
€. Ouring application of pre-emergent chestcal ;2,:2:,;‘?1,d‘(v5|)ﬂ|°:¢r?efs t:;ofeer?he crown roots. The trees shall stand Inspector. Add the following to Standard Specifications Section 308-4.9.5: apply all pesticides, herbicides, and fungicides. Exterminate
F. M start of plant establishaent pertod. erect without support. 3.05 EROSION CONTROL: A It shall be the Contractor's responsibility to malntain a balanced qophers, moles. and all other rodents, and repalr damage.
G. At end of the plant establishment period, prior to final acceptance C. Add to Standard Specifications, new Section 212-1.4.6: Rooted ' , watering program to ensure proper growth until final acceptance of 3.13 END OF PLANT ESTABLISHMENT PERIOO:
of the project for maintenance by the City this acceptance for cuttings will also be acceptable. Add new section to the Standard Specifications:  308-4.6(f) Jute the work. ' .
maintenance will the Park and RecreatTon ? Netting: A.  When the contractor believes he has completed the plant establishment
maintenance will be confirmed in writing by the Park and Recreatlon ' B. Immedlately after planting, apply water to each plant. Apply vater 1 he entl t oy dy for final
Department. - D. Bare root stock shall conform to the American Nurseryman's ' . moediately P g, ¥p : LA P period and the entire project 1s ready for final acceptance, he shall
Assoclation standards. Minimum caliper shall be two (2) inch A1) slopes areas exceeding 3:1 shall recelve jute netting. Netting shall In a moderate stream in the planting hole until the nmaterlal about request Inspection of the project. The City will inspect the project
1.06 SUBHITTALS: dlameter and minimum hefght shall be twelve (12) fest. also be provided during the maintenance period, when and as directed by the roots is completely saturated from the bottom of the hole to the for final acceptance. Deficienclies noted during inspection shall
’ ' the Park Projects Inspector, along flow lines and other llocatlonsdwhere top of the ground. extend the plant establishment period until all are corrected.
erosion is evident. Jute netting shall be installed loosely, up and down \ _
" I:: ;gllo;lg%e:;:ttlmp::;g:fL;;:\‘%nesll:::yr;cfwl;:dr:?pebcetIfrueb.l‘attt:rdu?: 2.06 BACKFILL MATERIAL the slope. The installed netting shall fit the soil surface contour and C. Apply water in sufficlent quantities and as often as seasond) 8. A1l planting areas shall show a good rate of growth and shall be well
to the job site: Add the following to the Standard Specifications Section 212: shall be held in place by 9-inch long, 11-gage (ni}nin;u:)‘ steel :iro ;o?dit{gns "?“"‘t to kf"pl tl;e planted areas moist at all times, well established *filled in® phnt:?qs free of volds. Bare areas will be
' . staples driven vertically into the soll at approximately 24-inch spacing. elow the root system of plants. unacceptable. Contractor shall provide sod or plantings from flats
tng strips shall overlap along the sides at least & inches. —Ends as necessary to fi11 in all bare areas. Such sod or plantings shall
Total Quantity of commerclal fertilizers, by type A.  Top soll shall be free of noxious weed seed and shall be of a loan ~Jute nett . .
f strips shall be burled into the so!l at least 6 inches. Lap all ends 0. Irrigation: be planted a alnimus of 10 days prior to the end of the plant
Tota! Quantity of soil amendments and conditioners, by type characteristic, fertile and friable. (<} ¢ ) d
of rolls a minimum of 24°. establishoent perlod and shall have roots "knit-in® to the native
Rood ' j (1) Contractor shall properly and completely maintaln the irrigation soll.
}ota: Ouant:ty o; 7ulch Tohat 8. d sh'avinqsushan be leached nitrogen fortified and shall be free 1.06 PLANTING: OO nced haater progran e tatned to hsuve . '
otal Quintity of fron sulmate of forelgn & ..r' ‘ fon 308-4.5 t dinate with proter %e]rnitnatlg? ham‘.l gnroot'tge ut:‘t‘ere?ms:jff‘iccciia\ttalr;“ﬂ%; :R: C. Finad acfceptan'ce shall bocct:r co;\ly vpon written acceptance of the
' : i tts for container plants shall be A. Amend the Standard Specifications Section 308-4.5 to coordinile w work. ants which can project for maintenance by the City.
107" PLANT ESTARLISHNCN] PERICE: ¢ zﬁ::c:::du:?;gb‘t;:”f‘;llogvl‘::qm;l:gdp per cubic yard (pagrono-!c soil Section 2.06 hereln for specified backfill alx. trrigation systea shall be watered by means of a hose. 3 1e Cleas up
i lewed prior to soil mixing): n N h ton fndt ) UP:
QLéen&t)h o{’Et.erP.hM Establishnent Pes‘;‘ewll:gléz»bs?cﬁo:“;f&“g:qnﬁ: test recomendations to be rey "‘ g ; B. Add the following to the Standard Specification Section 308-4.5: @ :;I\‘ :on't.r:“;rsb‘asr’:.to s;svto“ucsh”s‘tatbgn S:g vm:mr:ggus::: Upon completion -of the work, the Contractor shall smooth all ground
- . sua ) . .
section regarding start of plant establishment period. 2%11 :;;; soll ' g ‘:S ?{gﬂ Sulohate (1) Soll surrounding planting pit shall be in a friable condition application rate each ared !s capable of recelving. The system surfaces. remove excess materials, rubdlsh, debris, etc.: sweep adjacent
shavings 5 P . shall operate on short intervals, with the cycle repeating at a . . i
2 lbs. commercial fertilizer and moist to a depth of 8°. later time to reduce runoff stre:ts.ﬂcurbs. ‘quttir:. nts: dovn1all walkvays, and trails; and remove
. : construction equipment from the premises.
PART 2 - MATERIALS . _ . \
k backfill shall consist of 10% wood shavings and 901 - (2) Backfiil using specified so!l mix to within 8 of finish grade. 3.10 MAINTENANCE:
2.01  GENERAL: E?;: rs?;:tl s't‘c;ch fertiltzer and soll conditloners as specified for At this depth, place the plant fertilizer tablets Agriform MAINTENANCE . END OF SECTION
. . contatner plants. %OE}O—S.'ZI ,gru:]nché grbfig ;gfrg"i]:g::]'s Ata;;:l:’!o?fl; Amend the Standard Specifications Section 308-6 to read: All areas within B3/00200/ ¢
Al materlals shall conform with Section 212 of the Stindard tntt or ) lg‘t bolmt 'far : e ron 9 CO-P“tt backfi11ing to the work 1imits of this contract shall be maintained by the contractor for 06/28/88
Specifications except as modiflied herelin. D. All soll backfill shall be bulk mixed, not tndividually mixed at each g:mg:sér:g. ablets fo . 9 the duration of the contract until final acceptance.
) plant pit. .
2.02 FERTILIZER, SOIL AMENDMENTS AND CONDITIONERS: (3) Trees (other than relocated palms) shall be planted at such 2 3OS S‘:‘ctf::";osfsgﬁms”"“T- Add the following to Standard Specifica-
2.07 HEADERS, STAKES AND TIES: depth that the crown ro‘ots bear the”sue reh::‘vt position to o
Add the following to Standard Specifications Section 212-1.2.3: i finish grade as they did to the solls where they were grown. .
A. Add the following to Standard Specifications Section 212-1.5.3: Backfill after planting shnlfbe compacted cbarc{\;lly 1ntt?*p;a§; A. Criterla for Start of Plant Establishment Perlod:
A. Planting Tablets: Tightly compressed long-lasting, slow-release . without injuring the roots of the tree or breaking up Y 1sh Rall
fertilizer tablets veighing 21 grams, with a potential acidity of not (1) Tree stakes shall be straight-gratned lodgepole pine, or City of earth surrounding the roots. M I?:mezl:ntof ’:ht:bprgjg‘ce;‘tth:’:'“z“'m: athe ]’;?‘;sc:;:':““zg‘;u::;
! more than ‘5 percent by welght and having an analysis of 20-10-3 approved equal. Stakes shall be free from knots, checks, split, in accordance with the contract documents. Projects will not be
derived from the sources listed In the following guaranteed analysis: or disfigurements. ' C. Add the following to Standard Spec!fications Section 308-4.7: sgmented Into phases. .
GUARANTEED ANALYSIS (2) Tree ties shall be made from tire casing, 22" long by 3/4" wide, (1) On slopes exceeding 3:1 ratio, apply 5 gram Agriform tablets, t hall be Msh
fastened to tree stake with two galvanized 5d roofing natls each. one per plant tn 1leu of sofl preparation work. (2). Permanent power to remote controllers s established.
Total Nitrogen (N) . . . . . . . . « .« o o v o o v 20% ) ) ishaent tod for the project shall
Derived from urea formaldehyde B. Add the following new sectton to Standard Specifications Section (2) Mulch and fertillze groundcover areas using 1.5 cudble yards of oY ‘"t."t‘b 5 t“ no‘:flrngwofotrhe :"P oject 3 e,
7.01 water soluble nitrogen 212-1.5(d), Concrete Curbing - Concrete shall be 5 sack mix with a wood shavings and § 1bs. of the specified commercial f:"“”’:’ New turf shall not be alning & minimum Delght of
13.01 water Insoluble nitrogen maximum slump test of four inches (4*). Provide sufficient concrete per 1,000 square feet. Repeat fertilization at 30 diy Intervals 2 inches be malntaln wing helght of
forming and stakes (maximum 3' o.c.) to provide continuous line throughout the duration of the contract up to 4 applications, : e e e s
Avallable Phosphoric Acid (P,0s). . . . . N e e e e e e e 101 without waving. after which decrease frequency to once every 90 days. nes:
Derived from calcium phosphate
ProsP 2.08 JUTE NETTING: (3) Al groundcover and bare dirt areas are to be treated with a O “;“:'“ t“bcl.!pthmcnet Ofr'gée City must be obtalned to start the
pre-emergent chemical (subject to approval by the Park Inspector plant establisheent pe .

Soluble Potash (K,0). . . . . .« v ¢ o o v oo oo St
Jute netting shall be new and shall be of wuniform, laln-weave, prior to application). Chemicals are to be applled by 2 )
Combined Calclum (Ca). . . v v v o v v e e e e e e 2.61 f“"‘e-"“"d‘g"t mesh. The mesh shall be dyed green and shall ge made f:om licensed Pest Control Agent. This treatment shall be ap;])Hed at 5 ll':q:r:cdp.mjt.hit :“:::"‘.‘sﬂtca;!f‘::\:n?;ﬂ&““?::;’ c:u:tt's?lnlg“g:
unbleached single Jute yarn. The yarn shall be of loosely twisted the following times during the contract: a) before planting, suspended and will not recommence until the Contractor has

Derived from calcium phosphates

Combined Sulfur (S). . . . « « ¢ ¢ « ¢« o o & U N )
Derived from ferrous and potassium sulfates

Iron (expressed as elemental Fe) . . . . . . . .. . 351
Dertved from ferrous sulfate

B. Commerclal fertilizer shall bear the manufacturer's guaranteed
statement of analysis and shall meet the following ainimum
requirements: 161 nitrogen, 61 phosphoric acld, and 8T potash.

C. Organic Soil Amendment:

Shall be type | organic soll amendment, wood based product, nitrogen
stabilized.

D. Soll Conditioners:

Add to Standard Specifications, new Section 212-1.2.6: Imorganic
conditioners shall be agricultural grade gypsum, -soil sulfur and iron
sulfate. Iron sulphate shall be ferric sulphate or ferrous sulphate
in pelleted or granular form containing not less than 18.51 iron,
expressed as wmetallic iron, and shall be reglistered as an
agricultural mineral with the State Department of Agriculture in
compliance with Article 2 "Fertilizing Materlals”®, Section 1030 of
the Agriculture Code.

construction and shall not vary in thickness by more than one-half its
normal diameter. Jute netting shall be furnished in rolled strips and
shall meet the following requirements:

Hidth - /48 finches, with a tolerance of one Inch wider or
nlrrowr/ :

Hinimum 78 warp ends per width of roll.
Minipum 41 weft ends per yard of length.

Welght Yhall average 1.22 pounds per linear yard, vwith a
tolerance\of 5 percent hexvier or lighter.

PART 3 - EXECUTION

3.0t

GENERAL:

A1l work shall conform with Sectlon 308 of the Standard Specification,
except as modified hereln.

b) at beginning of plant establishment period, and ¢) at end of
plant establishment period. The Park Projects Inspector, (714)
782-5223, shall be gliven a minimus of 48 hours (2 working days)
notice prior to each application. No chemicals shall be applied
other than in the presence of the Inspector.

corrected al) deficiencies.

3.12 MAINTENANCE TASKS: Add the following to Standard Specifications Section

A. General:

During the contract perlod provide all watering, wveeding,
fertilizing and cultivation and spraying necessary to keep the plants

In a healthy growing condition and to keep the planted areas
neat, edged, and attractive. All shrubs planted by the coatractor
shall be pinched and pruned as necessary to encourage new grovth and
to eliminate rank sucker growth. O1d wilted flowers and dead follage
shall be immediately pinched or cut off. Do not prune trees vithout
written approval of the City. ’
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