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PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLYACCEPTED CONSTRUCTION PRACT!ICES CONSTRUCTION CON
TRACTOR WILL BE REQUIRED TO ASSUME SOLE ~NC CCMPLETE RESPONSI
BILITYFORJOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION
OF THE PROJECT INCLUDING SAFETY OF ALL PERSONS AND PROPERTY
THAT THIS REQUIREMENT SHALL BE MADE TO APPLY CONTINUOUSLY AND
NOT BE LIMITED TO NORMAL WORKING HOURS AND CONSTRUCTION CON
TRACTOR FURTHER AGREES TO DEFEND INDEMNIFY AND HOLD DESIGN
PROFESSIONAL HARMLESS FROM ANYAND ALL LIABILITY REAL ORALLEGED
IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT
EXCEPTING LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF DESIGN
PROFESSIONAL
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GENERAL NOTES FOR MEDIAN LANDSCAPING

1. All related work shall conform to the City of Riverside Park and Recreation
Department Standards and City of Riverside policies.

2. MWhen calling for inspections, contact the Park Projects Inspector a minimum
of 48 hours in advance at (714) 782-5223 to schedule an inspection. A Field
Notice will be issued as written approval for each stage of inspection. A
verbal approval will not be acceptable. Inspections are required at the
following times during the course of -the project:

a. Prior to commencement of any work, for the purpose of a

' ) : pre-construction meeting; :

LLl b. Prior to the installation of irrigation 1ines or components;
% ¢c. Prior to pouring concrete for inspection of hardscape formwork;
L - “ d. During hydrostatic pressure test of irrigation mainiine prior to
z _ ’ ' backfill of main line trench;
<L VAN BUREN BOULEVARD | e. Inspection of lateral lines and heads prior to backfill of trenches;
= 13 14 15 - 16 17 |
Z 11 12 - f. Upon completion of fine grading, but prior to commencement of sofl
T + 1 /1 \ - + + + + + + EE}\‘M' Warer. preparation, for acceptance of fine grading work;
8 - - g. Inspection of completed finish grading work after soil amendment work;
L TO EXISTING IRRIGATION
1 - ’F | h. Upon completion of the irrigation system for a coverage test and
< 15" \ ldl‘bq_ b B Y% Y % —  BX [,'NATEK demonstration of the system as fully operational.
O - _ R N I Sy /. Exk

¢ R 'Ke £ 4 I . 1. When plant Tlocations have been spotted in the field but prior to

. E RV Sy S S —— —_— _& o'ceder, digging plant pits; .

' . Fr :
- — e YV
% +"5m" 7 , LA \ - el oexer
! 1% ot 2! ' %" & . While digging plant pits and planting/relocating trees;
"

k. During application of pre-emergent chemical. Pre-emergent chemical

TO EXISTING IRRIGATION ,
Vg treatment shall be applied at the following times during the contract:
: a) before planting,
' : b) at the beginning of plant establishment period,
' IRRlGATION LEGEND a ¢) periodically as necessary during the plant establishment period, and
. ‘ B : d) at end of plant establishment period;
— SYM. DISCRIPTION G.P.M. P.S.. PATTERN COMMENTS ,. k. After planting and all other indicated or specified work has been
\]/;/ _ "4— completed, for start of maintenance;
LAY RAINBIRD 1812 SAM-PRS .53,1.05 20 10'R SHRUB SPRAY HEAD ! At F ' .
: . ormal quarterly inspections;

12SERIES: .
m. After completion of the maintenance period.

() RAINBIRD QUICK COUPLER ~ -------- s.- e ’ ‘ | Coe o
3. Upon receipt of written acknowledgement of the Ci(ijtilﬂna] 1actceptfance”:he
developer will be released from maintenance. n receipt of written
O RAINBIRD REMOTE CONTROL SIZE AS NOTED - VALVE BOX 1 PER VALVE, notifigation from the City that the Park and Recreation Department 1is

VALVE EF-B"CP' . assuming maintenance . responsibilities, the developer shall remain

, i , ) responsible for the project.) :

>« GATE VALVE NIBCO'T-113 LINE SIZED

' 4. The Developer shall be . responsible to - have .all plantings acceptably
maintained for a minimum period of (one (1) year/two (2) years).

— e MAIN LINE (EXISTING) |
NOTE:  *  ALL WIRES UNDER PAVEMENT SHALL BE INSTALLED IN A SEPARATE SLEEVE

PC-3282-M -
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EXISTING PLANT ' ' ' . CUT IN ORDER TO INSTALL NEW EXTENSION OF SLEEVE. NON-PRESSURIZED LATERAL LINES UNDER STREETS. ONLY PRESSURE LINES ARE
( MATERIAL TO BE REMOVED. ) 'MAINLINE AND CONTROL WIRES BOTH ARE TO RECONNECTED PERMITTED UNDER STREETS.
AND PLACED | ’
(2) EXISTING SHRUBS TO REMAIN, AND PROTECT IN PLACE (). . WITHIN SEEEVENSNV%YIYLEI)\I(E)EFNglEogEgII\:AI?ITEEDVEALI\_N BLICES TO " ANGLED FITTINGS ARE NOT ALLOWED IN PIPE OR WIRE SLEEVING. )
BE MADE PER PART 3.08 WIRING OF IRRIGATION SPECS SHT. ‘
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EXI - | o
(4) STING PLANT MATERIAL TO REMAIN, AND PROTECT IN PLACE. | | | _» .; PLANTING NOTE
(5) EXISTING TREES TO REMAIN, AND PROTECT IN PLACE (). | | '
SEE~STREET IMPROV. PLANS R-3242 , ' N ANY EXISTING PLANT MATERIAL THAT HAS BEEN DAMAGED
. | ' DURING CONSTRUCTION STAGE, MUST BE REPLACED
. XPANSION JOINT | BY CONTRACTORIN LIKE SIZE AND KIND.
= . ‘ : IRRIGATION NOTES
P ' | — )
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_ TO DOCUMENT CONDITION OF EXISTING IRRIGATION SYSTEM
SYM. BOTANICAL NAME COMMON NAME SIZE QTY . COMMENTS AND PLANTING.
TREES
T-1 PINUS CANARIENSIS CANARY ISLAND PINE  15-GAL 2 : : |
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FOR ALL TREES INSTALL “DEEP ROOT® ROOT BOOSTER ' .
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S-2 ° AGAPANTHUS AFRICANUS LILY-OF-THE NILE 1-GAL 50 @ 24" O.C. SHAWN INDUSTRIES,(818) 706-2285 FOR SPECIFICATIONS, SEE SHEET L-4 | -5, 2olANTE. SPECS L -3
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SECTION 03356 - STAMPED.CONCRETE (INTEGRAL COLOR)
PART 1 - GENERAL

1.01 RELATED DOCUMENTS:

The Special Provisions of the Specification as well as the "Standard
Specifications” shall apply except as modified herein.

1.02 SCOPE OF WORK:

Exterior walks and slabs as shown on drawings

Forming

Cement, finish

Setting of items to be inserted into concrete

Reinforcement dowels

Curing

Placing of sleeves, conduit stubs, and drain lines under slabs

-1.03 QUALITY ASSURANCE:

The work shall be performed by qualified personnel trained to obtain the
textured finish specified herein. The contractor shall provide written
evidence to the Park Department that the installer for this work has
satisfactorily completed at least three installations.

t

1.04 SAMPLE POUR:

The contractor shall provide a sample pour on site of sufficient size,
minimum 9 S.F., to demonstrate the required stamped concrete work,
including integral color, wax curing and finishing compounds. A minimum
period of 28 days will be required for adequate curing of the sample pour
prior to inspection. Stamped concrete work shall not be performed prior
to the inspection and written approval of the sample by the Park Projects
Inspector. If not approved, additional sample panels will be required
until approval is achieved. All other portions of the stamped concrete
work shall match the color and finish of the approved sample pour.

1.05 DEFECTIVE WORK:

\

No patching will be permitted to correct defective work without first
obtaining permission of City Inspector. If in the Inspector's opinion,
patching does not restore the quality and appearance of the work,
defective sections shall be removed and replaced. Inconsistencies in
color will be considered as defective work. No extension of time will be
allowed for correcting defective work.

1.06 INSPECTIONS:

Inspections are required. Contractor shall call for inspection a minimum
of 48 hours (two working days) prior to need.

The contractor shall call for inspection at specific steps in the
construction process including those points in time when:

1) All sleeve, conduit, and drainTine installation is complete, but
prior to backfill of trenches.

2) A1l form work is placed and all subgrade work is complete, but
prior to pour-

Contractor shall notify the Park Projects Inspector, (714) 782-5223, a
minimum of 48 hours prior to pouring any concrete.

Any work covered prior to inspection shall be opened to view by the
Contractor at his expense if so directed by the inspector.

PART 2 - MATERIALS

2.01 All materials shall conform to Section 201 of the Standard Specifications,
except as modified in the following subsections.

2.02 _CONCRETE:

Concrete shall conform to Concrete Class Use Table, Section 201-1, of the
Standard Specifications. and—shatt—te g S=vack mix—with—a—maxtmum—d—tneh-
~slump, 2+-000--pounds-—per-—square " THCH Ut tmate —compresstve--strength--at—-28~
Aays. No admixtures, other .than 1integral celor admixture, will be
allowed.

2.03 INTEGRAL COLOR: (MATCH EXISTING)

The required color shall be: . : .
by L. M. Scofield, or City approved equal. Color admixture is to be added

to the concrete at the batching plant per the manufacturer's printed
instructions.

PART 3 - EXECUTION
3.01 GENERAL:

\

ATl work shall conform to the requirements of Section 303 of the Standard
- Specifications.

Install concrete and cement finish work true to 1lines, dimensions and
levels. -

3.02 PLACING CONCRETE:

Transport, place and spread 1in a manner to prevent segregation of
aggregate. Reinforcing shall be supported by metal or plastic chairs;
concrete supports shall not be used. Reference Section 303-1.7.1, 303-6.2.

'3.03 CONCRETE FINISHT — "

While the concrete is still in the plastic stage of set, the forming tools
shall be applied to make the patterned surface. The pattern used shall
be: _ .

A1l per Standard Spec's Section 303-6.4.

A pigmented, heavy duty wax curing and finishing compound shall be
applied. The wax compound in the matching color shall be applied
uniformly in accordance with manufacturer's printed instructions.

The sealed surface shall be polished using a fine brush which removes
residual dust from the surface.

Protect all finished concrete from graffiti. Contractor shall be
responsible for providing concrete watchmen. A graffitied finish will not
be acceptable.

Remove and replace defective concrete with new materials. Permission to
patch any defective area shall not be a waiver of the Park and R'ecreation
Department's right to require complete removal of defective work if
patching does not restore quality and appearance of work.

N»o advertising impression, stamp, or mark of any description other than
the specified pattern will be permitted in the cement finish.

!

3.04 CURING:
Shall be performed per Standard Specification Sect?on 303-6.5.

1

)

CIDVERAL PLANTING WUTES

Contact the Park Project Inspector at 787-722) 4§ hours prior to
installing sny plant matertial.

Trees planted in tur{ areas shall be maintsined vith a winimum 12"
radius around tree f{ree froms turf throughout the maintenance period.

1) PROVIDE MINIMUM 3 CLEAR DTANCE BETWEEN VALVES.

3) INSTALL VALVE BOX [N A MANNER THAT BOX WES HOT
REST ON ANY IRRIGATION UNE.
A) DNE VALVE. PER VALVE BOX. HO 4LALE

3) Watering basins may be removed after the saintenance period.
L J 4) Tor staking information as applicable, refer to standard staking
B D T, N/ - — detsil.
‘<A A :' R SN - < 3 o ) i PA % Z\T mﬂw W&;@(, $) For guying information as spplicable, refer to standard guying detail. .
e — — H AR - = T ~ v |‘@m 6) For specificstion information, refer to City of Riverside Park and
;;”[i?J 'H'% IIE"’E!:”"HEI;' ;"E : % 7 !.'QG . Recreation Department Standard Specifications sections 02480/02401.
1 i =
NoTEe: GOP’[NJITE T DKN'J 10 A CENTER . 7 7) Provide Tertilizer Tablets as follows:
o B = © ”A@ EXI&T‘ILI&‘ DE&M’\LJ. 3 1 gsllon plant . 2 tablets
B a S gallon plant ) tabdlets
15 gallon plant S tablets
. 24" box plant 8 tadlets
FOR SPECIFICATION REFER TO BOMANITE SPECS g ‘
SECTION 03356 THIS SHEET LETTER'L' Q
LONTAINER PLANT
Va I/y pooTBALL PEPTH /s YET pooTel FAOM 17 Max
g MikiMOom a 0 Y2 MIN. HIGHER ‘THA:;E
LEGEND /I, ‘ a APUALENT FINISH HgRA
/ WATERING  BASIN
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CONSTRUCTION PLAN FOR LOCATIONS. O #ME — lli\(? UNDISTURBED £0ILLTYF)
NOTE 3.  COMPACTED SUBGRADE 1) J’T L PERTILIZER TABLETS
1, CONTRACTOR SHALL PROVIDE 1/2” FELT EJ@ BACK OF CURBS gt LPER SPECS)
(TYPICAL). ' ""‘f ' BALKFEILL (PER SPECS)
2. CONTRACTOR: SHALL PROVIDE CITY INSPECTOR W/ 3' SQUARE TEST PANEL' M
OF CONCRETE COLOR & PATTERN-PANEL COLOR SHALL BE CURED FOR. ?_U = l '
4 WEEKS MIN. PRIOR TO SUBMITTAL. NO CONCRETE SHALL BE INSTALLED ’4'_' 2% No oxpLE
PRIOR TO WRITTEN ACCEPTANCE OF TEST PANEL BY CITY FORCES. Rooteal L
r Ve PREVAILING WIND
IV, =
) ) \
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+ y l L.V q W Lo P \6:_ STANE
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13 aH 8O Pvi. RIYER = N N
n -f_,:,) a0 4CH. Yo Ve ELL TxT
X ? 40° pVC STREET. EL- PN VIEW
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; T TEE 3 A1 * 5B STANDARD PLANTING
| P0° PVC LTREET B4 0 g DETAIL FOR PLANTING INFO.
zZ 3 ! .
GEND i RUILA COUPLER VALVE i ” Hg_”iig \\\ EL—lm [ .
. , ‘ = _ ! NOTE
2 Pl Locanon T+ Fooe OF PANG ;l o PEBAR STAKE - 2° MIN. BELON FNISH GRADE, i \.’ml ' \ a @ | STANAES ShaLL her
N N — . . — SOTPALL
I :-Tf— T «H. 80 P¥e NIPRLE - 4" MIN. LENSTH « = f'"‘tggfwﬂg o
) 4 ' S Lure, ALK, HEADER, BT \\ , 4”,‘—',” UNDISTURBED 50IL.
HOTES; T | miN ron. siue tor paNTED oM =
- LANTED (TRIANGULAR) ' MIES= UNPITURBED 40IL-
SN STERWSE NOIATED 'O PLAS: SEE LEGEND FOR SPACING. REQUWEENTS No ZeaLe “Urp. =
NO_ ScALE
-
ELEVATION
FINISH qrape PHISH GRADE PLANTER AREA
CONLPETE VALVE BOX WITH, La;\NNq —— UMD, HEAPER, WALk, ETC.
- ED cAST IRON COVE .
NON -HINGED N 2° HiH - poP  HEAD
HTATION MO, 4TENCILED oM LD
SOLDER CONNBCTION  4LoTeHCONTED | | |
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o T =T
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' 3| voLT soLENOID |
. Pve UNION ‘ E’I
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g
[

o jl_wm, HEADER , ALK, ECT.

Mo 4CALE
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Underground Service Alert

Call: TOW FREE

1-800
422-4133

TWO WORKING DAYS BEFORE YOU DIG

PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CON-
TRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE RESPONSI-
BILITY FORJOB'SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION
OF THE PROJECT. INCLUDING SAFETY OF ALL PERSONS AND PROPERTY;
THAT THIS REQUIREMENT SHALL BE MADE TO APPLY CONTINUOUSLY AND
NOT BE LIMITED TO NORMAL WORKING HOURS, AND CONSTRUCTION CON-
TRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY AND HOLD DESIGN
PROFESSIONAL HARMLESS FROMANY AND ALL LIABILITY, REAL ORALLEGED,
IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT.
EXCEPTING LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF DESIGN
PROFESSIONAL.

_END OF SECTION —_—
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T 480 - PLANTING :
SECTION 02480 3.02 KEED CONTROL MEASURES: 3.07 TREE STAKING:
RT 1 - GENERAL . B. lron Chlorosts:
PA GENE Add the to Standard Spec!fications Section 212 Add the following to Standard Specifications Sectlon 308-2.4: Amend the Standard Specifications Section 308-4.6.1 and 308.4.6.2 to | b1t tod. |
! T NTS: read: Stake trees per Park and Recreation Department standard detail. After planting and during the plant esta shment period, In the
1.0 RELATED DOCUMENTS 1 r‘}?‘” burity Ceraimtt A Upon completion of all fine grading work per Secticn 02210 Grading, . event that any plantings exhidbit tron chlorosts symptoms, apply FE
The provisions of the *Standard Specifications for Pudlic Horks . eTU:f}S%.’(i‘géI penn Fin b oy ) -1—;811 ;S‘LJ ;02‘ on :nd prior to soll preparation, perfors weed control measures as TURF PLANTING: 138 Gelgy or equivalent at manufacturer's recommended rates.
Construction® shall apply except as mog!fied hereln. errenniat Ry . , , ollows: —
* PP g PJ Bluegrass (501 'Rugdy Al 2 ec) hy 60T gg: :g: Add the following to Standard Specificatlons Sectlon 308-4.8.2, b: C. Replacement Plantings
1.02 SCOPE: Un-Hulled Bermuda rizons Lommon 1. Irrigate all areas designated to be planted for 2 minlmum of 10
' = " c0da) minutes per setting, two settings per day for seven days to ixing of hydroseed slurry: Mixing shall be performed 1n 3 tank, v During the plant establishment pertod, should the appearance of any

The work required is Indicated on the drawings and fncludes, dut 1s not lcations In May through Septesber, use HUW ersuda. germinate all woed seed possidle. 1t-1n continvous ag'tation and recirculation systea of suf planting linstalled by the Contractor indicate weakness, that plant

necessarlly limited  to: soll  preparation:  finish —grading {as (5 ds per 1,000 square feet oM ating capacity to produce a homogeneous slurry of fiber, Kgffinder, shall be replaced lmmedlately with a new, healthy plant. At the end

distinguished from fine grading per Section 02210); planting trees: quylng eding rate: 218 pounds per acre (o pounds per 1. square tee tact 4 Killer and allow sufficlent time to odtaln seel fertilizer and vater in the designated unlt proportions. of the plant establishment period, all plant materials shall be ina
and staking trees; planting shrubs and groundcover, ) . - . ¢ App){ t‘ cxognnuor v‘e]e] ieeds. erminated healthy, growing condition and spaced as indicated on the plans.

soll erosion control; maintenance; plant establishment. guarantees; and HYDROSEEDING MATERIALS: complete s : 1,000 1bs./acre

replacements. he following to Standard Specifications Section 212-1.3: 3. Repeat step one above. 0. fertilization:

. ‘ . Th tractor shall apply commerclal fertilizer to all—turf sreds—at
0 ST faler: s ‘used ;,h‘”(:be po]tab;re dfmie;nts‘c s:actte‘l&as S rfergoa“rdit:; {. Repeat step tvo above. 870 1bs./acre s o y. all groundcover areas
Ify the Park Projects Inspector upon completion of City pre main.  See (enera ovis ' ; ‘ le superphosphate 200 1b./acre at a rate of § pounds per 1,000 square feet, at 30-day intervals, for

I?:eczt:;ﬁtgoran?a;r]\:rOttoyc;mencement gf soll prpwarlﬂo?\bwrk.ﬂ The Contractor ;e‘;por‘:ry ¢ uction meter and charges for water g from Clty fire 3.03 SOIL PREPARATIOH: 3 applications as a minimum, above and beyond the original soll

ydrants. . as specified in Segffon 2.03 lication.

;;”f\?sz:“q‘rnada\anq an;cprs?clr]st;e:::rtfocr;!‘:li191;2:‘;:31:{;:5;::" ?2’??1'53?? Add the following to Standard Specifications Section 308-2.3: P preparation application

be perforsed by an approved agronualc solls testing laboratory and will Seed: Turf seed @'x pecified A A1l fine grading and mounding per Section 02210 and weed control M-Binder 100 1bs./acre ondeiopes exceeding S:1 E. Planting Establishment:

IRR d sultabllity analysis with written recoaaendations . .

}gf]z?\\‘p::pratrmt&\ ‘nphsntinq backyflll -yn. auger hole requiresents, and "‘_ﬁ‘d“h Fiber shall be ”c'd””“ p '”“’h“ h“:iht‘r‘ m f‘t”"',‘]"]' measures shall be completed prior to soll preparation. Water 3,000 gal./ac All planting areas that do not show a prompt establishment of plant

st plant fertilization program. The solls report recoszendations shall siallar organic meterial \ i vater rn tc solls test has b materfal shall be replanted at 10-day fIntervals until the plant

‘ty:ke precedence over the minleum amendment and fertilizer application disperse into a unifors hslurgm‘ll r: ed v‘iithdvafctr. The flgor s:;ﬂl be B. This work shall ]notugovminc: uné\l th: agrog;utn ecensow:pleets‘m :); ngr}u Agricultural GradeQiypsua 500 1b./acq e berial fs established. If a good rate of grovth has not been

X - f such character that when applied mixture, an adsorptive or completed. Should calendar days elapse v of first planting/aydresetding, th
. 11 herein only when they exceed the specified minleas. ° demonstrated within 30 days © rst planting _ .
z;;}\:iacst?rc sh:ldl a.\rlgu y n\{nma twc -yeck pericd for pthe solls testing porous mat, but not a meabdr will U‘thmhtf;!] surface of tch! 9;00“:- preparation and commencement of planting, all areas shall be prepared Kith agitation system cpeNRINng at part speefffvater shall be added to the Lo e T Tbe responsidle to determine the  appropriate
vork commencing upon acceptance of the fine grading work per Sectlon 02210 :e‘lti:::H which inhibit ¢ ation or th shall not be present In the again. tank, good recirculation sN@ll be1 esta‘bl ‘ed. H,atteritahh s‘haH be| add;d horticultura) practices necessary to obtl\‘n qcxgd ]g]rovth. The

X . ;

by the Park Projects Inspector. ] ¢ : 5 C. Planting areas with slopes 3:1 and steeoe; s]hall p%_t‘] be S?H :glig:?nq& SU;:aneenf“i:hAt they uniform gnded Into the mixture In the Eﬁg:.‘r:;tor ;h;)r:)'g‘m::‘g :3:%:&&”:&::‘#9 t:‘ t:st :ers.ullstsn(t)é
powder organic concentrate, ogy Coatrols M-Binder prepared. In lley of sofl preparation, such slopes w require th good it foan Int K

‘ . . e City to verify the appropriateness of 2 maintenance wor
1.04  GUARANTEE: able from Robinson fertilizer Com 714/538-3575. - f:f]-t|]]11'tr‘ tablets fo{t:]L.—sz?z;:zqslzesr tS;‘c:\cSn.]lO‘S.]c‘.ye?elg:.m{f]\ When tank 1s 1/3 f111ed witWhwatel serforper. 1f addltional sol) amendaents are needed, Up to 4 earlEve
. areas v e ified, such asmendments shall be

A, All trees Installed under the contract shall be guaranteed agalnst all planting | 251 beyond the application rate spec ,
any and all poor, fnadequate or fnferfor materials and/or worksanship g“it;”;;‘: f::rze‘st"or“’l's“r"e,‘“d :gfg‘é;’:ge‘zéflf“:.;‘;’r‘: ‘:’o‘t;‘;“m :gg gmd;’gq AQegtb-] Al quirement. provided by the Contractor at no additional cost to the City.

1 . ¢ ' LoRme \ - und bales o er.
for 4 pertod of one (1) year following final acceptance (+Iron) resin coated prills, Agriform, or approved sotl shall be‘ \oo]sc. fr\lablte‘. and free from rocks, sticks, and other Add seed - ?72 icre regyirenggt. ' f. Grading and Oralnage:

B. Durlng the guarantee period, any material found to be dead, missing, equal. objects undesiradle to planting. Add fertilizer - 1/2 gFre re: . | b11shaent o all fl " Ml b
r in poor condition shall be replaced by the contractor within ten During the plant establishaent per ] ov nes ¢
c(>]0) dap;s of written notificat!or?. Park’ and Recreatton Departaent B. Stingle super phosphate 0-18-0. D. I?: ;ﬁlllnc:.;\nggas:;:als a:rtn:m:::;‘::::l‘::saiie‘i %tr‘ l(;(gcsoor’zg?grcsoﬁcthzi Agitate alatere at speed W the tank 15 half-filled wlth mintalned to allow for free d”01' of ;U”“be “t”'d 0;”}“'3
shall be the sole judge as to the condition of the material. .. . he inl cunts ar water. paterial which interferes with drainage sha ¢ removed and place

2.05 PLANTS: recommendations shall take precedence where these minisum AECunls are as directed. Low spots and pockets shall be graded to drialn
! mll b de In accordance with Clty standards exceeded): , " i nt bales before tank 1is 3/4 properly. sutt—petiiag—shatbe—tartalladt—lonHasr—tad—othes
C.  Replacement shall be mace In acco 7 Y A. AdS the following to Standard Specifications Section 212-1.4.1: :d?]reuMde ilbedr rec}u rte\?eizo'rs 2e5. and gypsum.  Slurry LAt ICOEERAARMS I SR VAERA T ORINCRTIIO U N W Vs TorY
(1) 6 cublc yards organic amendment. ull. emalinder fer . . M.v Of—+5 ;
0 :.:ée;éa; b;ntimlacb;rtra\cn::rlvaetd m\)nadrdiptlsgl‘n]ch:tmtto '{;E‘E‘it; shall be A1l plants shall be true to name, and one of each bundle or lot shall . . distrivutiglf should begin tmmediately. .
vice ' : f t pl in accordance with th izer.
be tagaed MR R e andvs ;edob P :;\tsmriccor" eivt: t 1.' (2) 15 pounds comnerclal fertilizer Area to be oseeded shall be moistened t depth of six inches (1) Damage to planting areas shall be repaired immediately and
1.05 INSPECTIONS: standards of practice recomende y ¢ can Assoclation o throughout the plant establishment pericd. Depressions caused
: LLE AL Se Nurserymen. The root cond\t\lon f01' pltahntfs furtnhhhed t1n fconmr’wrs (3) 100 pounds gypsum. Just prior application. by vehicles, bicycles, or foot traffic shall be filled and
¢hall be determined by removal of ear roa the roots of not less . ama 'ed reas.

Inspections "-” > r‘equ1reci.8 hgm C(c;ntrarc:?; sdha“s‘) fgntaadcv:nctcmofhzi than two plants nor more than 21 of the total number of plants of (4) Sotl sulfur par solls report. Applicat MWydroseed slurry shall be applied \@oder high pressure teveled. Replant 9

Projects Inspector at least urs L) g day t when contalner-grown plants are froa evenly result In a uniform coat on all areas tORRe treated. Care

anticipated Inspection. An inspection will be required at each of the each specles or varlety exced s shall ererclsed to assure that plants In place \e not subjected (2) Al paved areas shall be washed and maintalned in a neat and

steps 11sted below: _several gifferent sources; in which ‘utso.fthe r.o‘c::ths ?; nco.t ms”th;: 3.04 FINISH GRADING: ot fomd ot the application. Slurry shalRoe lmmedlately Clear condition at all times.

teo plants of each species of vaf ety TCC o :3 1 lants, etc., that arWInadvertent]
| h grade all planting areas filling as nezded or ; 3 from walks, structures, p ) . y
| | commencement of sofl hecked by the Park Projects Inspector at his option. The selection The Contractor shall finish g )

A Upon completion of flne qrad(ngﬂand ,Drd|°r tork nd ;H: of solls cfecl.:t yto be checked {,111 be made by the Park Projects Inspector. removing surplus dirt, raking to reaove all rocks and debdrls over 1 fnch S : (3) Al subsurface dralns and inlets shall be periodically cleared
preparation, for acceptance o ne grading work i of plants In diameter. and floating to a smxoth unifora grads. Al areis shall of debris, leaves and trash and flushed with clear water to
samples. A1l plants rendered unsultable for planting shall be considered as slope to drain. Flow lines shall be established to el:jsﬂnqd'roadti.dcwi?i ! bcaret spots sr;\al]l] bbe reseed:;‘.l\bb]ye tfh;r C‘O]n]tr:gzggd:d*t:\” 10f:ray:s, avold bulld up of silt and debris.

3 ¢ ! st. les, and/or a sidewalks as shown on the plans and s rected. he Contractor sha e respo

B Inspection of conpleted Fintsh grading work following soll dsendnent ;amo‘es'tl::dsarmeopl]e‘\pelmaennttss asrhe“f‘ou?\; 52"31"%‘1«:&?& ‘dtdr:et\gt\reco;;t ?T?flazemf’ placed u-itMn the top 12 frca finish grade elevations In long after seeding as necessary U';“b‘ t'h“ecpit:b" germina and (4) Debris and trash shall be removed from the site weekly at a

work. n case ' tablishment 1s realized and approved by the City. minimum.
11 planting areas shall be topsoll. es
or lots of plants represented by the defective samples will be 2

C. Mhen contalner plants and/or bare root stock are spotted for rejected. A1l landscape areas shall be finlsh graded, (as distinguished from fine The slurry shall not be sprayed on undesignated areas. Any slurry spiNQed G. Disease and Pest Control:

plenting, but before planting holes are eicavated. . cifications Sectlon 212-1.4.2 and 212.1.4.3: grading specified in Section 02210) to *dress out®, paintatn, and/or or sprayed Into areas other than those designated to recelve spray sh
B. Anend the Standard Spec ) € b ntractor shall.b.e of the specified re-establish finish grades and flow lines as approved prior to amending be cleansd up at the Contractor's expense to the satisfaction of the City. Add  the following to Standard Specifications Sectlon 308-6:
D. MWhen planting and all other 1Indicated or specified work has been All trees and shrubs supplied tybcothe o lcan Standard for Mursery the soll. Contractor shall call for inspection upon completion of finlsh Throughout the plant establishment perfod, all plants shall be
completed. tandard helght‘ ahnd dfla:‘:te;r::; s:all be measured froa the root crown grading work. Contractor shall not proceed with planting work untll 3.09 RATERIMG: maintatned in a disease and pest free condltion. A licensed pest
| RO h\e \q \t ; f teh terminal leader and the diameter shall be fintsh grades have been 1inspected and accepted by the Park Projects . contro! operator shall be retalned by the Contractor to recommend and
£. Ouring application of pre-emerqent cheatcal. to the last division o ¢ N foun roots The trees shall stand Inspector. Add the following to Standard Specifications Section 308-4.9.5: apply all pesticides, herbicides, and fungicldes. Exterminate
f pl blish t fod meas\;re?t;gxt(é) p\onrcthes above the crox . 11} ¢ Intal bal g gophers, moles, and all other rodents, and repalr damage.
F. At start of plant establishment period. erect without sup . £R0SION CONTROL - A It shall be the Contractor's responsibliity to matntain a balance
. L IVR T i n: - nsure proper growth until final acceptince of 3.1 ND OF PLANT ESTABLISHMENT PERIOO:

G. At end of the plant establisheent perlod, prior to flinal acceptance C.  Add to Standard Specifications, new Section 212-1.4.6:  Rooted cection to  the Standard  Spectfications :::9:'0:2.9'0‘!’“ to ensure proger g 3 END OF PLANT ESTABL £
of the project for malntenance by the City. this gc_c__e_\te_n_c‘g ]'—o—r cuttings will also be acceptable. Kettling A When the contractor believes he has completed the plant establishment
salntenince i1l be conflreed In xrlting br fhe Fack 426 Recreatoor L shall conform to the American Nurseryedn's : B. Immedlately after planting, apply water to each plant. "ppU vater pertod and the entire project 1s ready for final acceptance, he shall
Departeent. D. Bare root §ioc ds ! Mn(m- caliper shall be two (2) Inch A1) slopes areas tns 301 shall recely netting. Netting shall In a noterate streas in the planting hole until the material adout request inspection of the project. The City will tnspect the project

ASSO<1¢“°" standards. Nt $h ;] be twelve (12) feet also bte provided dur!p atntenanc 0d. when and as directed by the roots 15 completely saturated from the dottoa of the hole to the for final acceptance. Deficlenclies noted during Inspection shall
1.06 SUBMITTALY: glarster and mintaum helight shi ‘ ' the Park Projects lnspector® 9 lines and other locations where top of the ground. extend the plant establisheeat period untll all are corrected.
erosion ts evident. Jute net M[l be Installed lcosely, up and down

A. The following written certifications are required to be subaitted to 2.06 BACKFILL MATERIAL the slope. The finsta! tting sha the s;H surface contour and C. Apply water in sufficlent quantities and as often as seasom) B. All planting areas shall shov a good rate of growth and shall be well
the Park Projects Inspector upon dellvery of the Fespective matertals . 1 held 1in by 9-tnch lon e (minim.3) steel wire conditions require to keep the planted areas moist at all tises, well established *filled in" plantings free of volds. Bare areas will be
to the job site: Add the following to the Standard Specifications Section 212: sha | bed ‘e d N ‘yt o o g;‘t L aninch spacing S o the root systea of plants e amtractor shall provige seber plantings fros flats

' staples drived cally Into the soll at apps ! - . .
. ! Jute n rips shall overlap along the sides at inches. Ends as necessary to fill in all bare areas. Such sod—er plantings shall
}0“1 gm:}ty o: coeixlserchl fe;“”;";ﬁ?{,gg:s by type A. Tgo sotH ’sshtai\cl ?:rtflrf: ‘2; ::3\‘:;){“: veed seed and shall be of 4 loas 0 s shall ge burled Into the soll at least 6 inches 3!l ends D. Irrigation: be planted a minimus of 10 ]?ays prior to the end of the plant
ota antity of soll ameadments and ¢ ' y character ) : rolls & minlnum of 24°. establishment pertod and shall have roots "knit-in® to the native
Tota! Quantity of sead, by type < nltec fortifled and shall be free (1) Contractor shall properly and completely matntaln the lrrigation soll.
Total Quantity of mulch B. Wood shavings shall be leached nitrcgen To \ 306 PLANTING: e A ‘balanced water progran shall be malntalned to ensurs ] .
Total Quantity of iron sulphate of foreign matter. — proper germination and growth unttl fdm"]ffa'cciepttwu 1%; EE! C. Final acceptance shall occur only upon written acceptance of the
: . $ . - tered sufficientiy w ? roject for maintenance by the Clty.
: 1 1 lar M1l be A, Amend the Standard Specifications Section 308-4.5 to coordinate with work Plants which cannot be wa p y y
1.07 PLANT_ESTABLISKMENT PERIQO: ¢ Eﬁ::c::;du:?;qb‘tmﬂgglloc:ﬂpn‘g"l;::gdp ptcsr fcerbc‘cc\nt;l:;r (‘:;ar’::;tniws‘.c so?l Section 2.06 h:rnn for spacified backfill alx. frrigation systea shall be vatered by means of a hose. 3.14 CLEAN UP
fiod en s srecifled c fewed prior to soll mlxing): . ) () are to have each station indly ) —_—
;:zuloennqsth7 (:f Otfhethflggicflslni’bf]n)‘vsih:fgnts'peseevdalssc"élbsbeect:or Bf{ ro|’! thzg test recomandations to be revients P B. Add the following to the Standard Specification Section 308-4.5: on 4 week Sy q dering the Upon completion of the work, the Contractor shall smooth all d
s : - ' . groun
section regarding start of plant estadlishaent period. 601 site soll 3 :gs ?Zi:\u:ul hate (1) Soll surrounding planting pit shall be 1n a friadle conditlon ‘gDH““ﬁ‘;t“t' each ‘;QM :}I}h ”C“v‘nge'pel?lon ‘Y:t“: surfaces: remove excess materials, rubbish, debris, etc.; sweep adjacent
;O‘]vawjmshulr‘\g; fertilizer S a and molst tod depth of 87 Wnoff ' N streets, curbs, gutters: wash down all walkways, and tralls; and remove
5. ¢ relal ter ’ construction equipment from the premises.
PART 2 - MATERIALS . a
Bare root stock backf11] shall consist of 101 wdd shavings and 601 S Backfillusing specified sOl1 MLt viliier S Tets Agifors 310 MAINTEMANCE: EXD OF SECTION
: seditiorers as specifiec for . < nt -
2.01 GEKERAL: site soll with fertilizer and soll conditiorer p 10t 20 ms eath, or Clty approsed equal. A minima of | ) _ o
contalner plants. 1 f N S tablets for 15 Amend the Standard Spec!ficatlons Section 308-6 to read  All areas within BJ/00200/ ¢
AIl materlals  shall conform wlith Sectlon 212 of the Standard tablet for 1 Qallo]n. 3ft°° 'tz“_“bos q‘C m?'t b‘ k;i?lh? t the work 1imits of this contract shall be maintained by the contractor for 06/28788
Specifications except as modifled hereln. D.  All sofl backfill shall be bulk mixed, not Indtvidually mixed at each 3?;}?:2;33 Borablets for fotem e e $ e the duration of the contract until final acceptance.
plant pit. )
311 START OF PLANT ESTABLISHMENT: Add the follow!ng to Standard Specifica-
2.02 FERTILIZER, SOIL AMENOMENTS AND CONDITIONERS: (3) Trees (other than relocated palas) shall be planted at such 2 o o 3686
2.07 HEADERS, STAKES AND TIES: depth that the crown roots bear the sam relative position to ~
Add the following to Standard Specificatlons Section 212-1.2.3: finish grade as they did to the solls wherd they were grown. A, Criterla for Start of Plant Establishment Period:
? A.  Add the following to Standard Specifications Sectlon 212-1.5.3: Backfil] after planting shal) be comacted carefully into place r !
A.  Planting Tablets: Tightly compressed long-lasting, slow-release without fnjuring the roots of the tree or breaking up the ball (1) The plant estadlishment perfod shall not start untll all
of earth surrounding the roots. elements of the project that Impact the landscape are completed

fertilizer tablets weighing 21 grams, with a potential acldity of not

more than S percent by welght and having an analysis of 20-10-5

dertved from the sources listed in the following quaranteed analysls:
GUARANTEED ANALYSIS

Total Nitrogen (M) . . . . . . . . . . 201

Derived from urea formaldehyde

7.01 water soluble nitrogen

13.01 water fnsoluble nitrogen

Avallable Phosphoric Acid (R,09). . . . . . . . . . . . . .10
Derlved from calcium phosphate

Soluble Potash (K,0). . . . . . . . « . . . . .« . .. .5%

Combined Calcium (Ca). . . . . . . . . .
Derived from calcium phosphates

Comdinad Sulfur (). . . . . . . . G
Derived froa ferrous and potassium sulfates

Iron (expressed as elemental Fe) . . . . . . . . . . . 35%
Derlved from ferrous sulfate

fertilizer shall bear the manufacturer's quiranteed
analysis and shall meet the following sinleum
161 nltrogen, 61 phosphoric acld, and 81 potash.

B. Commerclal
stateaent of
requirements:

C. Organic Soll Amendment:

Shall be type | organic soll amendment, wood based product, sltrogen
stablltzed.

D. Sotl Conditioners:

Add to Standard Specifications, newv Section 212-1.2.6: Inorqanic
conditioners shall be agricultural grade gypsum, sofl sulfur and tron
sulfate. 1Iron sulphate shall be ferric sulphate or ferrous sulphate
In pelleted or granular form containing not less than 18.51 iron,
expressed as metallic lron, and shall be registered as an
agricultural mineral with the State Department of Agriculture in
compliance with Article 2 *Fertilizing Materlals®, Sectlion 1030 of
the Agriculture Code.

PRIVATE ENGINEERING NOTE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLYACCEPTED CONSTRUCTION PRACTICES. CONSTRUCTION CON-
TRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE RESPONSI-
BILITY FORJOBSITECONDITIONS DURING THE COURSE OF CONSTRUCTION
OF THE PROJECT. INCLUDING SAFETY OF ALL PERSONS AND PROPERTY.
THAT THIS REQUIREMENT SHALL BE MADE TO APPLY CONTINUQUSLY AND
NOT BE LIMITED TO NORMAL WORKING HOURS. AND CONSTRUCTION CON-
TRACTOR FURTHER AGREES TO DEFEND. INDEMNIFY AND HOLD DESIGN
PROFESSIONAL HARMLESS FROM ANY AND ALL LIABILITY. REAL OR ALLEGED.
IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT
EXCEPTING LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF DESIGN
PROFESSIONAL

1-800
422-4133

WO WORKING DAYS BEFORE YOU DIG

(1) Tree stakes shall be straight-gratned lodgepole pine, or City
approved equal. Stakes shall be free from knots,
or disfigurements.

checks, split,

(2) Tree tles shall be made from tire casing, 227 long by 3/4° wide,
fastened to tree stake with two galvinized 5d roofing nalls each.

to Standard Speclifications Section

B. Add the following new section
shall be § sack m'x with 2

212-1.5¢(d), Concrete Curbing - Concrete
maximum slump test of four Inches (47)
forming and stakes (masimum 3° o.C.)
without waving.

Provide sufficlient concrete
line

to provide continuous

TE NETTING:

ting shall be new and shall be of wniform,

flame-re nt mesh. The mesh shall be dyed green and

unbleached 2:  jute yarn. The yarn shall be oosely twlsted
construction an 11 not vary in thickness e than one-Ralf {ts
normal diameter. tting shall be f d in rolled strips and

shall meet the following rexents:

Kidth - 48 inch@M‘T tolerance of ont Inch wider or

narrower.

Minisum p ends per width of

a4 weft ends per yard of length.

Welght shall average 1.22 pounds per linear

tolerance of § percent hexvier or lighter.

PART 3 - EXECUTION

3.01

\ //-7// 73

GENERAL:

All work shall conform with Section 308 of the Standard Specification,
except as modified hereln.

PREPARED UNDER THE DIRECTION OF: 5 —l—2——%
ANTHONY MENDOZA —_—— = =

R.LA.# 2474

EXPIRATION DATE: 1/31/93  paTe: Ii@&l

APPROVED BY:

C. Add the followinrg to Standard Specifications Section 308-4.7:

aonly 6 cr3a Aociforg totlots.
rryr-J ¥ L4 T

(L) Oaclaocacs
¥ L4

obenar aland Lo V1o,

S—PaF—Ptdit—tf -

oxcoeding 3-1
y
£ rall

r:!!r\'

O bdlnd bR e
-r

L4

(2) Mulch and fertilize groyndcover areas using 1.9 cudlc yards of
wood shavings and S 1bs. of the specified commerclal fartilizer
per 1,000 square feet. Repeat fertilization at 30 day intervals
throughout the duration of the contract up to ¢ applications,
after which decrease frequency to once every 90 days.

(3) A)) groundcover and bare dirt areds dre to be treated with a
pre-eme-gent chemical (subject to aporoval by the Park [nspector
to be applied by a

prior to application). Chem'cals are
Vicensed Pest Control Agent. This treatment shall be applied at
the following times during the contract: ) before planting,

b) at beginning of plant estat'ishment period, and ¢) at end of
plant establishment period  The Park Projects Inspector, (714)
782-5223. shall be given a miniaua of 48 hours (2 working days).
notice prior to each application. Ko chemicals shall be applied
other than in the presence of the Inspector.

312 MAINTENANCE TASKS:

fn accordance with the contract documents. Projects will not be

segmented i1nto phases.

(2) Permanent power to remote controllers shall be established.

(3 lishment period for the prole n
until after (] turf areas.
Kev turf shall not be n‘@M,{l—Fth ning & EBinimuia helght of

a be "malin

2 inches.

M al tng helght of

(4) Nritten acceptance of the City must be obtalned to start the
plant establishzent period.

(5) If the project maintenance falls to continuously meet standards
required, the plant establishment period "day count® wild be
suspended and will not recommence unttl the Contractor has
corrected all deficiencles.

Add the following to Standard Specifications Section

308-6:

A

General:

During the contract period provide all watering, veeding, -mowthg,
fertilizing and cultivation and spraying necessary to keep the plants

and—tuef In 2 healthy growing condition and to keep the planted areas

neat, edged, and attractive. A1l shrubs planted by the contractor
shall be pinched and pruned as necessary to encourage new grovth and
to ellminate rank sucker growth. Old wilted flowers and dead foltage
shall be immedlately pinched or cut off. Do not prune trees without
written approval of the City.

J.F. Davidson Associates, Inc.
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SECTION 02441 - IRRIGATION
PART 1 - GENERAL
1,01 RELATED DOCUMENTS:

The provisions of the *Standard Specifications for Public Works

Inspector, the Contractor shall show evidence of when and by whow
these inspections were made.

No inspection will commence without “record® prints. [In the event
the Contractor calls for an inspection without up to date *record®
prints, without completing previously noted correctfons, or withoyt

that may prove to be cefect
of one (1) year froa date o
of Riverside, Californis,
repairs or replacements within 10 ¢
by the City. When the famediate repair or rep!
to ensure the public safety and welfare,

TURNOYER ITEMS:

Controller Charts:

ecord prints must be approved by City b charts are

ximum $ize controller
controller. Chart shall

e in fts workzanship or materfals within 3 period
f acceptance of the abcve naved project by the City
at no additional cost to the City. We shall sake such
alendar days following written notificatfon
acement of the work is necessary
which would be endangered by continued

PART 2 - MATERIALS

2.01 GENERAL:

Al) materials shall confora with Section 212 of the Standard Specification
except as modified herein.

2.02 PIPt AND FITTINGS:

stenciled in tws-fnCh-high )2°) numerals on cover-using epcay resin
base paint of a contrasting color. Gate valve boxes shall be round
concrete boxes with non-hinged locking cast fron covers sarked either
*Gate Yalve® or °6. V.® with letters cast or tooled fn the cover.

EYONTER:

PART 3 - EXECUTION

3.01 GENERAL:
. A1l work shall confors with Section 308 of the Standard Specifications

except as modified herefn,

No work of this section other than sleeving

under psvement shall comence prior to the completion and acceptance of
all grading work specifted in Section 02210,

Ad the following to Standard Specificatfons Sectfon 308-5.1:

hsend Standard Specifications Section 308-2.2° to read: Backfill
shall be uniforaly taeped in 4-inch layers under and around the pipe
r the full width of the trench and the full length of the pipe.
Materials shall be sufficiently damp to permit thorough coepaction,
free of volds. Backfi)] shall be coapacted to dry density equal to
adjacent undisturbed soil and shall confors to adjacent grades.

preparing the system for inspection, the fnspection will be cancel
ind the Contractor back charged for the direct costs of 4] C’:.: usage of the facility, such circumstance will beh dce1e-ed atn topent(cf:r;n
personnel time and consultant time lost. emergency. In the event of such an emergency after the :.Y <‘:on BC' s our Tirm Add the follow ndard Soecifi n 212-2.3:  The
and after authorizing 24 hours to {nftiate repairs, if we fafl to inftiate and backflow preveation unft rqdu pressure type wvacuum breaker Vewed without ifi {
e indfcated on the drivings Flooding in lieu of tamping fs not allcwed w ut specific prior
. written appreval of the Sofls (Engineer and the Park Projects

€. Closing in uninspected work:

Do not allow or cause any of the work of this section to be covered
up or enclosed until it has been {nspected, tested and approved by
the City. ’

diligently complete such repairs 1n @ timely sanner, the Director may direct
City forces to perform such functions as he ®ay dees necessary to correct the

work and {mmediately place the facility back fn operational condition,

If such

procedure s fmplemented, we shall bear all expenses fncurred by the (ity. In
all cases, the juigement of the Director shall be final 1n determining whether
an operationa) emergency exists. In the event of our faflure to make such

or replacements within the time specified after receipt of written

2.05

of the size, manufac
If not

evice shall be the s he water service

Ulacturer and model nurter shall be as appro

ELECTRICAL MATER]ALS

A

Conduft:

Inspector,

Under no circumstances shall the wheels of any vehicle not desfgned
for the purpose of soils compaction be used to coapact backfill,

3,03 PIPE INSTALLATION:

D.  Coverage test: repairs '
notice from the City (other than an operationa! uergsncy). we authorize the fon 212-3.2.1 t d |
When the sprinkler system is completed, Contractor shall perform a City to proceed to have said repairs or replacegents made 3t our expense and we Amend Standard Specifications Sectfon -3¢, 0 read: (onduft . to Standard Specifications Section
coverage test in the presence of the (ity to deteraine i{f gje viter will pay the costs and charges therefore upon deaand. below paving shall be schedule 40 PYC of sufficient size to carry all A, ggge;a;l AMd the following p
coverage for planting areas is complete and adequate. This test myst el proposed wiring. Wiring shall be in a separate sleeve. 2.0 1 sy be installed by facking
be accepted by the City before planting can commence. PROJECT: ) (1) Piping under existing pavesme '
p y Y p 9 LOCAT JON: N B. \Wire: boring. or hydraulic driving. However, nto hydraulic driving is
: : . ' ement,
£, Mydrostatic test: %DRE?S: Add the follewing to Standard Specifications Section 212-3.2.2: permitted under asphaltic concrete pav
i { avement {5 not permitted except
() :;'?; bt: ttehs.te;n;:m:ll“:o:yd?-:)st‘antyicvzlzes:::r:]o‘f p{;;s;: flgrne: PHONE : A1l common wire shall be white with a colored stripe. Stripe color (2) Cutting oredbr;:h;ir:r ;:°1J§:°:‘g p'"vs"“mr Vh"?e dpproved ";‘
3 ' ’ hall be different for each controller finstalled. All coatrol wi as  ¥pprov o U . ,
hours, with all end 5 . of wire and replacecents will be made at no additiona)
‘::\;wti:fl?:: ]f:ﬁythc‘hnartg"e% s;lrth v:ter after :];)f.li:nehsuagf:: C. After the systea has been completed, the Contractor shall {nstruct shall be of one color other than white or green. A different color zggfségr{h:eg?:;-s a
expelled from the line. the Parks Department Representative in the operation and saintenance control wire shall be used for each controller installed,
of the system and shall furnish a complete set of operating (3) Carefully inspect all pipe and fittings before {nstallation,
(2) A1l hydrostatic tests shall be mde in the presence of the fhstructions, €. Electrical Service: remnm;’,]\ dirt, scale and] burrs and rsz1ng;f'1Mt;” pipe
. 1ine shall be backfilled until {t ) . ; for visual inspection and verification,
Elzgecte":. p{::::g’e a;r;rovsed in writing, and the n‘inl;:ebi:: D. Any settling of trenches which may occur during the one-year period Materfals for electrical service shall comply with the standard with all markings up
specifications, governing utility agency standards, and requirements (4) Contractor shall (fnstall concrete thryst blocking per the

valve locations have been noted on the "as-buflt® record

following acceptance shall be repaired to City's satisfaction by the
Contractor without any additional expense to the City. Repiirs shal)

of all applicable codes.

manufacturer's recarmendations at 411 changes of direction and
terminal points of pressure pipe.

drawings.
" fnclude the complete restoration of al) dasage to planting, pavring or

(3) Contractor shall furnish necessary force pump and al) other test other fuprovements of any kind as a result of the work, , 2.06 CONTROLLER UNIT: ‘ 1 :
equipment. ' . (5) Parallel lines shall not be installed directly over one

' - M .
mAngl'g;ggH/E\tLS‘tUagEarEXmSSp;Icl\;g(C;C;l{\l?;(osle_cl_:ﬂ:?n 212-3.3: another. Provide a minfmua of 12° horizontal separation for all

. parallel lines.

by oty vttt Ao ghdlagadCouss ' 1 tions, work the wmetal connections

{6) For plastic-to-aetal connectlions,
2,07 IRRIGATION KEADS: first, Use 3 non-hardening plpe dope on Bl threaded

. JRRIGATIVUR FEADD. P].stfc-[o-“t]} connections, except where noted otherwise.

Underground Service Rlert PRIVATE ENGINEERING NOTE

PREPARED UNDER THE DIRECTION OF:

J.F. Davidson Associates, Inc.

A1l frrigatfon heads shall be as shown on the plans and shal) conform with
Section 212-2.4 of the Stindard Specifications.

under pavesent shall be sleeved using schedule 40 PYC

ANl pipin
(7) pip g[‘c_h line shall be SEDU‘"”’ sleeved.

sleeves,

CITY OF RIVERSIDE, CALIFORNIA

(8) Do not dinstall aeultiple assemblies (°manfifold®) on plastic
lines, Provide each equipment asseably (e.9. RCY, quick
coupler, gate valve, head, backflow device) with fts own
connection to its service line.

8. Plastic Pipe: Add the followlng to Standard Specifications Section
308-5.2.3:

(1) €xercise care 1in handling, loading, unloading and storing
plastic pipe and fittings, store plastic pipe and fittings under

Construction®, current edition, shall apply except as modified herein,
| red by contr A,  Pipe - General:
.02 sCopt:
— : - - . cover until ready to Install; transport plastic
(3) The chart is to b ed copy of the actual *record® print. {1) Pressure supply lines 2 finches in diazeter and up to 8 {nches In A Water Supply: vehicle with a be&Y long enough to Hlovpowpepto lay f"l’:’te :vnoi;
A, General: In the event the ) sequence s not legidle when the diameter shall be efther Class 315 solvent weld PYC or (lass ¢ 1 undue bending and any concentrated external load ' ‘
print {is reduced shall be arged to a readadble size, 200" rubber gasket type PVYC. Solvent weld and ring type pipe Connectfons to or the {installation of the water supply shall bde at ' .

The work of this section shall include the furnishing of all labor, ‘ shall not be used together on the sise pressure supply Itne. the locatlons shown on the drawfngs. Ninor changes caused by actual (2) 360° applicators shall be used to apply pri ¢

materials, equipment and services necessary to provide complete (4) Chart shal rked with a diffe color to show the ares of site conditions shall be made at no additional cost to the City, o :?zpe;cza.]o/rzs 1:\c1‘5es ar:d u]saer o apply primer and solvent on

operating irrigatfon systems, 1including 120 volt electrical service coverag each station. (2) Pressure supply lines 1-1/2 Inches in diameter and smaller shall piP ger.

to the controller, all as shown on the drawings and as specified. be afnimum schedule 40 PYC. : 8. Electrical Service: 3.04 BACKFLOW INSTALLATION:

and approved, the chart s be herseticall
8. Related Work Specified Elsewhere: (5] 1edc°th]:et:nd two piz‘c’es of plastic, each p eing .in1~: (3) Non-pressure lines shall be afnfeus Class 200 PYC. Comtraetor—shirH—provie—eteetrier oot s—mrecessery i —aake
Contraller enclosure v v fasteners. o bl ow—issember—at—locitions—approved in the field by the pook
g::: g::;:n;nd Grub gg;:g controller enclosure using velcro fasteners. 8. Steel Pipe: C.  Code Requirements: Profects—tmspector—nd—tt—hetghti—roqutredby Localcodesy
?ﬂ:i:;g Site Desolition ggly) (6) Controller charts shall be completed prior to final inspectio Anrend Standard Specificatlo;\s Sfc:diON Z‘Z'Z-L-zd? "'A‘]‘{’f"“" ”;" Prior to all work of this sectfon, carefully inspect the Inlstalled 3.05 VALVE AND YALVE BOX INSTALLATION:
pipe shall be hot-dipped qalvanized,....*, and add: * ittings for trades and verify that all such work {s comlete to ) i
Electrical 16530 8. Operation and Maintenance Manuals: ' stee! pipe shall be 250 pound rated qalvanfzeg malleable fron, danded :::k£§n:‘lh2::e:h1; {nstallation may properly commence. VYerify that Amend Standard Specifications Section 308-3.3 t10 v;eﬁed V:II:“ strllt‘-]rlils’f
1 S: pattern. Pipe sizes indicated on the drawings are noainal inside frrication systee may be fnstalled in strict accordance with all the same size as the pipeline in which they are insta u{ 58 0 v
103 SUBMITTALS: Within 10 calendar days prior to acceptance of constructios, prepare Giameter, unless otherwise noted.* rriga n: codyes and regulations, the original design, the referenced specified on plans, VYalves shall be {nstalled & minimum of three fcet fin
: nd deliver to the City all required descriptive materials, properly ' pert ine s ndations. horizontal distance apart, each with fts own connectfon to the pressure
: A Materfals List 8 J e standards, and the manufacturer s recomse
: ) prepared in two individually bound copies of the o{pe{a:wn]?ng C. Plastic Pipe: ' sain line.
raintenance sanual. The manual shall describe the mterfal installe { t or methods indicated on the drawings or in o ) i
g?:tnc:w :h‘” sflbﬂit ) Coqﬂe:e .zt:r;”sd]:“ ::jrfu;;;r:vn t;y %he and shall be fn suffictent detall to permit operating perscanel to Add the following to Standard Specifications Section 212-2.1.3: Al in ct:\:i:::?;n;nyiseqrnpc:g:”1“ with local codes, fmmediately notify Anend Standard Specifications Section 308-5.3 to read: Install QuiC:
Ht{rf{ re mst be swaltted “henever the use of : IR fdentify, operate, and maintain all equipeent. Spare parts lists and plastic pipe shall bear the following markings: manufacturer's nase, tg‘ inspector prior to fnstalling. 1f this notification fs not couplers and valve boxes per Parks and Recreation Department standar
v ever the use of {tems different than related  maufacturer's informtion shall be 1included for each ? i chedule or class, t of material, pressure e insp for the details.

those specified {s - requested, Notarized certificate must be { 1ed. Fach coaplete, bound manual shall fnclude noa{nal pipe size, s [ ] d‘d tmf P v P provided, the Contractor shall assume fu'll responsibility for t

subaitted by phst!c.pipe and fitting manufacturer findicating that gzigﬁq;:r:gﬂinf?r:ti’on: ac p , rating in PST, NSF seal of approval, and date of extrusion. cost of all revisfons necessary to comply with code. Aid the following to Standard Specifications Section 308-5.3: Vilves

“::fml] c:npl;::d with specifications, wnless materfal has b“"‘ Amend Standard Specification Section 212-2.1.3 to read: Al plastic Grades: shall be installed {n shrub areas whenever possible.

P y p . ) (1) Index sheet stating Contractor's ldd"ﬂsshlﬂd "L)?P"‘OM 'N-"mﬂ' pipe fittings shall be standard weight schedule 40 and shall be D. rades: .

{ . ' fncluding names and addresses and telephone auabers of Jocd injection molded of an improved PYC fitting compound., A1l threaded f this section, the contractor shall obtain the —MWM—T@—&A%M

Materfal 1ist shall be submitted using the following formt: manufacturer's representatives. 91:““ fittings shall have injection molded tAh]r]uds. No cut threads .B::t::nst:crctei:tgas:koc; the City of the fine grades, and written 3.06 SPRINKLER HEAD INSTALLATION:

f will be accepted on PYC pipe and fittings. tees and ells shall f e work of this section to proceed. Contractor fis .

e prcripe e edel k. (2) Coaplete operating and mafntenance fastructions on aTl & jor be manufactured fn injection molds that are side qated. All threaded ::Liirelauwti?bnino't‘hemspecﬂied asterial depths with respect to finish Anend Standard Specificatfons Section 308-5.4.1 t'o rud.d Sprtnl;ler;sr,ea:;

1 Pressure Supply Line Lasco Sch, 40 equipment. nipples shall be standard wefght schedule 80 with solded threads. grade. Fatluwre to obtain such written acceptance sy subject the shall be fnstalled as ';ﬁesignated on the drawings and per Parks a

2 Lawn Head Rafnbird 2400 furnished: ' contractor to adjusting the grades or depth of lines in order to Recreation standard detafls.

ete. etc. etc. ete. C... Materials to be furnished: Aoand first sentence of Standard Specification Section 212-2.1.4 to achieve acceptable depths of cover, all as directed by the City and i

read:  “All rubber gasket PYC pipe, cowplings, and fittings shall dditional cost to the City XX 3.07 CONTROLLER INSTALLATION:
B. "Record" Prints: (1) Supply as part of this contract the following Ttess: confors to ASTH D 2241 Type 1, Grade 1, 2000-PST design stress®; and #t no additioml co ' 1 -
f hot d 29d the following to the section: “Cowlings, rubber gasiets, and £. Coordination with work of other trades: ollowing to Standard Spec‘\”at1?M¢115“rt " The final

(1) Record accurately on one set of blue-line prints all changes 1 a. 43 additional sprinkler heads of eac ype and spray fittings shall be as approved by the pipe manufacturer, Ring-type ' controlle tion, uﬁhovn hor;‘tr;’e D:n:. r:vcd agra : P'arl Prodects
the work constituting departures froa tﬁe orfginal contract pattern shown. rubber gasket couplings shall persit a five (5) deg;ee 1ef1¢ct1on of Make all necessary seasurements fn the field to ensure precise fit of location Ofber o ntro”e.ruosna Th: 'Conte‘: M coordimte” the
drawings, 1including changes 1n pressure and non-pressure line Two (2) wrenches for disassesdly and adjustment of each the pipe at each coupling (2-1/2 degrees each side) without itews In accordance the origfnal design. Contractor shall coordinate lnspector, or oM et ion. B troller shall be vall
locat fons. b. t"° (i ler head fnstalled exfiltration or inf{ltration, cracking or breaking. the fnstallation of all firrigation materfals with all other work. electr;a Service v s O g Tosure, unless ntted

ype spr ' dination of piping locations sounted v no3 A < !
D.  Asbestos Cement Pipe: Spectal attention shall be ?Hen ‘2 C?Q-",,"locmon,pvf,sﬁs pavesent otherwise on the plan. C nclosure shall be located in shrud

(2) The ch d dimensions shall b orded 1 legib) A—Fwo—tep—for—teth—totorrttetontreter, : . versus tree and shrub locations and slee X and/or adjacent to addscape ftess, Enclosure shall be

ekcna{a?kes :annner rut?o the ssatisfacfior:cof ethe 'El: egP o b0 follcwl to Standard Specifications Section 212-2.1.6: fnstallation to-avold conflfcts. a;:::,d with two coats int, color pproved; submit samples. A 4*
:qr Y N k i ¥ o d One coupler. with & 3/4° bronze hose bib, bent nose type Add  tne  following 1o ion 1 DQI M1l b t  ane pthici ncrete s} maintenance 3 shall be provided, size
inal 1inspection of work, subait record prints to City for T R seel and two coupler keys Fittings for A.C.P. connection laterals s e cast fron tees and F Contractor shall mintain record drawing blueprint on site at all co y n e ns 3% directed by the
approval, v and wheel 3 1] up . bossed couplings escept as follows: times. Upon completion of work, transfer all as-buflt {nforsation on ;pp;o;\:}zny spec'tort.' ne, ¢
{mensions to reproducible sepla prints. The changes and ark Pr .

(3) Dimensfon from two permanent points of reference (buildings, e.  One valve box cover key. (1) Double strap service claamps with rubber seals and flat bdronze g?:ﬁ::o::d;:.ﬁnbe recorded in 3 legible and worksanlike manner, to he irrigati hall'be
monuments, sidewalks, curbs, pavement, etc. OData to be shown on . . g straps may be used for connections of 50 percent or less than th tisfaction of the Park Projects Inspector, ng establishment of the turf, the firriga ]on , $ ¢
record prints shall be recorded day-to-day as the project is f. As-butit® record drawings. the dlazeter of pipe. ' e satls ogramed to operate during the periods of sinfmal use o 0Jjec
bei installed P Tua bhandlas . R . area (1.e., 11:00 p.=. through 6:00 a.m.).

ng instatied. gr—femoretmi-turmover—brekiiowdevitevitrehindles () Tassed A.C.P. cowplings with brass fnserts my be used for 3,00 TRENCHING AND BACKFILLING:
(4) Show locations and depths of the following itess: connections of 3/4, 1, 1-1/4, 1-1/2 and 2 inches, . 3.08 WIRING:
N Bertumeniti-Foa——oh—— i tee—Depirtae rt-ty——tmepectton—rmt A.  Trenching:
T rceepteacaol b Liov—terice : : .2 9 tandard Specifications Section 308-5.5: All splice
4. Point of connection, R 222220 s 2.03  YALYES ARD VALYE BOXES: (1) Ad the followving to Stam:ard Spe1c1fla1tton: ;f:é:nogogifé:' CM;:net:tefot‘oleo;:r]g :cocusra?n r‘ “D”e box. V] wire runs between the valve
b.  Routing of sprinkler pressure Tines (dimension maximm 100 D The sbove ftems sxall be Lurned orer Lo the City at the conclusion of A Kanual Control Yalves: Sggr:rg?ﬂesso:hcudrs:‘r)»dpz;tp:)vg; gS::s?u%ue;t{ %hzensions shall be and the <:ontrollef1 shall be a continuous run with no splices unless noted
fng). h ject - final fnspection. otherwise on the plan,
feet along routing tne pree Add the follzwing to Standard Speciffcatfons Section 212-2.2.3: cons fdered belov subgrade. 1 1 be g . soldered commectfons
¢. Gate valves. 1.06 GUARANTEE: Anti-sfphon-type valves shall be all bronze with swivel-type Specifications Section 308-2.2.2) to read: Water A1) low voltage wiring splices shall be sade-up as so ’
0 replacesble seating meabers and an approved vacuum bresker 45 an @ m:f z;:ﬁ:{:gus?z pressurized - afnfaum 18 f{nches, saxfaua 24 wrapped with a sinfmum of two (2) layers of electricalmtwe 1lf;t11 se:hd
d. Sprinkler control valves. A General: - Integral part of assemdly. inches. (These measurements are to be froa subgrade elevation with Scotch-coat. Scotch-lok, Unf-pack, Penn-tite, or other siallir type
— ludi 1 k d der thi B. Remote Control Va'ves: for piping under pavement,) connectors are not acceptable.
e. Quick cowling valves. The entire sprick'er systea, 1Including 2 wor one under H 308-2. 2
: A \ . : Standard Speciffcatfons Section 2.2, paragraph 3 to 3.09 FINISHING AND TESTING:
| contract, shall e .a-s-tee¢ ajainst all defects and fault of Add the fol'seing to Standard Specificatfons Sectfon 212-2.2.4: (3) Avend - winfmum 12 inches and maxi : :
f. Routing of control wires. saterfal and vorknansh’lp forl a‘pc"oc:’:!f ctne ’(l])s yes:l; gilhﬂczgrth: Yalves shall be spring-lcaded, se!f-cvle;ning.h ??ctmsf tdl{phral rlglfﬁch:s.ter“ sprinkler lines - ain L RRL VL] Wi tre follosing to Standard Seecifications Sectlon 306-5.6.2
filing of the Actice cf Tom:letion. saterials v rry activated, of a romally ciosed type. Valves sha e of the sime ' . 138. L
g. Related equipment (as my be directed). eanufacturer's qudrantee of zne (1) jear. manufacturer anc sertes ds the automatic controller. (4) Md the follewing to Standard Specificatfons Section 308-2.2: gent:;lg:gio”s] s’;}c‘zsitof go?s %r;ortotor::deﬁsurpere::::eingt.“tkut:g i?(:ds"d
: e pec n -2.6. : -
e wi t ' i : to excavite adjacent to existing trees, inimm 2 t 150 PS1. Add the following to Standard Specificati
(5) Maintain record prints onsite at all times, hould rot'ea with the frrfzatfon system be discovered within lencta shall be corrssion-praof and coastructed of stainless Where {t {s necessary : minimum ours @ . cwing pecifications
P Ehzugul::!{tez e tae. 1t snall N'“r"cted by the Contractor at no :tl:i :E?];:g inst_’"ly s {)’r. ane integral unit, and shall te 24 volt the contractor shall avoid f{njury ]to trees and tree roots. Section 308/5.6.2: The entire system shall be operating properly before
1,04 INSPECTIONS: additiona) experse tc the City within ten 10) calendar days of AC.. 2.0 watt ’.’,M, (2% and s3a''er va'lves) Excavation in areas where 2-inch and larger roots occur shall be xny plant ing operations commence.
receipt of writter n~ot're fr.a the City. When the nature of thre €., 2.0 watt man! : gone by hand. All roots 2 finches apd Yarger in diazeter shall
A Inspections will be required for: repairs as Cetemined bty the (ity constitute an eaergency f[e.g. Valve shall close ajatnst flow wi:thout chatter and with ainimum be tunneled under -Mdrs?r”inbe h;:::lyt::zgﬁ:gg'ggh::: :’:rl:z 3.10 COMPLETION Q.EAMNG:
(1).r test of irrigation gafn line broken pressure e ‘L. (oitdy :141’ dp;;:c;? tt°° 5::t1;;p‘:$r°.V¥:: closing surge pressure lMininum § seconds cizsing Uise per valve), Eloospere:;nttres::r;lcging roo{S 21;6”0" than 2 finches 1In diareter Add the following to Standard Specifications Section 308: Upon comletion
. Pressure test o rrigation n . tor's er;e-se. ~y 0 * ;) . ’ :

? Eg::';:c'“:r'““' fros faulty saterfals or workmnship, or froa the Yalve shall be completely servicesble in the field without remving the wall of the trench adjacent o the tree shall be hand of the work, Contractor shall smooth a1l ground surfaces resove excess

(2) Coverage test. necessary resalrs to correct sase, shall be repifred to the valve body froa 1ine trimmed, making a clean cut through the roots. Roots 1 fnch and materials, rubbish, debris, etc., sweep adjacent streets, curbs, gutters,

satisfaction of the (i1ty by the Contractor, all at no additional cost 2 y . larger in dismeter shall be painted with two codts of tree seal walkways and trails, and remove construction equipment froa the preafses.

(3) Final tnspectfon/start of mafntenance. to the City C.  Quick-Coupling Valves: or approved equal. Trenches adjacent to trees shall be closed

' ' ) ) within 24 hours. END OF SECTION
(4) Final acceptance. f f Guarantee: Tew! tandard Specifications Sectfon 212-2.2.6:
8 ore ’ ' g?cﬁu;;u f]oil.».z‘n]qv"tosmS] lanh:v’/-e 102:1@ vinyl cover and shall de 1° (5} Permanent ~Resurfacing: Ad - the foHoM{nq b orandard
8. Inspection Requests: Guarantee shall be s.taiited on Zcotractors cwn  letterhead as ) ping Specifications Section 308-5.1: Al surface fmprcvesents
fol Tows: in size. dimaged or removed as a result of the contractor's operations
Contractor shall notify the Park Projects Inspector in advance for - ollows: . shall be reconstructed by the contractor to the saae diaensions,
requesting all inspections as follows: GUARANTEE FOR S™ I3 (R {RRIGATION SYSTDM D. Gate Yalves: except for pavennt‘lhfdknessf mcdh with tfh::';;gs;);;;e br:tler:al;
i Infa used fn the original work. Trench resurfa n
Pressure supply 1ine fnstallation and testing - 36 hours (1-1/2 We hereby quarantee that the sprinklter frrigation system we Mave furnished and A"_:ssq:::0;';;?]:::‘:h‘bn' )gs‘);‘:}' of withstanding 4 alnfms worting greater In thickness than existing pave;&nt. COhCN.te pivement
work ng days) - fnstalled {s free from defects in materfals and wi-kma~ship, and the work has P shall be reaoved and replaced fn full pinels® with no 3.07 CONTROLLER SCHEDULING
Systea layout - 36 hours (1-1/2 working days) - been completed in accordance with the draw'ngs and specifications, ordinary wear €. VYalve Boxes: horfzonta) dimensfon less thandH]v'e (8) ffu!.ncrfgnlractw lshﬂ;
Coverage tests - 36 hours (1-1/2 working days) and tear and unusual abuse, or reglect excepted, and that the work, miterfals, : ) revies the planned llaits and lines Of conciett resoval an x ¥ The contractor shall coordinate valve scheduling and operation
i
Fina) fnspection - 48 hours (two working days) and equipment as Installed will fulftl]l the requirecents of the gquirintee Add the following to Standard Specifications Sectfon 212-2.2.7: All replacement with the Park Projects Inspector prior to sawcutting ) o v ) ) .
When fnspections have been conducted by other than the Park Projects fncluded in the specificaticas. :{e ‘;tr" tko f:f::'.fr ;:p;:sc;’:cn!dogy‘s: ngﬁgw renote control valve boizes shall be rectangular concrete boxes with for reaoval wort. tl'me on the existing controller with the pafk projects inspector.
. c 5 . ! , - X . . . - .
T g e Terectmme (103 vorkss 4 non-hinged lockfng castfron covers. Halve stitlon fusber sl be F: If during the plant establishment period additional water is
B. Back

required the contractor shall supply supplemental irrigation
(e.g. bleeding valves, quick coupler/hoses...) and request the

-parks projects inspector to have city forces modify the controller

schedule.

IRRIGATION SPECIFICATIONS

PROJECT NO.

LANDSCAPE ARCHITECTURAL PLANS

ANTHONY MENDOZA

RLA# 2474 DEPARTMENT OF PUBLIC WORKS “OR ‘

? <7 SMITH'S FOOD & DRUGS

ENGINEERING PLANNING SURVEYING ARCHITECTURE LANDSCAPE ARCHITECTURE

R-3242L

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLYACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CON-

3880 Lemon Street. Suite 300 11200 S. Mt. Vernon Ave.. Suite *D" 73-080 EI Paseo. Suite 106

PC-3282-M

Call: TOWL FReE TRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE RESPONSI- . 1/31/93
BILITY FORJOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION EXPIRATION DATE: 1/ 1799 DATE: PO. Box 493 Colton. CA 92324 Paim Desert. CA 92260
1-800 OF THE PROJECT. INCLUDING SAFETY OF ALL PERSONS AND PROPERTY: Rwerside. CA 92502 (714) 825-1082 (619) 3465691 APPROVED BY BY | DATE | APPR
- THAT THIS REQUIREMENT SHALL BE MADE TO APPLY CONTINUOUSLY AND , g :
NOT BE LIMITED TO NORMAL WORKING HOURS, AND CONSTRUCTION CON- APPROVED BY: 7146850644 FAX 619-340-0529 PRINCIPAL ENGINEER | <G I%{Q VAN BU REN BOU LEVAR D
422_ 4" 33 TRACTOR FURTHER AGREES TO DEFEND, INDEMNIFY AND HOLD DESIGN - PARK DEPARTMENT M(— ; DIRECTOR OF o ' — -
PROFESSIONAL HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, SCALE: BENCH MARK: — (L PUBLIC WORKS M E D IAN S SHEET oF_1
. IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT, - NO SCALE : MARK REVISIONS APPR.| DATE TRAFFIC DIVISION | —— [ ——
EXCEPTING LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF DESIGN » / S f B
TWO WORKING DAYS BEFORE YOU DIG | PROFESSIONAL. “y f— DATE: ' CHIEF P W.ENGR 2 2 '
8/28/91 DESIGNEDBY _AM.  prawnsYy__J.L.  GHECKED BY_D.B £UN, 7 /,-, DATE__ /2 [{3/T/ SMITH'S FOOD & DRUG FILE NO.:

Inpexen 12-24-A0 wH 9012237
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