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TEXTURED PAVING NOTES

. ANGLED MEDIAN PAVED AREAS ARE TO BE 4' THICK $LAB
ON GRADE WITH A 3220 PS|I DESIGN MIX.

STAMP - ASHLAR SLATE BOMACRON PATTERN BY
BOMANITE OR AN APPROVED EQUAL. REFER TO
BULLETIN 425

COLOR TO BE NO. A-B@ SLATE GRAY

ADMIXTURE BY L.M. SCOFIELD

2. CONTROL JOINTS: BETWEEN BOMANITE AND BACK OF CURB

SHALL BE A COLD JOINT. PROVIDE FELT AT 45 DEGREE
JOINTS BACK TO INSIDE OF CURB.

3. 18" WIDE BOMANITE PAVING SECTIONS BEHIND CURB
ARE TO DOWELED INTO CURB WITH %3 REBAR AT 26" O.C.

4. INSTALLATION PROCESS: BOMANITE TEXTURED PAVING

ASHLAR SLATE PATTERN STAMPED
SEE NOTES THIS SHEET

HREET ANGLE AT 45 DEGREES
TO CURB (TYPICAL)

CONCRETE -

ANGLE AT 45 DEGREES
TO CURB (TYPICAL)

N ASHL

263

AR SLATE PATTERN STAMPED CONCRETE -
SEE NOTES THIS SHEET
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PRIVATE ENGINEERING NOTE %M/Mw == ==  JF.DAVIDSUON ASSOCIATES,INC.
EEE=S ~CIVIL ENGINEERS - SURVEYORS - PLANNERS-

AEGISTERED LANDSCAPE ARCHITECT NO. 1460
paTE: L0 3-%7

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION ]
CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF
CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY- OF ALL PERSONS
AND PROPERTY) THAT THIS REQUIREMENT SHALL BE MADE TO APPLY)|
CONTINUDOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, ANR
CONSTRUCTION CONTRACTOR FURTHER AGREES TO DEFEND, INDEMNIF

3 1777 ATLANTA ST, STE. G-S
RIVERSIDE, CA 92507
(309>686-0844 (909>676-7710 (619>346-2510
FAX 909-686-5954 FAX 909-699-1981 FAX (619>346-7772

CITY OF RIV. BUSINESS TAX ACCT. NO. 4994 EXP. DATE 12-30-96

27349 JEFFERSON ST.
TEMECULA, CA 92390

75-150 SHERYL AVE. STE.D

EXPIRATION DATE: 11-30-97 PALM DESERT, CA 92260

CITY OF RIVERSIDE, CALIFORNIA
DEPARTMENT 0OF PUBLIC WORKS

APPROVED BY

<BY

DATE
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0filh47

L

AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL SCALE: 1" =20’ BENCH MARK: BM. V.B. 10-64 ELEV. 1700.67

LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE =

PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY BRASS DISK FLUSH & MARKED V.B. 10-64, 0.6 MILES E. ON

ARISING FROM THE SOLE NEGLIGENCE OF DESIGN PROFESSIONAL. DATE:  JAN 1997 VAN BUREN FROM INT. wOOD RD. 205’ N, OF CL @ NE. SIDE
OF GRANITE BOULDER, TOP OF 3'X 15’ X 18’ GRANITE BOULDER

PARK DEPARTMENT

R e Y 4t X

MARK

REVISIONS

APPR,

DATE

TRAFFIC DIVISION

DESIGNED BY

E.B.

DRAWN BY___NS.

CHECKED BY_ JC.

DEP. P.W. DIRECTOR

STREET SERVICES

DIRECTOR DOF PUBLIC WORKS
ACTING

PM 28303

STAMPED PAVING PLAN

VAN BUREN BOULEVARD
STA 252+87.87 TO 263+69

R—34057
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IRRIGATION NOTE® | IRRIGATION EQUIPMENT LEGEND i e PRESSURE CALCULATION  IRRIGATION HEAD LEGEND

GAL. PER MN.
ALL IRRIGATION SYSTEM COMPONENTS SHALL BE INSTALLED A% PER LOCAL
CODE.

CONTRACTORS SHALL SECURE ALL NECESSARY PERMITS. SYMBOL | MANUF. ¢ MODEL | DESCRIFPTION DETAIL ﬁA&TER Y’ENT/Ef *1 BIZE: I' SYMBOL | MANUF. ¢ MODEL | DESCRIPTION GPH [RAD| PSI | DETAIL
CHECK AND VERIFY ALL SITE CONDITIONS, UTILITIES AND SERVICES )
PRIOR 10 TRENGHING. I DURING CONSTRICTION IT 18 FOUND, THAT THE ELEVATION A x 4. 800 P8l ®  [8ALCOPCo-2RA-DB-S | MLTI-OUTLET EMTTER FORTREEB | 20 | GPH | 30 | U, HT.L-3
N , C ]
BEFORE PROCEEDING WITH THE WORK. “,) RAN BIRD XCZ-2T8 CONTROL ZONE KIT W/ 3/4" DY DRIP CONTROL VALYE E', 8HT. L-3 REMOTE CONTROL VALYE *  A-6 (] SALCO PCH-IRA-128-9 MULTI-OUTLET EMITTER  FOR SHRUBS 12 |GPH | 30 | K, 8HT.L-3
PLAS MAXIMIM DEMAND 6.0 ) M
WHERE TREES, LIGHT STANDARDS, ETC, ARE AN OBSTRCTION T0 8PRAT®, HITHIN & AFBO PLASTIC VALVE BOX 4 PER DETAL ELEvATION wa S |eAcowr-on FLUSH VALVE FER DETAL M, 8HT. L-3 POINT OF CONNECTION TO BE TO 1" WATER METER.
RELOCATED 48 NECEOOARSY 10 ORTAN RILL GOVERAGE WITHOUT EXCEBSIVE (C) |RANBIRDESP-8-FLUS | 8 BTATION 6OLID STATE AUTOMATIC CONTROLLER ‘€', 8HT. L-3 Pei Losees WATER METER AND BACKFLOW PREVENTER TO BE
OVERTHROW. DO NOT EXCEED SPACING AS PER MANUFACTURER N A 6TAINLESS STEEL STRONGBOX ENCLOGURE WITH A WATER METER PROVIDED BY WMKW.D. YARIFY LOCATION WITH W.MN.D.
20 MAW.D.
RECOMMEND ATIONS. RANCHECK RAIN SENSOR BHUT OFF DEVICE A 60 EMITTER SYSTEM SCHEDULES AUTOMATIC CONTROLLER LOCATION TO BE VARIFIED
PLANS ARE DIAGRAMMATIC AND APPROXIMATE. ALL PIPING SHALL BE . ' . Y
INBTALLED IN PLANTING AREAS EXCEPT WHERE IT 18 INFEASIBLE. @  |RANBIRD 320LRC 3/4: Emmglacn%ﬂm: E'F,ICN-BVEXW LOCKMNG VINYL G, BHT. L-3 GAmTE" IY':VE o EMITTER PIPING SCHEDULE EMITTER 8CHEDULE FOR TREE® WITH THE PARKS DEPARTMENT. LOCATION OF ELECTRICAL
CONTRACTOR SHALL FLUSH ALL MAINLINES PRIOR TO INSTALLATION OF CONTROL VALVE 15 0-26 EMITTERS - 112° B GAL. 2 EMIITERS METER TO BE VARIFIED WITH THE PUBLIC UTILITY DEPARTMENT
VALVES AND ALL LATERAL LINES PRIOR TO INSTALLATION OF HEADS. Bd FER WMW.D REDUCED PRESAURE BACKFLOW PREVENTER --1-I/4* 8IZE D', 8HT. L-3 LATERAL LINE 2.4 5'15 - % qulrm - 3l{4' :;' BOX i g‘.ma%
1% FITTING LOe® 3.8 - TTERS - " BOX TERS
T T L I T A G e T i To OO |WATTS F-BBY | U4* BRONZE BALL VALVE W/ HANDLE-LINE 8IZE ¥, 6HT. L-3 PRESEURE REGUIRED @ HEAD 0.0 EMITER PIPING TO BE 36" BOX & EMITIERS
B bNGs, Bro. T AND PREVENT OVERSPRAY ON WALKS, Roaos. MeTALL N YALVE Box ETATIC PREBBURE AVAILABLE P SALCO AR PvC HOSE N DEEP WELL PER DETAIL
WHERE POBBIBLE, ALL PIPING, PvC ELECTRICAL BLEEVES, ETC., UNDER Ml |PERWMMD. I" HATER METER PROVIDED BY WMK.D. RESIDUAL WATER PRESSURE +/- nee NOTE: MINMUIM  PIFE 8IZE UINDER PAVING TO BE 3/4* ADD TREE EMITTERS AS SHOWN
PAVING SHALL BE INSTALLED PRIOR TO PAVING WORK. NO TEES, ELLS OR MINIMUM PREBSURE REQ'D. @ POC = 0.0 P8I ABOVE PER PLANTING PLAN
OTHER TURNS IN PIPING SHALL BE LOCATED UNDER PAVING. = == w4 MAN LINE PIPING SIZE AS NOTED W/ Hn\éEz-‘.' COVER, PROVIDE PYC S$CH. 'Al, 8HT. L-3
40 PIFE SLEEVE (TWICE THE DIAMETER OF THE MAINLINE)
COORDINATE IRRIGATION WORK WITH PLANTING PLANS TO AvOID .
CONFLICTING LOCATION® BETWEEN PIPING AND PLANT FITS, UNDER ALL PAYING W/ MIN. OF 24 COVER
— |LATERAL LINE PIPING SIZE AS NOTED W/ MiN. 12' COVER: PROVIDE PVC 6CH ‘A, 84T, L-3
FOBSIBLE AND PLACED 8ix (6) MELES FRoM OUTOIDE LEADER P A V2" CLASS 3B PYC 40 PIFE LATERAL UNDER ALL PAVING W/ MN.
gxuc{K )c{gg}m e} Loc:s'rao IN Af LAJ;NO AREA IT MUST BE PLACED IN A 3/4"+ CLASS 200 PYC 2' COVER
LASTIC .

P (&) INCH RAND P VALVE BOX = = =|MANLMNE sLEEVING 8CH 40 PVC TWICE THE DIAMETER OF THE MAIN LINE B, 8HT. L-3
ALL HEADS, WHEN LOCATED ADJACENT TO CURBS, HEADERS, SIDEWALKS, WITH A MINIMUM OF 24* OF COVER
WALLS, BUILDINGS ETC., ARE TO BE A MIN. OF TWO (2) INCHES TO A
MAX. OF FOUR (4) INCHES AWAY FROM THE STRUCTURES. —  —|1 12" WiRE BLEEVE SIZE AS NOTED W/ MIN. 24' COVER: PROVIDE A PVC B 8HT. L-3
IRRIGATION DESIGN 18 BASED UPON A MINIMUM OPERATING PRESSURE OF 8CH 40 WIRE SLEEVE FOR ALL WIRES LNDER PAYING

70.0 P! WITH A MAXIMUM DEMAND oF __ 8.0 GFM AT THE POINT

CF CONNECTION.
AVAILABLE CITY 8TATIC WATER PRESSURE I6: _ 86.0  pg),
WATER corPanT:_WESTERN MUNI. WATER DISTRICT
PHONE NUMBER
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PLOT DATE: 2—-7-97

8UgRF?[§AgIV8ERLJSILJDDEERGROUND Landscape Architects REVIEWED BY W.M.W.D.
FOR NON—INTERFERENCE COMPLIANCE
PUBLIC UTILITIES, ELECTRIC ONLY
. ) swudio Fi TN, CALF 52018 |
. /s /t2:92 lo IFflve IRVINE, CALIF 92618 | ,
APPROVED BY DATE . : '
- KENNETH A. ANDREW 4.s.L.4. \’?@8 " Wi/ 7
LANDSCAPE ARCHITECTURE / PLANNING (714) 587-3036 av UV
AZ LIC 424328  CA LIC #1460 NV LIC #220 FAX (714) 455-2704 ENGINEER RCE  #46212 '
PREPARED UNDER THE DIBECTION OF:
Underground Service Alert PRIVATE ENGINEERING NOTE f %) A =S===  JF.DAVIDSON ASSOCIATES,INC. CITY OF RIVERSIDE, CALIFORNIA PN 28353
Z 7 E% == CIVIL ENGINEERS — SURVEYORS — PLANNERS DEPARTMENT OF PUBLIC WORKS
. TOLL FREE ' | - ~ N - STREET IRRIGATION PLAN F\D T 54’
Call CONSTRUCTION CONTRACTQOR AGREES THAT IN ACCORDANCE WITH REGISTERED LANDSCAPE ARCHITECT NO. 1460 .
GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION BJ 1777 ATLANTA ST., STE. G-5 27349 JEFFERSON ST. 75-150 SHERYL AVE. STE.D
(T/A\ CONTRACTOR WILL BE REQUIRED TO ASSUME SOLE AND COMPLETE EXPIRATION DATE: 11-30-97 DATE: /7-5 -7 RIVERSIDE, CA 92507 TEMECULA, CA 92390 PALM DESERT, CA 92260 APPROVED BY BY |DATE | APPROVED BY
T — 800 SRR 2ol SO OGP, G S : Rk G AL O L ANGPAL ENGR. ? Y, Y allX VAN BUREN BOULEVARD
AND PROPERTY; THAT THIS REQUIREMENT SHALL BE MADE TO APPLY i » . ! .
227-2600 CONTNUOUSLY AND NOT BE LMITED TO NORMAL WORKING HOURS. AND CITY OF RIV. BUSINESS TAX ACCT. NO. 4994 EXP. DATE 12-30-96 PARK DEPARTMENT |70, |U/ry/f- ORECTOR OF PUBLIC WORKS STA 252+87.87 TO 263469 werr L— 2o 6
A5, 0, TG TR LA [ T i ML SHE T =207 | pEnen e oW VB 1064 RV 0S| HEE P I werrag
TWO WORKING DAYS BEFORE YOU DIG PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING LIABILITY BRASS DISK FLUSH & MARKED V.B. 10764, 0.6 MILES E. ON DEP. P.W. DIRECTOR DATE ////?/77 ‘ 5
BTG FE WA bt il R DN 1997 | BN ORI R BN SN [ocoower £8 oo ts  owomorse oo 4, FOR:_ COURTNEY ARCHITECTS | me os 951331

Woewen \-22-2001 [yt PC 3895-S
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LEGEND

. FINISH GRADE

2. CLEAN BACKFILL - SEE SPECS. FOR MATERIAL W/
A% COMPACTION REQUIRED

NON-PRESSUIRE LATERAL LINE

PRESSURE SUPFPLY LINE

PROVYIDE 2° OF CLEAN BACKFILL

CONTROL WIRES - BUNDLE AND TAFE AT I5'0.C.
AND INSTALL BELOW PRESSURE SUPFLY LINE

SO Rw

NOTES:

-- PIGTAIL ¢ LOOP CONTROL WIRE AND PROVIDE THRUST
BLOCKS AT ALL 90 DEGREE CHANGES IN DIRECTION

-- SPLICING OF WIRE RUN PER SPECS. ONLY

-- 36" MIN. COVER FOR RECLAIMED WATER MAINLINE

AN\ TRENCHING
\L-3/

1" IN LANN AREAS
2" N SHRUB AREAS

18° MINTRM
0]
3
Q’D
3

/ O - ———— LE MBUR 42" BENCLOSURE MopEL
5" e O oo X pacTORY PAINTED BEGAE W .
P " O . | CONVENIENCE OUTLET 4 HINGED
— RO OOTCX OTOIOTONTE OO OGO ot
T eSeteseetegeretetetetetetetetetatete! 1 y '
~ TR RRRARARANRRHS
; G pricabegsde v i
H5TALL AN
N 1 v
2 INSULATING ;@"’%Dﬁz 1B MR
ELECT, BUSHING N
@ CONTFOLLER HEN-BON OF WIRENUT CONNELTIONS .
P TO AVOID EXCE5 || (eowHion 4 PENTITE, HOT ACEPTED))
Z 5VE WEAR ON i ' ‘
E WiRE I 1|5 AMP BREAKER IN SOLARS. D
% N SINGLE BREAKER B¢ MobEL RO~
~ Y EXP.. LooF YL70% oM EQUAL . MAKE |20V
OF WNIRE NeaTLy g fOLER ¢ GIROVHD cONMNECTION @
TED W ZIP-LaK BREMKER Bort. MAUNT IN ENGOSURE.
TIES: 1 2 otramps =12 WIRE 1M 1" GALY.
N || conpuiT ™ MER S0URcE. BoND
GEAVICE cONDUIT TO BREAKER Box .
o /2" FLEX coNpLir W38 LPFER WIKE

LEGEND

. FINISH GRADE OF HARDSCAPE

2, CLEAN BACKFILL - SEE SPECS. FOR MATERIAL W/
0% COMPACTION REQUIRED

SAND BACKFILL MIxX :
NON-PRESSURE LATERAL LINE SLEE

4

30" HIN.

SUaw

CONTROL WIRE $LEEVE - SIZED PER PLAN
PRESSURE MAIN LINE SLEEVE SIZED TWICE THE.
DIAMETER OF THE MAIN LINE

L

NOTES:

-- PIGTAIL ¢ LOOP CONTROL WIRE AT ALL 9@ DEGREE
CHANGES IN DIRECTION

-- SPLICING OF WIRE RUN PER $PECS. ONLY

-- 36" MIN. COVER FOR RECLAIMED WATER MAINLINE

B\ SLEEVING
\L-2/

AT
.'_:.C;V &

S

O)
NN AN /¢

:‘(ff.:-‘. P

W
(3
k-

SECURELY ANcHOR ENCOSURE TP
CONLRETE BAD,

FINIsH Garave

In ‘HW - 7‘" 'N
3 GROVNDZOVER

Ao HLEEVE Fom

GROUNDING ROP

OF chABINET. . SUFRKAENT. .VIANCE

LV. PIRECT _?UNAL WIpgS 10
CONTROL VALVES.

40° SJEEP ELL LiNoraLl |” MIN
ABOVE CONC. BARR) HIZE AS

0 ALLW UNOESTRLCTED ARED
For LoR “NING FREE OF
PLaNTINGS

e— 5/5"7( 3 PRIVEN COPFER GROUNDING
ROP. Lacate IMSIDE EMCLOSURE.

NECEZS8RY TOR No. oF WIREY NOTE: PRVE RoD PRICR To
‘WA'TIOHﬁ OH dack, INGTALLING ENELOSURE.
MO écALE

C\ CONTROLLER

‘_ -3/ DETAIL NO. 427

——— PYC LATERAL LINE

— SALCO PVC FLEXIBLE
LINE AROUND TREE

COMHLRETE BASE - EXTEND IN FRONT

18" MIN.

LEGEND
. BACKFLOW PREYENTOR ASSEMBLY
2. STRONGBOX ENCLOSURE WHEN S$FPECIFIED
3. BRASS 9@ ELL TYP. 2 PLACES
4. BRASY NIPPLE - LENGTH AS REQUIRED
BY SITE CONDITIONS ¢ ELEVATIONS
5. FROM WATER SOURCE- BRASS OR COPFER
©. FINISH GRADE
T, 12°x12'x12* CONCRETE THRUST BLOCK
8. SCH 4@ PvC MALE ADAPTOR
2. LINE SIZE BRASS BALL VALVE
1. BRASS WYE STRAINER W/ 6@ MESH MONEL SCREEN

NOTES:

-- RP.B.P.TO BE MIN. 24" FROM STRUCTURES

-- WHEN NEXT TO A STRUCTURE MOUNT TEST COCKS
ON OPEN OR NON-STRUCTURE SIDE

/D\R.P. BACKFLOW
U BY W.MW.D.
DETAIL NO. 42l

INSTALL BUG CAP AND STAKE AT

i

(=

(1 BRcK (1 OF 4)

(14) 3.0-INCH

3/4-INCH WASHED GRAVEL
(19 PVC MAINLINE

i e Ko

OF

(18) CONTROL ZONE KIT: RAN BRD
MODEL XCZ—073
(D Pvc_ScH 80 UNION FOR

ASSEMBLY

SERVICING
(@@®Pvc scH 40 MALE ADAPTER

/ENELECT. VALVE

=

ROUND PLASTIC YALYE BOX

—4' LONG GARDEN HOSE

18" MiN.

3

5-

LEGEND

. ROUND PLASTIC VALVE BOX ¢ COYER
(CARSON 219-128) MARKED AS
IRRIGATION GATE YALVE

FINISHED GRADE I" N LAWN AREAS

AND 3" IN SHRUB AREAS

PYC BLOCKED TRUE UNION BALL YALVYE
BTU SERIES W/ SLIP FITTINGS - LINE SIZE
PYC SCH 40 MALE ADAPTORS (2)
BRICK SUPPORT (3)

. | CU. FT. OF WASHED PEA GRAVEL

NOTES:
-- BALL VYALVES TO BE MIN. 12° FROM STRUCTURES
-- INSTALL IN SHRUB BEDS NEXT TO WALKS, CURBS
OR MO STRIFPS WHEN POSSIBLE
-- PLACE ONE YALVYE PER BOX ONLY
-- PLACE AGGREGATE PRIOR TO INSTALLATION OF BOX

[ S

NEUFNE

ENBALL VALVE
\L-3/

OVERHEAD UNEAGROUND » ONTPOLLER
SOURCE soURCE
M. 2-%12 CU. THH WIREY. ONTRACTOR 1O

PACYIDE A COIL oF HmE AFFHABNT
LENGTH © FEALH THE UTNILITIES OVER-
> HEAD SECONDARY LIME. I0ENTIFY NEUTRAL .

WEATION 0F RPER cORDUIT 0N TOLE 10 DE
HELFIED By UTILITIES DEPT (TH. 187-742¢)

pre sTmaps (3 MIND)

f " mioip STEBL (Hiy) coHpvlT

2-7-97

. , 4
)
@ ~— & < ) EMITTER LATERAL LINE / FLECTIML SERVILE BOX, SILE A5 SPELIFIED
EQUAL SPACING (TYR) END OF DISTRIBUTION TUBING (TYP FINISH CRADE dg e PUBLIC LTLITIES KLECTRIC PLAM
® TREE OR SHRUB PLANTING o w0n
@- o D PER LANDSCAPE PLANS , / DLOOURE 4 LOMTROLLER (PEAIL® 1070)
1 u\: ‘ —2-%i2 U THU WIRES. PROVIDE
| @ 9 Q\O :‘M % LL 7 OF WIRE BETOND BNP DF« i»r-_—_-_:-.:::::::wl
L > (E] ) ROOT BALL IEI s o ﬁ};rw&mp ICENTIFY :: ::
c o . " ]
e ] 3
® ® I”“ > INAULATING  BUSHING - ! H
L EaEND - LEGEND " TERHINATE CONPUIT PER TUBLLC | h
e ameoe | Accmse sLeeve ca, - ssove s arace e onuries e s
2. CARSON 610-12 PLASTIC VALVE BOX- HEAT 5 FINISH GRADE ' Ll ST L s PvE MALE ADPT. "
3. STRUCTURE OR HARDSGARE T O HP 4. DISTRIBUTION TUBES W/ OUTLET CHECK VALVE CAPS R ~ NESD
' MIN, 2 PER SHRUB W/ PLASTIC TUBE STAKES ! R =
S Scs SrheL dvs (2 rea 5. TULTI-GUTLET EMITTER W/ THREADED RISER ADARTER 10 BOTTOM OF ROOT BALL CATERAL LI R L
c. DRSS NFFLE " Long e Eeit Aderecate eavE erace BETHERN FILL AITH PEA GRAVEL & QUILET ORI ETEs 6" MIN. PEA GRAVEL \ J
8. PVC PRESSURE SUPPLY LINE EMITTER AND TOP OF AGGREGATE BOWSMITH ® ML20@-2.2 GPH/OUTLET FOR INSTALLATION 3/4" SALCO BALL VALYE < zmzas”
9. PRESSURE SUPPLY PIPE FITTING g Eﬁﬁ#’;‘; guBTILE ?Tc-:i;l-zs B:Eﬂ;EEN LATERAL 4 RISER EMITTER INSTALLED IN DRAIN PIPE g/ chiAgS TXT ﬁOSE ADAPTER 4R HIN. /
10. BRASS 90 DEGREE STREET ELL . - R PPOR N
. PEA GRAVEL 6' DEEP W/ BRICK SUFPORTS 12. 172" PYC $CH 80 NIFPLE LENGTH AS REQ. (ve SERVILE CABLES PROVIDED BY UNUIMIES DEPT
2. BRASS 90 DEGREE ELL FUBLL UNLITIES pePT. LILL HAAKE 5
13. BRASS 90 DEGREE STREET ELL NOTES: HERVILE LONNELTIONS 1N SRVICE BOX.
14. %4 REBAR STAKE (24" LONG) -- LOCATE HEADS 2" FROM WALKS, CURBS, HARDSCAPE. _ CONTRALTOR SHALL NPT MAKE THE
NOTES: AND MO STRIPS CONNECTION.
-- QC.V.TO BE MIN. 12* FROM STRUCTURES -- LOCATE HEADS 6" FROM ALL STRUCTURES
-- INSTALL IN SHRUB BEDS NEXT TO WALKS -- USE TEFLON TAPE ON ALL PVC TO PYC THREADS
OR MOW STRIPS WHEN POSSIBLE oy No %alE
[ G\ QUICK COUP 7\ DRIP EMITTER 1\ TREE EMITTE I\ EM ST K\ FLUSH VALVE AL\ UTILITY SERVICE
24°-30°
BOMANITE
F'G-——\ : CONC. CURB
\ LATERAL LINE LOCATION
MAIN LINE LOCATION
ELECTRICAL CONDUIT LOCATION
CITY OF RIVERSIDE ]
OVERHEAD & UNDERGROUND Landscape Architects REVIEWED BY W.M.W.D.
PUBLC UTILTIES, ELECTRIC @ g%}EYNON—INTERFERENCE COMPLIANCE
‘. - 2 o SIX MORGAN, SUITE 100 :
Wlern 2 MNunarll  11.19-92 m LINE LOCATIONS SME@ FW@ IRVINE, CALIF 92618 o
APPROVED BY DATE l_ 3 ' o
- KENNETH A. ANDREW a.s.1.4. . /1/17/57
w - / 7
LANDSCAPE ARCHITECTURE / PLANNING (714) 587-3036 CI\AL v 4 /
« AZ LIC §24328  CA LIC #1460 NV LIC 4220 FAX (714) 455-2704 ENGINEER RCE  #46212
ABPROVED BY DATE  ~ :
PREPABED UNDER THE DIRECTION OF:
Underground Service Alert PRIVATE ENGINEERING NOTE A A =E===  J.F.DAVIDSON ASSOCIATES,INC. CITY OF RIVERSIDE, CALIFORNIA PM 28353
‘cal:  TOLL FREE - EEEE —CIVIL ENGINEERS — SURVEYORS — PLANNERS- DEPARTMENT OF PUBLIC WORKS
all: CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH GISTERED LANDSCAPE ARCHITECT NO. 1460 IRRIGATION DETAILS —
q]’-‘k . GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION /- .. & 1777 ATLANTA ST., STE. G-5 27349 JEFFERSON ST. 75-150 SHERYL AVE. STE.D :
s 1 _ 8 OO ggsNPTgNAgTE?S#% RBEJ(SRBEQS‘IJ%%EJCOL% lTAISSUME SOLE AND COMPLETE EXPIRATION DATE: 11-30-97 DATE: L&iz RIVERSIDE, CA 92507 TEMECULA, CA 92330 PALM DESERT, CA 92260 APPROVED BY BY [pATE | APPROVED BY
ONS DURING THE COURSE OF (909)686-0844 (909)676—7710 $.619)346—2510
' CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS FAX '909-686-5954 FAX '909-699-1981 AX (619)346—7772 PRINCIPAL ENGR. R 7)((/ M M \//—\N B U R E N B O U LE\/AR D
227-2600 SONTINUGUSL v ‘AND NOT BE LMITED T0' NORMAL WORKIG HOURS, AND CITY OF RIV. BUSINESS TAX ACCT. NO. 4994 EXP. DATE 12-30-96 ' PARK DEPARTMENT 1870 - [VefA ' [ — 5
. . . . - - - " - L _—
CONSTRUCTION CONTRACTOR FURTHER AGREES T DEFEND) INDENNIFY — = - AN [ rRcAIaN] oNTPoLLER-TRETL 1A 1222 ! DIRECTOR OF PUBLIC WORKS STA 252+487.87 TO 263+69 SHEET o b
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PLANT LEGEND PLANTING NOTES \

THE LANDSCAPE CONTRACTOR SHALL INSTALL ALL PLANT MATERIAL IN PROVIDE AGRIFORM OR GRO-POWER PLANTING TABLETS (1 ¢ 21 GRAMS) IN
SYMBOL| BOTANICAL / COMMON NAME QUANTITY| 8IZE REMARKS ACCORDANCE WITH THE PLANS AND DETAILS. EACH PLANTING PIT AS. FOLLOWS: H
(1) ONE TABLET (1 GRAMS) FOR EACH 4' POT ¢ GROUND COVER
SOIL PREPARATION AMENDMENTS (PER 1002 SQUARE FEET): (1) ONE TABLET (21 GRAMS) FOR EACH | GALLON CONTAINER
TREES 3 CUBIC YARDS OF NITROGEN STABILIZED 4 MINERALIZED (3) THREE TABLETS (63 GRAMS) FOR EACH 5 GALLON CONTAINER
L= ORGANIC AMENDMENTS (REDWOOD, FIR OR CEDAR SHAVINGS) (5) FIVE TABLETS (105 GRAMS) FOR EACH 15 GALLON CONTAINER vﬁ
150 POUNDS AGRICULTURAL GYPSUM (4) FOUR TABLETS (84 GRAMS) FOR EACH 12" OF CALIPER S
LAG IND | LAGERSTROEMIA INDICA / PURPLE CRAPE MYTLE 5 15 GALLON | DET.'A', 8HEET L-5 50 FOUNDS GRO-FPOWER FLUS MEASURED 4" ABOVE SOIL LEVEL FOR LARGER SIZE6 (="
MAG GRA | MAGNOLIA GRANDIFLORA / MYSTIC BEAUTY' MAGNOLIA 3 5 GALLON SIUT'-'_{T';’*_?ET ié%%o;”éjﬁgﬁg;‘foﬁﬁség; fﬁﬁgﬁ%&%ﬂgj@ mg—&s PRIOR TO S0IL PREPARATION, CONTRACTOR SHALL HIRE A LICENSED SOIL e
THOROUGHLY AND ALLOW TO SETTLE, REPEAT THIS PROCEDURE UNTIL SOIL LABORATORY TO ANALYZE THE SITE SOIL IN PLANTING AREAS TO 2
PIN ELD PINUS ELDARICA / MONDELL PINE 9 5 GALLON O o O 1 R I, RECEAT THS PROCEDRE NTIL S DETERMINE THE AGRICULTURAL SUITABILITY AND FERTILITY. THE
L O F o DA ASE ANE AR P TN N T BT oL OoED LABORATORY SHALL SUBMIT A WRITTEN REPORT OF THEIR FINDINGS WITH
REAS MHTor ARE o & ) GRA T : ANT RECOMMENDATIONS FOR THE AMENDING OF THE SOIL TO THE OWNER AND
: : THE LANDSCAPE ARCHITECT TO BE IMPLEMENTED BY THE CONTRACTOR IN

ADDITION TO THE ORIGINAL SOIL PREPARATION MIX.

SHRUBS BACKFILL MIX FOR TREE AND SHRUB PLANTING (PER CUBIC YARD):
RARL S 2/3 CUBIC YARD ON SITE SOIL

/2 CUBIC YARD ORGANIC AMENDMENT (I.E. NITROLIZED SHAVINGS)
| POUND IRON SULFATE (20% IRON, 1©% SULFUR)

PIT WHE PITTOSPORUM T. 'WHEELERI' / WHEELER'S DWARF 153 5 GALLON | DET.B', SHEET L-5 2 POUNDS 6-20-20 COMMERCIAL FERTILIZER

12 POUNDS GRO-FPORWER PLUS

RHA IND RHAPHIOLEPIS I. 'PINKIE' / INDIAN HAWTHORNE 125 5 GALLON l
TRA JAS TRACHELOSPERMUM JASMINIOIDES / STAR JASMINE 625 | GALLON
NOTE:

PROYIDE A 3" THICK LAYER OF MEDIUM GRIND
SHREDDED MULCH IN ALL PLANTERS.

AYAIL. FROM: BLUE RIBBON LANDSCAPE PRODUCTS
ORANGE , CA (T14) £33-2066
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PLOT DATE: 2-7-97

z
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2 C J
q X
N
LEGEND
. 3" BERM TO FORM DEPRESSED BASIN
2. 2" THICK SHREDDED MULCH WHERE APPLIC.
LEGEND 3. BACKFILL MiX PER SPECIFICATIONS LEGEND
. CINCH TIES TREE TIES (4 REQ.) 4. CONTAINER FLANT ROOTBALL . BACK OF CURB OR EDGE OF PAVING
2. 2" LODGEPOLE PINE TREE STAKE 5. PLANT TABE PER SPECIFICATIONS 2. PLANT LOCATION (SPACING PER LEGEND)
3. BACKFILL MiX PER SPECIFICATIONS 6. PLANT PIT 1B TIMES WIDTH OF ROOTBALL PROVIDE FERTILIZER TABLETS PER SPECIFICATIONS
4. 4" BERM FOR TEMPORARY WATERING 7. 12" NATIVE SOIL
5. 2" THICK SHREDDED MULCH WHERE APPLIC. NOTES:
. PLANT PIT 1.5 TIMES WIDTH OF ROOTBALL -- ALL GROUND COVERS ARE TO BE PLANTED AT
;' ‘TZ’RS::Q '2:5 Ai%‘-m TURE AREAS NOTES: EQUAL TRIANGULAR SPACING UNLESS OTHERWISE
3' PLANT TABS PER SPECIFICATIONS -- UNTANGLE MATTED ROOTS BY LOOSENING ALL NOTED ON PLANS
: ROOTS AT THE EDGE OF THE ROOTBALL WITH
NOTES: WATER FROM A HOSE (DO NOT CRACK. ROOTBALL)

-~ INSTALL TREE STAKES 12" FROM TRUNK

AN DBL. STAKE B\ SHRUB PLTG. C\ G.C. PLTG.

= A =

MEDIAN ISLAND GENERAL INSFECTION NOTES
FOR CITY APPROVAL

. ALL RELATED WORK SHALL CONFORM TO THE CITY OF RIVERSIDE
PARK AND RECREATION DEFPARTMENT STAND ARDS.

2. CONTACT THE PARK PROJECTS INSFPECTOR A MINIMUM OF 48
HOURS IN ADVANCE AT (9@93) T182-5222 TO SCHEDULE INSPECTIONS.
INSPECTIONS ARE REQUIRED AS FOLLOWS:

A, PROIR TO THE INSTALLATION OF IRRIGATION LINES OR COMPONENTS
B. PRIOR TO INSTALLATION OF HARDSCAFE
C. WHEN PLANT LOCATIONS HAVE BEEN SPOTTED IN THE FIELD
PRIOR TO DIGGING PLANT PITS
D. WHILE DIGGING PLANT PITS ¢ PLANTING TREES

E. AFTER PLANTING ¢ ALL OTHER INDICATED OR SFPECIFIED WORK
HAS BEEN COMFPLETED FOR START OF MAINTENANCE

F. AT THE END OF MAINTENANCE /FINAL ACCEFPTANCE (CONTRACTOR/

PEVELOPER WILL BE RELEASED FROM MAINTENANCE ONLY

UPON RECEIPT OF WRITTEN NOTIFICATION FROM THE CITY THAT
FPARK ¢ RECREATION DEPT. IS ASSUMING MAINTENANCE RESFONSIBILITIES)

3. THE CONTRACTOR/DEVELOFPER SHALL MAINTAIN ALL PLANTINGS FOR
A MINIMUM PERIOD OF ONE (1) TEAR.

CITY OF RIVERSIDE )
OVERHEAD & UNDERGROUND Landscape Architects REVIEWED BY W.M.W.D.

FOR NON—INTERFERENCE COMPLIANCE

Yl 2 Pt 1727 ) Studio Five — Bamsemum ™

PUBLIC UTILITIES, ELECTRIC
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PLOT DATE:

LANDSCAPE SPECIFICATIONS

P

LANTING SPECIFICATIONS

|. GENERAL CONDITIONS Iv. M:L‘Y_E:LQ.::::TERI:;? LISI, TJ;NBDESI:::PLEZ aLL o R . SCOPE OF WORK Vi, FINISH GRADING 4. WOOD FIBER: THE HYDRO-MULCH MiX S8HALL INCLUDE CELLULOSE
AND FPMEN ALLE NEW ‘ MULCHING FIBER. THE FIBER SHALL BE MIXED N THE HYDROSEEDER
. CONTRACT DOCUMENTS: CONSIST OF SPECIFICATIONS AND IT8 BEST OF THEIR REBFECTIVE KINDS. THE CONTRACTOR SHALL SUBMIT A Pr-re Sy nriemprea el syvpeiod Al iy et L THL: ALL FLANTING AREAS AS HEREIN SPECIFIED. WITH WATER, FERTILIZER, BINDER AND SEED AND APPLIED AT THE
GENERAL CONDITIONS, AND THE DRAWINGS, THE INTENT OF COMPLETE LIST OF MATERIAL® TO THE LANDSCAFPE ARCHITECT FOR SPECIFIED HEREN 2. FLOATING: AFTER TILLING, ALL AREAS SHALL BE BROUGHT TO RATE OF [500 LBS. (DRY WEIGHT) PER ACRE FOR LAWNS AND 8LOPES
THESE DOCUMENTS 1S TO INCLUDE ALL LABOR, MATERIALS, APPROVAL UPON REQUEST. SUBMIT SUCH BAMPLES AND CATALOG DATA A% ' UNIFORM GRADE BY FLLOATING OR HAND RAKING. OF 3:1 OR FLATTER AND 2000 LBS. (DRY WEIGHT) PER ACRE FOR
APPLIANCES, AND SERVICES NECE9SARY FOR THE PROPER THE LANDSCAPE ARCHITECT MAY DIRECT. SLOPES STEEPER THAN 3:1,
EXECUTION OF THE WORK. THE DOCUMENTS ARE TO BE I. PLASTIC PIPE SHALL BE OF THE CLASSES, TYPES, AND SIZES . VERIEICATION OF SITE CONDITIONS 2. FNIBH GRADE OF PLANTING AREAS: AFTER APPLICATION OF 80lL
CONSIDERED AS$ ONE, AND WHATEVER |8 CALLED FOR BY ANY INDICATED ON THE PLAN. : QESDMENT% :‘:}:}1;8550'-%29 3{5‘}-0” 1;05 gF mm HWALKS AND 5. E%‘gs'ON CON;'ZOL %Eéﬂ%z\ﬁg %?EA-TAC 8 AT THE RATE OF 50
PART SHALL BE AS BINDING AS IF CALLED FOR BY ALL PARTS. 2. PVC PLASTIC FITTINGS SHALL BE HEAVY PATTERN, SCHEDULE . GRADI $FO v - LBS. PER ACRE. T c MIXED IN THE
PORTIONS OF THE DRAWINGS WHICH ARE DIAGRAMMATIC IN 40, AND OF THE SAME PVC TYPE A8 THE PIPE. b ﬁﬁ&;@;iﬁ,ﬁgﬁgﬁL,F,,'go’;m"ﬁmm OB'NGS‘ T,;‘;‘g%gf;;'o‘"#&“ HYDRO-SEEDING SLURRY. THIS CHEMICAL STABILANT 18 TO
NATURE, (A3 SPRINKLER PLANS) S8HALL BE FOLLOWED 3. PYC BOLVENT SHALL BE A3 RECOMMENDED BY THE PIFE FPROPER PRECAITIONS MAT BE TAKEN NOT TO DISTURE OR DAMAGE 4. SOIL AREAS ADJACENT TO BUILDINGS: SHALL SLOFE AWAY FROM THE STABILIZE THE SOIL PARTICLE® AND PACK THE SEED,
ACCORDING TO GOOD CONBTRUCTION PRACTICES. MANUFACTURER FOR USE WITH HIS PIPE. SUCH MPROVEMENTS. . IN THE EVENT OF A CONFLICT BETWEEN SUcCH BUILDINGS AT 1% MINTM. FIBER, FERTILIZER AND SOIL TOGETHER THUS MINIMIZING EROSION.
2. VERIFICATION: THE CONTRACTOR SHALL VERIFY MEASUREMENTS 4. AUTOMATIC REMOTE CONTROL VALVES SHALL BE INSTALLED N A LINES AND PLANT LOCATIONS, THE CONTRACTOR SHALL PROMPTLY 5. ROCK OR CLODS: OVER I' N DIAMETER SHALL BE REMOVED FROM THE 6. MOISTURE RETENTION ADDITIVE: USE CPA-1GD HUMECTANT AT THE
ON THE DRAWINGS BEFORE BEGINNING WORK. IN CASE OF VALVE BOX A5 INDICATED ON THE PLAN. NOTIFY THE LANDSCAPE ARCHITECT, WHO SHALL ARRANGE FOR PLANTING BED : '
5. VACUUM BREAKERS (BACKFLOW PREVENTERS) SHALL BE AS : BED. RATE OF 52 LBS. PER ACRE. INCORPORATE CHEMICAL IN THE
ERROR OR DISCREPANCY IN THE DRAWINGS OR SPECIFICATIONS : THE RELOCATION OF ONE OR THE OTHER. FAILING TO FOLLOW THIS Y DRO-SEEDING SLURIY. THIS CHEMICAL HELPS IMPROVE THE WATER
OR IN THE WORK OF OTHERS AFFECTING HIS WORK, HE SHALL INDICATED ON THE PLAN. PROCEDURE, THE CONTRACTOR SHALL BE AT HIS OWN EXFENSE MAKE 6. PLANTING BEDS: SHALL BE RAKED $MOOTH AND PUT N FIRST-CLASS Py ' oy
NOTIFY THE LANDSCAPE ARCHITECT IMMEDIATELY. THE 6. SPRINKLER HEADS SHALL BE AS INDICATED ON THE PLAN. ANT AND ALL REPAIRS FOR DAMAGES RESULTING FROM HIS WORK. CONDITION BEFORE ACCEPTANCE BY LANDSCAPE ARCHITECT. NG s, I AN A e i
CONTRACTOR SHALL BE HELD RESFPONSIBLE FOR ANY DAMAGES OR 1. AUTOMATIC CONTROLLERS SHALL BE AS INDICATED ON THE FLAN. NOTE: FERTILIZERS, CHEMICALS AND APPLICATION RATES ARE
L0858 DUE TO HIS FAILURE TO OBSERVE THESE INSTRUCTIONS 8. ELECTRIC WIRE SHALL BE AS NOTED ON PLAN. 2. REMOVE ROCK OR OTHER UNDERGROUND OBSTRUCTIONS: (EXCEPT SUBJECT 7O MODIFICATION DUE TO INFUT FROM SOILS' ANALTSIS
: 3. NI:-ING UNDER EfVING SHALL BE PULLED THROUGH PVC PLASTIC UTILITY LINES OR PORTIONS OF PROJECT INSTALLATION) TO DEPTHS VIl SHRUB AND TREE PLANTING AND SITE CONDITIONS.
3 M ) EEVES OR ELECTRIC CONDUIT. NECESSARY TO PERMIT PROFER INSTALLATION OF PLANTING, UNLESS
aljyiav ey il AL A st At e OTHER LOCATIONS FOR INTERFERING. ELEMENTS ARE SRDERED. . CORRELATION: TREES AND SHRUBS SHALL NOT BE PLANTED UNTIL ALL 1. APPLICATION: THE OPERATOR SHALL APPLY TREE SEEDS TO SLOPES
OTHER [TEMS NECESSART AL INCIDENTAL T COMPLETION OF OPERATIONS IN CONJUNCTION WITH THE INSTALLATION OF THE IN DRIFTS USING ONLY WATER, SEEDS AND AN INDICATOR DYE.
HIB HORIE. ALL MATERIALS SHALL BE NEH. AND BOTH V. RECORD DRAWINGS (AS-BUILTS) 3. DIMENSIONS: ALL SCALED DIMENSIONS ARE APPROXIMATE. BEFORE SPRINKLER STSTEM HAS BEEN COMPLETED, FINAL GRADES HAVE BEEN THIS SHALL BE ACCOMPLISHED IMMEDIATELY PRIOR TO REGULAR
NORKIMANSHIP AND MATERIAL S SHALL BE OF FIRST.CLASS THE CONTRACTOR SHALL KEEP A CURRENT AND CONTINUIOUS RECORD OF ALL PROCEEDING WITH ANT WORK, THE CONTRACTOR SHALL CAREFULLY ESTABLISHED, AND THE PLANTING BEDS PROFERLY PREPARED BY HYDROSEED MULCH APPLICATION. THE OPERATOR 8HALL BPRAY THE
QUALITY. ALL WORKMEN AND SUB-CONTRACTORS SHALL BE CHANGES THAT MAY OCCUR AND SHALL DELIVER A CLEAR AND LEGIBLE 8ET CHECK AND VERIFY ALL DIMENSIONS AND QUANTITIES, AND SHALL CULTIVATION AND FERTILIZATION A8 COVERED IN THEBE SLOPE WITH A UNIFORM, VISIBLE COAT BY USING THE GREEN COLOR
SKILLED IN THEIR TRADES, 4ND SbEGUATELY TEURED For OF RECORD DRANINGS, TO THE CONSTRUCTION INSPECTOR PRIOR TO THE IMMEDIATELY INFORM THE LANDSCAPE ARCHITECT OF ANY SPECIFICATIONS. OF THE WOOD PULP A8 A GUIDE. THE SLURRY SHALL BE APPLIED IN
g FINAL ACCE. DISCREPANCY BETWEEN THE INFORMATION FROM DOING ANY WORK IN A SNEEPING MOTION, IN AN ARCHED STREAM 80 A8 TO FALL LIKE
LIABILITY, AND LICENSED. ALL PHASES OF WORK SHALL BE PTANCE OF THE WORK. TWO SETS OF PRINTS ON WHITE SAID AREAS UNTIL GIVEN APPROVAL TO DO 60 BY THE LANDSCAPE 2. PLANTING TIME: NO PLANTING SHALL TAKE PLACE DURING EXTREMELY T X
CONTINUOUSLY DIRECTED BY A CAPABLE FOREMAN. BACKGROUND AND ONE SET OF SEPIA TRANSPARENCIES WILL BE FURNISHED eTeeT HOT. DRY, WINDY OR FREEZING WEATHER. RAIN ALLOWING THE WOOD FIBERS TO BUILD ON EACH OTHER
BY THE LANDSCAPE ARCHITECT UPON REQUEST FOR THIS PURPOSE .ONE SET : UNTIL A GOOD COAT 18 ACHIEVED AND THE MATERIAL 18 SPREAD AT
4. ORDINANCES AND REGULATIONS: ALL LOCAL, MUINICIPAL, AND THE REQUIRED RATE PER ACRE.
MAY BE USED FOR FIELD NOTATIONS AND THE SECOND SET SHALL . , 3. LOCATIONS: RELATIVE POSITION OF ALL PLANTS AND TREES IS
STATE LANS AND RULES AND REGULATIONS GOVERNING OR 4. SUB-SURFACE DRAINAGE OR SOIL CONDITIONS: SHOULD SUB-SURFACE
BE KEPT IN THE CONBTRUCTION OFFICE FOR THE RECORD. THESE SUBJECT TO APPROVAL OF THE LANDSCAPE ARCHITECT, AND THEY
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY DRANINGS SHALL SHOW DIMENSIONAL LOCATIONS OF BURIED PIPE AND T S RN B N TR I LD BE F 8ARY BE T HI8 DIRECTION, A8 PART 8. RESEEDING: ALL BARE 8POTS SHALL BE RESEEDED BY THE
INCORPORATED INTO AND MADE A PART OF THESE VALVES, NOTATIONS IN THE ROUTING OF THE PIRE. ETC. ALL DETRIMENTAL TO GROWTH OR SURVIVAL OF PLANT MATERIAL, THE o BF RELOCATED AT HIS DIRECTION, 45 P CONTRACTOR WITHIN 8IXTY (60) DAYS PROVIDING THE LACK OF
SPECIFICATIONS, AND THEIR PROVISIONS SHALL BE CARRIED MEASUREMENTS BHALL BE MADE PRIOR TO BACKFILLING AND SHALL BE CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT IN WRITING, : COVER GROWTH CAUSED BY EXCESSIVE WATERING BY THE CONTRACTOR.
OUT BY THE CONTRACTOR. ANYTHING CONTAINED IN THESE TAKEN FROM PERIMANENT ABOVE GRADE POINTS. ALL INFORMATION ON THE STATING THE CONDITIONS AND SUBHITTING A PROPOSAL COVERING 4. DISTRIBUTION: NO MORE PLANTS SHALL BE DISTRIBUTED ABOUT THE
SPECIFICATIONS SHALL NOT BE CONSTRUED TO CONFLICT WITH PRINTS SHALL BE TRANSFERRED TO THE SEPIA TRANSPARENCIES AND GIVEN COST OF CORRECTION. IF THE CONTRACTOR FAILS TO NOTIFY THE LANDSCAPE AREA THAN CAN BE PLANTED AND WATERED ON THE SAME 3. REFERTILIZING: ALL HYDROSEEDED AREAS SHALL BE REFERTILIZED
ANY OF THE ABOVE RULES AND REGULATIONS OR TO THE LANDSCAPE ARCHITECT AT THE COMPLETION OF THE CONTRACT LANDSCAPE ARCHITECT OF SUCH CONDITIONS, HE SHALL BE DAY THIRTY (30) DATS AFTER INSTALLATION BY THE CONTRACTOR WITH
REGUIREMENTS OF THE SAME. HOWEVER, WHEN THESE ‘ RESPONSIBLE FOR PLANT MATERIAL UNDER THE GUARANTEE CLAUSE OF SAME FERTILIZER TYPES AND AMOUNTS AS USED IN THE ORIGINAL
SPECIFICATIONS AND DRAWINGS CALL FOR OR DESCRIBE THE SPECIFICATION. 5. CONTAINER REMOVAL: PLANT CONTAINERS SHALL BE REMOVED. CANS APPLICATION.
MATERIALS, WORKMANSHIP, OR CONSTRUCTION OF A BETTER vl. INSTALLATION SHALL BE SPLIT ON BOTH SIDES. AN AXE OR SPADE SHALL NOT BE
AL R aiorie, OR CONSTRUCTION oF 2 USED. ALL CONTAINERS SHALL BE REMOVED FROM THE SITE. " TECTION
19 REQUIRED BY THE ABOVE RULES AND REGULATIONS, THE . . MATER xlll. PRO
PROVISIONS OF THESE SFPECIFICATIONS AND DRANINGS SHALL 1 EXCAVATION: Il. MATERIALS 6. PLANTING PITS: ALL TREE AND SHRUB PITS SHALL HAVE A DIAMETER
A. CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL EXISTING OF AT LEAST TWICE THE DIAMETER OF THE ROOT. PIT DEPTHS
TAKE PRECEDENCE. THE CONTRACTOR SHALL OBTAIN AND PAY SUBSURFACE UTILITIES (MECHANICAL AND ELECTRICAL) PRIOR . SOl AMENDMENTS: SHALL BE 12* DEEPER THAN THE T BALL - TREES AND 8" 1. AT ALL TIMES DURING CONSTRUCTION: ADEQUATE PROTECTION SHALL
FOR ALL PERMITS AND INSPECTIONS A% REQUIRED BY THE CITY TO EXCAVATION. ANY UTILITIES, A.C. PAVING, CONCRETE A. REDWOOD SAWDUST SHALL BE FREE OF SHAVING® OR PARTICLES OF DEPER THAN T AL msH vy FOR BE PROVIDED FOR ALL PLANTED AREAS AGAINST DAMAGE OF ANY
OR COUNTY. WORK, ETC., DESTROTED OR DAMAGED BY ANT WORK. UNDER THIS OTHER WOODS suA%H A% PINE OR FIR, SUPFLIED IN BULK AND ROC FOR SHRUBS. KIND, UNTIL FINAL. ACCEPTANCE BY THE LANDSCAPE ARCHITECT OR
. CONTRACT 8HALL BE REPAIRED OR REFPLACED AT THE 5% NITROGEN STABILIZED FIR OR REDWOOD BARK GROUND TO . OWNERS REPRESENATIVE.
B. PROTECTION OF WORK: THE CONTRACTOR SHALL ADEGUATELY AT ShghL BE R OoV4® PARTICLE SIZE, 1% NITROGEN STASH 128D, 7. PLACING: PLANTS SHALL BE PLACED AND HELD DURING BACKFILL IN
PROTECT THE WORK. ADJACENT PROPERTY AND THE PUBLIC AND AN UPRIGHT POSITION IN THE CENTER OF THE PIT. PLANTS SHALL 2. THE CONTRACTOR 8HALL BE HELD RESPONSIBLE: FOR THE CARE AND
B. TRENCHES FOR PIPE SHALL BE CUT TO REQUIRED GRADE LINE AT B. SOIL SULFUR OF STANDARD COMMERCIAL GRADE. AT, OR SLIGHTLY THE EARTH
SHALL BE RESPONSIBLE FOR ANY DAMAGE OR INJURY OF HIS BE HELD AT, OR SLIGHTLY ABOVE NURSERY LEVEL. THE EARTH BALL PRESERVATION OF ALL EXISTING BUILDINGS AND STRUCTURES ON
ACT, A% REQUIRED BY CONDITIONS OF PERMIT A TRUE GRADIENT TO PROVIDE UNIFORM SUPPORT FOR THE FULL C. GYEBUN OF STANDARD AGRICUL TURAL GRADE. SHALL BE KEPT INTACT. ANY EXPOSED ROOTS SHALL BE SPREAD. PROPERTY AND ADJACENT PREMISES. ANT PART OF THEM INJURED
: : LENGTH OF PIPE. D. HUMUS- ‘GRO-POWER® 5-3-1 A& BUPPLIED BY BOUTHERN INJURED ROOTS SHALL BE PRUNED DAMAGED OR DISTURBED BECAUSE OF HI$ WORK SHALL BE REPAIRED
©. CHANGES IN THE WORK: THE OWNER MAY ORDER CHANGES N C. DEPTH CF TRENCHES SHALL BE SUFFICIENT TO PROVIDE A CALIFORNIA ORGANIC FERTILIZER COMPANT. ) REPLACED OR CLEANED BY HIM AT HIS EXPENSE '
THE WORK, THE CONTRACT SUM BEING ADJMSTED ACCORDINGLY, MINIMUM COVER ABOVYE THE TOP OF THE PIPE A% FOLLOWS: E. PEAT MOSS OF COMMERCIAL NURSERY GRADE 8. BACKFILL: PLANT PIT BACKFILLING SOIL SHALL CONSIST OF | PART ’
ALL SUCH ORDERS, AND ADJUSTMENTS SHALL BE IN WRITING. I. 18" OVER PRESSURE MAIN LINE AND CONTROL WIRES. NITROHUMUS - 2 PARTS TOPSOIL. MATERIALS SHALL BE THOROUGHLY
CLAIMS BY THE CONTRACTOR FOR EXTRAS MUST BE MADE IN 2. 12* OVER NON-PRESSURE LATERAL LINES. 2. TOP 8OIL: MIXED BEFORE PLACEMENT. IN ADDITION TO BACKFILL COMMERCIAL Xly. REPLACEMENTS
WRITING BEFORE EXECUTING THE WORK INVOLVED, AND MUST A. TOPSOIL BHALL CONSIST OF A FERTILE, FRIABLE NATURAL LOAM, FERTILIZER 20-10-8, AGRIFORM OR GRO-POWER PLANT TABLETS ‘
BE AFPROVED BT THE GANER BEFORE PROCEEDING 2. JOINING PIFE: OF UNIFORM QUALITY, FREE FROM SUBSOIL, HARD CLODS, SHALL BE ADDED TO PLANT PIT8 AT THE FOLLOWING RATES: g cﬁTEWR, A["eﬁwﬁé‘ﬁ';éﬁ”ﬂff;‘imgﬁ A%YDA]ANEAGAEII-D zl,'_ffg
A. THE CONTRACTOR (8 RESPONSIBLE TO BE FAMILIAR WITH THE STIFF CLAY, HARD PAN, 80DS, PARTIALLY DISINTEGRATED | TABLET (1 GRAMS) PER EACH 4" POT ¢ GROUND COVER
1. CORRECTION OF WORK: THE CONTRACTOR SHALL RE-EXECUTE ANY METHOD CF ASSEMBLING, JOINING, AND INSTALLING THE DEBRIS, OR ANY OTHER UNDESIRABLE MATERIAL | TABLET /21GRAMS) PER EACH | GALLON PLANT UNDER HIS CARE. REFLACEMENTS SHALL BE MADE WITH PLANTS OF
WORK THAT FAILS TO CONFORM TO THE REGUIREMENTS OF THE YARICUS TYPES OF PIFE TO BE USED. HE WILL ADHERE IN B. TOPSOIL SHALL NOT CONTAIN OBNOXIOUS WEEDS, SUCH AS 3 TABLETS (63GRAMS) PER EACH 5 GALLON PLANT LIKE KIND AND SIZE IN THE SAME MANNER A$ SPECIFIED FOR THE
CONTRACT, TO REMEDY ANY DEFECTS DUE TO FAULTY MATERIALS STRICT ACCORDANCE WITH THE MANUFACTURERS' RECOMMENDED ' ORIGINAL FPLANTING.
MORNING GLORY, SORREL, OXALIS, SPURGE, ANNUAL 5 TABLETS (105 GRAMS) PER EACH 15 GALLON PLANT
OR WORKMANSHIP ACCORDING TO THE TERMS OF THE PROCEDURES. .
BLUEGRASS, NUT GRASS, OR BERMUDA GRASS, 4 TABLETS (B4GRAMS) PER EACH 12" CALIPER CF TREE TRUNK
3PECIFICATIONS. B. NO PVC PIPE $HALL BE THREADED AND ALL TRANSITION FROM PYC FOR SPECIMEN PLANTS LARGER THAT 15 XV. CLEAN-UP
6. AUTHORITY OF THE LANDSCARE ARCHITECT: THE LANDSCAPE TO METAL PIPING SHALL BE BY PVC MALE, THREAD ADAFPTOR 3. PLANT MATERIALS: GALLON.
ARCHITECT SHALL ACT AS THE AUTHORIZED REPRESENTATIVE OF FrThG. A PLANT NAMES USED IN THE PLANT LIST CONFORM TO 3. WATERING: WHEN THE PIT HAS BEEN BACKFILLED TO THREE-QUARTERS Il AFTER ALL INSTALLATION OPERATIONS: HAVE BEEN COMPLETED.
THE OWNER, AND HAVE THE AUTHORITY TO ACCEPT OR REJECT 3. BACKFLOW PREVENTER: "STANDARDIZED PLANT NAMES" BY AMERICAN JOINT COMMITTEE : oF T3 DéPTH WATER SHALL BE POURED ABOUT THE ROOTS. AIR REMOVE ALL TRASH, EXCES8 8OIL, EMPTY PLANT CONTAINERS AND
MATERIALS OR WORKMANSHIP AND TO MAKE MINOR CHANGES IN A. THE PREVENTION DEVICE $PECIFIED HEREIN SHALL BE VERIFIED ON HORTICULTURAL NOMENCLATURE, EXCEPT IN CASES NOT POCKETS SHA:LL BE ELIMINATED AND BACKFILL CONTINUED UNTIL THE RUBBISH FROM THE PROPERTY. ALL SCARS, RUTS OR OTHER MARKS
THE WORK. NOT INVOLVYING EXTRA COST. HE WILL INTERPRET WITH LOCAL PLUMBING AND HEALTH CODES. IN EVENT OF ANY COVERED THEREIN. IN THESE INSTANCES THE ESTABLISHED BACKFILL 15 BROUGHT TO THE GRADE LEVEL IN THE AREA CAUSED BY THIS WORK SHALL BE REPAIRED 4AND THE *
THE MEANING OF THE CONTRACT DOCUMENTS AND MAY STOP CONFLICTION ON DEVICE APPROVAL THE LANDSCAPE ARCHITECT CUSTOM OF THE NURSERY TRADE 19 FOLLOWED. : GROUND LEFT IN A NEAT AND ORDERLY CONDITION THROUGHOUT THE
WORK. IF NECESSARY TO INSURE ITS PROPER EXECUTION. SHALL BE NOTIFIED PRIOR TO BID OFPENING. B. PLANTS SHALL BE SOUND, HEALTHY, VIGOROUS, FREE FROM 12. COMPACTING: BACKFILL SHALL BE UNCOMPACTED AROUND THE ROOTS SITE. CONTRACTOR SHALL PICK UP ALL TRASH RESULTING FROM
o oy - 4. TESTS. DIBEASE, INSECT PESTS OR THEIR EGGS AND SHALL HAVE OR BALL OF THE PLANT DURING OR AFTER PLANTING. THE BACKFILL THIS WORK NO LESS THAN EACH FRIDAY BEFORE LEAVING THE
. SUBCONTRACTORS: PORTIONS OF THE WORK EXECUTED BY A ALL MAIN LINES IN THE SYSTEM HEALTHY, NORMAL ROOT SYSTEMS, WELL FILLING THEIR ON WHICH THE PLANT BALL RESTS SHALL BE LIGHTLY COMPACTED. SITE, ONCE A WEEK AND/OR THE LAST WORKING DAY EACH WEEK.
o0 TORS 81 L E SHALL BE CAPPED AND PRESSURE
BCONTRACTORS S8HALL BE PERFORMED ACCORDING TO THE SAME TESTED AT B2 Pel CONTAINERS, BUT NOT TO THE POINT OF BEING ROOT BOUND. ALL TRASH SHALL BE REMOVED COMPLETELY FROM THE BITE
REGUIREMENTS AS THE CONTRACTOR, INCLUDING GENERAL ooy : C. PLANT® 6HALL NOT BE PRUNED PRIOR TO DELIVERY EXCEPT A8 Il SETTLEMENT: PLANTS WHICH SETTLE SHALL BE RAISED TO THE
CONDITIONS, SPECIFICATIONS, CONTRACT DRANINGS, AND CITY B. PRESSURE SHALL BE SUSTAINED IN THE LINES FOR NOT LESS AUTHORIZED BY THE LANDSCAPE ARCHITECT. IN NO CASE REQUIRED LEVEL OR REPLACED AT THE OPTION CF CONTRACTOR. 2. EXCESS TOPSOIL: SHALL BE REMOVED FROM THE SITE
REQUISITES. ' ' TR o oD, THE JOITE ShdLl SHALL TREES BE TOPRED BEFORE DEL IVERT. RAISED PLANTS WHICH FAIL TO GROW SHALL BE REPLACED.
SYSTEM 18 WATERTIGHT B D. ALL PLANT MATERIAL SHALL BE SUBJECT TO APPROVAL OF 8IZE, 12. STAKING: STAKES BHALL BE DRIVEN TO BUFFICIENT DEPTH TO HOLD 3 SIDEWALKS AND STREETS: ARE TO BE LEFT IN A NEAT AND CLEAN
0. INDERGROUND UTILITIES: THE CONTRACTOR SHALL BE : PPRO , HEALTH, QUALITY, CHARACTER, ETC., BY THE LANDSCAPE TREE RIGID. TREE SHALL BE SUPPORTED BY AT LEAST TWO TIES. CONDITION AT THE END OF EACH HORKING DAY .
RESPONSIBLE FOR VERTYING LOCATIONS OF ALL EXISTING O A AT Dr T BRI VED BY OWNER'S ARCHITECT. 3. PRUNING: LIMBS, BRANCHES, CANES AND RUNNERS WHICH REGUIRE
UTILITIES, AND FOR PROTECTION OF SAME. DAMAGES g E. THE HEIGHT AND 8PREAD OF ALL PLANT MATERIAL &HALL BE . i ‘ . 4 REMOVE ALL TAGS: LABELS, NURSERY STAKES AND TIES FROM ALL
RESULTING FROM HIS WORK OR THAT OF HIS SUBCONTRACTORS, D. WHEN THE SPRINKLER SYSTEM |8 COMPLETED THE CONTRACTOR IN TRIMMING SHALL BE REMOVED TO LEAVE A CLEAN CUT FLUSH WITH
s ‘ MEASURED WITH BRANCHES IN THEIR NORMAL POSITION. PLANTS UNLESS OTHERWISE DIRECTED.
SHALL BE RESTORED TO ORIGINAL CONDITION AT THEIR OHN THE PRESENCE OF THE OWNER'S REPRESENTATIVE, SHALL T TRUNK OF ADJACENT LIMB OR BRANCH.
PERFORM A TEST COVERAGE OF WATER AFFORDED THE LAWN AND F THE CALIPER CF ALL TREES SHALL BE MEASURED 14* ABOVE THE
EXPENSE. SURFACE OF THE GROUND 14. PLANTING BEDS: PLANTING BEDS $HALL BE EDGED AND CULTIVATED
PLANTING AREAS COMPLETE AND ADEQUATE. THE CONTRACTOR : g XVl GUARANTEE
i| REPAIRS: IN THE ABSENCE OF THE CONTRACTOR, THE OWNER SHALL FURNISH ALL MATERIALS AND PERFORM ALL WORK. G. WHERE CALIPER OR OTHER DIMENSIONS OF ANT PLANT MATERIAL e L O e o o R T e e BVEN | ALL SHRUBS SHALL BE GUARANTEED AS TO GROWTH AND HEALTH FOR A
RESERVES THE RIGHT TO MAKE ANY EMERGENCY REPAIRS REQUIRED TO CORRECT ANY INADEQUACIES OF COVERAGE ARE OMITTED FROM THE PLANT LIST, IT SHALL BE UNDERSTOOD 5ETTLE(§ENT HAS OCCURRED E PERIOCD OF NINETY (80) DAYS AFTER COMPLETION OF THE SFECIFIED
REQUIRED FOR PROTECTION OF THE SITE, THE WORK, OR DISCLOSED (SEE ITEM i1-2). THAT THESE PLANT MATERIALS SHALL BE NORMAL $TOCK FOR ! ' MAINTENANCE PERIOD AND/OR FINAL ACCEPTANCE BY THE OWNER.
ADJACENT IMPROVEMENTS: COSTS OF SUCH REPAIRS TO E. THE CONTRACTOR SHALL INFORM THE OWNER'S REPRESENTATIVE OF TYPE LISTED. 2 TREES SHALL BE GUARANTEED TO LIVE AND | A5
BE BACKCHARGED TO THE CONTRACTOR. ANY DEVIATION FROM THE PLAN REQUIRED BY WIND, PLANTING, H. PLANT MATERIAL SHALL BE SYMMETRICAL, TYPICAL FOR VARIETY SIEEE L BE GU D To L GROMW IN ACCEFTABLE
IX. GROUND COVER AREAS UPRIGHT POSITION FOR SIX (&) MONTHS AFTER SPECIFIED
8OIL OR BITE CONDITIONS THAT BEAR ON PRESENT COVERAGE. AND SPECIES, AND SHALL CONFORM TO MEASUREMENTS
12 UNIT: THE LANDSCAPE CONTRACTOR WHO PROVIDES THE CWNER 5. SPRINKLER HEAD INSTALLATION SPECIFIED IN THE PLANT LIST. MAINTENANCE PERIOD AND/OR FINAL ACCEPTANCE BY THE OWNER.
AND LANDSCAFE ARCHITECT WITH THE ACCEPTABLE LOW BID T NLESS SECIFICALLY DETANED OR DIMENSIONED ON THE . PLANT MATERIAL LARGER THAN THOSE SPECIFIED MAY BE . REFER TO PARAGRAPHS Y1 Vil VIl FOR SOIL. PREPARATION, OWNER MUST PROVIDE ADEQUATE MAINTENANCE TO INSURE THE
SHALL PROVIDE THE LANDSCAPE ARCHITECT WITH UNIT COSTS DRAWINGS OTHERWISE: SUPPLIED IF COMPLYING IN ALL OTHER RESPECTS, AND AT NO FINISH GRADING AND WEED CONTROL. EXTENDED GUARANTEE ON TREES.
r;c?: Elgalemlovz:r&m:‘m, saJAR;s FOOTACALU%#.QOIg}lg AND A, SLRUBPERT OR GROUND COVER SPRAT HEADS ADJACENT TO CURBS ADDITIONAL COST TO THE OWNER, UPON APPROVAL OF THE 2 AREAS SHALL BE RAKED: AND FLOATED $MOOTH TO PROVIDE A TRUE 3. PLANTS WHICH DIE OR LOSE MORE THAT 30% OF THEIR ORIGINAL
INFORM , REQUESTED. ALL OR WALKS SHALL BE INSTALLED 6 ANAY FROM THE CURE OR LANDSCAPE ARCHITECT. AND UNIFORM BURFACE. LEAVES SHALL BE REPLACED.
SHALL BE DIRECTLY APPLICABLE TO THE BID FIGURES. HALK AND THE NOZZLE SHALL BE 6" ABOVE FINISHED GRADE J. ALL PLANT MATERIALS MUST HAVE BEEN PREVIOUSLY INSPECTED
B. SHRUBBERY SPRAT HEADS ADJACENT TO BUILDINGS, FENCES OR AT THE NURSERY BY THE COUNTY HORTICULTURAL DEPARTMENT, 3. 80l PREPARATION: A% FPER THESE SPECIFICATIONS. 4. THE CONTRACTOR, WITHIN FIFTEEN (15) DATS OF WRITTEN
. , , a
IRRIGATION SPECIFICATIONS SIMILAR STRUCTURES SHALL BE INSTALLED &' AWAY FROM THE AND SHALL BE SUBJECT TO ACCEPTANCE A8 TO QUALITY BY THE 4. PLANTING PITS: FOR GROUND COVERS SHALL BE 4* X 4%, OR ?ﬁ A',;f,fgg‘g E,;_rJ:‘TEMCA'TE" ERTA%A;&,GH' m Fgfm‘”fﬁw}iﬁﬂo
STRUCTURE AND THE NOZZLE $HALL BE PER DETAIL ABOVE LANDSCAPE ARCHITECT. ADEQUATE TO ACCEPT MATERIAL FROM FLATS WITHOUT CRUSHING OR MEET THE REQUIREMENTS OF THIS GUARANTEE. REPLACEMENT SHALL
EINISHED GRADE. K. SUBSTITUTIONS WILL BE PERMITTED ONLY A$ INDICATED, OR IF DEFORMING THE ROOTBALL. :
I. SCOPE OF WORK BE MADE WITH PLANT MATERIALS AS INDICATED OR SPECIFIED FOR
T CONTRACTOR SHALL PROVIDE ALL LABOR, TOOLS, MACHINERT C. ALL SPRINKLER HEADS A% PER DETAILS TO HAVE SWING JOINTS. PROOF I8 SUBMITTED THAT ANY PLANT SFECIFIED 1S NOT THE FIRBT PLANTING, AND ALL SUCH REPL ACEMENT MATERIALS
: . , AVAILABLE A PROPOSAL WILL BE CONSIDERED FOR THE USE OF 5. PLANT AT BPACINGS: AND IN AREAS INDICATED ON THE DRAWINGS. .
MATERIALS, AN PROCESSES NECESSARY TO INSTALL A COMPLETE 6. SPRINKLER HEAD ADJUSTMENTS: SHALL BE GUARANTEED AS SPECIFIED FOR THE ORIGINAL.
THE NEAREST EQUIVALENT SIZE OR VARIETY WITH SOIL SHALL BE FIRMLY PRESSED AROUND EACH PLANT, AND THE
IRRIGATION SYSTEM AS SHOWN ON THE PLANS AND OR SPECIFIED A. THE IRRIGATION CONTRACTOR SHALL FLUSH AND ADJUST ALL
HEREIN. SPRINKLER HEADS FOR OPTIMUM PERFORMANCE AND TO PREVENT AN EQUITABLE ADJUSTMENT OF THE CONTRACT PRICE. EXCESS SOIL REMOVED FROM THE CROWN. VIl MAINTENANCE
OVERSPRAY ONTO WALKS AND BUILDINGS A% MUCH AS POSSIBLE. L. QUANTITIES GIVEN IN THE PLANT LIST ON THE DRAWINGS ARE 6. WATERING: EACH SECTION OF GROUND COVER SHALL BE IMMEDIATELY ‘
Il. GENERAL REQUIREMENTS THIS SHALL INCLUDE SELECTING THE BEST DEGREE OF ARC TO FOR THE CONVENIENCE OF THE CONTRACTORS ONLY. WATERED UPON COMPLETION OF PLANTING. I. AFTER ALL WORK INDICATED ON THE DRAWINGS OR HEREIN SPECIFIED
| WATER SUPPLY. THE CONTRACTOR SHALL VERIFY AND BE FIT EXISTING SITE CONDITIONS. QUANTITIES SHOWN ON THE PLAN ARE THE FINAL AUTHORITY HAS BEEN COMPLETED, INSPECTED, AND APPROVED BY THE OWNER OR
FAMILIAR WITH TH WA Y 7O TH AND SHALL BE FURNISHED AND INSTALLED AS SHOWN. HIS REPRESENTATIVE, THE CONTRACTOR SHALL MAINTAIN ALL
R E SOURCE OF WATER SUPPLY TO THE 7. CLOSING IN UNINSPECTED WORK: X. S0D LANN MATERIALS
SPRINKLER SYSTEM AS INDICATED ON THE DRANINGS. A. CONTRACTOR SHALL NOT ALLOW OR CAUSE ANY OF HIS WORK TO BE PLANTED AREAS BY TENS OF CONTINIOUS WATERING, WEEDING.,
OVERED o ENCLOSED BT T o BEEN MNerEaTED ToaTE 4. LAWN MATERIALS-SEEDED LAWN: I 80D: SHALL BE % GRADE, MACHINE CUT AT A UNIFORM THICKNESS ROLLING, MOWING, RESEEDING, EDGING AND/OR ANY OTHER
2. IRRIGATION DESIGN REVIEW: IT 19 THE CONTRACTOR'S R R o T B e OFD' ERD A. SEED SHALL BE CLEAN, FRESH, NEW CROP SEED AND SHALL BE OF OF 5/8" EXCLUDING TOP GROWTH AND THATCH, WEED FREE AND SHALL OPERATIONS NECESSARY FOR THEIR CARE AND UFKEEP FOR A PERIOD
RESPCONSIBILITY TO REVIEW IRRIGATION DRAWINGS AND NOTE AND LDPPROANY il ”ORBE Eﬁ PR'Es OhN MIXTURE A% NOTED IN THE GENERAL NOTES ON THE PLANTING BE NO LE2S THAT EIGHT (8) MONTHS NOR MORE THAT SIXTEEN (16) OF NOT LESS THAN ONE (1) YEAR. AT THE END OF THE
&Nﬁafu f:ﬁege P:ﬁ):&rl'clpsevfgm ﬁpmmoml L IF;Erst fmééfse ARE sucsHouH EPECTION ANDOKTE N eﬁ.l&fz. E{uz C%R vgcgfoﬁp ABET HFOREl 3 PLAN. MONTHS OLD. MAINTENANCE PERIOD, ALL PLANT MATERIALS SHALL BE IN A
BID. oc ,
SUBMITTED, CONTRACTOR IS RESPONSIBLE FOR FULL COVERAGE ObN EXPENSE AND AFTER IT HAS BEEN INSPECTED, TESTED AND % ODEALER'S GUARANTEED STATEMENT OF COMPOSITION AND 2. MOTALLATION: SHALL TAKE PLACE FROM WITHIN 24 HOURS AFTER HEALTHT, SRovNG conbiTion
OF THE SPRINKLER 8YSTEM AND TO PROVIDE ANY ADDITIONAL APPROVYED, $HALL MAKE ALL REPAIRS WITH LIKE MATERIALS FPERCENTAGE OF PURITY WHICH SHALL BE FURNISHED TO THE HARVESTING. 2. ALL PLANTED AREAS SHALL RECEIVE A FERTILIZER APPLICATION OF 8
EQUIPMENT AS NECESSARY AT THE CONTRACTOR'S EXPENSE. NECESSARY TO RESTORE ALL HIB WORK AND THAT OF OTHER LANDSCAPE ARCHITECT POUNDS PER 1200 SQUARE FEET GRO-POWER AND 14-1-3 GRAN. 58
CONTRACTORS TO IT$ ORIGINAL CONDITION. : DAYS FOLLOWING BEGINNING OF MAINTENANCE WATER IN
3 DIAGRAMMATIC DESIGN: ALL PIPE VALVES, ETC., SHOWN b BACKELLING o oTAKES Xl. SOD LAWN PLANTING (IF APPLICABLE) THOROUGHLY AFTER APPLICATION.
WITHIN PAVED AREAS ARE FOR DESIGN CLARIFICATION ONLY . BACKF ; . - STAKES: RAGH ; FOR PRE
AND SHALL BE INSTALLED IN PLANTING AREAS WHERE A. BACKFILL SHALL NOT BE PLACED UNTIL THE INSTALLED A. ALL STARES SHALL BE TREATED LODGEFOLE FPINE 3° DIAMETER. NN GRADIG aND HEED CONTROL T J0I PREPARATION,
POSSIBLE. SPRINKLER STSTEM HAS BEEN INSPECTED AND APPROVED BY THE B. LENGTH AS NOTED ON PLAN. : xvill. FINAL INSPECTION
OWNER'S REPRESENTATIVE. 2. 80D AREA PRIOR TO PLANTING: SHALL BE ROLLED LIGHTLY AND
4. MATERIAL INSTALLATION: ALL MATERIALS SHALL BE INSTALLED B. TRENCHES SHALL BE BACKFILLED WITH A MINIMUM OF 4* OF WATERED TO A DEPTH OF &' THE DAY PRIOR TO PLANTING. IF ANY O e T R R L B A A ED Lan
IN ACCORDANCE WITH THE METHODS, TECHNIGUES AND FINE, GRANUL AR MATERIALS TO PROTECT THE PIPE FROM THE Iv. OBSTRUCTION BELOW GROUND AR POCKETS ARE FOUND THE AREA SHOULD BE REGRADED AS AND AT COMPLETION IN THE CASE OF SOD LAWN. REQUEST FOR
SPECIFICATIONS SET FORTH BY EACH RESPECTIVE CLODS OR ROCKS OF THE REMAINING EXCAVATED DIRT TO BE NECESSARY. LIGHTLY WATER THE AREA TO BE PLANTED JUST PRIOR INSPECTION MUST BE MADE AT LEAST THREE (3) DATS PRIOR TO THE
MANUFACTURER. ALL PERTINENT DESCRIPTIVE LITERATURE USED A8 BACKFILL. THE CONTRACTOR SHALL NOT PLACE l. CONTRACTOR I& RESPONSIBLE: FOR VERIFYING THE LOCATION OF ALL TO PLANTING. ANTICIPATED DATE. FOR THIS INBPECTION THE SITE MUST BE
ISSUED BY THESE MANUFACTURERS BECOME PART OF THESE DETRIMENTAL SUBSOIL IN THE TOP &" OF BACKFILL. UTILITY LINES AND OTHER UNDERGROUND OBSTRUCTIONS SO THAT SOD SHAL AIC IN A STAGGE A TIGHT INTS AND T OUGHLY C EANE UP AND ALL DE AND M ]
SPECIFICATIONS AFTER HAVING APPROVED BY THE OWNER'S C. IF SETTLEMENT OCCURS AND ADJUSTMENTS IN PIFES, VALVES, FPROPER PRECAUTION TIAY BE TAKEN NOT TO DISTURD OR DAMAGE SUCH % SNTHE GAIE DIRECTION EACH TIME. ON AL SLOFES 60D SHALL BE REMOVED, | o BRIS AND Bxcree ATERIAL
AUTHORIZED REPRESENTATIVE. 8UCH INSTALLATION PRACTICE® SPRINKLER HEADS OR 80D I8 NECESBARY TO BRING THE SYSTEM IMPROVEMENTS. N THE EVENT OF A CONFLICT BETWEEN SUCH LINES INSTALLED FROM THE BOTTOM UP AND THE NEWLY LAID SOD SHOULD :
SHALL BE FOLLOWED ONLY IF THE DIRECTION® OF THE TO PROPER WORKING ORDER, THE CONTRACTOR SHALL, A% A AND PLANT LOCATIONS, THE CONTRACTOR SHALL PROMPTLY NOTIFY BE PROTECTED BT WALKING ON BOARDS A% INSTALLER MOVES UPWARD 2. IF WORK FAILS TO PASS FINAL INSPECTION, ANT SUBSEQUENT
SPRINKLER DRAWINGS AND SPECIFICATIONS DO NOT THOROUGHLY PART OF THE WORK UNDER THIS CONTRACT MAKE ALL THE THE LANDSCAPE ARCHITECT, WHO SHALL ARRANGE FOR THE ON BLOPES PIN THE 80D DOWN WITH WOODEN PEGS, NO METAL ‘ INSPECTIONS MUST BE RESCHEDULED AS PER ABOVE, AND WILL BE
AND COMPLETELY ORDER THE METHOD® OR TECHNIQUES TO BE NECESSARY ADJUSTMENTS WITHOUT EXTRA COST TO THE OWNER. RELOCATION OF ONE OR THE OTHER. FAILING TO FOLLOW THIS STAPLES WILL BE ALLOWED. NO 80D OF LESS THAT 18° IN LENGTH CHARGED TO CONTRACTOR.
FOLLOWED. INSTALL ALL EQUIPMENT AND MATERIALS A8 SHOWN PROCEDURE, THE CONTRACTOR SHALL AT HIS OWN EXPENSE MAKE ANY e :
NCDETALS. 5. AUTOMATIC CONTROLLER: AND ALL REPAIRS FOR DAMAGES RESULTING FROM HIS WORK. L BE ALLOWED. XIX. CERTIEICATION
A. 120-YOLT ELECTRICAL POWER OUTLET TO CONTROLLER SHALL BE 4. UPON INSTALLATION: CF A SIZEABLE FORTION OF $OD IT SHOULD BE .
5. osssH AT_"‘“‘CL NT'ONf’/D'sCREPANC'Eﬁ: THE IRRIGATION CONTRACTOR PROVIDED BY OTHERS. IRRIGATION CONTRACTOR 8HALL BE 2. REMOVE ROCK OR OTHER UNDERGROUND OBSTRUCTIONS: (EXCEPT IMMEDIATELY WATERED. ON HOT DAYS THIS 16 APPROXIMATELY 30 PRIOR TO THE JOB ACCEPTANCE, WRITTEN CERTIFICATION SHALL BE
OT WILLRILLY INSTALL THE SPRINKLER STYSTEM A9 RESPONSIBLE FOR MAKING HOOKUP FROM GUTLET TO UTILITY LINES OR PORTIONS OF PROJECT INSTALLATION) TO DEPTHS MINUTES AFTER LAYING SUBMITTED TO THE OWNER AND LANDSCAPE ARCHITECT FOR THE
INDICATED ON DRAWINGS WHEN IT 15 OBVIOUS IN THE FIELD CONTROLLER NECESSARY TO PERMIT PROPER INSTALLATION OF PLANTING, UNLESS FOLLOWING ITEMS:
THAT THERE ARE UNKNOWN OBSTRUCTIONS GRADE DIFFERENCES B. ALL WIRE FROM CONTROLLER TO ELECTRIC CONTROL VALVES SHALL OTHER LOCATIONS FOR INTERFERING ELEMENTS ARE ORDERED. 5. AFTER INSTALLATION: [T MUST BE KEFPT THOROUGHLY WATERED TO A
AND/OR DISCREPANCIES IN THE AREA DIMENSIONS UNTIL SUCH BE UF. %4-600 VOLT DIRECT BURIAL. USE BLACK FOR DEPTH OF 6'.  NO FOOT TRAFFIC SHOULD BE ALLOWED FOR 2 TO 2 | QUANTITY OF COMMERCIAL FERTILIZER AND ORGANIC
CONDITIONS ARE BROUGHT TO THE ATTENTION OF THE PILOT, WHITE FOR COMMON. INSTALL IN COMMON TRENCH WITH WEEKS FROM THE DATE OF INSTALLATION. FERTILIZER
LANDSCAPE ARCHITECT. ‘ , .
MAIN LINE PIPE WHERE POSSIBLE. PROVIDE MINIMUM 18 2. QUANTITY OF ALL SPECIFIED SOIL AMENDMENTS.
COVER. V. S0IL PREPARATION Xil. HYDRO-MULCHING 3. QUANTITY COF SEED.
lil. WORK. INCLUDED C. WIRE CONNECTIONS SHALL BE MADE WITH "8COTCH-LOK" WIRE . SOIL AREAS THAT ARE COMPACTED: DURING SITE PREPARATION . WEED CONTROL: WATER AND FERTILIZE ALL AREAS TWO WEEKS WITH 4 QUANTITY OF COMMERCIAL FERTILIZER USED DURING CONTRACT
THE WORK SHALL INCLUDE ALL MATERIAL, LABOR AND EQUIPMENT CONNECTOR SEALING PACKS 3576 OR APPROVED EQUAL. SHOULD BE RIPPED TO A MINIMUM OF 2* PRIOR TO BEGINNING SOIL SPRINCLER SYSTEM TO GERMINATE WEED 6. APPLY CONTACT MAINTENANCE PERICD.
TE WEED SEEDS. APPL
NECESSARY TO COMPLETE THE IRRIGATION SYSTEM A% HEREIN SPECIFIED. D. THERE SHALL BE A CONTROL WIRE FROM EACH CONTROL VALYE PREPARATION ON 3:| SLOFES OR LESS. HERBICIDE TO WEEDS.
PRINCIPAL ITEMS OF WORK. INCLUDE: RUNNING TO THE CONTROLLER, AND EACH CONTROL VALVE 8HALL
1. BACKFLOW PREVENTICN UNIT8® AND CONNECTIONS TO DOMESTIC BE CONNECTED TO THE COMMON GROUND. (ALL YALVES IN 2. SO0IL PREPARATION MATERIALS: SHOULD BE BROADCAST UNIFORMLY 2. WATER: ALL AREAS AGAIN FOR THWO WEEKS TO GERMINATE MORE
MAIN LINES. MANIFOLD SHALL BE MANIFOLDED AT THE CONTROLLER.) OVER ALL LANDSCAPE AREAS AND WORKED TO A DEPTH OF &' BY A WEEDS. APPLY CONTACT HERBICIDE TO KILL WEEDS AND THEN
2. PvC MAIN LINES FROM POINTS OF CONNECTION TO VAL VES E. ALL ELECTRICAL WORK SHALL COMPLY WITH APPLICABLE CODES. ROTOTILLER OR OTHER ACCEPTABLE MECHANICAL MEANS TO OBTAN A SCARIFY 8LOPE TO REMOVE BULK OF WEEDS AND EXPOSE $OIL TO
DESIGNATED. UNIFORM BLEND ON 3:1 8LOPES OR LESS. FOR THE SOIL AMENDMENT ATTAIN PROPER HYDROSEED MULCH ADHESION.
3. TRENCHING AND BACKFILLING FOR SPRINKLER STSTEM. Mix REFER TO THE PLANTING NOTES ON THE PLANTING PLAN.
4. AUTOMATIC CONTROLLERS, YALVES, 110V WIRING, POWER SOURCE vil. GUARANTEE 3. FERTILIZER: THE FERTILIZER SHALL BE IN FELLET OR GRANULAR
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