GENERAL NOTES

IRRIGATION SYSTEM DESIGN CRITERIA FOR CAPITAL PROJECTS: PUBLIC_LANDSCAPING: : ' ' ' N I '
WATER SERVICE: CONTRACTOR SHALL CONTACT THE CITY OF RIVERSIDE, PUBLIC UTILITIES, WATER DEPARTMENT OR WESTERN MUNICIPAL WATER DISTRICT AND OBTAIN AND 1. ALL RELATED WORK SHALL CONFORM TO THE CITY OF RIVERSIDE PUBLIC WORKS DEPARTMENT | ' :
: PAY FOR NEW WATER METER(S) AS NECESSARY TO ADEQUATELY SERVE THE IRRIGATION SYSTEM AS DESIGNED. METER AND BACKFLOW DEVICES.SHALL BE STANDARDS AND SPECIFICATIONS FOR PLANTING AND IRRIGATION WORK (SECTIONS 02441 AND 02483). : - ) .
LOCATED IN THE PARKWAY (WITHIN PUBLIC RIGHT—OF—WAY) A MINIMUM OF 100’ FROM ANY INTERSECTION OR MAJOR DRIVEWAY (CURB RETURN TYPE 2. A "PUBLIC LANDSCAPE" PERMIT, AS ISSUED BY THE PUBLIC WORKS DEPARTMENT IS REQUIRED. ' . ,

DRIVEWAY OPENING). CONTRACTOR SHALL BE RESPONSIBLE FOR ALL WATER COSTS THROUGHOUT THE MAINTENANCE AND PLANT ESTABLISHMENT PERIOD IF CONTACT PUBLIC WORKS LANDSCAPE AT (951) 351-6313 TO SCHEDULE A PRE—CONSTRUCTION
APPLICABLE. MEETING AND TO OBTAIN THE PERMIT.
ELECTRIC SERVICE: CONTRACTOR SHALL CONTACT THE CITY OF RIVERSIDE, PUBLIC UTILITIES, ELECTRICAL DIVISION TO OBTAIN AND PAY FOR A NEW 'NON-METERED’ 3. WHEN CALLING FOR INSPECTIONS CONTACT THE PUBLIC WORKS LANDSCAPE INSPECTOR A MINIMUM OF

ELECTRICAL SERVICE AS NECESSARY TO SERVE EACH NEW IRRIGATION CONTROLLER(S). SERVICE SHALL BE UNDERGROUND TYPE. COORDINATE LOCATION 48 HOURS IN ADVANCE TO SCHEDULE AN INSPECTION. A WRITTEN APPROVAL WILL BE PROVIDED ON _
AND OBTAIN APPROVAL FROM THE CITY'S INSPECTOR. _ THE PUBLIC LANDSCAPE PERMIT CARD FOR EACH STAGE OF INSPECTION. A VERBAL APPROVAL WILL _ , ,
IRRIGATION_CONTROLLER: THE IRRIGATION CONTROLLER(S) (ONE REQUIRED AT EACH POINT OF CONNECTION, LE. P.0.C.), EACH SHALL BE SIZED TO ACCOMMODATE THE NUMBER OF BT p eCEF A T ECTIONS ARE REQUIRED FER THE STANDARD SPECIFICATIONS, AND INCLUDE, |
VALVES REQUIRED TO SERVE THE ENTIRE PROJECT AND TO PROVIDE A MINIMUM OF TWO SPARE STATIONS. THE CONTROLLER AND ENCLOSURE SHALL BE 31 AFTER COMPLETION OF FINAL GRADING AND WHEN ALL UTILITY SERVICES HAVE BEEN MARKED. BUT -
THE TYPE AND MANUFACTURER AS INDICATED ON THE PLANS AND/OR IRRIGATION LEGEND. CONTROLLER SHALL BE WEATHERPROOF, PER CITY SPECS, " PRIOR TO INTIATING ANY LANDSCAPE WORK WITHIN THE PUBLIC RIGHT—OF -WAY: ' : |
INSTALLED WITHIN A LOCKING STAINLESS STEEL METAL ENCLOSURE TO SUPPORT CONTROLLER MANUFACTURER REQUIREMENTS, AS WELL AS CITY 32. AT TIME OF INSTALLATION OF IRRIGATION SLEEVES AND CONSTANT PRESSURE MAINLINES, BUT

REQUIREMENTS, AND SHALL BE LOCATED A MINIMUM OF 100" FROM ANY INTERSECTION OR MAJOR DRIVEWAY (CURB RETURN DRIVEWAY OPENING). A PRIOR TO BACKFILL OF TRENCHES FOR SAME (NOTE: MAINLINES MUST BE PRESSURE TESTED IN

g%@&viiE PAD THE SAME WIDTH AND THICKNESS, AS THE CONTROLLER PAD SHALL BE INSTALLED BETWEEN THE CONTROLLER AND THE BACK OF THE PRESENCE OF THE PUBLIC WORKS LANDSCAPE INSPECTOR):

3.3 AT TIME OF INSTALLATION OF IRRIGATION VALVES, LATERALS AND HEADS;

ENRNJGW: . SLEEVES SHALL BE INSTALLED IN STRAIGHT LINES (NO TURNS OR BENDS, EITHER VERTICAL OR HORIZONTAL). o ,
' ALL LINES BENEATH STREET AREAS (l.E. N_(_(ﬂ WITHIN THE LANDSCAPE PLANTING AREAS) SHALL BE CONSTANT PRESSURE LINES INSTALLED [N SLEEVES :35;‘ \I;-V?'ITLEST)(I)(IS&% %EAQ%L PT}.-?SE EASNS RIIDOL}/?\NTF?I\IGD/I(é(éll[\IOGCA?l}ﬁgT!{\II?GEEZITS,
WITH TRACER TAPE (TYPE OF SLEEVE INDICATED ON TAPE) INSTALLED SIX INCHES ABOVE EACH SLEEVE. 36, AFTER PLANTING AND ALL OTHER INDICATED WORK HAS BEEN. COMPLETED, FOR START OF
oo MAIN LINE SLEEVES UNDER STREET AREAS SHALL BE CLASS 315 PVC OR SCH. 40 MANTENANCE;
o CONTROLLER WIRES INSTALLED WITHIN STREETS SHALL BE SLEEVED IN GRAY PVC SCH. 40 CONDUIT, WITH 12" MINIMUM SEPARATION FROM THE 37. AT SUBSTANTAL COMPLETION OF THE PROJECT FOR CITY'S ACCEFTANCE TO START THE
MAINMQ:SEINEA]YEAQEE L?IEJ-EEV /END CONTROL WIRES INSTALLED BENEATH HARDSCAPE WITHIN THE LANDSCAPE AREA EXTENDING FOR FIVE FEET OR MORE MAINTENANCE. PERIOD; |
" : _ 3.8. AT THE END OF THE MAINTENANCE PERIOD, THE CONTRACTOR/DEVELOPER SHALL CALL THE PUBLIC
MUST BE SLEEVED. THE SLEEVE SHALL EXTEND TWELVE. INCHES BEYOND EDGE OF HARDSCAPE. NORKS, LANDSUAPE oL A TE NOuBLR, Lo FOR A FINAL ACCEPTANCE 4649 Brockton Avenue
. CONTROLLER WiRES o B> en BE SLEEVED N o 0 e INSPECTION IN ORDER TO BE RELEASED FROM MAINTENANCE. CONTRACTOR'S BOND WILL NOT BE |
CONTROL WIRE: ALL CONTROL WIRE LOCATED UNDER PAVEMENT OF ANY TYPE SHALL BE SEPARATELY SLEEVED FROM MAIN LINE AND LATERALS. PROVIDE A MINIMUM OF ';Eégﬁf)EDHNUANLT'ILN ;‘PF[_EE% OTr\ll-iEAN%TYTaElSIDSlSJé\If\IngW?)EK\ASIRETEIEERIF\JSS\JFTIC?ST’?AEEUTMFIVN\L T}&*jﬁg?&ﬁg& HAS LANDSCAPE QUANTITIES:
TWO SPARE CONTROL WIRES AT EACH TERMINATING END OF THE MAINLINE, STUBBED OUT IN A VALVE BOX WITH THE LID MARKED "SW". STATION PASSED AL I COUNTRY CLUB DRIVE
Xﬁnggb %EEWSIS%L BE 14 GAUGE, COMMON WIRE 12 GAUGE AND SPARE WIRES 14 GAUGE. SPARE WIRE SHALL BE A DIFFERENT COLOR FROM STATION 4. THE DEVELOPER SHALL BE RESPONSIBLE TO ACCEPTABLY MANTAN ALL PLANTINGS FOR A MINIVUM : %&t gk%%i‘céxggv/gé\RADRsE%ApE AREA = 2,123 gg. g
MAINLINE: SIZE AL WANLINES AS NECESSARY TO KEEP WATER VELOGTY BELOW 5 FEET PER SECOND: PRESSURE SUPPLY LINES 2 INCHES IN DAVETER AND UP _ PERIOD AS SPECIFIED IN THE BID DOCUMENTS. ' e TOTAL DECORATIVE PAVEMENT - 1.002 SQ. FT.
TO 8 INCHES IN DIAMETER SHALL BE EITHER CLASS 315 SOLVENT WELD PVC OR GASKET TYPE PVC. SOLVENT WELD AND R . e TOTAL AREA MAINTAINED BY CITY = 5,484 SQ. FT.
USED TOGETHER ON THE SAME PRESSURE SUPPLY LINE. PRESSURE SUPPLY LINES 14" IN DIAMETER AND SMALLER SHALL BE SCH. 40 PVC. PROVIDE A * NOTE: :ESI’EETg\JRTESREZTLO:A\/PEU%(E} Eﬁ?n%leTongFs%A%% TT};EEPSE%S#E%RIE\?\JDLAL,\IODCSACT?SSS Riverside. CA 92506
LINE SIZE GATE VALVE WITHIN A VALVE BOX IMMEDIATELY UPSTREAM OF LINE ENTERING A SLEEVE PASSING UNDER THE STREET AREA. THRUST BLOCKS o e Ao ¥ 70 REVISE HE TREE QUANTITES AND LOCATIO ;
SHALL BE INSTALLED PER PIPE MANUFACTURER REQUIREMENTS OR AS DIRECTED BY CITY INSPECTOR. STA LATIon oot LA
LATERAL LINES: SIZE ALL LATERAL LINES AS NECESSARY TO KEEP WATER VELOCITY BELOW 5 FEET PER SECOND. DESIGN LATERAL LINE PLACEMENTS AT EDGES OF - TYPICAL ROADWAY/MEDIAN SECTION
PLANTING SPACES TO AVOID CONFLICT WITH PLANTINGS, THE PIPE SHALL BE SCH. 40 PVC. ALL MAIN LINE AND LATERAL LINES RUNNING PARALLEL TO
THE LINES SHALL HAVE A MINIMUM HORIZONTAL SEPARATION OF 12 INCHES.
CONTROL VALVES: ALL IRRIGATION CONTROL VALVES SHALL BE BRASS, PRESSURE REGULATION (MASTER VALVE NON—PRESSURE REGULATING), SIZED TO PROVIDE THE WATER
VOLUME REQUIRED WITH PRESSURE LOSS THROUGH THE VALVE KEPT AT BELOW A MAXIMUM OF 10% OF THE AVAILABLE STATIC PRESSURE. INSTALL
VALVES IN "INLINE" CONFIGURATION. ALL STATIONS SHALL BE SIZED TO AVOID 100 GPM DEMAND OR 50 HEADS PER STATION, WHICHEVER IS GREATER.
VALVE_BOXES: ALL VALVE BOXES SHALL BE CONCRETE BODY, WITH CAST IRON, HINGED, LOCKING LIDS. LIDS SHALL BE MARKED BY MANUFACTURER OF LIDS (WELDED Phone: (95|) 369-0700
INTO TOP OF LID) WITH NUMBERS FOR STATION IDENTIFICATION, "GV" FOR GATE VALVE, "QC” FOR QUICK, COUPLER, "MV" FOR MASTER VALVE, "FM" FOR . |
FLOW METER, "SW” FOR SPARE WIRE, "SB” FOR ‘WIRE SPLICE BOX AND "FI" FOR FERTILIZER INJECTOR.
QUICK_COUPLERS: PROVIDE QUICK COUPLER VALVES AT A MINIMUM OF 50' FROM THE END OF THE LANDSCAPED AREA IN EACH ISLAND/PARKWAYS AND SPACED AT A
MAXIMUM OF 100° O.C. IN SHRUB AND TURF AREAS.
BUBBLERS: ALL BUBBLERS SHALL BE OF THE TYPE AND MANUFACTURER INDICATED ON THE PLANS AND SHALL BE INSTALLED WITH TRIPLE SWING JOINTS IN A 3"
- PVC PERFORATED DRAIN PIPE, WITH A 3" PVC CAP FILLED WITH CRUSHED 1" ROCK AS DETAILED. TWO BUBBLERS SHALL BE INSTALLED AT EACH TREE,
WITH 48" MINIMUM SPACING BETWEEN EACH BUBBLER. TREES SHALL BE PLANTED 50° MINIMUM FROM EACH NOSE, THEN SPACED 45 MINIMUM BETWEEN
FACH TREE. , , ,
MISCELLANEOUS: THE RAIN BUCKET AND THE ET GAUGE SHALL BE INSTALLED PER MANUFACTURER REQUIREMENTS. 6 6 L 5 Fax: (951) 369-4039
CURB_MARKING: STENCIL VALVE BOX MARKINGS TO CURB TOP ALONG RIGHT—OF—WAY WITH A COMMERCIAL QUALITY ALKYD MARKING PAINT (EQUAL TO SHERWIN—WILLIAMS MEDIAN PLANTER SIDEWALK
* SETFAST PREMIUM ALKYD ZONE MARKING PAINT, A303 YELLOW, A305 BLACK — (800) 524-5979. PAINT BLACK 3" MARKINGS ATOP A YELLOW : ‘
BACKGROUND, WHICH EXTENDS A MINIMUM 1" BEYOND STENCILED MARKINGS. T _ R
RECORD PRINTS: INITIALLY SHALL BE MARKED UP BLUE LINE PRINTS, ALL DIMENSIONS NOTED ON A COMPACT DISC (CD) WITH ALL GLOBAL POSITIONING SYSTEM (GPS) 34'_46' 3446
COORDINATES FOR EACH REQUIRED ITEM, AND ALL INFORMATION IS TO BE TRANSFERRED TO EITHER SEPIA MYLAR OR PHOTO MYLAR PRINTS PRIOR TO R.O.W. ROADWAY ROADWAY R.O.W.
TURN—OVER TO THE CITY AT FINAL ACCEPTANCE OF THE PROJECT. SCALE: 1'210'0"
SITE PLAN www.comworksdg.com

LANDSCAPE ARCHITECTURE
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FUTURE. CONNECTION —
70 RECLAMED=><""
WAl _PLY
_/""'/

LOCATION PER CIVIL
ENGINEER'S PLANS—""

TMIT : .
| -PRESSURE ATIONS| | :
STATION:- FLOW:\10 ‘
""WATER METER 0.1 WATER TYPE RECYCLED
" MASTER VALVE 2.90 PSI STATIC PRESSURE 96 PS|
2! BACKFLOW PREVENTER

11.00' PSI PEAK DEMAND
200" OF| 2" MAIN 0.20 PSI 10 GPM

1 \GATE VALVE 00 PSI : SOURCE AT CRWD TONI

1" RCV VALVE .90 PSI ' DATE INFO OBTAINED 3/23/09
0SS THRU LATERAL LINES .85 PSI
ELEVATION GAIN / LOSS .59 PS|
MISC. LOSS THRU FITTINGS (10%) .00 PsI
TOTAL SYSTEM LOSSES .36 PSI

PRESSURE REQUIRED AT HEAD
AVAILABLE. STATIC PRESSURE

, - ol , ~ ‘ ‘ | | |_RECUATED SIRTIC PRESSURE
FOR FUTURE USE~ | | | | / | | @Wsmum SSURE
.
\ v | - /\ . | e

SYMBOL MANUFACTURER/MODEL # SIZE DETAIL NOTES
[M] IRRIGATION WATER METER 2" N/A -
CALSENSE ET—20006— 12—LR—RRe—LR—DOME—RRantenna—TP1—TP110 CONTROLLER o B
LOCATED IN A MYERS MEUG 22X—ENC—RIVSS VANDAL RESISTANT ENCLOSURE 12 STA. |[A&B, LI-2
FEBCO 825YA REDUCED PRESSURE BACKFLOW PREVENTER LOCATED IN A STRONG —
BOX SBBC—45SS—RIv—LOW PROFILE VANDAL RESISTENT ENCLOSURE. ENCLOSURE AND| 2" c, Li-3 -
| BFP TO BE POWDERCOATED GREEN |
¢ INSTALL WILKINS 500HLR PRESSURE REGULATOR. SET AT 55 PS. ‘ 2" ‘N, Li-4 (1,2)
) IRRIGATION 100—2 NORMALLY OPEN MASTER VALVE 2*  joeD, u-2  (1,2)
Q CALSENSE FM—1B FLOW SENSOR | 17 [C&E, u-2)  (1,2)
>< NIBCO T—113—K BRONZE GATE VALVE 2 ‘e, LI-2 (1,2)
Y RAINBIRD 44NP QUICK COUPLING VALVE | 17| H, U2 (1,2) ‘ . _
¢ TORO DZK—TVP—1—MF DRIP CONTROL ZONE ASSEMBLY | 1" A, L3 (1,2) PIPE SIZING CHART SCH 40 PVC SLEEVING CHART
- — 3/4" PIPE 1 1/4" SLEEVE  1-4 WIRES 1/2" PIPE STATION #/
. ) TORO P—22—S+EFF—KIT—60HZ REMOTE CONTROL VALVE 1 B, Li-3 (1,2) .}. 1" PIPE | | 172" SLEEVE  5-10 WIRES 3/4" PIPE CONTROLLER
® TORO YD—500-34 AIR/VACUUM RELIEF VALVE (LOCATE AT -HIGHEST POINT) /4" | B u-4 | (1,2 P e g 2" SLEEVE 11-20 WIRES 1" PIPE _
- ' ‘ : : t 1 1/5,, E:EE 2 1/2” SLEEVE = 21-30 WIRES 1 1/4” PIPE
R . ' \ 3" SLEEVE 31-40 WRES 1 1/2" PIPE
TORO FCH—H FLUSH VALVE 3/4 C’, Li—4 1,2 T )
v | - / (1.2) £ 2.1/ S e 4” SLEEVE 41-60 WIRES 2" PIPE
CLS 315 NON—POTABLE PURPLE PVC IRRIGATION MAINLINE (DIAGRAMMATIC ) . i \ 6" SLEEVE ~ 61-99 WIRES 2 1/2"—3" PIPE
== == == = | LOCATION) —24" MIN. COVER 2 D, L-3 (1.2) = 4 PIPE .
SCHEDUL% 20 NON—POTABLE PURPLE PVC NON—PRESSURE LATERAL il 6" PIPE 8 SLEEVE 100+ WIRES 4" PIPE
| UINE — 12" MIN. COVER | PLAN SIZE | 'D’, LI-3 (1,2) cii2 8" PIPE 10" SLEEVE N/A 6" PIPE
/7 7
205005%9.57, TORO RGP—218—E DRIPLINE AT 18" O.C. 5/8" [D'-'G, L-4 (2
———===== | SCH 40 PVC IRRIGATION PIPE / WIRE SLEEVE — 24" MIN. COVER SEE CHART | 'E’, LI-3 -
NOT SHOWN | UF RATED CONTROL WIRE, 12 GA COMMON, 14 GA PILOT 12/14 GA | 'F, L=3 -
®' SPARE WIRES PULLED N AT (1)
] SOLVENT WELD LINE SIZE PVC CAP WITH 1.5 CU. FT. CONCRETE THRUST BLOCK N/A N/A (1,2)
(1) PIPING AND VALVES ARE SHOWN IN HARDSCAPE FOR CLARITY ONLY. IRRIGATION PLANS ARE DIAGRAMATIC. | | . NORTH
(2) ALL IRRIGATION EQUIPMENT AND PIPING TO BE EQUIPPED WITH NON—POTABLE WATER COMPONENTS.. | |
. | . | PWO7-0110
Underground Service Alert 4649 Brockton Avenue BENCHMARK :G63F C]'T )/" OF R]’VERS]DE STREET IMPROVEMENT PLAN ACCOUNT NUMBER
. . CITY OF RIVERSIDE BENCHMARK No. G3—F2 . /
Call: TOLL FREE Riverside, CA 92501 BRASS DISK IN A MONUMENT VELL AT THE PUBLIC WORKS DEPARTMENT JURUFPA AVENUE
‘ (951) 369-0700 | CTio LINGTON AVENUE A : APPROVED BY DATE [ BY _[APPRO , —
AN BUREN BOULEVARD ' - A EXTENSION
1-800 Fax: (951) 3694039 PRNCPAL ENGNeeR (756 £ Z4 STA. 64+72.88 TO /:7)67-7@ 1385 7
227-2600 i www.comworksdg.com MARK REVISIONS APPR.| DATE CITY ENGINEER . . . 2
heCIch hoab ' ¥ : 2"4’0&‘4’54 . f/ﬁ( IRRIGATION PLAN sHEeT 2_ofF _/_
. . . oNST. A -
TWO WORKING DAYS BEFORE YOU DIG ELEVATION: 73352 [omowd sr: KCK omwm ev: KCK owecken ev: TIM 15 omz DATE o HORIZ. SCALE: 1”=20’ | JoB NUMBER: 080310




NOTE:

INSTALLATION SHALL BE
CERTIFIED BY THE
CONTROLLER
MANUFACTURER: IN

WRITING
12" MAX.
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MYERS POWER PRODUCTS CAT. #MEUG22X-ENC— ~RV SSS. ENCLOSURE TO SUPPORT ALL MATERIALS REQUIRED

BY ALL CITY AGENCIES OR APPROVED EQUAL

DRIVE ROD PRIOR TO ENCLOSURE INSTALLATION

EXTEND LOW VOLTAGE SWEEP 12" MIN. FROM EDGE OF FOOTIN
LACED W/ ZIP-LOCKS. MAKE CONNECTION TO TP—1 BOARD

©m No or W

10. LR-DOME—RR ANTENNA

CALSENSE CONTROLLER AS SPECIFIED ON THE LEGEND AND/OR SPECIFICATIONS MOUNTED SECURELY TO THE ENCLOSURE
SQUARE-D 15 AMP SINGLE BREAKER BOX, WITH DUPLEX OUTLET. MAKE 120v. POWER AND GROUND CONNECTION

AT BREAKER BOX THEN TO TP-110 SURGE PROTECTION DEVICE.

3-#8 CU THW WIRES IN MIN 2" SCH 40 PVC CONDUIT FROM CONTROLLER TO POWER SOURCE. BOND SERVICE TO BREAKER BOX
#8 CU COPPER GROUND WIRE AND MIN. (1) 5/8"X8' LONG DRIVEN COPPER GROUNDING ROD WITHIN ENCLOSURE.

6" MIN. THICK CONCRETE PAD, EXTEND EDGE MIN. 8" FROM ENCLOSURE. NO PLANTING WITHIN 15° FROM FOOTING ON ALL SIDES

G. 3' EXPANSION LOOP ON ALL WIRES NEATLY

SCH 40 GREY PVC CONDUIT FOR RAIN BUCKET, ET GAUGE AND FLOW-SENSOR WIRES — CONTINUOUS RUN
PROVIDE INSULATING ELECTRICAL BUSHING AT CONTROLLER END OF CONDUITS

11. TP-1 BOARD - DISTANCE BETWEEN CONTROLLER AND TP-1 BOARD SHALL NOT EXCEED 12"

USE TEFLON TAPE ON
ALL MALE PIPE THREADS.

y L)
RN N s it st Ty
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=11 ll—-—_:
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1. 10" ROUND PURPLE NON—POTABLE PLASTIC
VALVE BOX WITH LOCKING LID AND SS BOLT
HEAT BRAND "FS” ON LID IN

2" HIGH CHARACTERS

FINISH GRADE

3/4” CRUSHED ROCK — 4" DEEP

FLOW SENSOR PER LEGEND

COMMON BRICK — 4 REQUIRED

PVC MAINLINE FROM POC — PER LEGEND

Nookrw N

MIN. UPSTREAM LENGTH OFI |M|N. DOWNSTREAM LENGTH OF
e —
STRAIGHT PIPE = 10x PIPE DIA.| lSTRAIGHT PIPE = 5x PIPE DIA.

8. PVC MAINLINE TO SYSTEM —PER LEGEND
9. VALVE BOX EXTENSIONS AS REQUIRED
10. WATERPROOF WIRE CONNECTORS WITH
36" EXPANSION LOOP
11. CABLE TO TRANSMITTER/CONTROLLER
PER MANUFACTURER
12. 17 PVC WIRE CONDUIT TO CONTROLLER
13. CHRISTY'S RECLAIMED WATER TAG OR EQUAL

* 1/2" IN TURF AREAS, 2" IN SHRUB AREAS

DETAIL NO.

DETAIL NO.

201 6 | LUNDERGROUND SOURCE | | METERED SERVICE | | "CONTROLLER 2007

(REQUIRED FOR NOTES: ET—2000
OVERHEAD SCE 'l PRIVATE/HOA MAINT. ‘ j 1. ALL WIRE TO BE INSTALLED AS PER LOCAL CODES CONTROLLER

AREAS NIC FOR THIS
PROJECT)

10" — 0{{1 MINIMUM

. TAPE AND BUNDLE WIRES AT 20° INTERVALS TO MAINLINE
. PROVIDE EXPANSION COILS AT EACH WIRE CONNECTION IN
VALVE BOX
. COMPACT SOIL AROUND VALVE BOX TO SAME DENSITY AS % CALSENSE
ADJACENT UNDISTURBEDSOIL RED
gggggoblﬁ? . PROVIDE 4 EA. CLAY BRICK UNDER VALVE BOX (TYP.)
S|
PER STD. DET. . BLUE ————m YELLOW
#2017 WHITE

W/ STRIPE

PIPE SIZING CHART

LENGTH LENGTH

10" 5
12.57 6.25"
15" 7.5"
20" 10"
30" 15

UPSTREAM DOWNSTREAM

. COORDINATE W/UTILIMES—ELECTRIC (951-826-5393) FOR RISER LOCATION ON POLE.

. 3—#8 CU THW WIRES. CONTRACTOR TO PROVIDE SUFFICIENT WIRE LENGTH BEYOND END OF CONDUIT TO REACH OVERHEAD SECONDARY

Minimum

Minimum

Upstream Distance
10 x Flow Meter Size

LINES FOR OVERHEAD SERVICE AND TO PROVIDE 2 FEET OF WIRE BEYOND CONDUIT END AT UGS BOX & 4 FEET OF WIRE AT METER AND MASTER VALVE PER IRRIGATION LEGEND

CONTROLLER. IDENTIFY NEUTRAL.
. PROVIDE INSULATING BUSHING, TERMINATE CONDUIT PER UTILITIES SPEC. UGS—-311.

FLOW SENSOR PER IRRIGAITON LEGEND

. P.U. ELECTRIC WILL MAKE SERVICE CONNECTIONS IN UGS BOX FOR NON—METERED SERVICE, AND WILL MAKE CONNECTIONS AT UGS BOX. . WATERPROOF CONNECTORS PER SPECIFICATIONS

. ELECTRIC SERVICE BOX, SIZE PER PUBLIC UTILITIES STANDARDS.

SCH. 80 MALE ADAPTER (TYP.)

. MINIMUM 2* SERVICE CONDUIT PER CITY STDS.; DB BELOW GRADE, HDG ABOVE GRADE, HDG WRAPPED SWEEPS © SCH. 80 PVC 45" ELL MAINLINE FITTINGS
FLOW METER WIRING MUST BE IN CONDUIT FROM METER TO IRRIGATION CONTROLLER

. LINE SIZE HDG CONDUIT WITH 3~§8 CU THW WIRES, PER UTILITIES STANDARDS. ID NEUTRAL.
. LOAD SECTION.
. SERVICE SECTION.

. MINIMUM 3 PIPE STRAPS.

WIRING PER MFG'S SPECS
1 CU. FT PEA GRAVEL IN VALVE BOX

. METER PEDESTAL PER E.U.S.E.R.C. DRAWING f308. SUBMIT CATALOG CUTS TO P.U.—ELECTRIC FOR APPROVAL PRIOR TO INSTALLATION. 0 '"CHRISTY’S’ I.D. OR APPROVED EQUAL

. LINE SIZE WRAPPED HDG SWEEP ELL, MIN. 9" RAD. (TYP.)
EXISTING SEWICE CONDUIT

[A] Controller E] Electrical Service

-- NOT USED --

DETAIL NO.

NOTE:
USE TEFLON TAPE ON
ALL MALE PIPE THREADS.

T 1" TYP.

‘Downstream Distance
5 x Flow Meter Size

RECTANGULAR PLASTIC VALVE BOX W/ LOCKING LID. BRAND VALVE BOX LID (TYP.)

Master Valve and Flow Meter _
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VALVE BOX PER SPECS
SCH. 40 PVC SLEEVE WHERE UNDER PAVEMENT
MULCH AS SPECIFIED
WHERE PIPE GRADE MUST CHANGE IN LESS THAN 10’
HORIZONTAL DISTANCE, USE 45° ELL FITTINGS
ISOLATION VALVE PER SPECS -
SCH 40 PVC MALE ADAPTER
MAINLINE PIPING PER IRRIGATION PLAN
WHERE PIPE GRADE MUST CHANGE IN LESS THAN 10’
HORIZONTAL DISTANCE, USE 45 DEGREE ELL FITTINGS
10. PVC UNION
* 1/2” IN TURF AREAS AND 2" IN SHRUB AREAS

NOTE:
USE TEFLON TAPE ON
ALL MALE PIPE THREADS. D

T I"HI——HI—HI_’JI ' "I‘ === _F
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12 1. ELECTRIC CONTROL VALVE PER LEGEND
2. RECTANGULAR PURPLE NON-POTABLE VALVE BOX WITH BOLT-DOWN LID AND SS BOLT
3. HEAT BRAND "MV” ON LID IN 2" HIGH CHARACTERS
4. FINISH GRADE
5. PVC SCH 40 MALE ADAPTER
6. WATERPROOF WIRE CONNECTION W/36” EXPANSION LOOP
7. #14 UF WIRES TO CONTROLLER MASTER VALVE OUTPUT
8. 3/4" CRUSHED ROCK — 6" DEEP
9. COMMON BRICK — 4 REQUIRED
10. PVC MAINLINE PER LEGEND — LENGTH AS REQUIRED
11. PVC SCH 40 ELL — SxS
}% mzmtmg E:E::G FROM POINT OF CONNECTION
. G TO CONTROL VALVES n n
14. PVC UNION — SIZE AS REQUIRED * 1/2" IN TURF AREAS, 2" IN SHRUB AREAS
15. CHRISTY'S RECLAIMED WATER TAG OR EQUAL

D | Master Valve

DETAIL NO.

ISOLATION VALVE MUST BE NIBCO

T-113—K GATE VALVE
WHERE PIPE DEPTH MUST

CHANGE, USE 45 DEGREE ELBOWS

A MINIMUM OF 2 C.F. OF %"

GRAVEL ROCK SHALL BE PLACED

UNDER VALVE IN BOX

INSTALL VALVE BOX SO THAT THE

BOX DOES NOT REST ON ANY
LATERAL OR MAIN LINES
PROVIDE MINIMUM 3’ CLEAR
DISTANCE BETWEEN VALVE AND
WIRE BOXES

NOTE: USE TEFLON
TAPE ON ALL MALE
PIPE THREADS.

10" ROUND CONCRETE VALVE BOX WITH ' — 04"

NON—HINGED METAL LID IN TURF AREAS 3; ﬁﬁRiEgﬁ'?CK L%%KLONG

ONLY. TOP. OF QVC TO BE 2" ABOVE 10. 1/4” GALVANIZED MESH

GRADE IN SHRUB AREAS ) 11. CONCRETE BRICK (TYP. OF 4)

STENCIL "QCV” ON LID IN 2" HIGH 12. 3/4 CRUSHED ROCK. (3 C.F. MIN)

CHARACTERS * 1” IN TURF AREAS, 3” IN SHRUB AREAS

FINISH GRADE NOTES:

S G0 UNBOoY SWRE Jon uooeL 1 COSACTOS SHAL EXSURE Tt e
-G EEN THE QUICK LOCK AND

#1-A1—-1-11—14 OR EQUAL THE SWING JOINT ARE ALINGED

PVC MAINLINE PER LEGEND
WALK, CURB, OR WALL. ETC. BALE%WESL(EEASSAB%H%AF«QVE A MINIMUM 3’ SPACE

-.—I Isolation Valve - Quick Coupling Valve

Underground Service Alert

Call: TOLL FREE

1-800
227-2600

TWO WORKING DAYS BEFORE YOU DIG

4649 Brockton Avenue
Riverside, CA 92501

(951) 369—0700

Fax: (951) 369—4039
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NOTES:
TEE OFF MAINLINE TO BE.
SAME SIZE AS LATERAL

DETAIL NO.

LINE EXITING VALVE.
ONLY REDUCE PIPE SIZE
AT VALVE. SIZE VALVE .

BOX FOR ALL EQUIPMENT
TO FIT WITH EASY ACCESS |
TO BALL VALVE AND \
FILTER FOR CLEANING. l

\
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ELECTRIC CONTROL VALVE PER LEGEND 9. PVC LATERAL LINE PER LEGEND
12"X18” CONCRETE VALVE BOX WITH NON— 10. PVC SCH 40 ELL — SxS

HINGED LOCKING METAL LID—STENCIL STATION 11. PVC MAINLINE PER LEGEND — TYP
NUMBER ON LID IN 2" HIGH CHARACTERS 12. SCH 40 PVC MAINLINE FITTING
FINISH GRADE ' . 3/4” CRUSHED ROCK — 6" DEEP
PVC SCH 40 MALE ADAPTER . 'CHRISTYS’ I.D. TAG OR EQUAL
WATERPROOF WIRE CONNECTOR WITH 36" . BALL VALVE PER LEGEND

COILED EXPANSION LOOP . Y=FILTER PER LEGEND

WIRES FROM CONTROLLER . PRESSURE REGULATOR PER LEGEND
COMMON WIRE TO OTHER VALVES ON . SCH 80 PVC NIPPLE - TYP

SAME CONTROLLER . SCH 40 PVC FEMALE ADAPTER

. COMMON BRICK — 4 REQUIRED 1/2” IN TURF, 2" IN SHRUB AREAS 7.

Drip Control Valve Assembl B

RIRRELHIRS
&
S\ 15
NN
RIS
BRI

SRR LLLEERK

==
Qﬁ@m
@

.
T

I

#— 24" MIN. OR PER SPECS —#

==

bl ) f—1 1 I

HARDSCAPE (TYPICAL)

CLEAN BAGKFILL — 90% COMPACTION REQUIRED — SEE SPECS

SAND (TYPICAL)

PURPLE NON—PRESSURE LATERAL LINE / SLEEVE (SIZE PER CHART)
CONTROL WIRE SLEEVE ADJACENT TO MAINLINE SLEEVE (SIZE PER CHART)
PURPLE PRESSURE SUPPLY LINE / SLEEVE (SIZE PER CHART)

NOTES:
SIZE ALL SLEEVES PER SLEEVING CHART ON PLANS. EXTEND SLEEVES 12" BEYOND
EDGE OF HARDSCAPE ON BOTH ENDS. RECLAIMED WATER SLEEVES TO BE A MINIMUM

42"—48" DEEP. 8.

.

12" MIN.
A 18" MAX. /]

ELECTRIC CONTROL VALVE PER LEGEND .
12"x18" CONCRETE VALVE BOX WITH CAST IRON 10. PVC SCH 40 ELL — SxS

) 11. PVC MAINLINE PER LEGEND
HINGED LOCKING LID STENCIL STATION # ON 12, SCH 40 PVC MAINLINE FITTING

13. 'CHRISTY'S’ I.D. TAG OR EQUAL
14. SCH 80 PVC UNION -

15. HARDSCAPE

16. 1/4" GALVANIZED MESH

LID IN 2" HIGH CHARACTERS

FINISH GRADE

. PVC SCH 40 MALE ADAPTOR-SIZE AS
REQUIRED (TYP. OF 2)
WATERPROOF WIRE CONNECTOR WITH 36”

COILED EXPANSION LOOP

WIRES FROM CONTROLLER
COMMON WIRE TO OTHER VALVES ON SAME

CONTROLLER

SLIP SPEARS DS—100 DRI-SPLICE BASE SOCKET OVER END OF WIRES

DETAIL NO.

BACKFLOW DEVICE AS
APPROVED BY PUBLIC
UTILITIES—DEVICE MUST BE
CONSISTENT WITH METER SIZE,
NEVER REDUCED

LOCKABLE STEEL ENCLOSURE.
STRONG BOX MODEL :
SBBC-30-CR

LINE SIZE WYE STRAINER

BRONZE ELBOWS AND RISERS
PER CITY STDS.

4" THICK CONCRETE PAD PE
CITY STDS. :

FINISH GRADE
PVC MAINLINE WITH MALE
ADAPTER

Qo %

—

7

NOTES:
TEE OFF MAINLINE TO BE SAME SIZE AS LATERAL LINE
EXITING VALVE. ONLY REDUCE PIPE SIZE AT VALVE.

* 17 IN TURF, 3" IN PLANTER

T TTNTTT T TR

8. COMMON BRICK — 4 REQUIRED
8. PVC LATERAL LINE PER LEGEND

INSTALL BACKFLOW PREVENTER DEVICE SQUARE WITH HARDSCAPE ELEMENTS AS APPROVED BY
THE PUBLIC WORKS INSPECTOR IN THE FIELD.

COORDINATE WITH PUBLIC UTILITIES—WATER FOR LOCATION OF BACKFLOW AND WATER SERVICE.
WHEREVER POSSIBLE, LOCATE SERVICE AND BACKFLOW IN THE PARKWAY AT MID—BLOCK A
MINIMUM OF 100" FROM THE BACK OF CURB RETURN AT THE NEAREST INTERSECTION PER CITY
STANDARDS.

THE BACKFLOW ENCLOSURE MUST BE LOCKING STAINLESS STEEL POWDER COATED GREEN PER -
CITY SPECIFICATIONS. SBBC—30—CR OR APPLICABLE SIZE.

BACKFLOW DEVICE SHALL BE FEBCO 825 YA INSTALLED USING 250 PSI RATED BRASS/BRONZE
PIPE FITTINGS BETWEEN P.0.C. AND DEVICE INCLUDING THE 90" ELBOWS AT THE P.0.C. TO THE
MAINLINE. CONTACT PUBLIC UTILITIES—-WATER BACKFLOW PROGRAM ADMINISTRATOR (951)
351-6320 FOR INSPECTION BEFORE BACK FILLING.
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STANDARD RECTANGULAR VALVE BOX WITH BOLT DOWN COVER.

STRIP WIRES APPROX. 5/8" FROM ENDS — TWIST TOGETHER

APPLY SPEARS DS—300 DRI-SPLICE SEALER TO OUTSIDE OF SEALING PLUG

AND FILL CAVITY WITH SEALER ~
PUT CRIMP END OVER WIRE ENDS — CRIMP SLEEVE AND CUT OFF EXCESS WIRE
PULL DS—-100 BASE SOCKET OVER END OF WIRES AS FAR AS POSSIBLE

PUSH DS—100 SEALING PLUG INTO BASE SOCKET

PUSH WIRES TO END OF BASE SOCKET TO INSURE COMPLETE SEALING OF CONNECTION
COMPLETED WATERPROOF WIRE CONNECTION

(INDEPENDENT FROM ALL OTHER BOXES) USE STAINLESS BOLT, NUT AND
WASHER. BOX TO BE PLACED AT RIGHT ANGLE TO HARDSCAPE EDGE.
HEAT BRAND 'SW' ONTO LID IN 2" CHARACTERS '
3’ COIL OF SPARE WIRES (PER PLAN) AND ONE COMMON WIRE CONTINUOUS FROM
CONTROLLER. SEE EQUIPMENT LEGEND FOR SIZE AND COLOR.
FINISH GRADE IN SHRUB AREAS — 3" BELOW TOP OF BOX
PRESSURE SUPPLY LINE PER PLAN
3/4” PEA GRAVEL. FILL TO TOP OF VALVE BOX HOLES
LANDSCAPE FABRIC
SPEARS DS—100 DRI-SPLICE CONNECTION WITH CRIMP SLEEV AND DS—300 SEALANT
FINISH GRADE IN TURF AREAS — 1” BELOW TOP OF BOX
. CAP PRESSURE SUPPLY LINE DIRECTLY BELOW CENTER OF
SPARE WIRE VALVE BOX (WHERE OCCURS)

SPoNoOr wih

DETAIL NO.

N [I=]]

=

I-IMU

18" MAX.

1]

N
,mwm’l MIN

18" MINZ
24" _MAX

mH

—I1]

111

I

L

N SIEIEE
CLEAN BACKFILL — 90% COMPACTION REQUIRED — SEE SPECS
NON—PRESSURE LATERAL LINE PER LEGEND

PRESSURE SUPPLY LINE PER LEGEND

CONTROL WIRES — INSTALL BELOW PRESSURE SUPPLY LINE
SIDEWALK, CURB OR PAVING WHERE OCCURS '

NOTES:
. BUNDLE AND TAPE WIRES AT 12" 0.C. PIGTAIL AND LOOP CONTROL WIRES AT ALL 90 DEGREE
CHANGES IN DIRECTION. SPLICING OF WIRE RUNS IS NOT ALLOWED UNLESS APPROVED BY THE CITY.
INSTALL 1°x1°x1’ THRUST AT ALL CHANGES IN DIRECTION OF PRESSURE MAINLINE AND AT ALL
TERMINAL POINTS OF MAINLINE.

MAIN LINE PIPE AND LATERAL LINE PIPE SHALL NOT BE PLACED WITHIN THE SAME TRENCH
EgggRogYI;ng;RINKLERS SHALL HAVE A MINIMUM 4" CLEARANCE BETWEEN THE HARDSCAPE AND

il

|| |=
—||

™

TREE TRUNK

TREE ROOTBALL

2" LODGE POLE PINE STAKES PER PLANTING PLAN

PLANT BACKFILL PER PLANTING PLAN

RWS BUBBLER ASSEMBLY WITH RWS—GRATE—P

FINISH GRADE '

UNDISTURBED NATIVE SOIL

1/2" NON—POTABLE PURPLE CLASS 315 PVC LATERAL LINE
. SCH 40 PVC TEE AROUND PLANTING PIT
0. PEA GRAVEL IN BASE OF DRAIN PIPE

*  INSTALL ASSEMBLY WITH CAP WITH TO GRADE

PWO7—0110

Underground Service Alert

Call: TOLL FREE

1-800
227-2600

TWO WORKING DAYS BEFORE YOU DIG
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PLANTING LEGEND:

SIZE / SPACING

TREES BOTANIC NAME COMMON NAME DETAIL QUANTITY
CERCIS CANADENSIS 'FOREST PANSY’ EASTERN REDBUD 24’ BOX 'N-"C, LP-2 12
GEIJERA PARVIFLORA AUSTRALIAN WILLOW 24’ BOX 'N="C, LP-2 10
SHRUBS / VINES
@ NANDINA DOMESTICA 'GULF STREAM’ DWARF HEAVENLY BAMBOO 5 GALLON D', LP-2 28
@ ROSA 'NOARE’ ROSE 5 GALLON 'D’, LP-2 54
@ STRELITZIA REGINAE BIRD OF PARADISE 5 GALLON ‘D', LP-2 28
GROUNDCOVERS
I |
% HEMEROCALLIS HYBRID ’BRIGHT N TIGHT ORANGE® DAY LILY 1 GAL. @ 24” O.C. 'D'&'E’, LP—2 479
/// Z NANDINA DOMESTICA 'GULF STREAM’ DWARF HEAVENLY BAMBOO 1 GAL. @ 24" 0.C. 'D'&'E’, LP—2 399
PHORMIUM TENAX 'JACK SPRATT’ NEW ZEALAND FLAX 1 GAL. @ 24" 0.C. 'D'&'E’, LP—2 464
ALL SHRUB AND GROUNDCOVER AREAS TO RECEIVE A 2” MINIMUM ‘DEPTH LAYER SHREDDED FOREST BARK MULCH
NORTH
| ~ PWO7—-0110
Underground Service Alert BENCHMAREK : CITY OF R]VERS]DE STREET IMPROVEMENT PLAN ACCOUNT NUMBER

Call: TOLL FREE

4649 Brockton Avenue
Riverside, CA 92501
(951) 369-0700

CiTY OF RIVERSIDE BENCHMARK No. G3—F2
BRASS DISK IN A MONUMENT WELL AT THE
INTERSECTION OF ARLINGTON AVENUE AND

VAN BUREN BOULEVARD

PUBLIC WORKS DEPARTMENT

JURUPA AVENUE
EXTENSION PHASE 1

APPROVED BY DATE | BY | APPRO
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GENERAL_PLANTING NOTES

CONTACT THE STREET TREE INSPECTOR AT 352—-6162 48 HOURS PREVAILING WIND
PRIOR TO INSTALLING ANY PLANT MATERIAL —~

TREES PLANTED IN TURF AREAS SHALL BE MAINTAINED WITH A MIN. ' 6 :

12" RADIUS AROUND TREE. FREE FROM TURF THROUGHOUT THE ' : : : B 6 6
MAINTENANCE PERIOD ‘ ‘

WATERING BASINS MAY BE REMOVED AFTER THE MAINTENANCE PERIOD

FOR STAKING INFORMATION AS APPLICABLE, REFER TO STANDARD STAKING DETAIL
FOR GUYING INFORMATION AS APPLICABLE, REFER TO STANDARD GUYING DETAIL
FOR SPECIFICATION INFORMATION, REFER TO CITY OF RIVERSIDE PARK & RECREATION ; q',
DEPARTMENT STANDARD- SPECIFICATIONS SECTION 02480/02401

//////IIIIIIII 7 E

v N7 D v
PROVIDE FERTILIZER TABLETS AS FOLLOWS: D =lli=l= |||—||| | E il H
1 GALLON PLANT 2 TABLETS : === ) l || lll

5 GALLON PLANT 3 TABLETS - ll=ll=ll= | ] = jt (12)
15_GALLON PLANT 5 TABLETS . =E=EE | | EEES
CINCH TIE OR TIRE STRIP TIE ‘ 4_4;&71|||—|||—|[| - |||——|H—|| |

2” LODGEPOLE PINE STAKE —lﬁu—lmml_ ”mU_'ﬁ” y

I :

I
T

ul
Im

aé

24" BOX PLANT 8 TABLETS

CONTAINER PLANT

SET ROOTBALL FROM 2"
MAX. TO 1/2" MIN.
HIGHER THAN ADJACENT
GRADE

WATERING BASIN

2x
ROOTBALL |

il

{[]

PLASTIC TRUNK GUARD SUCH AS 'ARBOR— A H HI—IIH—“
GARD’ AS MFG'D BY DEEP ROOT CORP. @ ® I

2%

' A
SEE STANDARD DETAIL 1004 FOR ' ' : ROOTBALL
PLANTING INFORMATION A DIAMETER

TREE PER PLANTING PLAN
3"¢ X 24" LONG PERF. PIPE. SET FLUSH ROOTBALL
TO GRADE AND FILL W/ 1" CRUSHED ROCK.

TREES & SMALLER
10’ MIN. FOR 36" BOX
TREES & LARGER

FINISH GRADE

8 MIN FOR 24" BOX

STAKE PER 'TREE PLANTING’ DETAIL

EARTH WATERING BASIN PER ‘TREE PLANTING' DETAIL

FINISH GRADE - .

DEEP ROOT BARRIER AT EDGE OF HARDSCAPE — 18" DEEP ON WALK SIDE,

24" DEEP ON CURB SIDE, 10° LONG -CENTERED ON TRUNK . SHRUB PER PLANTING PLAN

TREE PLANTING PIT _ . WOOD MULCH-— DEPTH PER PLANTING PLAN
STREET CURB PER STREET IMPROVEMENT PLANS . PLANT TABLETS PER PLANTING SPECS / NOTES
COMPACTED BACKFILL MIX PER PLANTING SPECS / NOTES . FINISH .GRADE

PLANT TABLETS PER PLANTING SPECS / NOTES ‘ . EARTH WATERING BASIN
WOOD MULCH — DEPTH PER PLANTING PLAN ‘ GROUNDCOVERI\)J ASIN (RAKE SMOOTH PRIOR TO PLANTING

CONCRETE PAVING PER PLAN ROOTBALL: SET CROWN SLIGHTLY ABOVE FINISH GRADE

: - COMPACT BACKFILL MIX PER PLANTING SPECS / NOTES
1. ROOTBARRIER TO EXTEND 5’ TO EITHER SIDE OF TREE TRUNK ‘ . NATIVE SOIL

2. ROOTBARRIER SHALL NOT ENCIRCLE THE TREE ROOTBALL

||| H}:HI“‘“ L 3 L UNDISTURBED SOIL
lUNDlSTURBED SOIL

NOTE: STAKES SHALL NOT PIERCE
ROOTBALL & SHALL EXTEND
INTO UNDISTURBED SOIL

NoOVEN oL~

Z s
@]
_.'
[l
(2]

FERTILIZER PROGRAM:

THREE (3) FERTILIZER APPLI,CATIONS ARE TO BE APPLIED TO ALL PLANTING AREAS AT THIRTY
(30) DAY INTERVALS USING THE FOLLOWING FORMULA:

5 LBS. 16—-16—-16 COMMERCIAL FERTILIZER PER 1000 SQ. FT.
® AFTER ALL SITE GRADING HAS BEEN COMPLETED, THE CONTRACTOR SHALL OBTAIN, AT HIS
EXPENSE, AN AGRONOMIC SOILS TEST. THE TEST SHALL BE PERFORMED BY AN APPROVED
SOIL LAB AND SHALL INCLUDE ALL OF THE ABOVE INFORMATION. THE RECOMMENDATIONS OF
THIS REPORT SHALL TAKE PRECEDENT OVER THE ABOVE QUANTITIES ONLY WHEN THEY

SPACING EXCEED THE SPECIFIED MINIMUMS.

“PER PLAN
TYP.

SOIL _PREPARATION / BACKFILL NOTE:

TO ALL NEW PLANTING AREAS (SHRUB AND GROUND COVER) ROTOTILL THE FOLLOWING
AMENDMENTS:

'NITROMULCH' SOIL AMENDMENT — 3 CU. YDS. PER 1000 SQ. FT.
16—16—16 COMMERCIAL FERTILIZER — 12 LBS. PER 1000 SQ. FT.

BACKFILL MIX FOR TREES, SHRUBS, AND VINES SHALL BE AS FOLLOWS:

* ) .o 6 PARTS BY VOLUME ON-SITE SOIL |
. L . DIST. FROM HARDSCAPE: 4 PARTS BY VOLUME ORGANIC AMENDMENT AS ABOVE
o . . . EQUAL TO 1/2 THE O.C. 1 LB. 16—16—16 COMMERCIAL FERTILIZER PER CU. YD. OF MIX
B ' - .| SPACING UNLESS OTHERWISE 2 LBS. IRON SULFATE PER CU. YD. OF MIX
HARDSCAPE ' '

—— - | "NOTED ' _
; i . 'NITROMULCH’ SOIL AMENDMENT AVAILABLE FROM 'KELLOG SUPPLY, INC.’ (800) 2322322

[E | Groundcover Spacing __|n1s |F | Soil Prep / Fertilizer — ' —

| | | L ' | - | PW0O7-0110
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