GENERAL NOIJES:

PRIME CONTRACTOR BIDDING THIS PROJECT SHALL HAVE A CLASS "A”
OR CLASS "C—12" LICENSE.

RIVERSIDE

CALIFORNIA

CONSTRUCTION NOIES:

NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN REFER 70
THE RESPECTIVE STANDARD DRAWING AND SHALL BE '

2. CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF
RIVERSIDE DEPARTMENT OF PUBLIC WORKS, STANDARD DRAWINGS AND CONSTRUCTED ACCORDINGLY, UNLESS MODIFICATIONS ARE NOTED
THE "STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION”. ON _THE PLAN OR COVER SHEET. ANY NUMBER SHOWN BELOW
2006 EDITION. CITY OF THE STANDARD DRAWING NUMBER INDICATES THE SPECIFIC
ALTERNATE TO BE CONSTRUCTED.
3. THE CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY MVERSID E W
MEASURES TO LOCATE AND PROTECT ALL UTILITIES WITHIN THE
CONSTRUCTION WORK AREAS. MH'S & WATER VALVES SHALL BE “TIED COLD MILL EXISTING A.C. PAVEMENT TO A MINIMUM UNIFORM
OUT” PRIOR TO PAVEMENT OVERLAY WORK FOR SUBSEQUENT DEPTH OF 2" AS SHOWN ON THE PLAN AND AS DIRECTED BY
ADJUSTMENT WORK. ‘ THE ENGINEER
4. ANY TEMPORARY TRAFFIC CONTROL STRIPING OBLITERATED AND/OR
BADLY WORN DURING CONSTRUCTION SHALL BE RESTORED BY THE PROTECT IN PLACE, DESCRIPTION FER FLAN.
CONTRACTOR WITHIN ONE DAY AFTER NOTIFICATION FROM THE CITY
INSPECTOR. OVERLAY THE ENTIRE PAVEMENT WIDTH WITH VARIABLE THICKNESS
9N PAVEMENT OVERLAY AREAS, ANY DISTRESSED EXISTING PAVEMENT ARHM -GG  (MINIMUM DEPTH=2")
SHALL BE REMOVED AND REPLACED AS DIRECTED BY THE INSPECTOR
AFTER COLD—MILLING AND PRIOR TO OVERLAYING WITH ARHM—GG BON  cONSTRUCT WHEELCHAIR RAMP PER STD 304
PAVING. N7/ :
6 WHERE NEW PAVEMENT IS TO JOIN THE EXISTING PAVEMENT, THE
EDGE OF THE EXISTING PAVEMENT SHALL BE TRIMMED IN A SMOOTH
AND STRAIGHT LINE. CONSTRUCT MATCH—UP PAVING AS DIRECTED IN HO M/A RD A V[ NU[ 7'0 B[ RMUD A A V[ NU[ @ REMOVE AND REPLACE EXISTING CROSS GUTTER AND
THE FIELD TO PRODUCE A SMOOTH SECTION. : SPANDREL PER STANDARD DRAWING 220.
7 /
. STREET IMPROVEMENT WORK THAT WILL CAUSE DAMAGE TO THE — — _
DETECTOR LOOP’S SHALL NOT BE PERFORMED UNTIL TRAFFIC SIGNAL ( A H U D F UN DE D \P /? OJ [ Cr CDB G /?) @ BASED ON_THE AS—BUILT PLANS AND ASPHALT CORING 5
INFORMATION FOR 14th STREET BETWEEN HOWARD AVE AND
MAINTENANCE PERSONNEL HAVE BEEN NOTIFIED AND THE NECESSARY BERMUDA AVE 1T 1AS BEEN ASSUMED THAT. THE EXISTING
TIMING ADJUSTMENTS ARE MADE TO MAINTAIN SIGNAL OPERATION, ;
ASPHALT PAVEMENT STRUCTURAL SECTIONS GENERALLY INCLUDE
8. THE CONTRACTOR IS RESPONSIBLE FOR THE FINAL STRIPING AND THE FOLLOWING: 4" TO 6" AC OVER BALAST/CEMENT TREATED
Z’éﬁi’ﬂ&“ﬁ’éﬁ’% STRIPING AND PAVING WORK SHALL BE BASE(CTB) WITHIN THE MIDDLE LANES, OR 8" TO 9" FULL DEPTH
; , TANDARDS AND SPECIAL PROVISIONS. NN 10 OVER NATIVE SUBGRADE: 4" to 8” AC OVER 37 10 14" AB
' SURVEY STAKING REQUESTS AND GRADE SHEETS ARE REQUIRED FOR = N WITHIN OUTSIDE LANES.
THE FEPLACEMENT OF ALL CURBS ANDYOR GUITER OVER 50" IN S UNIVERSITY |AVE™ THE AREAS OF DETERIORATED PAVEMENT MARKED FOR REMOVAL
LENGTH. SURVEY REQUESTS SHALL BE (‘SUBM/TTED AFTER THE = \\ Q GREY SHADED AREAS BE) AND CORRESPONDING BID QUANTITIES
NN\
EXISTING IMPROVEMENTS HAVE BEEN REMOVED. CONTRACTOR SHALL S MARTIN LUTHER KING EX/ST EXIST ARE APPROXIMATE.  THE ACTUAL AREAS FOR REMOVAL &
gbﬁ?ovvgy 4A /C;g)ﬁggxolgggg YSG R,;/;rtgﬁs gggrzégsg/gﬁr Ri%%&/-?y SrgA SC/}-:;%DOULgE = \\ i /W‘ Y W' RECONSTRUCTION OF DETERIORATED PAVEMENT WILL BE MARKED
- LL Vi \ IN THE FIELD BY THE INSPECTOR AFTER THE 2 —UNIFORM
TRAFFIC CONTROL FOR ALL REQUIRED CONSTRUCTION SURVEY WORK P NS \ VARIES 33’ TO 55 VARIES 33’ TO 55 COLD—MILLING OPERATION 1S COMPLETED. IN SUCH MARKED
BY CITY PERSONEL. NO STAKING WILL BE REQUIRED FOR SIDEWALK, - - - , ”
DWY APPROACHES AND WHEELCHAIR RAMP CONSTRUCTION. of AREAS, WHERE 4 TO & OF AC OVER BALAST/CEMENT TRATED

10. ALL MANHOLE AND UTILITY COVERS LOCATED WITHIN THE COLD—MILL © BASE(CTE) EXISTS, COLD—MILL ADDITIONAL 2™ OF THE EXISTING
AREAS SHALL BE DOUBLE ADJUSTED, ONCE BEFORE THE BEGINING S AC PAVEMENT (TO A TOTAL DEPTH OF 4° OR UNTIL BALAST /1S
OF COLD—MILLING OPERATIONS AND ONCE AGAIN TO THE FINISH Q EXPOSED AS DIRECTED BY THE ENGINEER), REPLACE
GRADE AFTER A.R.H.H-GG OVERLAY IS COMPLETED. g COLD—MILLED AREAS WITH DGAC IN LIFTS NOT TO EXCEED 4" IN

.1 » VARIES VARIES DEPTH LEAVING 2" FOR OVERLAY. IN THE AREAS OF OUTSIDE

© THE INSPECTOR MAY DIRECT COLD—MILLING AND PAVING INTO SIDE = 20" 70 54° ™ 20 70 52’ —= LANES THE EXISTING PAVEMENT AND SUFFICIENT DEPTH OF
gg%%%% Nfg IMPROVE' THE RIDE QUALITY AND OTHER STREET - | EXISTING AGGREGATE BASE/SUBGRADE SHALL BE REMOVED TO
‘ \ YT YL BRING THE FINAL GRADE TO A DEPTH OF 7" BELOW THE EXISTING
%\/ @ 7 2 - 7 4 7 2 - 7 4 ”

'2: WATER VALVES AND FIRE HYDRAUNTS MUST BE LOCATED DURING > KQ\ — - —] SURFACE.  REPLACE THE REMOVED AC AREAS WITH 7~ OF FULL
CONSTRUCTION TO MAKE VALVE BOX AND COVER ADJUSTMENTS AND SR DEPTH DGAC IN LIFTS NOT TO EXCEED 4" IN THICKNESS LEAVING
FIRE HYDRANT BLUE MARKER INSTALLATIONS. THE VALVE BOXES %@ Existing 6"—8" A.C. Existing 6"—8” A.C. A MINIMUM OF 2” FOR OVERLAY AS DIRECTED BY THE ENGINEER.
MUST BE “TIED OUT” AS PART OF THE CONTRACTOR'S WORK. 4 //\o Over &"—14" @ Over 10"—74"

¢ 5 /‘Q‘ef Existing 4"—6" A.C. Aareaate Base or REMOVE AND REPLACE EXISTING CURB & GUTTER PER STD.

13. PAVEMENT PREPARATION SHALL CONSIST OF REMOVAL AND X , g9 Over Balast/CT8 {cu7 59 % g d DRAWING 200 AS SHOWN ON THE PLAN AND AS DIRECTED BY
REPLACEMENT (R&R) OF DETERIORATED PAVEMENT AREAS AS MARKED &\ (C‘,’ E’rfn o t"?ﬂgg o uograde THE ENGINEER. (CONTRACTOR SHALL NOTIFY THE ENGINEER TO
IN THE FIELD AND DIRECTED BY THE INSPECTOR AT THE TIME OF : e

DETERMINE THE PROPER LONGITUDINAL GRADE AND THE NEED
CONSTRUCTION, QUANTITIES SHOWN ARE APPROXIMATE AND BASED c & FOR STAKING OF CURB AND GUTTER THAT EXCEED 50 FEET IN
UPON ALL PREMARKED REMOVAL AND REPLACEMENT SECTIONS AS N &vstc o o Exist.C/C &L
DESCRIBED IN NOTE 2 OF THE CONSTRUCTION NOTES. < ) T fqé’gg; AND CROSS GUTTER PRIOR TO THE REMOVAL OF THESE
R~ | :

14. S st i

THE SEAM BETWEEN PASSED OF T AC CWCRLAY SHALL COINCIDE, ~ REMOVE AND REPLACE EXISTING ACCESS RAMP PER STD. DRAWING
: ' 304 AND AS SHOWN ON THE PLAN

15. COLD MILLING SHALL BE AS DIRECTED BY THE ENGINEER AND AS DESCRIBED =

IN SPECIAL PROVISIONS. 2 REMOVE AND REPLACE EXISTING DAMAGED WATER METER BOX
Z FOURTEENTH STREET

16. THIS PROJECT HAS APPROXIMATELY 6 NEW AND RECONSTRUCTED Q C, -

THIS PROJECT. 4o Ppé (CONTRACTOR TO MAKE ARRANGEMENT WITH PUD—WATER DIVISION
. MOST RAMPS REQUIRE THE REMOVAL AND AN ;

REPLACEMENT OF APPROXIMATELY 100 TO 150 SF OF RAMP AREA, PROJECT LIMITS —@ [YPICAL SECTION 70 PICK UP CITY=FURNISHED METER BOXES AT THE CITY'S

50 TO 100 SF OF SIDEWALK, 30 LF OF CURB AND GUTTER, 30 LF Z CORPORATION YARD AT 8095 LINCOLN AVE)

OF NEW RETAINING CURB. SOME RAMPS MAY REQUIRE HOWARD AVE TO BERMUDA AVE

APPROXIMATELY 200 SF OF ASPHALT CONCRETE PAVEMENT REMOVAL

AND REPLACEMENT FOR CROSS—FALL. THESE QUANTITIES ARE
APPROXIMATE AND MAY CHANGE ACCORDING TO EACH RAMP TYPE
AND SITE CONDITIONS. RAMPS SHALL BE CONSTRUCTED PER CITY

. STANDARDS, ADA REQUIREMENTS AND AS DIRECTED BY THE ENGINEER.

AREAS FOR REMOVAL SHALL BE MARKED BY THE CONTRACTOR AND
ACCEPTED BY THE CITY ENGINEER AT THE TIME OF CONSTRUCTION.

EXISTING TOPOGRAPHY:

LOCATION MAF

CONSTRUCTION LEGEND:

SPECIFIC CONSTRUCTION NOTES:

STREET CENTERLINE

- —  STREET R/W
EP.

DURING THE CONSTRUCTION WORK, ALL SEWER, STORM
DRAIN & UTILITY MANHOLES AND WATER GATE VALVES SHALL
BE DOUBLE ADJUSTED TO FACILITATE THE COLD—-MILLING
AND PAVING OPERATIONS. FOLLOWING THE  CONSTRUCTION
OF ARHM —GG AC FINAL FINISH SURFACE, ALL MANHOLES

/.1.=9

AEO® 0 06 ©

REMOVE AND REPLACE EXISTING SIDEWALK PER STD. DRAWING 325

REMOVE AND REPLACE EXISTING DRIVEWAY APPROACH PER STD.
DRAWING 302 (TYPE CURB-!) AND/OR PER DETAIL ON SHEET 2
OF DRIVEWAY APPROACHES, ('B” DIMENSION SHALL BE A+14,
WHERE POSSIBLE). ALL AC & PCC MATCH UP AT THE DRIVEWAYS
SHALL BE 6" THICK.

REMOVE AND REPLACE EXISTING DAMAGED TRAFFIC SIGNAL BOX

RELOCATE FENCE AND POST FLUSH WITH THE EXISTING BLOCK
& WROUGHT IRON FENCE TO PROVIDE A MINIMUM OF 367
PATHWAY CLEARANCE

TC TOP OF CURB
STA STREET STATION IND CATE VALVE COVERS SHALL BE ADJUSTED ONCE AGAIN g/oggrr/?é/cr P.C.C. BUS STOP PAD PER BUS STOP DETAIL
EP EDGE OF PAVEMENT P| POINT OF INTERSECTION TO THE FINISHED GRADE AS NEEDED.

©  STORM DRAIN M.A. fs FINISHED SURFACE RCP REINFORCED CONCRETE PIPE EXISTING UNDERGROUND UTILITIES: AND SUB—BASE FROM THE EXISTING TRENCH AND REPLACE IT WITH

S  warer caTE vALE FALM TREE cL CENTERLINE N'LY NORTHERLY DGAC WITH LIFTS NOT TO EXCEED 4" IN THICKNESS; COLD—MILL A

©  ELECTRIC MA SANITARY SEWER © — — MIN. 1’ WIDE STRIP OF AC PAVEMENT TO A DEPTH OF 4" AT BOTH

A AC ASPHALTIC CONCRETE S'LY SOUTHERLY y SIDES OF THE EXISTING TRENCH EDGES AND REPLACE IT WITH
®  TELEPHONE M.H. PCC PORTLAND CEMENT CONCRETE WATER LINE e GW DGAC PER STD DRAWING 453. PAVEMENT REPLACEMENT AT TRENCH
Sl - . SHALL BE A MINMUM OF 7" THICK FULL—DEPTH A.C. BEFORE FINAL
WATER METER C&G CURB AND GUTTER CAS LINE G ¢ SHEET INDEX: OVERLAY
MISC. TREE ' ~®
& FIRE HYDRANT RAW  RIGHT OF Ay YNDERCROUND (UGE) ———————~ @ RELOCATE POWER POLE (BY CITY OF RIVERSIDE PUBLIC UTILITIES
B8 IRRIGATION METER SHEET NO.  DESCRIPTION DEPARTMENT ELECTRICAL DIVISION)
CORING LOCATION (TAKEN FROM GEOTECHNICAL REPORT PREPARED BY OVERHEAD 7 TITLE SHEET
I%o BLOW—OFF VALVE O TREE STUMP GEOMAT TESTING LABORATORIES, INC., DATED FEBRAURY 23, 2009. ELECTRIC T TTT T (OHE) ~=—=——-~ 2703 FOURTEENTH ST IMPROVEMENTS @ CONSTRUCT RETAINING CURB (0"-8") TO PROPTECT EXISTING WALLS
b TRAFFIC SIGN FOR ADDITIONAL INFORMATION REFER TO THE REPORT. AND/OR FENCES AS A RESULT OF NEW IMPROVEMENTS OR MATCH UP
TOP OF SLOPE -

-'g POWER POLE ﬁ OF OF SLOPE Underground Scrvice Alert APPROVED BY B | paE CITY OF RIVERS]DE, CALIFORNIA /;\(,lgT N%o.%sgzz%%%%—afwsoz

T U AncHioR coll TOLL FREE ENGINEER IN ENGNEER WAGER f{?gfﬂz PUBLIC WORKS DEPARTMENT | FOURTEENTH STREET
T"-.‘ CONSTRUCTION ADMIN. (

_70<5r/?£ﬂ LIGHT ON MAST ARM DIRECTION. DRANAGE. FLom 800 Y RESPONSIBLE CHARGE . Yo RN AppRo\,M IMPROVEMENTS R___ 4 ]’ 3

675 FLECTRICAL TEST STATION (P/PEL /NE) 227_ 2 6 OO E%fm s‘;g_‘__u/zbu__j Expr_qc'é_?(r)z_zz‘*on STREET SERVICES L, / / 7 3

8 CITY ENGINEER
7T r— EFDGE OF PAVEMENT R.C.E. No. 64224 expires 6/30/11 MARK REV'SIONS APPR. | DATE ;Z;Fli ::TIEDEERP‘ g /d_ (D! z};{bq M / HOWARD AVE TO BERMUDA AVE SHEET OF.
TWO WORKING DAYS BEFORE YOU DIG oarE _Ip- 24 A oesionep By __ AE  prawn ey ___AE cwecked By "M DATE A /{ d, 7 HORIZ. SCALE: 1"=40’ FILE NO.




STA.28+00

SEE ABOVE

CONSTRUCTION NOIES:

NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN REFER 70
THE RESPECTIVE STANDARD DRAWING AND SHALL BE ‘
CONSTRUCTED ACCORDINGLY, UNLESS MODIFICATIONS ARE NOTED
ON THE PLAN OR COVER SHEET. ANY NUMBER SHOWN BELOW
THE STANDARD DRAWING NUMBER INDICATES THE SPECIFIC
ALTERNATE TO BE CONSTRUCTED.
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COLD MILL EXISTING A.C. PAVEMENT TO A MINIMUM UNIFORM
DEPTH OF 2” AS SHOWN ON THE PLAN AND AS DIRECTED BY
THE ENGINEER

PROTECT IN PLACE, DESCRIPTION PER PLAN.
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OVERLAY THE ENTIRE FPAVEMENT WIDTH WITH VARIABLE THICKNESS
ARHM -GG (MINIMUM DEPTH=2")
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CONSTRUCT WHEELCHAIR RAMFP PER STD 304.
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REMOVE AND REPLACE EX/577NG CROSS GUTTER AND
SPANDREL PER STANDARD DRAWING Z2Z0.
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MATCH LINE

I

BASED ON THE AS—BUILT PLANS AND ASPHALT CORING
INFORMATION FOR 14th STREET BETWEEN HOWARD AVE AND
BERMUDA AVE, IT HAS BEEN ASSUMED THAT THE EXISTING
ASPHALT PAVEMENT STRUCTURAL SECTIONS GENERALLY INCLUDE

THE FOLLOWING: 4" TO 6" AC OVER BALAST/CEMENT TREATED
BASE(CTB) WITHIN THE MIDDLE LANES, OR 8" 7O 9” FULL DEPTH
AC OVER NATIVE SUBGRADE; 4” to 8” AC OVER 3" 7O 14" AP

WITHIN OUTSIDE LANES. :
THE AREAS OF DETERIORATED FAVEMENT MARKED FOR REMOVAL

(GREY SHADED AREAS BE) AND CORRESPONDING BID QUANTITIES
ARE APPROXIMATE. THE ACTUAL AREAS FOR REMOVAL &
RECONSTRUCTION OF DETERIORATED FAVEMENT WILL BE MARKED
IN THE FIELD BY THE INSPECTOR AFTER THE 2"-UNIFORM
COLO—MILLING OPERATION [S COMPLETED. IN SUCH MARKED
AREAS, WHERE 4" TO 6" OF AC OVER BALAST/CEMENT TRATED
BASE(CTB) EXISTS, COLD—MILL ADDITIONAL 2" OF THE EXISTING
AC PAVEMENT (TO A TOTAL DEPTH OF 4" OR UNTIL BALAST IS
EXPOSED AS DIRECTED BY THE ENGINEER), REPLACE
COLD—MILLED AREAS WITH DGAC IN LIFTS NOT TO EXCEED 4" IN

DEPTH LEAVING 2" FOR OVERLAY. IN THE AREAS OF OUTSIDE
LANES THE EXISTING FAVEMENT AND SUFFICIENT DEPTH OF

EXISTING AGGREGATE BASE/SUBGRADE SHALL BE REMOVED TO
BRING THE FINAL GRADE TO A DEPTH OF 77 BELOW THE EXISTING
SURFACE. REPLACE THE REMOVED AC AREAS WITH 7" OF FULL
DEPTH DGAC IN LIFTS NOT TO EXCEED 4” IN THICKNESS LEAVING
A MINIMUM OF 2" FOR OVERLAY AS DIRECTED BY THE ENGINEER.

REMOVE AND REPLACE EXISTING CURE & GUTTER FPER STD.
DRAWING 200 AS SHOWN ON THE PLAN AND AS DIRECTED BY
THE ENGINEER. (CONTRACTOR SHALL NOTIFY THE ENGINEER TO
DETERMINE THE FPROPER LONGITUDINAL GRADE AND THE NEED
FOR STAKING OF CURB AND GUTTER THAT EXCEED 50 FEET IN
LENGHT AND CROSS GUTTER PRIOR TO THE REMOVAL OF THESE

AREAS.)

REMOVE AND REPLACE EXISTING ACCESS RAMP FPER STD. DRAWING
J04 AND AS SHOWN ON THE PLAN
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SEE BELOW
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‘ \ Match _up Grade
ol , Not|to Exceed 12%

REMOVE AND REPLACE EXISTING DAMAGED WATER METER BOX

(CONTRACTOR TO MAKE ARRANGEMENT WITH PUD—WATER DIVISION
TO PICK UP CITY-FURNISHED METER BOXES AT THE CITY'S
CORPORATION YARD AT 8095 LINCOLN AVE)

S 30+00Fl UR
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REMOVE AND REPLACE EXISTING SIDEWALK PER STD. DRAWING 325

MATCH _LINE
SEE SHEET 3

REMOVE AND REPLACE EXISTING DRIVEWAY APFPROACH PER STD.
DRAWING 302 (TYPE CURB—[) AND/OR PER DETAIL ON SHEET 2
OF DRIVEWAY APPROACHES, ("B~ DIMENSION SHALL BE A+14,
WHERE POSSIBLE). ALL AC & PCC MATCH UP AT THE DRIVEWAYS
SHALL BE 6" THICK.

REMOVE AND REPLACE EXISTING DAMAGED TRAFFIC SIGNAL BOX
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AC REMOVAL &}

A=17]

RELOCATE FENCE AND POST FLUSH WITH THE EXISTING BLOCK

& WROUGHT IRON FENCE TO PROVIDE A MINIMUM OF 36"
FATHWAY CLEARANCE

CONSTRUCT P.C.C. BUS STOP FAD FER BUS STOP DETAIL
SHEET 3

AFTER THE UNIFORM COLD—-MILLING OPERTATIN TO A DEPTH OF

. \ X ' MINIMUM 27 IS COMPLETED, REMOVE 7” OF EXISTING AC PAVEMENT
\ A Tl AND SUB—BASE FROM THE EXISTING TRENCH AND REPLACE T WITH

DGAC WITH LIFTS NOT TO EXCEED 4" IN THICKNESS; COLD—-MILL A

Typl.C al Drive way Details For MIN. 7' WIDE STRIP OF AC PAVEMENT TO A DEPTH OF 4" AT BOTH

SIDES OF THE EXISTING TRENCH EDGES AND REPLACE IT WITH

.S;fo€9I4/C7/I( [_69535; 77*7(]/7 65" bd/fcfe; DGAC PER STD DRAWING 453. PAVEMENT REPLACEMENT AT TRENCH

SHALL BE A MINMUM OF 7" THICK FULL—DEPTH A.C. BEFORE FINAL
OVERLAY

R&'LOCATE POWER POLE (BY CITY OF RIVERSIDE PUBLIC UTILITIES
DEPARTMENT ELECTRICAL DIVISION)
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CONSTRUCT RETAINING CURE (0"-8") TO PROPTECT EXISTING WALLS
AND/OR FENCES AS A RESULT OF NEW IMPROVEMENTS OR MATCH UP

wower | o | o | CITY OF RIVERSIDE, CALIFORNIA ACCT. NO.9589330-440302
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& Underground Service Alert
: o Call: TOLL FREE

o woin | L UBJF  PUBLIC WORKS DEPARTMENT | FOURTEENTH STREET

IEAN. RESPONSIBLE CHARGE construcrion aoui. | AR, {6/ 27/ | |
A NSTRUCTION ADMIN @ APPROVED
1-800 - ” T — — IMPROVEMENTS R—4133
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CONSTRUCTION NOTES:
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GUTTER /S POURED MONOLITIC WITH SLAEB

CURB
A - / in } /
(@]
J
L - \ :
TN 43 REINFORCING BARS @ 12”
ON CENTER BOTH DIRECTIONS
| *
N
\
A AN
N 2" MIN COVER @ ALL SIDES cot N
e
A —
6" — 12" C.F.

4

ON CENTER BOTH DIRECTIONS

#3 REINFORCING BARS @ 12 '—\

* WIDTH OF BUS PAD TO REMAIN WITHIN DRIVING LANE
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NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN REFER TO
THE RESPECTIVE STANDARD DRAWING AND SHALL BE
CONSTRUCTED ACCORDINGLY, UNLESS MODIFICATIONS ARE NOTED
ON THE PLAN OR COVER SHEET. ANY NUMBER SHOWN BELOW
THE STANDARD DRAWING NUMBER INDICATES THE SPECIFIC
ALTERNATE TO BE CONSTRUCTED.

COLD MILL EXISTING A.C. PAVEMENT T0 A MINIMUM UNIFORM
DEPTH OF 2" AS SHOWN ON THE PLAN AND AS DIRECTED BY
THE ENGINEER

PROTECT IN PLACE, DESCRIPTION PER PLANM.

OVERLAY THE ENTIRE PAVEMENT WIDTH WITH VARIABLE THICKNESS
ARHM -GG (MINIMUM DEPTH=2")

CONSTRUCT WHEELCHAIR RAMP FER STD 304.

REMOVE AND REPLACE EXISTING CROSS GUTTER AND
SFPANDREL PER STANDARD DRAWING Z20.

BASED ON THE AS—-BUILT PLANS AND ASFPHALT CORING B
INFORMATION FOR 74th STREET BETWEEN HOWARD AVE AND =
BERMUDA AVE, IT HAS BEEN ASSUMED THAT THE EXISTING
ASPHALT PAVEMENT STRUCTURAL SECTIONS GENERALLY INCLUDE
THE FOLLOWING: 4" TO 6" AC OVER BALAST/CEMENT TREATED
BASE(CTE) WITHIN THE MIDDLE LANES, OR 8" TO 9" FULL DEFPTH
AC OVER NATIVE SUBGRADE; 4" to 8" AC OVER 3" TO 14" AB

WITHIN OUTSIDE [ANES.
THE AREAS OF DETERIORATED FAVEMENT MARKED FOR REMOVAL

(GREY SHADED AREAS EE) AND CORRESPONDING BID QUANTITIES
ARE APPROXIMATE.  THE ACTUAL AREAS FOR REMOVAL &
RECONSTRUCTION OF DETERIORATED FPAVEMENT WILL BE MARKED

IN THE FIELD BY THE INSPECTOR AFTER THE 2"—UNIFORM
COLO—MILLING OPERATION IS COMPLETED. IN SUCH MARKED
AREAS, WHERE 4" TO 6" OF AC OVER BALAST/CEMENT TRATED
BASE(CTB) EXISTS, COLD—MILL ADDITIONAL 27 OF THE EXISTING
AC PAVEMENT (TO A TOTAL DEPTH OF 4" OR UNTIL BALAST IS
EXPOSED AS DIRECTED BY THE ENGINEER), REPLACE
COLO—-MILLED AREAS WITH DGAC IN LIFTS NOT TO EXCEED 4~ IN

DEPTH LEAVING 27 FOR OVERLAY. IN THE AREAS OF OUTSIDE
LANES THE EXISTING FAVEMENT AND SUFFICIENT DEPTH OF

EXISTING AGGREGATE BASE/SUBGRADE SHALL BE REMOVED T0
BRING THE FINAL GRADE TO A DEPTH OF 7" BELOW THE EXISTING
SURFACE. REPLACE THE REMOVED AC AREAS WITH 7° OF FULL
DEPTH DGAC IN LIFTS NOT TO EXCEED 4" IN THICKNESS LEAVING
A MINIMUM OF 2" FOR OVERLAY AS DIRECTED BY THE ENGINEER.

REMOVE AND REFPLACE EXISTING CURE & GUTTER PER STD.
DRAWING 200 AS SHOWN ON THE PLAN AND AS DIRECTED BY
THE ENGINEER. (CONTRACTOR SHALL NOTIFY THE ENGINEER TO
DETERMINE THE PROPER LONGITUDINAL GRADE AND THE NEED
FOR STAKING OF CURB AND GUTTER THAT EXCEED 50 FEET IN
LENGHT AND CROSS GUTTER PRIOR TO THE REMOVAL OF THESE

AREAS.)

REMOVE AND REPLACE EXISTING ACCESS RAMP PER STD. DRAWING
304 AND AS SHOWN ON THE PLAN

REMOVE AND REPLACE EXISTING DAMAGED WATER METER BOX

(CONTRACTOR TO MAKE ARRANGEMENT WITH PUD—WATER DIVISION
7O PICK UP CITY—FURNISHED METER BOXES AT THE CITY'S
CORPORATION YARD AT 8095 LINCOLN AVE)

REMOVE AND REPLACE EXISTING SIDEWALK PER STD. DRAWING 325

REMOVE AND REPLACE EXISTING DRIVEWAY APPRCOACH PER STD.
DRAWING 302 (TYPE CURB—I) AND/OR PER DETAIL ON SHEET 2
OF DRIVEWAY APPROACHES, (‘B” DIMENSION SHALL BE A+14,
WHERE POSSIBLE). ALL AC & PCC MATCH UP AT THE DRIVEWAYS
SHALL BE 6" THICK.

REMOVE AND REPLACE EXISTING DAMAGED TRAFFIC SIGNAL BOX

RELOCATE FENCE AND POST FLUSH WITH THE EXISTING BLOCK

& WROUGHT IRON FENCE TO PROVIDE A MINIMUM OF 36"
FPATHWAY CLEARANCE

CONSTRUCT P.C.C. BUS STOP PAD PER BUS STOP DETAIL
SHEET 3

AFTER THE UNIFORM COLD—-MILLING OPERTATIN TO A DEPTH OF

MINIMUM 2" 1S COMPLETED, REMOVE 7" OF EXISTING AC PAVEMENT
AND SUB—BASE FROM THE EXISTING TRENCH AND REPLACE 1T WITH

DGAC WITH LIFTS NOT TO EXCEED 47 IN THICKNESS; COLD-MILL A

MIN. 1° WIDE STRIP OF AC PAVEMENT TO A DEPTH OF 4” AT BOTH
SIDES OF THE EXISTING TRENCH EDGES AND REPLACE 1T WITH
DGAC PER STD DRAWING 453. FPAVEMENT REPLACEMENT AT TRENCH

SHALL BE A MINIMUM OF 77 THICK FULL-DEPTH A.C. BEFORE FINAL
OVERLAY

RELOCATE POWER POLE (BY CITY OF RIVERSIDE PUBLIC UTILITIES
DEPARTMENT ELECTRICAL DIVISION)

CONSTRUCT RETAINING CURE (0"-8") TO PRORTECT EXISTING WALLS
AND/OR FENCES AS A RESULT OF NEW IMPROVEMENTS OR MATCH UP

Underground Service Alert

Call;

1-300
227-2600

TOLL FREE

TWO WORKING DAYS BEFORE YOU DIG

ENGINEER IN

D, RESPONSIBLE CHARGE

LAAA,
IéMH/M A. MASSOUD
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