GENERAL NOTES:

PR%ME CONTRACTOR iﬁﬁi’NG THIS PROJECT SHALL HAVE A CLASS
"A" OR CLASS "C-12" LICENSE.

CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF
RIVERSIDE DEPARTMENT OF PUBLIC WORKS, STANDARD DRAWINGS
AND THE "STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION", 2006 EDITION.

THE CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY
MEASURES TO LOCATE AND PROTECT ALL UTILITIES WITHIN THE
CONSTRUCTION WORK AREAS.

ANY TEMPORARY TRAFFIC CONTROL STRIPING OBLITERATED AND/OR
BADLY WORN DURING CONSTRUCTION SHALL BE RESTORED BY THE
CONTRACTOR WITHIN ONE DAY AFTER NOTIFICATION FROM THE CITY
INSPECTOR.

STREET IMPROVEMENT WORK THAT WILL CAUSE DAMAGE TO THE
DETECTOR LOOP'S SHALL NOT BE PERFORMED UNTIL TRAFFIC SIGNAL
MAINTENANCE PERSONNEL HAVE BEEN NOTIFIED AND THE NECESSARY
TIMING ADJUSTMENTS ARE MADE TO MAINTAIN SIGNAL OPERATION,

THE CONTRACTOR IS RESPONSIBLE FOR THE FINAL STRIPING AND
PAVEMENT MARKING. STRIPING AND PAVING WORK SHALL BE
COMPLETED PER PLANS, CITY STANDARDS AND SPECIAL PROVISIONS.

SURVEY STAKING REQUESTS AND GRADE SHEETS MAY BE REQUIRED

FOR THE CONSTRUCTION OF RETAINING WALLS. CONTRACTOR SHALL
ALLOW 4 WORKING DAYS AFTER REQUESTING SURVEY TO SCHEDULE

SURVEY AND PROCESS GRADE SHEETS. CONTRACTOR SHALL PROVIDE
TRAFFIC CONTROL FOR ALL REQUIRED CONSTRUCTION SURVEY WORK
BY CITY PERSONEL. NO STAKING WILL BE REQUIRED FOR SIDEWALK,

DWY APPROACHES AND WHEELCHAIR RAMP CONSTRUCTION.
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NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN REFER TO THE
RESPECTIVE STANDARD DRAWING AND SHALL BE CONSTRUCTED

ACCORDINGLY, UNLESS MODIFICATIONS ARE NOTED ON THE PLAN OR

COVER SHEET. ANY NUMBER SHOWN BELOW THE STANDARD DRAWING |
NUMBER INDICATES THE SPECIFIC ALTERNATE TO BE CONSTRUCTED. LE GEND:
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B ) RELOCATE MAIL BOX PER U.S.P.S GUIDELINES

BOX

' CONSTRUCT RETAINING WALL PER STANDARD NO 708 (SPLIT-FACE, L] NEWPCC CONCRETE QP/ MATCH EXISTING —
INCLUDING CAPS; AND SLEEVES FOR UTILITIES). TOP OF FOOTING SHALL BE — | e INVERT ELEVATION  /
8" BELOW FINISHED SURFACE OF THE SIDEWALK (MEASURED AT THE FACE DT NEW STAMPED CONCRETE : [ (842.50%)

OF THE WALL) —— | ~ STA. 11+39

¥ , @ 38+ RT.
— ADJUST TELEPHONE MANHOLE TO GRADE (BY OTHERS) -———# PROPOSED" #9 WARNING DEVICE (BY OTHERS) /
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L1 4.00 ©
L2 24.00

DJIN ADJUST WATER METER VAULT TO GRADE PROPOSED #8 WARNING DEVICE (BY OTHERS)

REMOVE EXISTING CATCH BASIN AND STORM DRAIN PIPE AND CONSTRUCT A PROPOSED REMOVABLE PLACE TACTILE PANEL
MODIFIED STD. DWG. 401 INLET STRUCTURE. CONSTRUCT 44 L.F. OF NEW 18"

RCP STORM DRAIN (D—2500) TO OUTLET AT SAME LOCATION AND INVERT N\ | PROPOSED REMOVABLE TACTILE PANEL i ay STAGGER MORTAR JWS—\ /2" TOP CAP
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INSTALL 6’ TALL CHAIN LINK FENCE, PER STANDARD DRAWING 380, WHERE P ST 7 i B | | - ﬁ |
SHOWN ON PLAN. INSTALL SWING GATES PER PLAN AT (3) LOCATIONS, , e | - /! | . H=VARES
SURFACE . CONCRETE BLOCK RETAINING WALL—" |

TOP OF SIDEWALK

REMOVE AND RECONSTRUCT EXISTING FENCE AS NEEDED TO ALLOW FOR |

RETAINING WALL CONSTRUCTION. EXISTING GRADE
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SCOFIELD COMPANY, COLOR CHART A-312.10 QUARRY RED. PATTERN SHALL BE
A LOW PROFILE, LOW WAFFLE MOMANITE 12"x12" TILE. DR‘VEWAY DETA“_ F‘OR STA‘”ON *H+33 95 RETA'N[NG WALL END DETAH_

“ONSTRUCT DGAC (3.5" THICK). g : =
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RELOCATE WATER METER (BY CITY OF RIVERSIDE FORCES).

REMOVE SIGN AND POST AND REINSTALL TO NEW GRADE AND LOCATION, AS
DIRECTED BY THE ENGINEER

R&R WATER METER COVER WITH TRAFFIC RATED LID.

CONSTRUCT 3.5” COLORED STAMPED CONCRETE: COLOR SHALL BE L.M.

INSTALL 3" WIDE X 8' LONG TACTILE PANEL OVER DGAC. PANEL TO BE
REMOVED BY OTHERS AFTER THE INSTALLATION OF THE #8 WARNING DEVICE.
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ALL NEW CHAIN LINK FENCING SHALL TERMINATE AT 10’ NORMAL TO
CENTERLINE OF NEAREST TRACK AT ALL FOUR QUADRANTS.

INSTALL 1/2" PRE~MOLDED JOINT FILLER BETWEEN CONCRETE TRACK PANELS | /S ! i Groundm -
AND THE NEW CONCRETE SIDEWALK (TYPICAL ALL FOUR QUADRANTS). S NN DTS e

COLD MiLL 0 10’ (MIN.) AC PAVEMENT. CAP WITH A VARIABLE THICKNESS OF | j - Gall: TOLL FREE
0.10° (MIN.) DGAC, TO MATCH THE EXISTING AC PAVEMENT AND THE CONCRETE , 1-800
TRACK PANEL ELEVATIONS. | , 227-2600
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SIGNAL ARMS JOIN EXISTING
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) STRIPING GENERAL NOTES:

RPM(S) © 24’ 0.C.(26)

. SIGNING AND STRIPING INSTALLATIONS SHALL CONFORM TO THE CALIFORNIA MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES (CA MUTCD), THE STATE OF CALIFORNIA DEPARTMENT
@? TF%AMSPGRTAT?O% (CALT A%S) STANE}ARD PLANS AND SPEC!F?CAT ONS DATED MAY 2006

N‘STALL RA%SED PAV ENT MA%’ ERS FOR ALL STR#P NG STRiF’tNG MARKINGS ANO LEGENDS SHALL
CONFORM TO THE LATEST CALTRANS STANDARD PLANS A20A THRU A20D AND A24A THRU A24E.

PRIOR TO FINAL ACCEPTANCE OF STREET IMPROVEMENTS, ALL PAVEMENT STRIPING AND
STENCILING WITHIN THE PERIMETER OF THE CONSTRUCTION AREA SHALL BE RESTORED TO
LIKE NEW CONDITION, IN A MANNER MEETING THE APPROVAL OF THE CITY OF RIVERSIDE.

THE CONTRACTOR SHALL RE-STRIPE EXISTING STRIPING AND CURB MARKINGS OBLITERATED
BY NEW CONSTRUCTION, WHETHER OR NOT SHOWN ON THE PLANS FOR REPLACEMENT, AT
M{D COST TO THE CITY.

. AT LOCATIONS WHERE EXISTING PAINTED CURB IS TO BE RECONSTRUCTED, THE CONTRACTOR

SHALL PAINT THE NEW CURB AS SHOWN ON THE PLANS WITHIN 10 WORKING DAYS OF
CURB CONSTRUCTION OR AS DIRECTED BY ENGINEER., THE PAINT SHALL BE WATER—BASED

WITH 2-YEAR GUARANTEE AGAINST COLOR FADING. PRIOR TO THE START OF CONSTRUCTION,

THE CONTRACTOR SHALL SUBMIT TO THE CITY WRITTEN PROOF OF THE MANUFACTURER'S
2-YEAR GUARANTEE.

ALL NEW STRIPING SHALL BE "CAT TRACKED" AND APPROVED BY THE ENGINEER PRIOR TO
FINAL INSTALLATION. THE CONTRACTOR SHALL NOTIFY THE ENGINEER AFTER COMPLETING
LAYOUT AND AT LEAST 3 WORKING DAYS BEFORE COMMENCING INSTALLATION OF STRIPING,
MARKINGS AND MARKERS.

TRAFFIC SIGN FACE REFLECTIVE SHEETING SHALL BE 3M DG3 (ASTM XI) OR APPROVED
EQUAL WITH PROTECTIVE GRAFFITI OVERLAY FILM OR AS OTHERWISE NOTED. ALL WARNING

SIGNS SHALL HAVE A FLUORES YELLOW BACKGROUND AND SCHOOL SIGNS NOTED SHALL
HAVE A FLUORESCENT YELLOW—GREEN BACKGROUND.

SIGNS SHALL BE STANDARD SIZE UNLESS NOTED OTHERWSE PRIOR TO INSTALLATION, NEW
SIGNS SHALL BE APPROVED BY THE CITY OF RIVERSIDE. EXACT LOCATIONS OF SIGNS SHALL
BE DETERMINED BY THE CITY ENGINEER,

SALVAGED SIGNS AND SIGN POSTS SHALL BE DELIVERED TO THE CITY OF RIVERSIDE SIGN
DEPARTMENT.

WHEN PAINT IS SPECIFIED, TRAFFIC STRIPES AND MARKINGS SHALL BE APPLIED IN TWO
COATS. A MINIMUM OF SEVEN DAYS SHALL BE PROVIDED BETWEEN FIRST AND SECOND
COATS.

STRIPING SHALL BE APPLIED WITHIN 48 HOURS OF SURFACE COURSE REPLACEMENT ON
STREETS OPEN TO THE PUBLIC. IN NO CASE SHALL A NEWLY PAVED STREET OPEN TO THE
PUBLIC BE LEFT UNSTRIPED OVER A WEEKEND OR HOLIDAY.

CONTRACTOR SHALL INSTALL NEW SIGN(S) AND/OR POST(S) PER CITY OF RIVERSIDE
STANDARD DRAWING No. 664,

ALL CQN?LQT%NG STRIPING, PAVEMENT MARKINGS, LEGENBS AND RAISED PAVEMENT MARKERS
EMOVED EVEN [F NOT SHOWN ON PLANS. REMOVALS OF PAINTED STRIPING,

| T ss AND LEGENDS SHALL BE DONE BY WET SANDBLASTING, REMOVALS OF
THERMOPLASTIC STRIPING, PAVEMENT MARKINGS AND LEGENDS SHALL BE REMOVED BY WET
BLASTING, GRINDING OR OTHER APPROVED METHOD AND SHALL NOT DAMAGE THE

* PAVEMENT. "BLACK OUT” OF EXISTING DELINEATION IS NOT PERMITTED. ALL DAMAGED

PAVEMENT DUE TO REMOVALS SHALL BE REPAIRED AS NECESSARY TO MAINTAIN A SMOOTH

 AND UNIFORM SURFACE OR AS DIRECTED BY THE ENGINEER. ALL STRIPING REMOVALS AND

LEGENDS SHALL BE "FOG SEALED".
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REMOVE ALL EXISTING CONFLICTING TRAFFIC STRIPING AND MARKINGS AS
NOTED, INCLUDING RAISED PAVEMENT MARKERS.

FURNISH AND INSTALL SIGN(S) AND/OR POST (IF APPLICABLE)
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RAISED PAVEMENT MARKERS (IF APPLICABLE)
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