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, P\IVEP\SIDE‘ |

MUM!ERS ABOVE 100 IN A HEXAGO& ON THE PLAN REFER TO THE RESPECT VE STANDARD
P DRAWING AND SHALL BE CONSTRUCTED ACCORDINGLY. UNLESS MODIFICATIONS ARE NOTED
ON THE PLAN OR COVER SHEET. ANY NUMBER SHOWN BELOW THE STANDARD DRAWING
NUMBER INDICATES THE SPECIFIC ALTERNATE TO BE CONSTRUCTED.

ADJUST TO GRADE, DESCRIPTION PER PLAN. (MH) SEWER OR STORM DRAIN MANHOLE. (CO)
SEWER CLEANOUT. (GV) GATE VALVE,

- 5 OVERLAY EXISTING PAVEMENT WITH 0.10° MINIMUM THICKNESS DGAC PAVEMENT.

OVERLAY EXISTING PAVEMENT WITH 0.15" MINIMUM THICKNESS DGAC PAVEMENT.

- COLD MILL EXISTING A.C. PAVEMENT TO A DEPTH OF 0.10° OR 0.15" BELOW GUTTER LIP OR
OUTER EDGE, "DAYLIGHTING” WITH A STRAIGHT GRADE OVER 5' (DEPTH OF COLD MILLING
SHALL MATCH DEPTH OF OVERLAY).

COLD MILL EXISTING A.C. PAVEMENT TO A MIN. DEPTH OF 0.10’ OVER 10’

7\ REMOVE EXISTING AC PAVEMENT TO A DEPTH NECESSARY TO CONSTRUCT 0.50
o (B—PG-64-10) DGAC OVER COMPACTED NATIVE OR EXISTING BASE MATERIAL. 4
71, #=OVERLAY.

e

AC PAVEMENT OR PCC TO BE REMOVED AND REPLACED

1

AC OVERLAY

EXISTING UNDERGROUND UTILITIES:
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2 MASSACHUSETTS AVE MAINTENANCE (IOWA AVE. TO DON GOODWIN DR.)
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CITY OF RIVERSIDE, CALIFORNIA
DEPARTMENT OF PUBLIC WORKS

PRIME CONTRACTOR BIDDING THIS PROJECT SHALL HAVE A CLASS ”A" OR CLASS "C-12"
LICENSE.

CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF RIVERSIDE DEPARTMENT OF
PUBLIC WORKS, STANDARD DRAWINGS AND THE "STANDARD SPECIFICATIONS FOR PUBLIC
WORKS CONSTRUCTION”, 2009 EDITION,

THE CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY MEASURES TO LOCATE AND
PROTECT ALL UTILITIES WITHIN THE CONSTRUCTION WORK AREAS. MH'S & WATER VALVES
SHALL BE "TIED OUT" PRIOR TO PAVEMENT OVERLAY WORK FOR SUBSEQUENT
ADJUSTMENT WORK.

ANY TEMPORARY TRAFFIC CONTROL STRIPING OBLITERATED AND/OR BADLY WORN DURING
CONSTRUCTION SHALL BE RESTORED BY THE CONTRACTOR WITHIN ONE DAY AFTER
NOTIFICATION FROM THE CITY INSPECTOR. '

IN PAVEMENT OVERLAY AREAS, ANY DISTRESSED EXISTING PAVEMENT SHALL BE REMOVEI
AND REPLACED AS DIRECTED BY THE INSPECTOR AFTER COLD—MILLING AND PRIOR TO
OVERLAYING WITH DGAC PAVING.

WHERE NEW PAVEMENT IS TO JOIN THE EXISTING PAVEMENT, THE EDGE OF THE EX%SW‘%‘
PAVEMENT SHALL BE TRIMMED IN A SMOOTH AND STRAIGHT LINE, CONSTRUC
MATCH—UP PAVING AS DIRECTED IN THE FIELD TO PRODUCE A SMOOTH SEET

STREET IMPROVEMENT WORK THAT WILL CAUSE DAMAGE TO THE DETECTOR LOOP’S SHALL
NOT BE PERFORMED UNTIL TRAFFIC SIGNAL M, ENANCE PERSONNEL HAVE BEEN
NOTIFIED AND THE NECESSARY TIMING ADJUSTMENTS ARE MADE TO MAINTAIN SIGNAL
OPERATION,

THE CONTRACTOR IS RESPONSIBLE FOR THE FINAL STRIPING AND PAVEMENT MARKING.
STRIPING AND PAVING WORK SHALL BE COMPLETED PER PLANS, CITY STANDARDS AND
SPECIAL PROVISIONS,

SURVEY STAKING REQUESTS AND GRADE SHEETS ARE REQUIRED FOR THE REPLACEMENT
OF ALL CURBS AND/OR GUTTER OVER 50’ IN LENGTH. SURVEY REQUESTS SHALL IE

SUBMITTED AFTER THE EXISTING IMPROVEMENTS HAVE BEEN REMOVED. CONTRACT:
SHALL ALLOW 4 WORKING DAYS AFTER REQUESTING SURVEY TO SCHEDULE SURVE)

PROCESS GRADE SHEETS. CONTRACTOR SHALL PROVIDE TRAFFIC CONTROL FOR ALL
REQUIRED CONSTRUCTION SURVEY WORK BY CITY PERSONNEL. NO STAKING WILL BE
REQUIRED FOR SIDEWALK, DWY APPROACHES AND WHEELCHAIR RAMP CONSTRUCTION.

ALL MANHOLE AND UTILITY COVERS SHALL BE ADJUSTED FROM FLUSH TO 0.25” ABOVE
THE FINISHED GRADE OF THE ADJACENT PAVEMENT WITHIN 48 HOURS OF FINAL QAV%MG

DURING THE CONSTRUCTION WORK, ALL SEWER, STORM DRAIN & UTILITY MANE ?LES f%ﬁéi)
WATER GATE VALVES SHALL BE RAMPEQ uP 6&’ DOUBLE ADJUSTED TO FACILITATE T
COLD—MILLING AND PAVING OPERATIONS. FOLLOWING THE CONSTRUCTION OF
ARHM.—GG AC FINAL FINISH SURFACE, ALL MANHOLES AND GATE VALVE COVERS SHALL
BE ADJUSTED TO GRADE AS NEEDED. '

AND

THE INSPECTOR MAY DIRECT COLD—MILLING AND PAVING INTO SIDE STREETS TO IMPROVE
THE RIDE QUALITY AND OTHER STREET CONDITIONS,

WATER VALVES AND FIRE HYDRANTS MUST BE LOCATED DURING CONSTRUCTION TO MAKE
VALVE BOX AND COVER ADJUSTMENTS. THE VALVE BOXES MUST BE "TIED OUT” AS PART
OF THE CONTRACTOR’'S WORK,

PAVEMENT PREPARATION SHALL CONSIST OF REMOVAL AND REPLACEMENT (R&R)
DETERIORATED PAVEMENT AREAS AS MARKED IN THE FIELD AND DIRECTED BY
INSPECTOR AT THE TIME OF CONSTRUCTION AND AFTER COLD—MILLING OPERATIONS HAVE
BEEN COMPLETED. QUANTITIES SHOWN ON PLANS ARE APPROXIMATE AND MAY BE
MODIFIED IN FIELD AS DIRECTED BY ENGINEER OR INSPECTOR.

THE SEAM BETWEEN PASSES OF THE AC OVERLAY SHALL COINCIDE, AS CLOSE AS
POSSIBLE, TO THE LANE LINES.

COLD MILLING SHALL BE AS SHOWN ON PLANS, AS DIRECTED BY THE ENGINEER AND AS
DESCRIBED IN SPECIAL PROVISIONS.

THI S F’ROJECT HAS APPROX!MATELY 7 REC’&STRUCTE@ WHEELCHA%R R,F

ARE APPROXIMATE AND MAY CHANGE ACCGR@?NG TO EA{'SH RAMP TYpE D
CONDI TfONS _RAMPS SHALL BE CONSTRUC?EI PER CiTY SoTAN{}AﬁQS A!A R;Q, :

CONTRACTOR AND ACCEPTED BY THE CﬂY ENGiNﬁER A’f THE TME OF C{}NSTRUCT@N

AT THE EXISTING WHEELCHAIR RAMPS WHETHER OR NOT REQUIRE ALTERATION, THE CROSS
SLOPE OF THE PAVEMENT ADJACENT TO THE RAMP SHALL NOT EXCEED 5% FOR ANY
RAMP. WHERE SUCH PAVEMENT CROSS—SLOPE EXCEED 5%, CONTRACTOR SHALL
COLD—MILL THE EXISTING PAVEMENT TO A DEPTH OF AN ADDITIONAL 0.10' BELLOW THE
GUTTER LIP TO A DISTANCE OF 7' RADIALLY, TO SATISFY THE REQUIRED 5% SLOPE AND
PROVIDE SMOOTH TRANSITION TO PAVEMENT IN THE DRIVING LANES.
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