GENERAL CONSTRUCTION NOTES:

TRAFFIC SIGNAL GENERAL NOTES:

1. ALL ITEMS FURNISHED AND ALL WORK TO BE DONE SHALL CONFORM TO THE
REQUIREMENTS OF: THE STATE OF CALIFORNIA, DEPARTMENT OF
TRANSPORTATION (CALTRANS) STANDARD PLANS AND SPECIFICATIONS, DATED 20086;
THE CALIFORNIA MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES ADOPTED 2010; AND
THE SPECIAL PROVISIONS.

THE CONTRACTOR SHALL PROVIDE AND MAINTAIN TRAFFIC AS INDICATED IN THE ASSOCIATED
PROJECT SPECIAL PROVISIONS.

CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF RIVERSIDE STANDARD
DRAWINGS AND STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION, 2012
EDITION.

EXISTING UTILITIES SHOWN ON THIS PLAN ARE PLOTTED FROM UTILITY RECORDS. THE

CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY MEASURES TO LOCATE AND
PROTECT ALL UTILITIES WHETHER OR NOT SHOWN ON THIS PLAN.

2. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS TO NOTIFY ALL AFFECTED
AGENCIES AND THE RIVERSIDE UTILITY COMPANIES A MINIMUM OF 48 HOURS PRIOR TO
START OF CONSTRUCTION.

CONFLICTING UTILITIES SHOWN WITHIN CONSTRUCTION AREA WILL BE RELOCATED PRIOR TO
CONSTRUCTION.

ALL STREET PULL BOXES, AFFECTED BY CONSTRUCTION, SHALL BE ADJUSTED TO THE
PROPOSED GRADE.

3. UNLESS SHOWN OTHERWISE, INDUCTIVE LOOPS SHALL BE MODIFIED TYPE "D” & TYPE
"E” WITH 10, 15" AND 30’ SPACING IN THE DIRECTION OF TRAVEL. NECESSARY
STRIPING SHALL BE LOCATED PRIOR TO POSITIONING LOOPS. LOOPS SHALL BE SEALED
WITH HOT MELT SEALANT. SEE DETAIL.

PRIME CONTRACTOR BIDDING THIS WORK SHALL HAVE A CLASS "A" OR "C-12". 4. UNDERGROUND SIGNAL CONDUCTORS SHALL NOT BE SPLICED.
5. THE CONTRACTOR SHALL VERIFY WITH THE ENGINEER THE PRECISE FIELD LOCATIONS

THE SEAM BETWEEN PASSES OF THE AC OVERLAY SHALL COINCIDE, AS CLOSE AS POSSIBLE, OF ALL TRAFFIC SIGNAL EQUIPMENT PRIOR TO THE INSTALLATION.

TO THE LANE LINES.

COLD MILLING SHALL BE AS DESCRIBED ON THE PLANS AND SPECIAL PROVISIONS OR AS
DIRECTED BY THE ENGINEER.

6. ALL LANDSCAPING WHICH IS DAMAGED BY CONSTRUCTION ACTIMITIES SHALL BE
REPAIRED OR REPLACED TO THE SATISFACTION OF THE CITY AND THE PROPERTY
OWNER.

ANY DISTRESSED EXISTING PAVEMENT SHALL BE REMOVED AND REPLACED AS DIRECTED BY

THE ENGINEERING AFTER COLD—MILLING AND PRIOR TO PLACEMENT OF DGAC.

CONTRACTOR SHALL REMOVE ALL VEGETATION WITHIN ALL SIDEWALK PANELS WITHIN THE

PROJECT LIMITS.

ALL EXISTING IMPROVEMENTS SHOWN HEREON SHALL BE PROTECTED IN PLACE UNLESS
OTHERWISE NOTED.

EXISTING IRRIGATION SHALL BE PROTECTED OR MODIFIED AS NECESSARY TO CONSTRUCT NEW
CONCRETE IMPROVEMENTS.

ALL FENCE POSTS SHALL BE PROTECTED OR MODIFIED AS NECESSARY IF POST FOUNDATION
IS WITHIN A SIDEWALK PANEL THAT HAS BEEN CALLED OUT FOR REPLACEMENT.

7. DAMAGED SIDEWALK CONCRETE SHALL BE REPLACED PER CITY OF RIVERSIDE
STANDARD.
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8. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO FURNISH AND INSTALL ANY

ADDITIONAL LOAD SWITCHES AND/OR DETECTOR CARDS, IF NECESSARY, FOR THE
PROPOSED OPERATION.

SIGNING _AND STRIPING GENERAL NOTES:

1. SIGNING AND STRIPING INSTALLATIONS SHALL CONFORM TO THE CALIFORNIA MANUAL
ON UNIFORM TRAFFIC CONTROL DEVICES (CA MUTCD), THE STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION (CALTRANS) STANDARD PLANS  AND SPECIFICATIONS
DATED 2010, AND ALL ADDENDUMS THERETO, AND THE CITY OF RIVERSIDE PUBLIC
WORKS DEPARTMENT STANDARD DRAWINGS, CURRENT EDITION.

NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN REFER TO THE RESPECTIVE STANDARD
DRAWING AND SHALL BE CONSTRUCTED ACCORDINGLY. UNLESS MODIFICATIONS ARE NOTED
ON THE PLAN OR COVER SHEET. ANY NUMBER SHOWN BELOW THE STANDARD DRAWING
NUMBER INDICATES THE SPECIFIC ALTERNATE TO BE CONSTRUCTED.

2. ALL STRIPING, MARKINGS, AND LEGENDS SHALL BE REFLECTORIZED THERMOPLASTIC
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~ CONTRACTOR SHALL INSTALL (3) NEW PRESENCE DETECTOR LOOPS PER DETAIL. INSTALL (1)
NEW DLC FOR NEW DETECTOR LOOP CHANNEL APPROX. 20° FROM EXISTING CONTROLLER TO

~ ADJACENT PULL BOX. SPLICE LOOPS AT THE ADJACENT PULL BOX. CONTRACTOR WILL BE

RESPONSIBLE FOR SUPPLYING AND INSTALLING (1) NEW DETECTOR CARD FOR THE PROPOSED
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6. ALL NEW STRIPING SHALL BE "CAT TRACKED” AND APPROVED BY THE ENGINEER PRIOR
TO FINAL INSTALLATION. THE CONTRACTOR SHALL NOTIFY THE ENGINEER AFTER
COMPLETING LAYOUT AND AT LEAST 3 WORKING DAYS BEFORE COMMENCING
INSTALLATION OF STRIPING, MARKINGS AND MARKERS.
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7. TRAFFIC SIGN FACE SHALL BE 3M DIAMOND GRADE DG3 REFLECTIVE SHEETING (ASTM
XI) OR APPROVED EQUAL WITH PROTECTIVE GRAFFITI OVERLAY FILM OR AS OTHERWISE
© NOTED.

REmeve Tege

ALL WARNING SIGNS SHALL HAVE A FLUORESCENT YELLOW BACKGROUND AND SCHOOL
, SIGNS NOTED SHALL HAVE A FLUORESCENT YELLOW—GREEN BACKGROUND.
IRRIGATION METER

BLOW—OFF VALVE

EUCALYPTUS AV_

9. SIGNS SHALL BE STANDARD SIZE UNLESS NOTED OTHERWISE. PRIOR TO INSTALLATION,
NEW SIGNS SHALL BE APPROVED BY THE CITY OF RIVERSIDE. EXACT LOCATIONS OF
SIGNS SHALL BE DETERMINED BY THE CITY ENGINEER.

CHICAGO AV

10. SALVAGED SIGNS AND SIGN POSTS SHALL BE DELIVERED TO THE CITY OF RIVERSIDE
SIGN DEPARTMENT.

PREET LI O i ' ] | | - | i s 3 | , 11. STRIPING SHALL BE APPLIED WITHIN 48 HOURS OF SURFACE COURSE REPLACEMENT ON
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ELECTRICAL TEST STATION (PIPELINE)

12. CONTRACTOR SHALL INSTALL NEW SIGN(S) AND/OR POST(S) PER CITY OF RIVERSIDE
STANDARD DRAWING No. 664, SEE SPECIFICATIONS.

13. CONTRACTOR SHALL INSTALL NEW STREET NAME SIGNS AND POST PER CITY OF
RIVERSIDE STANDARD DRAWING No. 662, SEE SPECIFICATIONS.

LEGEND: _

PCC TO BE REMOVED AND REPLACED

14. ALL CONFLICTING STRIPING, PAVEMENT MARKINGS, LEGENDS, AND RAISED PAVEMENT
MARKERS SHALL BE REMOVED EVEN IF NOT SHOWN ON PLANS. REMOVALS OF PAINTED
STRIPING, PAVEMENT MARKINGS AND LEGENDS SHALL BE DONE BY WET SANDBLASTING.
REMOVALS OF THERMOPLASTIC STRIPING, PAVEMENT MARKINGS AND LEGENDS SHALL BE
REMOVED BY WET SANDBLASTING, GRINDING OR OTHER APPROVED METHOD AND SHALL
NOT DAMAGE THE PAVEMENT. "BLACK OUT” OF EXISTING DELINEATION IS NOT
PERMITTED. ALL DAMAGED PAVEMENT DUE TO REMOVALS SHALL BE REPAIRED AS
NECESSARY TO MAINTAIN A SMOOTH AND UNIFORM SURFACE OR AS DIRECTED BY THE
ENGINEER. ALL STRIPING REMOVALS AND LEGENDS SHALL BE "FOG SEALED”.
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UNIFORM COLD MILL (CMZ), (OVERLAY THICKNESS TO MATCH MILLING THICKNESS)

FULL DEPTH COLD MILL (CM3) AND REPLACE DGAC OF SAME THICKNESS "4 ;‘  | T e R S = MATiN LUTH ER KING BL\/D e

15. WHERE APPLICABLE, OUTBOUND LANE LINE DETAILS SHALL COMMENCE AT THE

PRO VE MEN TS ’ ,’ L O C AT l O N M A - : | | | ' gggggwﬁﬁ, MEANING THE PAINTED PORTION OF THE DETAIL SHALL JOIN THE

SHEET NO. DESCRIPTION
1 TITLE SHEET

CITY OF RIVERSIDE, CALIFORNIA
'DEPARTMENT OF PUBLIC woa;gs

\ <t N Under
2 MAINTENANCE PLAN ,
37 ‘li \% Serg?ég dA lert

| STHEET r; PROVEMENTS o

ENGINEER IN
Vk ; E aHAM APPROVED BY

o EDWARD LARA . -2 718

-260C FFIC_DIVISION
227-2600 R.CE. No. 63753 EXPIRES: 9—30-14 TRAF / |
TWO WORKING DAYS BEFORE YOU DIG 5 vy JorReeTs services pAtE LY 22/22; 3

of Southern: California

NOTE: (1) WORK SHOWN HEREIN SHALL BE COMPLETED IN CONJUNCTION WITH
THE FOLLOWING PLANS: M-—470, R—4254, R—4256, R—-4257, R—4259

JHORIZ. SCALE: N/A | VERT. SCALE: N/A




eess || . 2es8 o o | b ey 2258 T 2259

2061

'STREET

2275 2274 | ool b Bes 2274 o eers | x| eer4

2e7s

NINTH STREET

TENTH STREET

5091

3960

55'%22°

2309
2319

3961

3871

CM3)

LA i - e2zee | L B 2315 | | i | 2314 | e | . o 2314
S I | i | | L | g 4l . | o o BB L ' |

2348 , r | | E,é k 2324 , ' ,‘ e i s % i 5 | { N % | : | | 5 ?% éw Eggéﬂk,;

EN NN S

.”W”Nwa(m % ; %i km2336‘“ % : 8385’ | % % - “"83881", ’ ,k,;! ;  | ; : N, : % | . : B f ,:; | | | ﬁ;
5337 3 ; i;; B { i ; PRT ‘ Lo | ‘ H

o S

SIGN QUANT ES — THIS SHEET

e e | ] " TreooeE |
ECTOR LAYOUT | Sie o ,;:iﬁNﬁSTALLV ROADSIDE st ALL ROADSIDE | | 2257
| NUMBER| PANEL | SIGN(S) | &rnee smn«s)cm% REMOVE e L

10, /TYPE "D" TYP O = e ' —{ SIGN(S)
6'(TP)— 0 / : f

4224

e | | | NO | ONE | Two | =!GN | NO | ONE | {
P 4 | o  |posT|PosT|PoST| POST | POST | | - 2275
i A , - e W% ea deeh Wibeal S0 O dle el e |

2| . | 2-1 |  sNs fa f o | o ‘, 1 | T N X

58 | 2-2 R1—1 sose b o borp 1 1 oy

N\ | 2-3 s | 9" || 1

4144

SEE STANDARD DWG NO. 670 FOR TYPE "D" LOOP CONFIGURATION | 2-4 | R1-1 |sox30| | 1| | ] . e
g M e e T ,

o e e 5

2-7 | RI-1 | 3030 bogo ST

PAVEMENT MARK!NG QUANT ES — TH!S SHEET | =8 M e b e e

i ﬁ 2304  ,9§

4247

2308

EUCALYPTUS AVENU .
ﬂﬂﬂﬂﬂ o |

& @ E\ ?

2314

A | e38

TN N N

MATCHLI NE . SEE ABOVE RIGHT

ks , , , | 2-9 |  R1-1 - 30X30 | b e 1
LGCATON , '”STOP” LEGEND | DETAIL 22 : 12" WHlTE LEMiT UNE ] | 2' = s e — 1
EUCAE_YF’TUS & UN \/ERS : e 100 LF, 115 L.F. (YELLOW) , — P T S e | i e
s e , — - ~ , ~ — 2-11 SNS 9" , | o] ;
EUCALYPTUS & NINTH 100 L.F. 60 L.F. s o i TS SR ST S e N TR :
s — s 2-12 | SNS g” 1 ] , 1+ z 1
EUCALYPTUS & TENTH 100 L.F. 60 L.F. g ~ , : — finan e L 1 ]
- - - - ecrac e i 4 2~13 R1—1 ,’, T - ; . ! ;' ,1, 1(ﬂ
EUCALYPTUS & ELEVENTH | 100 L.F. | 60 L.F. , ' T R , . — =
EUCALYPTUS & TWELFTH 1 50 L.F. 90 L.F. 2-14 | ek | 3 e S ,ﬂ?‘ Sl R b o " s amer: oWyt emetca |
e e It s , o - B R T T P ; — T o | | | . e 5308
A Mt e e ] oeses o d |
2-16 SN |9 || ... = | I | 2330 |
GRAMD TOTAL = 6 7 o { 1 11 R
SEE CITY OF RIVERSIDE sm DWG NO. 664 . FOR ROADS DE sioNs
SEE CITY OF RIVERSIDE STD DWG NO. 662 FOR STREET NAME SIGNS | R B § R
SNS = STREET NAME SIGN e ' 2333
(*) = REUSE EXISTING SIGN, REPLACE POST ONLY ' | '

SCALE: 1"=40

"CITY OF RIVERSIDE, CALIFORNIA
DEPARTMENT OF PUBLIC WORKS
: } g;

Under
' Ground :
2\ Service Alert

of Southern California. =~ |

EENK%FEHEF!HQ

 SCALE: 17=40"

: ‘ g B ] o = L mmwmav ; : ’ A ,_;
Call: TOLL FREE | AR |\ Ve s '{ wea  PPHY T T HENGINEERING MANAGER : J121 24 <
1_8 - . o) ; - = o ) g 9 g L o | ; . e g MR 1 y CONSTRUCT{ON A[}M{N -+ y - ‘ éﬂ‘\( ENGH‘?{EF{

227-2600 [ onre TRAFFIC DivSION | 4. & 1 s2-247% , /
: , A : : s o 2/
~ TWO WORKING DAYS BEFORE YOU DIG | § DATE /"Zf 27 ?ﬁ{/

| EDWARD LARA

~ RCE. No. 63753 EXPIRES: 93

JHORIZ. SCALE: 17=40' | VERT. SCALE: N/A  [JFILE



	R4255-1.TIF
	R4255-2.TIF

