EQUIPMENT SCHEDULE PHASE DIAGRAM

SIGNAL STANDARD LUMINAIRE LIS.N.S. SIGNAL MOUNTINGS PPB
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NOTES: 1. ((c))OR ((tP))~ INDICATES AUDITORY PEDESTRIAN SIGNAL TO BE INSTALLED, | FLASHING OPERATION SHALL BE ALL RED.

(((c))) INDICATES CUCKOO SOUND; (((P))) INDICATES PEEP-PEEP SOUND.

2. PEDESTRIAN PUSH BUTTONS SHALL BE INSTALLED ON THE POLE IN THE QUADRANT
NEAREST THE CROSSWALK SERVING THE PHASE.

3. TRAFFIC SIGNAL POLES AND ARMS ARE CITY FURNISHED.
NEAREST THE CROSSWALK SERVING THE PHASE.

4. CONTRACTOR SHALL FURNISH ALL OTHER EQUIPMENT AND
APURTENANCES.

5. CONTRACTOR SHALL CONTACT SIGNAL MAINTENANCE FOR'
ANCHOR BOLT AND BASE INFORMATION.
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EXIST. LUMINAIRE BULB TO BE HOUSED IN A 332 CABINET
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CONDUCTOR TABLE \_ pp_632908H
CONDUCTOR RUNS e e A CONS'TRUCTION NOTE

CONTROL FUNCTION| CONDUCTORS Z\ RISER DETAIL
ANFENFANPAY
CONSTRUCT WHEELCHAIR RAMP PER CITY OF RIVERSIDE
STANDARD DRAWING NO. 304,
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Lo LA ‘ "",/ ? — PAVEMENT DELINEATION
PHASE 6 * ! 1 | | mmmmm  INDICATES PAVEMENT DELINEATION TO BE INSTALLED.
12 |
LLS.N.S. # ———  INDICATES PAVEMENT DELINEATION TO REMAIN,
LUMINAIRES #8 .
SIGNAL SERVICE #6
INTERCONNECT 419 -===- INDICATES PAVEMENT DELINEATION TO BE REMOVED.
VEHICLE PRE-EMPTION #20 |
1 12" SOLID WHITE STRIPE (STD. PLAN A24E)
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