TWO WORKING DAYS BEFORE YOU DIG

Underground Service Alert

Call: TOLL FREE

1-800
227-2600

PREPARED FOR:

TKE ENGINEERING, INC.
P.0. BOX 2185
RIVERSIDE, CA 92516
PHONE (951) 680—0440
FAX (951) 680—0490

DEPARTMENT OF PUBLIC WORKS

CONDUCTOR TABLE PHASE DIAGRAM POLE SCHEDULE
CONDUCTOR RUNS - STANDARD | ISNS SIGNAL MOUNTING
CONTROL CONDUCTORS _/A A LUMINAIRE PPB REMARKS
FUNCTION /1\ /2\ /3\ /4\ /5\ A /7\ /8\ - | No. TYPE HGT. [SIG. M.A. [LUM. M.A. HPS LEGEND VEHICLE PED | AUDBLE | PHASE
| G 29-5-129 | 30' | 50’ 15 250W Cannon o | MAS | MAS | sv-1-T | sp—1-T ((P)) 98
12 CONDUCTOR IMSA | 1 2 3 4 8 3 2 1 .
VEHICLE & PEDESTRIAN - - - - - - - TV—1-T ~1-
HEADS, PEDESTRIAN 91 92 FUTURE 93 04 @[ - 10 - SP--T | (©) | 92
PUSH BUTTONS, G| 17-2-129 | 30| 20 12 250W Nessandro 7000 | - MAS | SV=1-T | SP=1-T (©) 92
SPARES & COMMONS ™3 ~oNpUCTOR MSA | 1 2 | 3 | 4 | 8 | 3 | 2 1 ) SOUTHRIDGE 0 5 o - 5 5ow ~ ~ R IPVRP I R () o1
PliiiTsEgOR CABLE #6/2 _ 1 1 1 1 yﬁ | DRIVE B)| 29-5-129 | 30| 50 15 250W | Cannon | MAS | MAS | Sv=1-T | SP—1-T ((P)) 04
PHASE 2 - - - - 3 3 3 3 - * o @ 1-A 10’ - - - - - - V-1-T SP—1-T () 96
E:QEE g = | 2 2 % % i 55 56 FUTURE 97 48 @\ 17-2-129 | 30| 20 12 250W Nessandro o0 | - MAS | SV-1-T | SP-1-T ((©)) 96
PHASE 6 - [ - -T2 13 [ -1 -1-= 15 o - 15’ 250W - - — | sv=1-T | sP—1-T ((P)) 98
PHASE 8 - - | - | - 1 1 i ((C)) OR ((P)) — INDICATES AUDITORY PEDESTRIAN SIGNAL TO BE INSTALLED: ((C)) INDICATES CUCKOO SOUND; ((P)) INDICATES PEEP—PEEP SOUND.
TOTALS - 2 2 5 | 1 5 4 4
EVPE_CABLE #20/4 1 1 2 2 4 1 1 —
lISNS #2 2 2 2 2 — 2 2 - o
LUMINAIRES #8 2 2 2 2 - 2 2 2 ‘.| , —
SIGNAL SERVICE #6 = — — - 2 2 2 — ! NEW 170/332 Q
! Lol
| INTERCONNECT | SIC [ - - -1 -1 27 117 1717 1] ;12, ik % ST??IEON : NEW 170/332 o é{\b
| IES SERVICE POINT = S
CONDUIT SIZE 2" | 3| 3 |35 |2-35" 35" | 3 | 3 b ELECTRIC PULL BOX I_L ? Z [1.5”0,810 - | 5"CSIC
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CONSTRUCTION NOTES (THIS SHEET): ' , GENERAL NOTES:
]
T INSTALL MODEL 170 CONTROLLER ASSEMBLY WITH MODEL 332 CABINET. og’ b - 1 DETECTOR LOOPS SHALL BE INSTALLED IN THE PRESENCE OF THE TRAFFIC ENGINEER
INSTALL 3M OPTICOM PHASE SELECTOR MODULE. INSTALL BATTERY OR HIS REPRESENTATIVE.
BACKUP SYSTE ECIAL P : ’ ' ,
M (SEE SPECIAL PROVISIONS) 3 6 | 2 ALL SIGNING, STRIPING, AND PAVEMENT MARKINGS REQUIREMENTS SHALL BE COMPLETED
2 |— INSTALL 120V SIGNAL, 120V IISNS AND 240V STREET LIGHT SERVICE ‘ _ AT LEAST ONE DAY PRIOR TO TURN—ON.
PER CITY STD. DWG. NO. 667. " S
3 | INSTALL 3M OPTICOM DETECTOR MODEL 711 ON MAST ARM BY CLAMPING Z HoL 4l ] 3 TYPICAL DETECTOR LOOP SPACING: 10, 15, 30" (WHERE APPLICABLE).
METHOD. EXACT LOCATION OF DETECTOR SHALL BE DETERMINED BY THE O . | 4 CONTRACTOR SHALL PERFORM ALL PERMANENT PAINTING (INSTALLATION AND REMOVALS) WORK.
MANUFACTURER’S REPRESENTATIVE IN THE FIELD. " -
7 5 ALL VEHICLE HEADS SHALL HAVE 12" LENSES WITH RED, YELLOW, AND GREEN 'LED
4 |~ RELOCATE SIGN ON NEW POST. | TYPE INDICATIONS. TRAFZC (NZ( 12‘7’5
1 RENOVE AND SALVAGE EXISTNG ELECTROLIER Z ' 6 PEDESTRIAN SIGNAL HEADS SHALL HAVE 'LED’ TYPE INDICATIONS. PATE: -
' AGA Job No. : 675-
REMOVE FOUNDATION. < o . 7 PEDESTRIAN PUSH BUTTONS SHALL BE ADA APPROVED TYPE. AGA File Name: A>EC?NSG
| S 12 Print Date  : 4/13/06
6 REMOVE AND SALVAGE EXISTING RADIO MODEM AND YAGI ANTENNA. O " ] 2 8 OPTICOM PHASE SELECTORS SHALL BE 2 CHANNEL UNITS ONLY. Last Revision : 4/13/06
1 4 E)
7 | ROTATE EXISTING YAGI ANTENNA AS SHOWN. ‘ — 9 AUDIBLE PEDESTRIAN SIGNAL SHALL BE INTERNAL MOUNT ONLY. (177;:;):522_22898930
A serT -
10 SEE PLAN R-3896 FOR STREET IMPROVEMENTS. ROVER &
8 |— INSTALL INTERCONNECT CONDUIT INTO SIDE OF CONTROLLER CABINET SSOCIATES
WITH LB CONDUIT FITTING OR EQUIVALENT. CONNECT SIC TO EXISTING 11 STRIPING SHOWN HEREON IS FOR REFERENCE ONLY. SEE PLAN XL-509 FOR A
MODEL 170 CONTROLLER ASSEMBLY. PROPOSED PAVEMENT DELINEATION. TRANSPORTATION CONSULTING ENGINEERS
9 |— INSTALL OBJECT MARKER (2 EA. TOTAL). 211 E. Imperial Hiwy., Suite 208 Fullerton, CA 92835
CITY OF RIVERSIDE, CALIFORNIA| TRAFFIC SIGNAL PLAN [P
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