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SPECIFIC CONSTRUCTION NOTES

- LOCATE LATERAL AND CONSTRUCT SEWER
CLEANOUT PER DETAIL "A"

ABANDON EXISTING SEWER PIPE AND
MANHOLES IN PLACE

EXISTING SEWER TO REMAIN IN SERVICE

PROTECT AND SUPPORT IN PLACE
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PROJECT LOCATION MAP
GENERAL NOTES: NTS

EXISTING UTILITIES SHOWN ON THE PLAN ARE PLOTTED FROM UTILITY RECORDS. THE CONTR ACTOR IS REQUIRED TO TAKE
DUE PRECAUTIONARY MEASURES TO LOCATE AND PROTECT ALL UTILITIES WHETHER OR NOT SHOWN ON THIS PLAN. |

PRIME CONTRACTORS BIDDING THIS WORK SHALL HAVE A CLASS "A", OR A "C-42" LICENSE.

ALL ELEVATIONS SHOWN ON THE PLAN SHALL BE STAKED IN THE FIELD.
CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF RIVERSIDE STANDARD DRAWINGS AND STANDARD
SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION, CURRENT EDITION.

TRENCHES SHALL EITHER BE BACKFILLED AND COMPACTED PER STD. DWG. 453 OR COVERED WITH TRA
RATED STEEL PLATES AT THE END OF EACH WORK DAY AS SPECIFIED IN THE SPECIAL PROVISIONS.

WATER VALVES ENCOUNTERED DURING PIPELINE CONSTRUCTION OR DURING RESTORATION OF SURFACE IMPROVEMENTS |
SHALL BE PROTECTED IN PLACE, RESTORED TO PRECONSTRUCTION CONDITION AND/OR ADJUSTED TO GRADE.

PIPE BEDDING SHALL BE PER STD. DWG. 452 AND CASE SHALL BE AS SPECIFIED ON THE PLANS.

FIC

CONTRACTOR SHALL PERFORM A PRE- AND POST CONSTRUCTION VIDEO OF THE SEWER MAIN LINES. CONTRACTOR SHALL BE
RESPONSIBLE FOR LOCATING AND VIDEOING ALL SEWER LATERALS FROM THE MAINLINE TO PROPERTY LINE ON SINGLE |

FAMILY RESIDENCES (SFR).

PIPE JOINTS FOR PROPOSED PIPES SHALL BE TYPE "G", PER SECTION 208-2.3 OF THE STANDARD SPECIFICATIONS. PIPE JOINTS
FOR JOINING EXISTING VCP TO PROPOSED VCP SHALL BE TYPE "Z", PER SECTION 208-5 OF THE STANDA  SPECIFICATIONS.

SERVICE LATERAL LOCATIONS ARE PLOTTED FROM EXISITNG RECORDS AND MIGHT NOT REFLECT THEIR TRUE LOCATIONIN
THE FIELD. IT IS THE CONTRACTOR'S RESPONSIBILITY TO LOCATE AND CONNECT EXISTING LATERALS TO NEW SEWER MAIN.

FINAL TRENCH PAVING SHALL BE COMPLETED PER STANDARD DRAWING 453.
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REPLACE STRIPPING REMOVED OR DAMAGED BY CONSTRUCTION ACTIVITIES.
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G1-03 P.K. NAIL AND CITY ENGINEER TAG IN. THE

EASTERLY END OF A CATCH BASIN 4 FEET BEHIND THE
CURB FACE, ALONG THE SOUTHERLY SIDE OF CAMPBELL
|| AVENUE, 125 FEET WESTERLY OF THE CENTERLINE OF

LA SIERRA AVENUE

ELEV— 772.431 (NGVD 29)

25+80.51 SEWER MH #4 = _

o

MATERIALS
BROOKS NO. 9-T VALVE BOX OR EQUAL.

] | 2% MECHANICAL STOPPER ST-SERIES BY MISSION RUB
| L | 2% OR CITY APPROVED EQUAL.

MINIMUM 4" SEWER PIPE.
WYE PER UNIFORM BUILDING CODE.
EXIST. VCP SEWER LATERAL.

JOINT TO CONNECT EXIST. VCP TO PROP. VCP SHALL BE TYPE "Z"
JOINTS. JOINTS TO CONNECT PROP. VCP TO PROP. VCP SHA
TYPE "G".

-EXIST. HOUSE NOTES:

SIDEWALK OR D/W PER STD. DWG. 325 OR 302
OR AS DIRECTED BY THE ENGINEER
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VARIES

6" THK. BED
OF 1"ROCK —

LINE

CONNECTION ;
] 1. LID MUST BE CAST IRON AND MARKE;

2. BACKFILL OVER LATERALS TO BE COMPACTED BY TAM

3. GRADE PARKWAY AT2% TGWARDSC OR BACK {?%7

—2% UNLESS OTHERWISE SIDEWALK OR AS DIRECTED BY THE ENGINEER. ,
DIRECTED BY THE ; , , , B s e

ENGINEER. 4. PCC SIDEWALK OR PCC REMOVAL SHALL BE TO THE NEARE

SCORELINE. HOWEVER, NO LESS THAN 25 SQUARE FEETOF
. SIDEWALK OR DRIVEWAY, WITH THE SMALLEST DIMENTION A
CLEANOUT DETAIL "A” - MINIMUM OF 4 FEET, SHALL BE REMOVED AND REPLACED.

NO SCALE 5. INSTALL SEWER CLEAN OUT IN THE RIGHT OF WAY LOCATION
~ AND AS DIRECTED BY THE ENGINEER. WHERE C.0. IS TO BE
PLACED IN A DIRT AREA, A 4-INCH THICK, 24"X24" PCC APRON
SHALL BE CONSTRUCTED AROUND IT. f
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| HORIZ. SCALE: 1” = 40'  VERT. SCALE: 1" = 4 |SHEET.
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