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CONSTRUCTION LEGEND AND ABBREVIATIONS:

STREET CENTERLINE
STREET R/W
EXISTING CONTOUR

(54.76) EXISTING ELEVATION Cp GRADE OUT OF VERTICAL CURVE
54.76 PROPOSED ELEVATION c8  GRADE BREAK
APN  ASSESSORS PARCEL NUMBER NLY  NORTHERLY |
AC ASPHALTIC CONCRETE PCC PORTLAND CEMENT CONC.,
AVG  AVERAGE PR PONT OF REVERSE CORVATURE
Bvc BEGIN VERTICAL CURVE
RCP  REINFORCED CONCRETE PIPE
C&G CURB AND GUTTER e REMOVE 10.
cL CENTERLINE
oot FDCE OF PAVEMENT RHMGG RUBBER HOT MIX GAP GRADED
R/W  RIGHT OF WAY
Eve END VERTICAL CURVE Uy SOUTHERLY
FG FINISH GRADE STA  STREET STATION
FL FLOWLINE c TOP OF CURB
£S5 FINISHED SURFACE TEMP  TEMPORARY y
Gy GRADE INTO VERTICAL CURVE V.C VERTICAL CURVE

GENERAL NOITES:

PRIME CONTRACTOR BIDDING THIS PROJECT SHALL HAVE A CLASS °A” OR CLASS
"C-12" LICENSE.

CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF RIVERSIDE DEPARTMENT
OF PUBLIC WORKS, STANDARD DRAWINGS, ITS SUPPLEMENTAL NOTES AND THE
"STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION", 2006 EDITION.

THE CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY MEASURES TO LOCATE
AND PROTECT ALL UTILITIES WITHIN THE CONSTRUCTION WORK AREAS. MH'S & WATER
VALVES SHALL BE "TIED OUT" PRIOR TO PAVEMENT OVERLAY WORK FOR
SUBSEQUENT ADJUSTMENT WORK.

ANY TEMPORARY TRAFFIC CONTROL STRIPING OBLITERATED AND/OR BADLY WORN
DURING CONSTRUCTION SHALL BE RESTORED BY THE CONTRACTOR WITHIN ONE DAY
AFTER NOTIFICATION FROM THE CITY INSPECTOR.

IN PAVEMENT OVERLAY AREAS, ANY DISTRESSED EXISTING PAVEMENT SHALL BE
REMOVED AND REPLACED AS DIRECTED BY THE INSPECTED PRIOR TO OVERLAYING
WITH ARHM—-GG PAVING.

WHERE NEW PAVEMENT IS TO JOIN THE EXISTING PAVEMENT, THE EDGE OF THE
EXISTING PAVEMENT SHALL BE TRIMMED IN A SMOOTH AND STRAIGHT LINE.
CONSTRUCT MATCH—-UFP PAVING AS DIRECTED IN THE FIELD TO PRODUCE A
SMOOTH SECTION.

STREET IMPROVEMENT WORK THAT WILL CAUSE DAMAGE TO THE DETECTOR LOOP’S
SHALL NOT BE PERFORMED UNTIL TRAFFIC SIGNAL MAINTENANCE PERSONNEL HAVE
BEEN NOTIFIED AND THE NECESSARY TIMING ADJUSTMENTS ARE MADE TO MAINTAIN
SIGNAL OPERATION.,

THE CONTRACTOR IS RESPONSIBLE FOR THE FINAL STRIPING AND PAVEMENT
MARKING, STRIPING AND PAVING WORK SHALL BE COMPLETED PER PLANS AND
STANDARD PROVISIONS.

SURVEY STAKING REQUESTS AND GRADE SHEETS ARE REQUIRED FOR THE
REPLACEMENT OF ALL CURBS AND/OR GUTTER OVER 50’ IN LENGTH.
SURVEY REQUESTS SHALL BE SUBMITTED AFTER THE EXISTING IMPROVEMENTS
HAVE BEEN REMOVED. CONTRACTOR SHALL ALLOW 4 WORKING DAYS AFTER
REQUESTING SURVEY TO SCHEDULE SURVEY AND PROCESS GRADE SHEETS.
CONTRACTOR SHALL PROVIDE TRAFFIC CONTROL FOR ALL REQUIRED
CONSTRUCTION SURVEY WORK BY CITY PERSONEL.
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CONTRACTOR MAY USE SINGLE/DOUBLE ADJUSTMENT OR RAMP—UP OPTIONS

FOR MANHOLES AND VALVE COVERS WITHIN THE COLD MILLING AND/OR

LOCATIO

PAVEMENT REPLACEMENT LIMITS. RAMP—UP OPTION SHALL HAVE SMOOTH

FINISH AND SAFE TRANSITION AROUND THE CIRCUMFERENCE OF THE
STRUCTURE. RAMP—UP WORK SHALL BE ACCEPTED BY THE INSPECTOR
BEFORE ROAD IS OPENED TO TRAFFIC. PAVING MATERIALS USED FOR
RAMP—UP SHALL BE REMOVED COMPLETELY BEFORE OVERLAY/PAVING
OPERATION TAKES PLACE.

THE INSPECTOR MAY DIRECT COLD MILLING AND PAVING INTO SIDE

STREETS TO IMPROVE THE RIDE QUALITY AND OTHER STREET CONDITIONS.

WATER VALVES AND FIRE HYDRANTS MUST BE LOCATED DURING CONSTRUCTION
TO MAKE VALVE BOX AND COVER ADJUSTMENTS AND FIRE HYDRANT BLUE

THE VALVE BOXES MUST BE 'TIED OUT” AS PART OF '

MARKER INSTALLATIONS.
THE CONTRACTOR'S WORK.

PAVEMENT PREPARATION SHALL CONSIST OF REMOVAL AND REPLACEMENT (R&R)
OF DETERIORATED PAVEMENT AREAS AS MARKED IN THE FIELD AND DIRECTED
BY THE INSPECTOR AT THE TIME OF CONSTRUZTION, QUANTITIES SHOWN ARE
APPROXIMATE AND BASED UPON ALL PREMARKED REMOVAL AND REPLACEMENT
SECTIONS BEING A MINIMUM OF 0.5’ IN DEPTH FOR CITY STREETS. STREETS
DESIGNATED FOR COLD MILLING AND PAVEMENT REMOVAL AND REPLACEMENT

SHALL BE DONE AFTER COLD MILLING IS COMPLETED.

THE SEAM BETWEEN PASSES OF THE AC OVERLAY SHALL COINCIDE, AS
CLOSE AS POSSIBLE, TO THE LANE LINES.

COLD MILLING TYPE | AND TYPE Il SHALL BE AS DIRECTED BY THE
INSPECTOR AND AS DESCRIBED IN SPECIAL PROVISIONS.

THIS PROJECT HAS APPROXIMATELY 58 PROPOSED NEW AND EXISTING

WHEELCHAIR RAMPS TO BE RECONSTRUCTED. EACH RAMP REQUIRES THE
REMOVAL AND REPLACEMENT OF APPROXIMATELY 150 SF OF RAMP AREA,
100 SF OF SIDEWALK, 30 LF OF CURB AND GUTTER, 30 LF OF NEW RETAINING
CURB AND SOME RAMP MAY REQUIRE APPROXIMATELY 200 SF OF ASPHALT
CONCRETE PAVEMENT REMOVAL AND REPLACEMENT FOR CROSS—FALL. THESE
QUANTITIES ARE APPROXIMATE AND MAY CHANGE ACCORDING TO EACH RAMP

TYPE AND SITE CONDITIONS. RAMPS SHALL BE CONSTRUCTED PER CITY

R/W
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STANDARDS, ADA REQUIREMENTS AND AS DIRECTED BY THE ENGINEER. AREAS
FOR REMOVAL SHALL BE MARKED BY THE CONTRACTOR AND ACCEPTED BY THE
CITY INSPECTOR AT THE TIME OF CONSTRUCTION. SEE ATTACHED LIST FOR RAMP

LOCATIONS AND TYPES,
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CONSTRUCTION NOITES:
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1.

I EXIST
SIDEWALK

NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN
REFER TO THE RESPECTIVE STANDARD DRAWING AND
SHALL BE CONSTRUCTED ACCORDINGLY. UNLESS
MODIFICATIONS ARE NOTED ON THE PLAN OR COVER
SHEET. ANY NUMBER SHOWN BELOW THE STANDARD
DRAWING NUMBER INDICATES THE SPECIFIC ALTERNATE
70 BE CONSTRUCTED.

ADJUST SEWER, STORM DRAIN, ELECTRIC OR WATER
MANHOLES, AND GATE VALVES TO GRADE. MANHOLES
AND VALVES MAY REQUIRE SINGLE/DOUBLE
ADJUSTMENTS OR RAMP UP DURING REMOVAL AND
PAVING OPERATIONS.

CONSTRUCT 0.1° ARHM—GG (C2—-PG—64—10) OVER
023" AC (B—-PG-64—10) OVER DOUBLE TACK COAT
OVER COLD MILLED AC SURFACE.

REMOVE AND REPLACE SPANDREL AND CROSS GUITTER
PER CITY STANDARD DWG 220.

PROTECT IN PLACE

DIRECTION OF DRAINAGE FLOW

LIMITS OF REMOVAL AND REPLACEMENT OF PAVEMENT.
SEE SHEET 4 OF 5 FOR RESURFACING LIMITS.

AC PAVEMENT AT INTERSECTIONS SHALL BE INSTALLED
TO ALLOW RUN—-OFF AS SHOWN ON THE PLANS.

INSTALL 3" PVC SLEEVES SCH 40 AT 24" DEPTH,

EXTENDED 5° ON EACH SIDE FROM EDGE OF THE
CURB OFR PAVEMENT.

PROTECT IN PLACE EXISTING LANDSCAPING AND
IRRIGATION AND PROVIDE THE REQUIRED FILL AS
STATED IN NOTE 5 BELOW.

PROVIDE CLASS—B OR BETTER COMFACTED FILL
MATERIAL AS APPROXIMATELY SHOWN.

ASPHALT CONCRETE WORK ON MONTICELLO AVE.
CONSISTS OF COLD MILLING OF EXISTING PAVEMENT
TO A VARWABLE DEPTH WITH A MINIMUM OF 4—INCHES
(0.33) AT THE GUTTER LIP. COLD MILLED AREAS
SHALL BE PAVED WITH STRUCTURAL SECTION 'S1° AS
SHOWN ON THESE PLANS.

THE TYPE—II CURB ADJACENT TO THE CHANNEL
(MONTICELLO AVE) CAN BE CONSTRUCTED BASED ON A
FIXED CROSS FALL SLOPE OF 2.5% WITH OFFSET OF
22° FROM THE GUTTER LIP OF EXISTING CURB AND
GUTTER PLUS THE HIKE-UP OF THE EXISTING GUTTER
ON THE OPPOSITE SIDE OF THE STREET. HOWEVER IF
THE CONTRACTOR DESIRES CONSTRUCTION STAKING,
THE STAKES SHALL BE SET ON EXISTING FAVEMENT
DUE TO RESTRICTIONS BEHIND THE CURB.

FOR PROPERTIES WITH AC DRIVEWAY APPROACH, AC
PAVEMENT OVERLAY SHALL BE EXTENDED TO MATCH
EXISTING DRIVEWAYS OR TO PROPERTY LINE WITHOUT
ADVERSE IMPACT TO THE EXISTING FLOWLINE.

NEW AC BERMS MAY BE NEEDED WHERE NECESSAY 70
MAINTAIN ADEQUATE FLOW LINE. LOCATIONS FOR NEW
AC BERMS SHALL BE DETERMINED ON SITE DURING
CONSTRUCTION.

IF COLD MILLING IS NOT POSSIBLE AT AREAS ADJACENT

TO AN AC BERM, THE BERM'S HEIGHT SHALL BE RAISED

AFTER OVERLAY TO MAINTAIN TS ORIGINAL HEIGHT AND
RUNOFF FLOW ALONG THE BERM.

ADEQUATE FLOW LINES SHALL BE MAINTAINED AT ALL
LOCATIONS.

FOR WHEELCHAIR RAMPS AT LOCATIONS WHERE
SIDEWALK IS LESS THAN 6 FEET WIDE, CONTRACTOR
SHALL INSTALL THE SPECIFIED CITY STANDARD
WHEELCHAIR RAMP AND TRANSITION THE ASSOCIATED
SIDEWALK 7O MATCH EXISTING.

TYPE | COLD MILLING = 5°'—10° WIDE AND 0.10" DEEP.

LOCATIONS FOR DIGOUTS SHALL BE MARKED ON SITE
AT THE TIME OF CONSTRUCTION.

UNLESS SPECIFIED ON PLANS, AC DEPTH FOR REMOVAL
AND REPLACEMENT AREAS SHALL BE A MINIMUM OF
6—INCHES. OR MATCH EXISTING STRUCTURAL SECTION,
WHICHEVER IS GREATER.
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CONSTRUCTION NOTES:
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NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN
REFER TO THE RESPECTIVE STANDARD DRAWING AND
SHALL BE CONSTRUCTED ACCORDINGLY. UNLESS
MODIFICATIONS ARE NOTED ON THE PLAN OR COVER
SHEET. ANY NUMBER SHOWN BELOW THE STANDARD
DRAWING NUMBER INDICATES THE SPECIFIC ALTERNATE
70 BE CONSTRUCTED.

ADJUST SEWER, STORM DRAIN, ELECTRIC OR WAJER
MANHOLES, AND GATE VALVES TO GRADE. MANHOLES
AND VALVES MAY REQUIRE SINGLE/DOUBLE
ADJUSTMENTS OR RAMP UP DURING REMOVAL AND
PAVING OPERATIONS.

CONSTRUCT 0.1’ ARAM—GG (C2-PG—-64—10) OVER
0.23" AC (B-PG—-64—10) OVER DOUBLE TACK COAT
OVER COLD MILLED AC SURFACE.

REMOVE AND REPLACE SPANDREL AND CROSS GUTTER
PER CITY STANDARD DWG 220.
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LIMITS OF REMOVAL AND REPLACEMENT OF PAVEMENT.
SEE SHEET 4 OF 5 FOR RESURFACING LIMITS.

AC PAVEMENT AT INTERSECTIONS SHALL BE INSTALLED
TO ALLOW RUN—-OFF AS SHOWN ON THE PLANS.

INSTALL 3" PVC SLEEVES SCH 40 AT 24" DEFPTH,
EXTENDED 5° ON EACH SIDE FROM EDGE OF THE
CUREB OR PAVEMENT.

PROTECT IN PLACE EXISTING LANDSCAPING AND
IRRIGATION AND PROVIDE THE REQUIRED FILL AS
STATED IN NOTE 5 BELOW.

PROVIDE CLASS—B OR BETTER COMFACTED FILL
MATERIAL AS APPROXIMATELY SHOWN.
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ASPHALT CONCRETE WORK ON MONTICELLO AVE.
CONSISTS OF COLD MILLING OF EXISTING PAVEMENT
TO A VARIABLE DEPTH WITH A MINIMUM OF 4—INCHES
(0.33) AT THE GUTTER LIP. COLD MILLED AREAS
SHALL BE PAVED WITH STRUCTURAL SECTION ‘S1' AS
SHOWN ON THESE PLANS.

2 THE TYPE-I| CURB ADJACENT TO THE CHANNEL
(MONTICELLO AVE) CAN BE CONSTRUCTED BASED ON A
FIXED CROSS FALL SLOPE OF 2.5% WITH OFFSET OF
22° FROM THE GUTTER LIP OF EXISTING CURB AND
GUTTER PLUS THE HIKE-UP OF THE EXISTING GUTTER
ON THE OPPOSITE SIDE OF THE STREET. HOWEVER IF
THE CONTRACTOR DESIRES CONSTRUCTION STAKING,
THE STAKES SHALL BE SET ON EXISTING FPAVEMENT
DUE TO RESTRICTIONS BEHIND THE CURB.

4. FOR PROPERTIES WITH AC DRIVEWAY APPROACH, AC
PAVEMENT OVERLAY SHALL BE EXTENDED TO MATCH
EXISTING DRIVEWAYS OR TO PROPERTY LINE WITHOUT
ADVERSE IMPACT TO THE EXISTING FLOWLINE.

5 NEW AC BERMS MAY BE NEEDED WHERE NECESSAY 710
MAINTAIN ADEQUATE FLOW LINE. LOCATIONS FOR NEW
AC BERMS SHALL BE DETERMINED ON SITE DURING
CONSTRUCTION.

6. IF COLD MILLING IS NOT POSSIBLE AT AREAS ADJACENT
TO AN AC BERM, THE BERM'S HEIGHT SHALL BE RAISED
AFTER OVERLAY TO MAINTAIN TS ORIGINAL HEIGHT AND
RUNOFF FLOW ALONG THE BERM.

7. ADEQUATE FLOW LINES SHALL BE MAINTAINED AT ALL
LOCATIONS.

8. FOR WHEELCHAIR RAMPS AT LOCATIONS WHERE
v~ SIDEWALK IS LESS THAN 6 FEET WIDE, CONTRACTOR
————— — = _ : i e SHALL INSTALL THE SPECIFIED CITY STANDARD

— = WHEELCHAIR RAMP AND TRANSITION THE ASSOCIATED
SIDEWALK TO MATCH EXISTING.

9. TYPE | COLD MILLING = 5°—10° WIDE AND 0.10° DEEP.

10. LOCATIONS FOR DIGOUTS SHALL BE MARKED ON SITE
AT THE TIME OF CONSTRUCTION,

11. UNLESS SPECIFIED ON PLANS, AC DEPTH FOR REMOVAL
AND REPLACEMENT AREAS SHALL BE A MINIMUM OF
6—INCHES. OR MATCH EXISTING STRUCTURAL SECTION,
WHICHEVER IS GREATER.
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CONSTRUCTION NOTES:

" . / g ,

NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN
REFER TO THE RESPECTIVE STANDARD DRAWING AND
SHALL BE CONSTRUCTED ACCORDINGLY. UNLESS
MODIFICATIONS ARE NOTED ON THE PLAN OR COVER
SHEET. ANY NUMBER SHOWN BELOW THE STANDARD
DRAWING NUMBER INDICATES THE SPECIFIC ALTERNATE
7O BE CONSTRUCTED.

, ADJUST SEWER, STORM DRAIN, ELECTRIC OR WATER
T~ ‘ i MANHOLES, AND GATE VALVES TO GRADE. MANHOLES
/ T/ AND VALVES MAY REQUIRE SINGLE/DOUBLE
- ,‘ ADJUSTMENTS OR RAMP UP DURING REMOVAL AND
: PAVING OPERATIONS.

CONSTRUCT 0.1’ ARHM—GG (C2—-PG—-64—10) OVER
023" AC (B—PG-64—10) OVER DOUBLE TACK COAT
OVER COLD MILLED AC SURFACE.

REMOVE AND REPLACE SPANDREL AND CROSS GUTTER
PER CITY STANDARD DWG 220.
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DIRECTION OF DRAINAGE FLOW

CHANNEL.. LINIG TOP
TRANSITION-PAVING TO

50" MIN. ON EACH.

&

LIMITS OF REMOVAL AND REPLACEMENT OF PAVEMENT.
SEE SHEET 4 OF 5 FOR RESURFACING LIMITS.

AC PAVEMENT AT INTERSECTIONS SHALL BE INSTALLED
TO ALLOW RUN—-OFF AS SHOWN ON THE PLANS.

INSTALL 3" PVC SLEEVES SCH 40 AT 24" DEPTH,
EXTENDED 5° ON EACH SIDE FROM EDGE OF THE
CURB OR PAVEMENT.

PROTECT IN PLACE EXISTING LANDSCAPING AND
IRRIGATION AND PROVIDE THE REQUIRED FILL AS
STATED IN NOTE 5 BELOW.

PROVIDE CLASS—B OR BETIER COMPACTEDIF/LL
MATERIAL AS APPROXIMATELY SHOWN.
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ASPHALT CONCRETE WORK ON MONTICELLO AVE.
CONSISTS OF COLD MILLING OF EXISTING PAVEMENT
7O A VARIABLE DEPTH WITH A MINIMUM OF 4—INCHES
(0.33) AT THE GUTTER LIP. COLD MILLED AREAS
SHALL BE PAVED WITH STRUCTURAL SECTION S1' AS
SHOWN ON THESE PLANS.

2 THE TYPE-Il CURB ADJACENT TO THE CHANNEL

(MONTICELLO AVE) CAN BE CONSTRUCTED BASED ON A
FIXED CROSS FALL SLOPE OF 2.5%Z WITH OFFSET OF
22° FROM THE GUTTER LIP OF EXISTING CURB AND
GUTTER PLUS THE HIKE-UP OF THE EXISTING GUTTER
ON THE OPPOSITE SIDE OF THE STREET. HOWEVER IF
THE CONTRACTOR DESIRES CONSTRUCTION STAKING,

§ THE STAKES SHALL BE SET ON EXISTING FAVEMENT
DUE TO RESTRICTIONS BEHIND THE CURE.

Y\ 4 FOR PROPERTIES WITH AC DRIVEWAY APPROACH, AC

§ PAVEMENT OVERLAY SHALL BE EXTENDED TO MATCH
EXISTING DRIVEWAYS OR TO PROPERTY LINE WITHOUT
ADVERSE IMPACT 7O THE EXISTING FLOWLINE.

5 NEW AC BERMS MAY BE NEEDED WHERE NECESSAY 70
MAINTAIN ADEQUATE FLOW LINE. LOCATIONS FOR NEW
AC BERMS SHALL BE DETERMINED ON SITE DURING
CONSTRUCTION. ‘
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w \ = WHEELCHAIR RAMP AND TRANSITION THE ASSOCIATED
% / . - SIDEWALK TO MATCH EXISTING.
W 1 _ B 42 _ _ 43 MONTICELLO AVE a4 9. TYPE | COLD MILLING = 5—10° WIDE AND 0.10° DEEP.
<! | 10. LOCATIONS FOR DIGOUTS SHALL BE MARKED ON SITE
< | : AT THE TIME OF CONSTRUCTION.
% ______ e M | o 11.  UNLESS SPECIFIED ON PLANS, AC DEPTH FOR REMOVAL
S | f - T TT —, e e~ AND REPLACEMENT AREAS SHALL BE A MINIMUM OF
< %Tz j— L= i L ——" Ef 6—INCHES. OR MATCH EXISTING STRUCTURAL SECTION,
A | SN\ B % , '3 WHICHEVER IS GREATER,
N 3
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CITY OF RIVERSIDE, CALIFORNIA | MINOR STREETS REHAB | 1o:

Underground Service Alert

CALL BEFORE YOU DIG

ENGINEER IN

PUBLIC WORKS DEPARTMENT | AT VARIOUS LOCATIONS [

CALL:TOLL FREE L5 RESPONSIBLE CHARGE " p— T T o R— 4 0 7 3
1 —800 . No. 64224 ENGINEERING MANAGER | JIA _ |2/3 / /%/ 0 7_ 08 P H - .[ [
Exp. 6-30-2009 ' PRINCIPAL ENGINEER - =5 MONTICELLO AVE
227-2600 IGRAHIM A. Souo STREET SERVICES 2% Ci CITY ENGINEER = 3 4
RC.E. No. 64224 expires 6/30/09 MaRK REVISIONS appr | oare | SO ’5% ztj 4 % 2 /&4 (CALIFORNIA AV TO COLORADQO AV)| SHEET OF.
TWO WORKING DAYS BEFORE YOU DIG aare #Z«l#é— vesinen avi_IIE oraan v JUE __ crecnen o APE CONST._CONT, ADHIN__ ZE e 2 H%ﬁ S‘ngg 77 . _ 40" FILE NO.
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CONSTRUCTION NOTES:

NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN
REFER TO THE RESPECTIVE STANDARD DRAWING AND
SHALL BE CONSTRUCTED ACCORDINGLY. UNLESS

MODIFICATIONS ARE NOTED ON THE PLAN OR COVER

X N T wmeml Lo SHEET. ANY NUMBER SHOWN BELOW THE STANDARD
e } QUANT/T/ES TABLE DRAWING NUMBER INDICATES THE SPECIFIC ALTERNATE
\\ @ ‘ 70 BE CONSTRUCTED.
Z Eﬂ' ' Supst 2 STREET ar AC AC coo munG | coo muume | [ RER | Rar rer owr|  rRar | ApssT REPLACE ADJUST' SEWEF, STORM DRAIN, ELECTRIC OF WATER
0  leeeu av # | Smeer nawE | sireer umr | stReer umar Leney | RS | remova REPLACE, T 1owes | mpe reprs | CURE & | soewak (Rar wor | “uoer | x_gurrer | SeweR & |witew care| cieaour | TRAFFIC MANHOLES, AND GATE VALVES 10 GRADE. MANHOLES
= : & (LF) (700) (SF) (TON) LF LF CUTIER | (5F) (E4) (SF) (s5)  |so mw ()| wve (en)| ) | Looes () AND VALVES MAY REQUIRE SINGLE/DOUBLE
__cwRess av_ | I 7 |Monroe St Arlington Av  |California Av - - 500+ 10+ — - | 920 - 17 | 240 660 - _ _ — g%/‘//v% TA"O/:‘P/\Z% ggNgAMP UP DURING REMOVAL AND
g 2 |Parma st Monticello Av |South end 740 40 - - 280 - 20 - - - - - 1 / - o y )
1 E 5 Delono D r— . — — — - — <::> CONSTRUCT 0.1’ ARHM—GG (C2—-PG~64—10) OVER
Q o : r ac. s‘on Monticello Av 700 190 220 10 1,400 40 | 190 2 5 2 | 0.23' AC (B—-PG—64—10) OVER DOUBLE TACK COAT
4 |Brunswick Av |Monticello Av |Monroe St 1,970 520 800 30 4,610 Jo | 740 - J - - 6 6 - - OVER COLD MILLED AC SURFACE.
>
< San Vi te AW Monticello Av |Monroe St 1,97 , - 4 - - _ —
[ 3 5 |San_Vincente Ay Monticello Av | Me 0 520 1,640 90 4,340 60 | 330 6 7 SEMOVE AND REPLACE SPANDREL AND CROSS GUITER
S 6| Holly Ln Trebor Rd Wildwood Wy 1,170 310 370 10 2,340 30 | 270 - - - - J 5 - - PER CITY STANDARD DWG 220.
5 7| Poppy 1n Trebor Rd  |North end 260 70 750 30 520 -1 - - - - ~ 7 2 - -
. PROTECT IN PLACE
8 | Trebor Rd Driftwood Dr | Conway Dr 420 710 290 70 840 60 | 170 - - - - 2 3 7 -
9 | Witdwood Wy Holly Ln Glencoe Dr 370 700 7,450 50 890 100 | 120 - - - 240 2 3 / — ———=— DIRECTION OF DRAINAGE FLOW
10| Mallorie Wy Concord Av Chaawick P/ 720 190 720 Jo 1,440 30 20 - - 120 - 3 4 - -
17| Chadwick P/ Mallorie Wy Driftwood Dr 320 &0 600 20 640 30 160 - - - - - 2 7 @ LIMITS OF REMOVAL AND REPLACEMENT OF PAVEMENT.
12 | Jones Av Arlington Av | Keller Av 5070 1,320 | 8360 290 3,490 230 | 50 - 5 — | 460 18 17 2 - SEE SHEET 4 OF 5 FOR RESURFACING LIMITS.
13| crest av Arlington Av | Babb Av 7,940 510 | 5750 780 2,780 220 | - _ 4 — | Z30 P P > p @ AC PAVEMENT AT INTERSECTIONS SHALL BE INSTALLED
14 |Cypress Av Norwood Av  |Crest Av 4,470 7,180 7,670 270 1,100 250 80 - 4 120 200 76 10 — — » 7O ALLOW ,,RUN_OFF AS SHOWN ON' THE ,{DMNS
15 [Norwood Av | Michell Av Gramercy P/ 7,900 500 330 70 - 60 - - - - - 4 3 2 - @ INSTALL 5° PVC SLEEVES SCH 40 AT 247 DEFTH,
West end - EXTENDED &5° ON EFACH SIDE FROM EDGE OF THE
16 | Norwood Av | Golden Av est en 2,680 820 260 70 5,300 350 | 80 | 350 7| 100 | 610 5 4 2 —~ CURB OR PAVEMENT.
17 C‘o//ege Av Norwood Av Valverda 50 So 7,050 280 300 70 0 7160 - - - 10 - J 3 7 et PROTECT IN PLACE EX/ISTING LANDSCAPING AND
18 | Vasquez P/ Sedgewick Av |Langston P/ 800 210 200 10 700 30 | 100 140 - - - 2 - - - IRRIGATION AND FPROVIDE THE REQUIRED FILL AS
19| Bunche P1 Sedgewick Av |Langston Pl 800 210 210 10 1,600 go | 150 | 140 - - - 7 7 / - STATED IN NOTE 5 BELOW. |
20 |Langston P1 | Vasquez PI |Bunche PI 300 80 — _ 600 _| 90 | 270 — | 780 _ _ P _ _ @ PROVIDE CLASS—B OR BETTER COMPACTED FILL
27| Pendteton St Hole Ay Polk St 2340 620 _ _ 4,680 160 90 — 5 — 770 5 P ; ~ MATERIAL AS APPROXIMATELY SHOWN.
22| L - — 1,280 — - - - - -
23| Rupley PI Pendleton St Northwest end 330 90 - - 600 - 20 130 - - - 7 7 - - CONSISTS OF COLD MILLING OF EXISTING PAVEMENT
24| Cass St Polk St Lively St 550 150 - - 1,100 30 110 420 - 180 - 1 2 _ _ ;0 A )VA/‘?/ABLE DEPTH WITH A MINIMUM OF 4—INCHES
- 0.33°) AT THE GUTTER LIP. COLD MILLED AREAS
25 Sorrento Dr Monticello Av Salerno Dr 560 150 900 - 7: 120 - 100 200 J - - 3 2 - - SHALL BEF PAVED WITH STRUCTURAL SECTION :S'/' AS
26 | Cecilia_Ct Sorrento Dr | £ast end 340 90 540 30 680 - | 60 | 200 — — — 2 7 - - SHOWN ON THESE PLANS.
27 | Salerno Dr Sorrento Dr | Cellini Or 530 740 850 20 1,060 40 | 100 100 J - - J 7 - - 2 THE TYPE-/I CURB ADJACENT TO THE CHANNEL
28| cellini Or Monticello Av | Monroe Av 600 160 960 30 1,200 40 | 100 | 100 - - - 1 2 - - (MONTICELLO AVE) CAN BE CONSTRUCTED BASED ON A
29 P 260 70 520 FIXED CROSS FALL SLOPE OF 2.5% WITH OFFSET OF
Wheeler St Delano Or avoy St 420 J0 - 100 100 - - - 7 2 - - 22° FROM THE GUTTER LIP OF EX/ISTING CURB AND
JO0 | Savoy St Wheeler St Southwest end 300 &0 480 70 600 - 60 100 - - - 7 7 - - GUTTER PLUS THE HIKE-UP OF THE EXISTING GUTTER
p . 4,260 ~ = = = ON THE OPPOSITE SIDE OF THE STREET. HOWEVER IF
I | Dundee Rd Colorado Av Brunswidk Av 2,130 960 3,400 120 360 | 200 400 3 70 2 THE CONTRACTOR DESIRES CONSTRUCTION STAKING,
2 | warwick Ct Driftwood Or South end 130 30 - - 260 40 - - - - - - - / - THE STAKES SHALL BE SET ON EXISTING PAVEMENT
TOTAL 35.700 DUE TO RESTRICTIONS BEHIND THE CURB.
* QUANTITY OF AC ASSOCIATED WITH WORK ON REMOVAL AND REPLACEMENT OF CROSS GUITTER (MONROE ST) 4 FOR PROPERTIES WITH AC DRIVEWAY APPROACH, AC
PAVEMENT OVERLAY SHALL BE EXTENDED TO MAICH
EXISTING DRIVEWAYS OR TO PROPERTY LINE WITHOUT
ADVERSE IMPACT TO THE EXISTING FLOWLINE.
5  NEW AC BERMS MAY BE NEEDED WHERE NECESSAY 70
MAINTAIN ADEQUATE FLOW LINE. LOCATIONS FOR NEW
AC BERMS SHALL BE DETERMINED ON SITE DURING
M Jerumworohav | L (] CONSTRUCTION.
6. IF COLD MILLING IS NOT POSSIBLE AT AREAS ADJACENT
TO AN AC BERM, THE BERM'S HEIGHT SHALL BE RAISED
AFTER OVERLAY TO MAINTAIN ITS ORIGINAL HEIGHT AND
gﬂ RUNOFF FLOW ALONG THE BERM.
j 7. ADEQUATE FLOW LINES SHALL BE MAINTAINED AT ALL

LOCATIONS.

8. FOR WHEELCHAIR RAMPS AT LOCATIONS WHERE
SIDEWALK IS LESS THAN 6 FEET WIDE, CONTRACTOR
SHALL INSTALL THE SPECIFIED CITY STANDARD
WHEELCHAIR RAMP AND TRANSITION THE ASSOCIATED
SIDEWALK TO MATCH EXISTING.

9. TYPE |/ COLD MILLING = 5°-10° WIDE AND 0.10° DEEP.

10, LOCATIONS FOR DIGOUTS SHALL BE MARKED ON SITE
AT THE TIME OF CONSTRUCTION.

11.  UNLESS SPECIFIED ON PLANS, AC DEPTH FOR REMOVAL
AND REPLACEMENT AREAS SHALL BE A MINIMUM OF
E 6—INCHES, OR MATCH EXISTING STRUCTURAL SECTION,

( CARLTON PL @ WHICHEVER IS GREATER.

AREA S

N\
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